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1 General Description
1.1 Description of EUT

Product name: ST PRO

Model name; SKYTRAK PRO
Series Model: N/A
Different of series model: N/A

Operation frequency:

2402-2480MHz

Modulation type:

GFSK, 11/4-DQPSK, 8DPSK

Bit Rate of transmitter:

1 Mbps, 2Mbps, 3Mbps

Antenna type:

FPC Antenna

Antenna gain:

3.36dBi

Max. output power:

0.024mW/MHz

Hardware version: Rev B
. BSP:v2.1.5
Software version: SWv14.3

Battery:

DC 7.4V, 10000mAh

Power supply:

Input: 15V=3A

Adapter information:

MODEL: SW-PD45WC

INPUT: 100-240V~1.5A 50/60Hz

OUTPUT: 5V=3A, 9V=3A, 12V=3A, 15V=3A, 20V-=2.25A (45W
Max)

Sample number:

HB20260625001-7004

Fixed frequency software
and Power level setting
parameters:

Fixed frequency software: Tera Term VT
Power level setting parameters: default

1.2 Test Mode

Test Mode Channel Frequency (MHz)
1 00 2402
2 39 2441
3 78 2480
1.3 Operation Channel List
Channel Frequency Channel Frequency Channel | Frequency
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(MHZz) (MH2) (MH2z)
00 2402 27 2429 54 2456
01 2403 28 2430 55 2457
02 2404 29 2431 56 2458
03 2405 30 2432 57 2459
04 2406 31 2433 58 2460
05 2407 32 2434 59 2461
06 2408 33 2435 60 2462
07 2409 34 2436 61 2463
08 2410 35 2437 62 2464
09 2411 36 2438 63 2465
10 2412 37 2439 64 2466
11 2413 38 2440 65 2467
12 2414 39 2441 66 2468
13 2415 40 2442 67 2469
14 2416 41 2443 68 2470
15 2417 42 2444 69 2471
16 2418 43 2445 70 2472
17 2419 44 2446 71 2473
18 2420 45 2447 72 2474
19 2421 46 2448 73 2475
20 2422 47 2449 74 2476
21 2423 48 2450 75 2477
22 2424 49 2451 76 2478
23 2425 50 2452 77 2479
24 2426 51 2453 78 2480
25 2427 52 2454 -- --
26 2428 53 2455 -- --
1.4 Test Conditons
Voltage T':elgftuation N . High Voltsfge +10% Low Voltgfge -10%
Normal Voltage Normal Voltage
DC Power DC 7.4V DC 8.14V DC 6.66V
To RF Module DC 3.3V DC 3.3V DC 3.3V

Fax: (86-755) 29985110
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Note:

1. Voltage Variation (%)= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal
Voltage* 100.

2. During the input supply voltage to the EUT from the external power source is varied by +/-10%,
+ /- 10% of the external power change, will not affect the voltage of the RF, so only operated in
normal voltage to test all regulations.

1.5 Test Setup

See photographs of the test setup in the report for the actual setup and connections between EUT
and support equipment.

1.6 Power setting configuration parameters

During testing channel & power controlling software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the
setting of RF output power expected by the customer and is going to be fixed on the firmware of the
final end product power parameters.

Test software Version Tera Term VT
Frequency 2402 MHz 2441 MHz 2480 MHz
Parameters Default Default Default

RF cable
Description Connector Length Supplied by
Antenna Cable SMA 10cm Applicant

Note: Disclaimer: the loss of RF cable is too small and can be ignored.

1.7 Ancillary Equipment

Equipment Model SIN Manufacturer
Notebook BDR-WDH A3RQPM2420002411 | 100! T‘I*_rtré“”a' Co.,
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2 Summary of Test Result

No. Test Item Result Remark
1 Frequency Tolerance Measurement Pass
2 Occupied Bandwidth and Spread-spectrum Bandwidth Pass
3 Tx Unwanted Emission Measurement Pass
4 Antenna Power Tolerance & EIRP Antenna Power Pass
5 Rx Unwanted Emission Measurement Pass
6 Dwell time Pass
7 Transmission Radiation Angle Width (3dB Beamwidth) N/A
8 Radio Interference Prevention Capability Pass
9 Carrier Sense N/A

Note: “N/A” means the test item not applicable.

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
Tel: (86-755) 29989321 Fax: (86-755) 29985110 Web:www.sz-hongbiao.com


http://www.sz-hongbiao.com/

HONG BIAO - Page 10 of 46 - Report No.: HB20260626015E-02

3 Test Facilities and Accreditations
3.1 Test Laboratory

Test Site Shenzhen HongBiao Certification& Testing Co., Ltd
Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park,
Test Site Location Tongguan Road, Tianliao Community, Yutang Street, Guangming
District, Shenzhen, China
Telephone: (86-755) 2998 9321
Fax: (86-755) 2998 5110
CNAS Registration No.: | L12076

3.2 Environmental Conditions

During the measurement the environmental conditions were within the listed ranges:

Temperature: 27.4°C
Relative Humidity: 58.2%
Air Pressure;: 99.3kPa

3.3 Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of
approximately 95 %.

Measurement Frequency Range U, (dB) Note
RF frequency 2x 10°
RF power, conducted +0.57 dB
Radiated emission(30MHz~1GHz) +4.2dB
Radiated emission (above 1GHz) +4.7dB
Occupied Bandwidth +3%
Temperature +1 degree
Humidity +5%

3.4 Test Software

Software name Manufacturer Model Version

RF Test System MWRF MTS 8310 2.0.0.0

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
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4 List of Test Equipment

4.1 List of Test Equipment

RF
ltem Equipmen Equipment Manufact Model Serial No. Calibration Due date
t No. name urer date
MXG Anaiog
1 HB-E041 Signal Agilent N5181A | MY47070421 | 2026-04-27 | 2027-04-26
Generator
WIDEBAND
2 HB-E042 RADIO R&S CMW500 132108 2026-04-27 | 2027-04-26
COMMUNICA
TION TESTER
MXG Anaiog
3 HB-E043 Signal Agilent N5182A | US46240335 | 2026-04-28 | 2027-04-27
Generator
Signal&
4 HB-E044 spectrum R&S FSV3044 101264 2026-04-28 | 2027-04-27
Analyzer
5 | HB-E045 | REConol 1 Novetec | NYLOO-R N/A 2026-04-28 | 2027-04-27
Box FCB
Thermometer
6 HB-E058 | Clock Humidity N/A HTC-1S N/A 2026-04-30 | 2027-04-29
Monitor
DC power Hong LW-1520
7 HB-E067 Kong 220300153 | 2026-04-27 | 2027-04-26
supply Longwei KD
8 | HBEO63 | Multimeter | FLUKE | 15+ | “°0TO%W | 50260497 | 2027-04-26

Note 1: The calibration interval of the above test instruments is 12 months and the calibrations are
traceable to international system unit (SI).

Note 2: The instrument RF Control Box, numbered HB-E045, contains power meter.

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
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4.2 Calibration Method

a) Calibration conducted by the National Institute of Information and Communications Technology
NICT or a designated calibration agency under Article 102-18 paragraph.

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement
Law (Law No. 51 of 1992) .

c¢) Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted
by the NICT or a designated calibration agency under Article 102-18 paragraph.

d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the
right column of appended table No. 3, which shall have been given any type of calibration, etc. listed
above from (a) to.

The all calibration corresponds to c¢) described above.

4.3 Calibration Agency information

Test Site Guangzhou Lisai Metrology & Test Co., Ltd.

No0.8, Nongkesuo South Street, Shiji, Panyu District, Guangzhou,
Guangdong, China

Telephone: (86-020) 31134076
Fax: (86-020) 31134076
CNAS Registration No.: | L7127

Test Site Location

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
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5 Test Item And Results

5.1 Frequency Tolerance
5.1.1 Limits

Iltem Limits

Frequency Tolerance +50ppm

5.1.2 Test Procedures

1. Frequency accuracy of SA shall be less than 10% of limits tolerance (S5ppm).

2. Setting of SAis following as: RB: 10kHz / VB: 10kHz / SPAN: 2MHz / Sweep time: Auto / Detect

mode: Positive peak / Trace mode: Max hold.

3. The frequency tolerance test case is directly measured using spectrum analyzer. Then the
frequency error formula is (f-fc)/fcx108 ppm and the limit is less than +50ppm.

5.1.3 Test Setup

Shielding Chamber

Spectrum analyzer

{ie
1
=
-:5 EUT
i J
5.1.4 Test Result
Channel Frequency Reading Tolerance Limit Voltage
(MHz) (MHz) (ppm) (Ppm) (V)
0 2402 2402.01 4.16 +50
39 2441 2441.01 4.1 +50 DC 7.4V
78 2480 2480.01 4.03 +50

Test plots of normal input voltage mode as below:

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
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fo: 2402MHz

= RBW 10kHz
= VBW 10kHz Mode Sweep

fe: 2441MHz

fo: 2480MHz
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5.2 Occupied Bandwidth And Spread-spectrum Bandwidth
5.2.1  Limits

ltem Limits

FH: 83.5MHz; FH + DS: 83.5MHz;
FH + OFDM: 83.5MHz; OFDM, DS: 38MHz

Spreading Bandwidth No requirements

Occupied Bandwidth

Spread Factor No requirements

5.2.2 Test Procedures

Occupied Bandwidth (99%BW):

1. Setting of SA is following as: RB: 1MHz / VB: 1MHz / Sweep time: Auto / Sweep Mode:
Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold.

2. EUT have transmitted the maximum modulation signal and fixed channelize (For DSSS

or OFDM Device).

3. SA set to 99% of occupied bandwidth to measure occupied bandwidth.

Spreading Bandwidth (90%BW):

1. Setting of SA is following as: RB: 300kHz / VB: 300kHz / Sweep time: Auto / Sweep Mode:
Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold.

2. EUT have transmitted the maximum modulation signal and fixed channelize (For DSSS

or OFDM Device).

3. SA set to 90% of spreading bandwidth to measure spreading bandwidth.

4. Spread Spectrum Factor = Spread Spectrum Bandwidth / modulation rate of EUT.

5.2.3 Test Setup

Shielding Chamber

Spectrum analyzer

i B0 ooe 0

EUT

X

5.2.4 Test Result
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Hopping Mode Spread

(Occupied : Spread ot
Mode bandwidth) Bandwidth Factor Limits Result
MHz (MHz)

OBW <=83.5MHz
GFSK 78.668 70.38 70.38 SBW N/A

Pass
Spread Factor N/A
OBW <=83.5MHz
m/4-DQPSK 78.748 70.443 35.222 SBW N/A Pass
Spread Factor N/A
OBW <=83.5MHz
8DPSK 78.718 70.39 23.463 SBW N/A Pass

Spread Factor N/A

Test plots of normal input voltage mode as below:

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
Tel: (86-755) 29989321 Fax: (86-755) 29985110 Web:www.sz-hongbiao.com


http://www.sz-hongbiao.com/

HONG BIAO - Page 17 of 46 - Report No.: HB20260626015E-02

GFSK mode, Occupied Bandwidth-99% GFSK mode, Spread Bandwidth-90%

Ret dBm
. s ‘Mt 2008 SWT 3
1 Occupied Bandwidth - 1 Occupied Bandwidih

Offset 655

L e o m
1 Occupied Bandwidth - 1 Occupied Bandwidih
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5.3 Tx Unwanted Emission
531 Limit

Item Limits

30 to 1000 MHz: 0.25uW/MHz

1000 to 2387 MHz: 2.5uW/MHz

TX Spurious Emission 2387 to 2400 MHz: 25uW/MHz

2483.5 through 2496.5 MHz: 25uW/MHz
Over 2496.5 MHz: 2.5uW/MHz

5.3.2 Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port
to the spectrum analyzer.

settings:

a) Below 1GHz/ Above 1GHz

. Set RBW= VBW = 100 kHz/ Set RBW = VBW = 1 MHz.

. Detector = peak.

. Sweep = auto couple.

. Trace Mode = max hold.

. Allow trace to fully stabilize.

. Use the peak marker function to determine the maximum amplitude level.

. If the result value is over the requirement, take total sum of 1MHz band centered at the spur
frequency like ACLP measurement as result value.

5.3.3 Test Setup

No o~ WDNE

Shielding Chamber

Spectrum analyzer

EUT

5.3.4 Test Results
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Max Max . . !
. M M Limit Limi
Frequency SIS Peaaxk Rl\% Pl RS Start Stopt a
Mode Antenna | Range (MHz) Frequency Value | Value Verdict
(MHz) Value | Value (uw (uw
MHZ) 1 @Bm) | @Bmy | W W sy | MHz)
IMHz) | /MHz)

1-DH5 2402 Antl 30-1000 800.67 -61.41 NA 0.0007 NA 0.25 0.25 Pass
1-DH5 2402 Antl 1000-2387 2370.08 -50.91 NA 0.0081 NA 2.5 2.5 Pass
1-DH5 2402 Antl 2387-2400 2399.99 -33.51 NA 0.4457 NA 25 25 Pass
1-DH5 2402 Antl 2483.5-2496.5 2483.61 -52.52 NA 0.0056 NA 25 25 Pass
1-DH5 2402 Antl 2496.5-13000 4804.12 -38.72 NA 0.1343 NA 2.5 2.5 Pass
1-DH5 2441 Antl 30-1000 813.66 -61.34 NA 0.0007 NA 0.25 0.25 Pass
1-DH5 2441 Antl 1000-2387 2212.65 -51.09 NA 0.0078 NA 2.5 2.5 Pass
1-DH5 2441 Antl 2387-2400 2387.73 -51.77 NA 0.0067 NA 25 25 Pass
1-DH5 2441 Antl 2483.5-2496.5 2494.28 -51.48 NA 0.0071 NA 25 25 Pass
1-DH5 2441 Antl 2496.5-13000 4881.84 -37.35 NA 0.1841 NA 2.5 2.5 Pass
1-DH5 2480 Antl 30-1000 38.15 -62.28 NA 0.0006 NA 0.25 0.25 Pass
1-DH5 2480 Antl 1000-2387 1647.45 -51.21 NA 0.0076 NA 25 25 Pass
1-DH5 2480 Antl 2387-2400 2390.94 -52.26 NA 0.0059 NA 25 25 Pass
1-DH5 2480 Antl 2483.5-2496.5 2483.58 -48.37 NA 0.0146 NA 25 25 Pass
1-DH5 2480 Antl 2496.5-13000 4959.57 -38.68 NA 0.1355 NA 25 25 Pass
2-DH5 2402 Antl 30-1000 800.67 -59.96 NA 0.001 NA 0.25 0.25 Pass
2-DH5 2402 Antl 1000-2387 2190.74 -50.84 NA 0.0082 NA 25 25 Pass
2-DH5 2402 Antl 2387-2400 2400.00 -24.79 NA 3.3189 NA 25 25 Pass
2-DH5 2402 Antl 2483.5-2496.5 2495.89 -52.58 NA 0.0055 NA 25 25 Pass
2-DH5 2402 Antl 2496.5-13000 4804.12 -33.17 NA 0.4819 NA 25 25 Pass
2-DH5 2441 Antl 30-1000 814.05 -60.87 NA 0.0008 NA 0.25 0.25 Pass
2-DH5 2441 Antl 1000-2387 1845.65 -51.38 NA 0.0073 NA 2.5 2.5 Pass
2-DH5 2441 Antl 2387-2400 2389.96 -51.92 NA 0.0064 NA 25 25 Pass
2-DH5 2441 Antl 2483.5-2496.5 2488.37 -52.49 NA 0.0056 NA 25 25 Pass
2-DH5 2441 Antl 2496.5-13000 4881.84 -32.23 NA 0.5984 NA 25 25 Pass
2-DH5 2480 Antl 30-1000 826.37 -61.73 NA 0.0007 NA 0.25 0.25 Pass
2-DH5 2480 Antl 1000-2387 1734.83 -51.09 NA 0.0078 NA 25 25 Pass
2-DH5 2480 Antl 2387-2400 2387.51 -52.50 NA 0.0056 NA 25 25 Pass
2-DH5 2480 Antl 2483.5-2496.5 2483.56 -47.15 NA 0.0193 NA 25 25 Pass
2-DH5 2480 Antl 2496.5-13000 4959.57 -33.59 NA 0.4375 NA 25 25 Pass
3-DH5 2402 Antl 30-1000 800.67 -61.45 NA 0.0007 NA 0.25 0.25 Pass
3-DH5 2402 Antl 1000-2387 2215.71 -51.45 NA 0.0072 NA 2.5 2.5 Pass
3-DH5 2402 Antl 2387-2400 2400.00 -24.42 NA 3.6141 NA 25 25 Pass
3-DH5 2402 Antl 2483.5-2496.5 2493.35 -51.85 NA 0.0065 NA 25 25 Pass
3-DH5 2402 Antl 2496.5-13000 4804.12 -32.11 NA 0.6152 NA 2.5 2.5 Pass
3-DH5 2441 Antl 30-1000 813.76 -60.27 NA 0.0009 NA 0.25 0.25 Pass
3-DH5 2441 Antl 1000-2387 2206.55 -51.47 NA 0.0071 NA 2.5 2.5 Pass
3-DH5 2441 Antl 2387-2400 2391.67 -52.01 NA 0.0063 NA 25 25 Pass
3-DH5 2441 Antl 2483.5-2496.5 2492.82 -51.84 NA 0.0065 NA 25 25 Pass
3-DH5 2441 Antl 2496.5-13000 4881.84 -30.95 NA 0.8035 NA 25 2.5 Pass
3-DH5 2480 Antl 30-1000 826.56 -60.18 NA 0.001 NA 0.25 0.25 Pass
3-DH5 2480 Antl 1000-2387 2292.27 -51.42 NA 0.0072 NA 2.5 2.5 Pass
3-DH5 2480 Antl 2387-2400 2390.91 -52.11 NA 0.0062 NA 25 25 Pass
3-DH5 2480 Antl 2483.5-2496.5 2483.60 -47.69 NA 0.017 NA 25 25 Pass
3-DH5 2480 Antl 2496.5-13000 4959.57 -33.05 NA 0.4955 NA 25 25 Pass
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CHOO GFSK mode, 30MHz~1GHz CHOO0 GFSK mode, 1GHz~2.387GHz

CHOO GFSK mode, 2.387GHz~2.4GHz CHOO GFSK mode, 2.4835GHz~2.4965GHz

CHOO GFSK mode, 2.4965GHz~13GHz /
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CH39 GFSK mode, 30MHz~1GHz

CH39 GFSK mode, 1GHz~2.387GHz

Ret

s an
1 Frequency Sweep.

CH39 GFSK mode, 2.387GHz~2.4GHz

CH39 GFSK mode, 2.4835GHz~2.4965GHz

et 6565 = RBW 1 MHz
VEW 1 b Mode Sweep

- RBW 1 Mz
Mz Mode Sweep:
1 Frequency Sweep.

1.3 bzl

CH39 GFSK mode, 2.4965GHz~13GHz
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CH78 GFSK mode, 30MHz~1GHz CH78 GFSK mode, 1GHz~2.387GHz

CH78 GFSK mode, 2.387GHz~2.4GHz CH78 GFSK mode, 2.4835GHz~2.4965GHz

CH78 GFSK mode, 2.4965GHz~13GHz /
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CHOO0 11/4-DQPSK mode, 30MHz~1GHz CHOO 11/4-DQPSK mode, 1GHz~2.387GHz

CHOO0 1/4-DQPSK mode, 2.387GHz~2.4GHz CHOO0 1/4-DQPSK mode, 2.4835GHz~2.4965GHz
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CH39 11/4-DQPSK mode, 30MHz~1GHz CH39 11/4-DQPSK mode, 1GHz~2.387GHz
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CH78 11/4-DQPSK mode, 30MHz~1GHz CH78 11/4-DQPSK mode, 1GHz~2.387GHz

CH78 1/4-DQPSK mode, 2.387GHz~2.4GHz CH78 1/4-DQPSK mode, 2.4835GHz~2.4965GHz
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CHOO0 8DPSK mode, 30MHz~1GHz CHOO0 8DPSK mode, 1GHz~2.387GHz

CHOO 8DPSK mode, 2.387GHz~2.4GHz CHOO0 8DPSK mode, 2.4835GHz~2.4965GHz

CHOO 8DPSK mode, 2.4965GHz~13GHz /
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CH39 8DPSK mode, 30MHz~1GHz CH39 8DPSK mode, 1GHz~2.387GHz

CH39 8DPSK mode, 2.387GHz~2.4GHz CH39 8DPSK mode, 2.4835GHz~2.4965GHz

CH39 8DPSK mode, 2.4965GHz~13GHz /
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CH78 8DPSK mode, 30MHz~1GHz CH78 8DPSK mode, 1GHz~2.387GHz

CH78 8DPSK mode, 2.387GHz~2.4GHz CH78 8DPSK mode, 2.4835GHz~2.4965GHz

CH78 8DPSK mode, 2.4965GHz~13GHz /
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5.4 Antenna Power Tolerance & EIRP Antenna Power

5.4.1 Limit
Item Limits
(1) FH, FH+DS, FH+OFDM 3mW/MHz
Antenna Power Density (2) OFDM, DS other than (1) 10mW/MHz
(3) Other than (1) & (2) 10mW
Antenna Power Tolerance +20%

5.4.2 Test Procedure

In the case of using a frequency hopping method (including a combined method of direct or
orthogonal frequency division multiplexing)

The frequency hopping interval in the frequency distribution of the frequency hopping is equal to or
equal to or equal to or equal to or less than 1 MHz.

(a) a high frequency power meter is connected to the output of a pseudo load (attenuator) to
measure total power.

(a) the total power is divided by the diffusion band width to calculate the average power per 1 MHz.
(c) the antenna power is as follows.

A The value of the continuous wave (a).

B The value obtained by calculating the average power in the burst from the value of the burst

wave and the transmission time.

5.4.3 Test Setup

Power
Meter

EUT

5.4.4 Test results
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Limit of
Cloe L Spread | Antenna REIRE Limit of AL antenna
Conduct ed ; power power
bandwidt | power , antenn power
Mode | ed power burst h (MW/MH density A toleranc toleranc
(dBm) power (MH2) 7) (mW/MH power e e
0,
(mw) 2) (%) %)
GFSK 1.33 1.358 70.38 0.019 0.05 -61.40%
3
/4-DOBpe o1 1698 | 70.443 | 0.024 0.05 | mw/ |-51.78% | +20%
SK MHz
8DPSK 2.27 1.687 70.39 0.024 0.05 -52.08%
Note:
1. The rated output power is 0.05mW/MHz.
2. See the section 5.2 for the spread bandwidth.
3. Antenna power = Conducted power / Spread bandwidth.
Ereque Conduc | Antenn | Antenn | Antenn EIRP Limit
Mod ng ted a a power | a power | Gain Power dBm/ | Verdict
e (MHyz) power | Power (mwW/ (dBm / (dBi) (dBm/ MHz)
(dBm) (mwW) MH2z) MHz) MHZz)
GFSK 2441 1.33 1.358 0.019 -17.21 3.36 -13.85 6.91 Pass
ﬂgéDKQ 2441 2.3 1.698 0.024 -16.20 3.36 -12.84 6.91 Pass
8DPSK | 2441 2.27 1.687 0.024 -16.20 3.36 -12.84 6.91 Pass

Note: E.I.R.P (dBm/MHz) = Conducted power (dBm/MHz) + antenna gain (dBi).
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5.5 Rx Unwanted Emission

5.5.1 Limit
Item Limits
RX Spurious Below 1 GHz: 4 nW
ERsRPn 1 GHz or higher: 20 n\W

5.5.2 Test Procedure

1. SA set RBW: 100kHz and VBW: 100kHz (blew 1GHz emissions)
2. RBW and VBW: 1MHz (above 1GHz emission)

3. Sweep time: Auto

4. Detect mode: Positive peak

5. Trace mode: Max hold

5

5.3  Test Setup

Shielding Chamber

Spectrum analyzer

=
!
a
=
| ™5 EUT
| ]
= ed
5.5.4  Test Results
Emission Max Max Max Max
Frequency Range Peak RMS Peak RMS Limit .
Mode | * ")~ | Antenna |y Fr?&‘f_g)‘cy Value | Value | Value | Value | (nw) | Verdict
(dBm) (dBm) (nW) (nW)
1-DH5 2441 Antl 30-1000 296.29 -78.37 NA 0.0146 NA 4 Pass
1-DH5 2441 Antl 1000-13000 4878.60 -56.35 | -59.75 | 2.3174 | 1.0593 20 Pass
2-DH5 2441 Antl 30-1000 133.83 -77.96 NA 0.016 NA 4 Pass
2-DH5 2441 Antl 1000-13000 4879.80 -56.07 -59.92 24717 1.0186 20 Pass
3-DH5 2441 Antl 30-1000 79.51 -77.68 NA 0.0171 NA 4 Pass
3-DH5 2441 Antl 1000-13000 4878.60 -55.99 -59.71 2.5177 1.0691 20 Pass
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Rx. Spurious NVNT 1-DH5 2441MHz Antl @ 30MHz-1000MHz

Ref Level
o Att

MultiViev

1 Frequency Sweep

=8 Spectrum

6.66 dBm
0dB

Offset 6.66dB ® RBW 100 kHz
SWT 10.1ms ® VBW 100 kHz

SGL
Count 100/100
® 1Pk Max
-78.37 dBm
296.287 0 MHz

Mode Sweep

M1[1]

10001 pts 97.0 MHz/

Rx. Spurious NVNT 1-DH5 2441MHz Antl @ 1000MHz-13

000MHz

MultiView

o Att
1 Frequency

Ref Level 6.66 dBm

=8 Spectrum

Offset 6.66dB ® RBW 1 MHz
SWT  48ms & VBW 1 MHz

SGL
Count 100/100
® 1Pk Max
-56.35 dBm
4.87860 GHz

0dB
Sweep

Mode Sweep

M1[1]

o b M

10001 pts 1.2 GHz/ 13.0 GHz
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RX. Spurious NVNT 1-DH5 2441MHz Antl @ 1000MHz-13000MHz Final

Multi y BB Spectrum

Ref Level 6.66 dBm  Offset 6.66dB ® RBW 1 MHz SGL
s Att 0dB ® SWT  10ms ® VBW 1 MHz Count 100/100
1 Zero Span 2 ® 1Rm Max
MI[1] -59.75 dBm
4.134.000 ms

(KPP

CF 4.8786 GHz 10001 pts

Rx. Spurious NVNT 2-DH5 2441MHz Antl @ 30MHz-1000MHz

MultiView &R SSPECErUm
Ref Level 6.66 dBm Offset 6.66 dB RBW 100 kHz SGL
e Att 0dB SWT 10.1ms ® VBW 100kHz Mode Sweep Count 100/100
1 Frequency Sweep 2 ® 1Pk Max
MI[1] -77.96 dBm
133.8280 MHz

10001 pts i ~ 97.0MHz/
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Rx. Spurious NVNT 2-DH5 2441MHz Antl @ 1000MHz-13000MHz

Multi y BB Spectrum

Ref Level 6,66 dBm Offset 6.66 dB © RBW 1 MHz eol
o Att 0dB SWT 48ms ® VBW 1 MHz Mode Sweep Count 100/100
1 Frequency Sweep 2 ® 1Pk Max
MI[1] -56.07 dBm
4.87980 GHz

10001 pts 1.2 GHz/ i I 13.0 GHz

Rx. Spurious NVNT 2-DH5 2441MHz Antl @ 1000MHz-13000MHz Final

MultiView &R SSPECErUm
Ref Level 6.66 dBm  Offset 6.66 dB ® RBW 1 MHz SGL
e Att 0dB ® SWT 10ms ® VBW 1 MHz Count 100/100
1 Zero Span 2 ® 1Rm Max
M1[1] -59.92 dBm
8.171000 ms

CF 4.8798 GHz 10001 pts
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Rx. Spurious NVNT 3-DH5 2441MHz Antl @ 30MHz-1000MHz

Multi

° Att

Ref Level 6.66 dBm

0dB
1 Frequency Sweep

y =8 Spectrum

Offset 6.66 dB
SWT  10.1 ms

RBW 100 kHz

VBW 100kHz Mode Sweep

10001 pts

Rx. Spurious NVNT 3-DH5 2441MHz Antl @ 1000MHz-13

SGL
Count 100/100
® 1Pk Max
-77.68 dBm
79.5140 MHz

Mi[1]

97.0 MHz/

000MHz

MultiVi

Ref Level 6.66 dBm
o Att 0dB
1 Frequency Sweep

; =8 Spectrum

Offset 6.66 dB
SWT 48 ms

RBW 1 MHz

® VBW 1 MHz Mode Sweep

10001 pts

SGL

Count 100/100

® 1Pk Max
-55.99 dBm

4.87860 GHz

Mi[1]

e TN AR T U

1.2 GHz/ 13.0 GHz
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RX. Spurious NVNT 3-DH5 2441MHz Antl @ 1000MHz-13000MHz Final

Multi y BB Spectrum

Ref Level 6.66 dBm  Offset 6.66dB ® RBW 1 MHz SGL
s Att 0dB ® SWT  10ms ® VBW 1 MHz Count 100/100
1 Zero Span 2 ® 1Rm Max
MI[1] -59.71dBm
£.977.000 ms

CF 4.8786 GHz 10001 pts
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5.6 Dwell time
56.1 Limit

ltem Limits

Dwell time FH, FH+DS, FH+OFDM: 0.4s or less

5.6.2 Test Procedure

1. SA set RBW: 1MHz / VBW: 1MHz / span: zero / Detect mode: Positive peak / Trace mode: Max
hold/ Trigger: Video trigger.
2. Measure the dwell time by the marker-delta function.

5.6.3 Test Setup

Shielding Chamber

Spectrum analyzer

EUT

5.6.4 Test Results

. Total .
Data Spread_lng Pglse Dwell Burst Pgrlod Limits
bandwidth Time . Time
Packet (MH2) (ms) Time Count (s) (s)
(ms)

DH5 70.38 2.887 297.361 103 28.15 0.400
2DH5 70.443 2.891 300.664 104 28.178 0.400
3DH5 70.39 2.893 274.835 95 28.16 0.400

Note:

1. Dwell time = 0.4(s) xspread ratio within the time frame (Pulse Time (s) xBurst Count).
2. Spread ratio= spread bandwidth / the same frequenclof modulated signal transmitting speed=
spread bandwidth.
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Dwell NVNT 1-DH5 2441MHz Antl One Burst

=
Ref Level 20.00dBm  Offset 3.30dB ® RBW 1 MHz

e Att 20dB ® SWT 10ms @ VBW 1 MHz
TRG:VID
1 Zero Span

® 1Pk Clrw
MI[1] -1.83dBm

D[]
2.887000 ms

CF 2.441 GHz : 10001 pts
2 Marker Table

Type Ref Y-Value Function Function Result
M1 -1.83 dBm
D1 M1 -0.26 dB

Dwell NVNT 1-DH5 2441MHz Antl Accumulated

=
Ref Level 20.00dBm  Offset 3.30dB © RBW 1 MHz

e Att 20dB ® SWT 281525 © VBW 1 MHz

1 Zero Span ® 1Pk Clrw

CF 2.441 GHz 10001 pts
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Dwell NVNT 2-DH5 2441MHz Antl One Burst

Ref Level 20.00 dBm  Offset 330dB @ RBW 1 MHz

e Att 20dB = SWT 10 ms ® VBW 1 MHz
TRG:VID

1 Zero Span ® 1Pk Clrw
MI1[1]  1.11dBm

1.000 ps

DI[l]  -1.77dB

2.891000 ms

CF 2.441 GHz
2 Marker Table

Type Function Function Result
m1
D1

10001 pts

Dwell NVNT 2-DH5 2441MHz Antl Accumulated

=
Ref Level 20.00dBm  Offset 3.30dB ® RBW 1 MHz

e Att 20dB ® SWT 28177 s VBW 1 MHz
1 Zero Span ® 1Pk Clrw

CF 2.441 GHz

10001 pts
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Dwell NVNT 3-DH5 2441MHz Antl One Burst

Ref Level 20.00 dBm

e Att 20dB = SWT
TRG:VID
1 Zero Span

CF 2.441 GHz
2 Marker Table

Type
m1
D1

X-Value

00s
2.893 ms

Dwell NVNT 3-DH5 2441MHz Antl Accumulated

Offset 330dB @ RBW 1 MHz
10ms @ VBW 1 MHz

10001 pts

Y-Value
0.11 dBm
0.82dB

® 1Pk Clrw

M1[1] 0.1 dBm
0s

DI[1] 0.82 dB
2.893 000 ms

Function Function Result

=
Ref Level 20.00 dBm

1 Zero Span

CF 2.441 GHz

Offset 3.30dB
e Att 20dB ® SWT 281565 ® VBW

RBW 1 MHz
1 MHz

10001 pts

® 1Pk Clrw
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5.7 Transmission Radiation Angle Width (3dB Beam width)
5.7.1 Limit

ltem Limits

360/A (If A<1; then A=1)
3dB antenna beam width A = {EIRP Power [mW]/ 16.36 for DS, OFDM} or
A = {EIRP Power [mW]/ 4.9 for FH}

Note: This test item is not applied for radio equipment with equivalent isotropic radiation power
lower than 12.14dBm/MHz, but Antenna Power(Conducted) limit is 10 mW/MHz (10 dBm/MHz), So
the test item will not be applied to the transmission antenna which has a gain of 2.14dBi or less.

5.7.2 Test Procedure

1. Set EUT and measuring antenna at the same height and roughly facing each other.

2. Set spectrum analyzer with condition in section 4.7.2 and tune reference level to observe
receving signal position.

3. Rotate directions of the EUT horizontally and ertically to find the maximum receiving power.
4. Move the measuring antenna height up and down within £ 50cm of EUT height and swing it to
find the maximum output of measuing antenna. The output level at the spectrum analyzer is read as
“E”

5. Calculate permitted radiation angle in horizontal and vertical using EIRP measured in another
test method.

6. Calculate 3dB antenna beam width by the formula below 360/A (If A<1; then A=1).

A = {EIRP Power [mW]/ 16.36 for DS, OFDM} or

A = {EIRP Power [mW]/ 4.9 for FH}

5.7.3 Test Setup

Measuring Antenna

— + PP

1.5m 14— 3m

Spectrum Analyzer

5.7.4  Test Results
Note: Not applicable. The maximum EIRP is less than 6.91 dBm/MHz.

Add:Room 102, 201, Building 2, Yuanwanggu RFID Industrial Park, Tongguan Road, Tianliao Community, Yutang Street, Guangming District, Shenzhen,China
Tel: (86-755) 29989321 Fax: (86-755) 29985110 Web:www.sz-hongbiao.com


http://www.sz-hongbiao.com/

HONG BIAO - Page 42 of 46 - Report No.: HB20260626015E-02

5.8 Radio Interference Prevention Capability

5.8.1 Limit

Product shall have the function of automatic transmission and reception of identification sign.
5.8.2 Test Procedure

1. In the case that the EUT has the function of automatically transmitting the identification code: a.
Transmit the predetermined identification codes form EUT. b. Check the transmitted identification
codes with the demodulator.

2. In the case of receiving the identification code: a. Transmit the predetermined identification codes
form the counterpart. b. Check if communication is normal. ¢c. Transmit the signals other than
predetermined ID codes form the counterpart. d. check if the EUT stops the transmission, or if it
displays that identification codes are different from the predetermined ones.

5.8.3 Test Setup

PC with Net Tool
software [Get EUl's
MAC)

Peripheral EUT

5.8.4  Test Results

Pass. The interference prevention function of EUT is good.

MAC Address

23:41:27:03:16:45
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5.9 Carrier Sense
591 Limit

Only for radio equipment that uses orthogonal frequency division multiplexing with an occupied
frequency bandwidth of more than 26 MHz and 38 MHz or less.

5.9.2 Test Procedure

1. Set the spectrum analyzer as shown in 2 (2).

(1) When testing with only test equipment

A. Set the spectrum analyzer as shown in 2 (2).

B. With the output of the standard signal generator not transmitted, put the test equipment into
transmission operation and confirm with a spectrum analyzer that it emits orthogonal frequency
division multiplexing radio waves with an occupied frequency bandwidth exceeding 26 MHz.

C. Put the test equipment in the receiving state.

D. With the output of the standard signal generator in the transmitting state, set the test equipment
to the transmitting operation, and confirm with a spectrum analyzer that it does not emit orthogonal
frequency division multiplexing radio waves whose occupied frequency bandwidth exceeds 26
MHz.

(2) When conducting a test using an external test device (excluding the case of (3))

A. Set the spectrum analyzer as shown in 2 (2).

B. Make the output of the standard signal generator not transmitted.

C. Connect a line between the test equipment and the external test equipment, and confirm with a
spectrum analyzer that orthogonal frequency division multiplexing radio waves with an occupied
frequency bandwidth exceeding 26 MHz at the test frequency are emitted.

D. Put the test equipment in the receiving state.

E With the output of the standard signal generator in the transmitting state, set the test equipment to
the transmitting operation, and confirm with the spectrum analyzer that the orthogonal frequency
division multiplexing radio wave whose occupied frequency bandwidth exceeds 26MHz is not
emitted.

(3) When conducting a test using an external test device (a test device that has a transmission
function in orthogonal frequency division multiplexing or other modulation methods with an occupied
frequency bandwidth of 26 MHz or less, and spectrum analysis such as the FFT method) When
using a vessel)

A. Set the spectrum analyzer as shown in 2(3).

B. Make the output of the standard signal generator not transmitted.

C. Connect a line between the test equipment and the external test equipment, and confirm with a
spectrum analyzer that orthogonal frequency division multiplexing radio waves with an occupied
frequency bandwidth exceeding 26 MHz at the test frequency are emitted.

D. Put the test equipment in the receiving state.

E With the output of the standard signal generator in the transmitting state, set the test equipment to
the transmitting operation, and confirm with the spectrum analyzer that the orthogonal frequency
division multiplexing radio wave whose occupied frequency bandwidth exceeds 26MHz is not
emitted.

5.9.3 Test Setup
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Spectrum Analyzer

ttenuator e

Combiner

TAttenuator e

3 Signal Generator

EUT éRFPort—- Combiner

5.9.4 Test Results

Note: not applicable.
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6 Photographs of the Test Setup

5 @z0aws EEASSE)
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7 Photographs of the EUT
Please refer to report HB20260626015E-01 for product photos.

*kkkkk END OF REPORT *kkkkk
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