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Item 19 of Article 2 Paragraph 1
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Prepared By:
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2 Test Summary
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Test Test Requirement Limit/Severity Result
: ; Notice 88 Appendix
Antenna Requirement Item 19 of Article 2-1 43,B-1 (1)&(2) PASS
Test frequency Item 19 of Article 2-1 Notice 88 :\%pendm 43, PASS
Frequency Error Item 19 of Article 2-1 150 PPM or less PASS
IEEE 802.11 b/g/n20:
. . . 26 MHz or less
Occupied Bandwidth Item 19 of Article 2-1 IEEE 802.11n40: PASS
26-40MHz
Spread-spectrum Bandwidth Item 19 of Article 2-1 Only for reported PASS
0.01W /MHz or less
Error + 20% (IEEE
. 802.11b/g/n20)
Antenna Power Item 19 of Article 2-1 5mW/MHz or less PASS
Error + 20% (IEEE
802.11n40)
12.14dBm/MHz or less
. (IEEE 802.11b/g/n20)
EIRP Item 19 of Article 2-1 9.13dBm/MHz or less PASS
(IEEE 802.11n40)
(1) Below 2387 MHz :
2.5uW/MHz
(2) 2387 to 2400 MHz :
. . . 2.5uW/MHz
Spurious Emission of Tx Item 19 of Article 2-1 (3) 2483.5 through 2496.5 PASS
MHz : 25uW/MHz
(4) Over 2496.5 MHz :
2.5uW/MHz
Interference prevention Item 19 of Article 2-1 Notice 88 Appendix 43 PASS
capability
RF accessibility Item 19 of Article 2-1 Notice 88 Appendix 43 PASS
. . . ) (1) Below 1 GHz: 4 nW
Spurious Emission of Rx Item 19 of Article 2-1 (2) 1GHz or higher: 20 nW PASS
Carrier sense function@ Iltem 19 of Article 2-1 / N/A, Note2
Carrier sense function®@ Iltem 19 of Article 2-1 / PASS Note3
Half Power Beam Angle Item 19 of Article 2-1 / N/A, Note4

Remark:

Note 1:EUT: In this whole report EUT means Equipment Under Test.
Tx: In this whole report Tx (or tx) means Transmitter.
Rx: In this whole report Rx (or rx) means Receiver.

RF: In this whole report RF means Radio Frequency.

Item 19 of Article 2 Paragraph 1

Note 2: Not apply to this device, since EIRP does not require compensation through Antenna Power.

Shenzhen C-link Testing &Technology Co., Ltd.
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ly for 802. 11n40 which the Occupied bandwidth within 26MHz 40MHz

Note4: Not apply to this device, since EIRP less than 12.14dBm/MHz (IEEE 802.11b/g/n20) 9.13dBm/MHz
(IEEE 802.11n40)

2.1 Measurement Uncertainty

The report uncertainty of measurement y + U, where expended uncertainty U is based on a standard

uncertainty Multiplied by a coverage factor of k=2, providing a level of confidence of approximately 95%.
No. Item Uncertainty

1 Frequency Error/ 99% & 90% Bandwidth +0.85x 107

2 Antenna Power +0.70 dB

3 Spurious Emissions +0.80 dB

4 DC / AC Power Source +1.4%
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3 Version

Version Chapter

00

3.1 Test Location
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Revision Record

Date ‘ Modifier Remark

Aug. 06, 2026 Original

All tests were performed at:

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street,

Bao 'an District, Shenzhen, Guangdong, China
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4 General Information
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Manufacturer:

Shenzhen VLG Wireless Technology Co., Ltd., HuiYang Branch

Manufacturer Address:

layer2-4, Building A and layer3,buidingB, west side of Huiao avenue,
Sanhe Street, Huiyang district, Huizhou, Guangdong province, China.

Product Name:

Al Sprite Cat Portable Companion Learning Robot

Model No.:

V100-012-A-01

Brand Name:

N/A

Derivative model No.:

V100-012-A-02, V100-012-A-03, V100-014-A-03, V100-014-A-02,
V100-014-A-01

Operating Frequency

2412 MHz to 2472 MHz

Type of Modulation:

802.11b: DSSS(CCK/QPSK/BPSK)
802.11g/n: OFDM(BPSK/QPSK/16QAM/64QAM)

Transmit Data Rate:

802.11b: 1/2/5.5/11Mbps
802.11g: 6/9/12/18/24/36/48/54Mbps
802.11n: up to 300Mbps

Number of Channels

13 Channels for 802.11b/g/n (HT20)
9 Channels for 802.11n (HT40)

Channel Separation: 5 MHz
Antenna Type PCB Antenna
Antenna gain: 3.25dBi

Normal antenna power:

802.11b:4.0 mW/MHz
802.11g:2.0 mW/MHz
802.11n(HT20):2.0 mW/MHz
802.11n(HT40): 1.0 mW/MHz

Power Supply Range:

INPUT: DC5V
DC 3.7V from battery

Normal Test Voltage:

The same as above

Hard Ware Version:

F1-v2.5

Soft Ware Version:

V1.0

Model difference:

All the model are the same circuit and RF module, Only the model name
and color are different.

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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4.1 EUT Peripheral List
Serial
No. | Equipment Manufacturer Model No. N Power cord Signal cord
o.
1 N/A N/A N/A N/A N/A N/A
4.2 Test Peripheral List
EMC
No. | Equipment | Manufacturer Model No. Serial No. Power cord Signal cord
Compliance
1 Computer Lenovo N/A TP0O0076A N/A N/A N/A
USB TO
2 SILABS N/A CP2102 N/A N/A N/A
TTL
3 | USB Line UGREEN N/A USB3.0 N/A N/A N/A
5 Equipment Used during Test
. . Cal. Due
No | Test Equipment | Manufacturer | Model No | Serial No Cal. Date Dat Cal. Lab
ate
SIGNAL .
1 Keysight N9020A | MY53300466 | 2026.01.16 | 2027.01.15
Analyzer Guangdong
RF Automatic MV1 LiSai
2 MWRFtest / 2026.01.16 | 2027.01.15
Test System 00-RFCB
Remark:

(a) Calibration conducted by the National Institute of Information and Communications Technology (NICT) in Japan

(hereinafter referred to as "NICT") or a designated calibration agency under Article 102-18 paragraph (1) in JRL.
(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Act

(Act No. 51 of 1992) .
(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration conducted
by the NICT or a designated calibration agency under Article 102-18 paragraph (1).
(d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right

column of appended table No. 3, which shall have been given any type of calibration, etc. listed above

from (a) to (C)
From JRL Article 24-2, paragraph 4, ltem 2

Note: The testing equipment is calibrated using the C method.

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6 Test Results

6.1 Radio Technical Requirements Specification

Tabel 1: Radio Technical Requirements Specification for 2.4 GHz band wide-band low-power data
communication system (ltem 19 of Article 2-1)

Items Technical standard

Ass_|gned frequency or 2.400-2,483.5MHz
designated frequency

One-way communication, simplex, semi-duplex, or duplex operation of digital

Communication method : S .
signal transmission including spread spectrum

Tolerance of frequency (x106) | £50

FH : 83.5MHz or less

FH + DS : 83.5MHz or less
FH + OFDM : 83.5MHz or less
OFDM : 40MHz or less
Others : 26MHz or less

Tolerance of occupied
bandwidth

Designated value

(1) FH, FH+DS , FH+OFDM: 3mW/MHz
(used in the range of 2400 — 2483.5 MHz)
Antenna power (2) OFDM , DS other than (1) 10mW/MHz
(3) Other than (1) & (2) 10mW

(4) OFDM OBW 26 -40MHz: 5mW/MHz
Tolerance:+20%

1) 12.14 dBi or less in principle

2) In case of directional antenna

(1) FH, FH+DS or FH+OFDM using2400 — 2483.5 MHz

EIRP< 16.91 dBm/MHz

Antenna gain (2) OFDM or DS other than (1) EIRP< 22.14 dBm/MHz

(3) Other than (1) and (2): 22.14 dBm or less

(4) OFDM OBW 26 - 40MHz: 19.14dBm/MHz

(5) Half-power angle of directional antenna (e) in case of the item 2):e <
360/A (The Ais 10 in maximum.)

(1) Below 2387 MHz : 2.5uyW/MHz
Tolerance of spurious emission | (2) 2387 to 2400 MHz : 25uW/MHz

intensity (3) 2483.5 through 2496.5 MHz : 25uyW/MHz
(4) Over 2496.5 MHz : 2.5uW/MHz
Spreading bandwidth Only for reported

For DS system;(Spreading bandwidth) / (Frequency corresponding to

Spreading rate of spectrum fransmission rate) > 5

Limit of secondary radiated (1) Below 1 GHz : 4 nW

emissions (2) 1 GHz or higher : 20 nW

Interference prevention Shall have the function of automatic transmission and reception of

function identification sign.

Structure Shall be of the structure that the RF and modulator sections excluding
antenna cannot easily be opened.

Note DS: Direct spread

FH: Frequency hopping
OFDM: Orthogonal frequency division multiplexing

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0
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o
6.2 E.U.T. Test Conditions
Power supply: The EUT has the input voltage to the circuit of RF unit complies with
output voltage limitation (£1%) against input voltage fluctuation (£10%).
So, all measurements were conducted at only rated voltage DC 3.7V.
RF
A D-D C
----- Conv.! ~~ DCava3l
DC3.7V
Test below:
1: The fluctuation of C point is under £1%, when input voltage from 4 point to the test equipment is
fluctuated by +10%,
The measurement result of the voltage fluctuation at RF circuit when
DC 3.7V +/- 10%
DC 3.7V DC3V3
3.7V 3.33V
4.2V 3.33V
3.5V 3.33Vv
Pre-test the EUT in all voltage mode at the DC 4.2V, DC 3.7V and
DC3.5V and conducted to determine the worst-case mode, only the
worst-case results (DC 3.7V) are recorded in this report.
The EUT has the input voltage to the circuit of RF unit complies with
output voltage limitation (£1%) against input voltage fluctuation (£10%).
So, all measurements were conducted at only rated voltage DC 3.7V.
Temperature: 5.0-35.0°C
Humidity: 45-85 % RH

Atmospheric Pressure: 1000 -1020 mbar

Test frequencies: If the EUT can be set to 3 of more different (carrier) frequencies in 1
allocated band, testing shall be performed using the Lowest, Middle
and the Highest frequency (L, M and H). If there are 2 or fewer
frequencies, testing shall be performed with the available frequencies.

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0
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—N
Channel Frequency Channel Frequency

(MHz) (MHz)

1 2412 8 2447

2 2417 9 2452

3 2422 10 2457

4 2427 11 2462

5 2432 12 2467

6 2437 13 2472

7 2442 / /

Remark:

1. Test frequencies are lowest channel: 2412 MHz, middle channel: 2442 MHz and highest channel:
2472 MHz for 802.11b/g/n (HT20)

Test frequencies are lowest channel: 2422 MHz, middle channel: 2442 MHz and highest channel:
2462 MHz for 802.11n (HT40)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6.3 Antenna Requirement

Standard requirement

Applicable for equipment with an antenna terminal, including testing terminals) If an antenna
connector is available, all relevant tests will be carried out conducted. If not, tests will be carried out in

an anechoic room or with a suitable test-fixture.

EUT Antenna
The antenna is integrated inside the EUT and no consideration of replacement. The best case gain

of the antenna is 3.25dBi.

N e e e e e

(T5-Et B
S/N: 1002400460092C.

|

PRRTIRIR

Antenna

Result: All relevant tests will be carried out conducted.

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6.4 Interference Prevention Function

The device consists of the PIFA antenna and 2.4 GHz WIFI IC; Component IC CPU also can use the
protocol function to protect interference come from outside.

Pyl -”{
O .-/}:‘;“II;. O

PC with Net Toal Peripheral EUT
Sofftware (Get EUT's
MAC)

Test Procedure:

1. In the case that the EUT has the function of automatically transmitting the
identification code: a. Transmit the predetermined identification codes form EUT. b.
Check the transmitted identification codes with the demodulator.

2. In the case of receiving the identification ocde: a. Transmit the

predetermined identification codes form the counterpart. b . Check if communication
is normal. c. Transmit the signals other than predetermined ID codes form

the counterpart. d. check if the EUT stops the transmission, or if it displays

that idnetification codes are different from the predetermined ones.

Test Results:

MAC Address: 54:11:B2:C4:66:13

Test result: The unit does meet the requirements.

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6.5 Frequency Error

Test Requirement: Item 19 of Article 2-1

Tolerance of frequency: +50%10 i

Temperature: 25.0 °C

Humidity: 75 % RH

Atmospheric Pressure: 1013 mbar

Test Status: Test the EUT in transmitting mode with modulation.

Test Configuration:

PC Spectrum
EUT Analyzer

A 4

A 4

Test Procedure:

1. Test Conditions:

Frequency Counter or Spectrum Analyzer is used for measurement.

2. EUT conditions:

Modulation/Spread/Hopping ON, CW Tx

3. Spectrum Analyzer conditions:

Frequency: Test Frequency
Span 1MHz

RBW 10 kHz (Modulation OFF),
VBW 30 kHz (Modulation OFF),
Sweep Time Auto

Detector mode Positive peak

Indication mode Max hold

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0
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Test result:
Test Result
Test Frequency . o
Unit Limit
(MHz) Normal Voltage DC 3.7V
2411.967 MHz
2412.0
-13.68 PPM
2421.967 MHz
2422.0
-13.63 PPM
2441.966 MHz
2442.0 +50 PPM or less
-13.92 PPM
2461.967 MHz
2462.0
-13.40 PPM
2471.966 MHz
2472.0
-13.75 PPM

Note: The nominal frequency shall be confirmed by the applicant and test lab.

Result plot as follows:

Channel: 2.412GHz:

Agilent Spectrum Analyzer - Swept SA
Do Rl | RF S0 Ac | [ [SEMSEPULSE ALIGN AUTO 10:11:42 AM Aug 04, 2026

Center Freq 2.412000000 GHz . Avg Type: Log-Pwr
PNO: Wide -»— Trig:FreeRRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset 193 dB
Ref 20.00 dBm

Center 2.4120000 GHz BV Span 1.000 MHz
#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms (1001 pts)

IMSG STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0
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Channel: 2.422GHz:

Agilent Spectrum Analyzer - Swept SA

ALIGH AUTO

10012:37 AM Aug 04, 2026

soa o | [SENSEPULE

Center Freq 2.422000000 GHz i
PNO: Wide -»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
1LU dBidiv. Ref 20.00 dBm
og

Center 2.4220000 GHz
#Res BW 10 kHz #VBW 10 kHz

IMSG

Avy Type: Log-Pwr

Avg|Hold: 1010

STATUS

Mkr1 2.421 967 GHz
6.088 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Channel : 2.442GHz:

Agilent Spectrum Analyzer - Swept SA

ALIGH AUTO

10:12:00 M

Center Freq 2.442000000 GHz i
PNO: Wide -»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

Ref Offset 1.96 dB
Ref 20.00 dBm

Center 2.4420000 GHz
#Res BW 10 kHz #VBW 10 kHz

IMSG

Avg Type: Log-Pwr

Avg|Hold: 10110

STATUS

Mkr1 2.441 966 GHz
5.878 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.
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Channel: 2.462GHz

Agilent Spectrum Analyzer - Swept SA
soa o | [SENSEPULE ALIGN AUTO

Center Freq 2.462000000 GHz . Avy Type: Log-Pwr
PNO: Wide -»— Trig:FreeRRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

10:13:44 AM Aug 04, 2026

Mkr1 2.461 967 GHz
Ref Offset 1.97 dB
1L%gB!div RZf 2;.900 dBm 6.874 dBm

Center 2.4620000 GHz Span 1.000 MHz
#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms (1001 pts)

IMSG STATUS

Channel : 2.472GHz:

Agilent Spectrum Analyzer - Swept SA

oo R [ RF [soeoac | i ALIGN AUTO

Center Freq 2.472000000 GHz . Avg Type: Log-Pwr
PNO: Wide -»— Trig: Free Run Avg|Held: 10110
IFGain:Low #Atten: 30 dB

Mkr1 2.471 966 GHz

Ref Offset 1.98 dB
Ref 20.00 dBm 6.929 dBm

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

Center 2.4720000 GHz
#Res BW 10 kHz #VBW 10 kHz

MSG

STATUS

Test result: The unit does meet the requirements.

Shenzhen C-link Testing &Technology Co., Ltd.
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6.6 Occupied Bandwidth (99%)
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Test Requirement:

Item 19 of Article 2-1

IEEE 802.11 b/g/n20: 26 MHz or less
IEEE 802.11n40: 26-40MHz

Temperature: 25.0 °C
Humidity: 75 % RH
Atmospheric Pressure: 1013 mbar

Test Status:

Pre-Scan has been conducted to determine the worst-case mode from
all possible combinations between available modulations, data rates
and antenna ports (if EUT with antenna diversity architecture).
Following channel(s) was (were) selected for the final test as listed
below.

Test Configuration:

PC

Spectrum

A 4

\ 4

EUT Analyzer

Test Procedure:

1. Test Conditions:

Spectrum Analyzer is used for measurement.

2. EUT conditions:

coding test signal.

Modulation/Spread/Hopping ON
For equipment using diffusion code, set to the test diffusion code and modulate with standard

3. Spectrum Analyzer conditions:

RBW 300 kHz
VBW 300 kHz
Sweep Time Auto

OBW 99%

Frequency: Test Frequency
Span 40/80MHz (DSSS,0OFDM)

detector mode Positive peak
Indication mode Max hold

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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W
Test result:
802.11b:
Test Result
Test Test Frequency Unit Limit
ni imi
channel (MHz) Normal Voltage DC 3.7V
Lowest 2412.0 14.040 MHz
Middle 2442.0 14.002 MHz 26 MHz or less
Highest 2472.0 13.945 MHz
802.11g:
Test Result
Test Test Frequency Unit Limit
ni imi
channel (MHz) Normal Voltage DC 3.7V
Lowest 2412.0 16.891 MHz
Middle 2442.0 16.892 MHz 26 MHz or less
Highest 2472.0 16.841 MHz
802.11n(HT20):
Test Result
Test Test Frequency Unit Limit
ni imi
channel L Normal Voltage DC 3.7V
Lowest 2412.0 18.112 MHz
Middle 2442.0 18.087 MHz 26 MHz or less
Highest 2472.0 18.039 MHz
802.11n(HT40):
Test Result
Test Test Frequency Unit Limit
ni imi
Fhaling! (MHz) Normal Voltage DC 3.7V
Lowest 2422.0 36.046 MHz
Middle 2442.0 36.032 MHz 26-40MHz
Highest 2462.0 36.008 MHz

Shenzhen C-link Testing &Technology Co., Ltd.
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Result plot as follows:

802.11b:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW

ALIGHAUTO 09:42:13 AM Aug 04, 2026

Center Freq 2.412000000 GHz

#IFGain:Low

Ref Offset 1.93 dB

0 dBidiv Ref 21.93 dBm

reson sou e
Occupied Bandwidth
14.040 MHz
-27.292 kHz
17.76 NIHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.412000000 GHz
Trig: Free Run Avg|Hold: 1001100
#Atten: 30 dB

Radio Std: None

Radio Device: BTS
Mkr1 2.41152 GHz

#VBW 300 kHz

Total Power 13.6 dBm

OBW Power
x dB

99.00 %
-26.00 dB

STATUS

Channel 7: 2.442 GHz:

Agilent Spec;rum Analyzer - Occupied BW
Center Freq 2.442000000 GHz
#IFGain:Low

Ref Offset 1.96 dB
Ref 21.96 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth

14.002 MHz

-49.974 kHz
17.71 MHz

Transmit Freq Error
x dB Bandwidth

soa ac | [ SENSEFULE

—— Trig:FreeRun

ALIGH AUTD
Center Freq: 2.442000000 GHz
Avg|Hold: 100100

09:43:56 AM Aug 04, 2026
Radic Std: Nene

#Atten: 30 dB Radio Device: BTS

Mkr1 2.44152 GHz

#/BW 300 kHz

Total Power 12.4 dBm

OBW Power
x dB

99.00 %
-26.00 dB

IMSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.472000000 GHz

soa ol [SENSEFULE

#IFGain:Low

ALIGH AUTD
Center Freq: 2.472000000 GHz

—— Trig:FreeRun Avg|Hold: 1001100
#Atten: 30 dB

09:435:19 &M Aug 04, 2026
Radio Std: Nene

Radio Device: BTS

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dEBm

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

IMSG

13.945 MHz

-65.211 kHz
17.39 MHz

Mkr1 2.47152 GHz

#VBW 300 kHz

Total Power 12.5 dBm

OBW Power
x dB

99.00 %
-26.00 dB

STATUS

802.11g:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW
] RL | RF 506 AC

Center Freq 2.412000000 GHz

ALIGHAUTO

#IFGain:Low

Ref Offset 1.83 dB
Ref 21.93 dBm

Center 2.412 GHz
#Res BW 300 kHz

Occupied Bandwidth
16.891 MHz

12.350 kHz
22.76 MHz

Transmit Freq Error
x dB Bandwidth

09:46:08 AM Aug 04, 2026

Center Freq: 2.412000000 GHz Radio Std: Nene

<4~ Trig:Free Run Avg|Hold: 100100
#Atten: 30 dB Radio Device: BTS

Mkr1 2.40976 GHZ

#VBW 300 kHz

Total Power 15.6 dBm

OBW Power
x dB

99.00 %
-26.00 dB

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.442000000 GHz

#IFGain:Low

soa ol [SENSEFULE

—— Trig:FreeRun

ALIGM AUTO

02:46:53 AM Aug 04, 2026

Center Freq: 2.442000000 GHz

#Atten: 30 dB

Avg|Hold: 100100

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.96 dB
Ref 21.96 dEBm

10 dBidiv
L

Occupied Bandwidth
16.892 MHz

-17.692 kHz
22.64 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

#VBW 300 kHz

Total Power 13.5 dBm

OBW Power
x dB

99.00 %
-26.00 dB

Mkr1 2.44284 GHz
-1.2381 dBm

STATUS

Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

[soaac o0 ]
Center Freq 2.472000000 GHz
#IFGain:Low

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dBm

Center 2472 GHz
Res BW 300 kHz

Occupied Bandwidth
16.841 MHz

-25.515 kHz
22.16 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

SEMNSEPULSE

Center Freq: 2.472000000 GHz
—— Trig:FreeRun
#Atten: 30 dB

Total Power

OBW Power
x dB

ALIGH AUTO

02:47:31 AM Aug 04, 2026

Avg|Hold: 100100

#/BW 300 kHz

13.2 dBm

99.00 %
-26.00 dB

Radio Std: Nene

Radio Device: BTS

Mkr1 2.46724 GHz

STATUS
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802.11n(HT20):

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW

Xt RL [  RF [So@ oac [ [ [cSENSEPLLEE ALIGHAUTD 09:48:22 AM Aug 04, 2026
Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: Nene

—— Trig:Free Run Avg|Hold: 1001100
#IFGain:Low #Atten: 30 dB

Radio Device: BTS

Ref Offset 1.93 dB Mkr1 2.40804 GHz
___Ref 21.91d§m

Center 2.412 GHz
#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth
18.112 MHz

Transmit Freq Error -46.171 kHz
x dB Bandwidth 24.56 MHz

Total Power 13.1 dBm

OBW Power 99.00 %
x dB -26.00 dB

IMSG

STATUS

Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW
il RL I RF 506G AC i ALIGH AUTO 09:43:04 AM Aug 04, 2026
Center Freq 2.442000000 GHz Center Freq: 2.442000000 GHz Radio Std: None
<4~ Trig:Free Run Avg|Hold: 100100
#IFGain:Low #Atten: 30 dB

Radio Device: BTS
Ref Offset 1.96 dB

Mkr1 2.43796 GHZ
Ref 21.96 dBm

Center 2.442 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth

Total Power 11.0 dBm
18.087 MHz

Transmit Freq Error -14.380 kHz
x dB Bandwidth 23.99 MHz

OBW Power 99.00 %
x dB -26.00 dB

STATUS
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Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.472000000 GHz

soa ol [SENSEFULE

#IFGain:Low

ALIGH AUTD
Center Freq: 2.472000000 GHz

—— Trig:FreeRun Avg|Hold: 1001100
#Atten: 30 dB

09:43:43 &M Aug 04, 2026
Radio Std: Nene

Radio Device: BTS

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dEBm

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

IMSG

18.039 MHz

-35.119 kHz
24.30 MHz

Mkr1 2.46784 GHz

#VBW 300 kHz

Total Power 11.3 dBm

OBW Power
x dB

99.00 %
-26.00 dB

STATUS

802.11n(HT40):

Channel 3: 2.422 GHz:

Agilent Sp—e_ctrrlm Anﬁz&r_- bcc:pied?w
S0 AC
Center Freq 2.422000000 GHz

ALIGHAUTO 09:51:18 AM Aug 04, 2026

#IFGain:Low

Ref Offset 1.83 dB
Ref 21.93 dBm

Center 2.422 GHz
#Res BW 300 kHz

Occupied Bandwidth
36.046 MHz

100 Hz
38.22 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.422000000 GHz

<4~ Trig:Free Run Avg|Hold: 100100
#Atten: 30 dB

Radio Std: None

Radio Device: BTS

Mkr1 2.42744 GHZ

#V/BW 300 kHz Sweep 1.133 ms|

Total Power 12.1 dBm

OBW Power
x dB

99.00 %
-26.00 dB

STATUS
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW
Center Freq 2.442000000 GHz

ALIGH AUTO

09:52:36 AM Aug 04, 2026

Center Freq: 2.442000000 GHz
«»= Trig:Free Run

#IFGain:Low #Atten: 30 dB

Ref Offset 1.96 dB
Ref 21.96 dBm

10 dBidiv
L

#VBW 300 kHz
Occupied Bandwidth

36.032 MHz

-5.765 kHz
38.76 NMHz

Total Power

Transmit Freq Error
x dB Bandwidth

OBW Power
x dB

STATUS.

AvglHold: 100100

11.2 dBm

99.00 %
-26.00 dB

Radio Std: None

Radio Device: BTS

Mkr1 2.42728 GHz

Sweep 1.133 ms|

Channel 11: 2.462GHz:

Agilent Spectrum Analyzer - Occupied BW

I =TTl e P = ALIGHAUTO
Center Freq 2.462000000 GHz

Center Freq: 2.462000000 GHz
—— Trig:FreeRun

#IFGain:Low #Atten: 30 dB

AvglHold: 100100

09:53:58 AM Aug 04, 2026
Radio Std: Nene

Radio Device: BTS

Ref Offset 1.97 dB

1LU dBIdiv Ref 21.97 dEBm

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth
36.008 MHz

6.772 kHz
38.54 MHz

Total Power

Transmit Freq Error

OBW Power
x dB Bandwidth

x dB -26.00 dB

IMSG

11.4 dBm

99.00 %

Mkr1 2.45976 GHz

Sweep 1.133 ms

STATUS

Test result: The unit does meet the requirements.
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6.7 Spread Spectrum Bandwidth (90%)

Report No.: CTT2026072807R21T-02

Test Requirement:

Iltem 19 of Article 2-1

below.

Temperature: 25.0 °C

Humidity: 75 % RH

Atmospheric Pressure: 1013 mbar

Test Status: Pre-Scan has been conducted to determine the worst-case mode from

all possible combinations between available modulations, data rates
and antenna ports (f EUT with antenna diversity architecture).
Following channel(s) was (were) selected for the final test as listed

Test Configuration:

PC

A 4

EUT

A 4

Spectrum
Analyzer

Test Procedure:

1.

Test Conditions:

Spectrum Analyzer is used for measurement.

EUT conditions:

Modulation/Spread/Hopping ON

For equipment using diffusion code, set to the test diffusion code and modulate with standard

coding test signal.

Spectrum Analyzer conditions:

Frequency: Test Frequency
Span 40/80MHz (DSSS,OFDM)
RBW 300kHz

VBW 300kHz

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

OBW 90%

Spread Factor=Spread Bandwidth/modulation rate.

The modulation rate: MR=1.375 for 802.11b,

MR=1.5 for 802.11g/n/ax20, MR=3 for 802.11n/ax 40.

Shenzhen C-link Testing &Technology Co., Ltd.
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Do
Test result:
802.11b:
Test Test Result
Test .
Frequency Unit
channel Normal Voltage DC 3.7V
(MHz)
Lowest 2412.0 9.2242 MHz
Middle 2442.0 9.2210 MHz
Highest 2472.0 9.1978 MHz
802.11g:
Test Test Result
Test .
Frequency Unit
channel Normal Voltage DC 3.7V
(MHz)
Lowest 2412.0 14.834 MHz
Middle 24420 14.932 MHz
Highest 2472.0 14.802 MHz
802.11n(HT20):
Test Test Result
Test .
Frequency Unit
channel Normal Voltage DC 3.7V
(MHz)
Lowest 2412.0 16.041 MHz
Middle 2442.0 15.949 MHz
Highest 2472.0 15.913 MHz
802.11n(HT40):
Test Test Result
Test .
Frequency Unit
channel Normal Voltage DC 3.7V
(MHz)
Lowest 2422.0 32.041 MHz
Middle 2442.0 31.949 MHz
Highest 2462.0 31.830 MHz

Shenzhen C-link Testing &Technology Co., Ltd.
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Result plot as follows:

802.11b 1Mbps data rate:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW
RE
Center Freq 2.412000000 GHz

SEMSE:PULEE| ALIGN AUTO

#IFGain:Low

Ref Offset 1.93 dB
Ref 21.93 dBm

Occupied Bandwidth
9.2242 MHz

-34.471 kHz
17.79 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.412000000 GHz
Trig: Free Run
#Atten: 30 dB

——

#VBW 300 kHz

Total Power 13.6 dBm

OBW Power
xdB

90.00 %
-26.00 dB

STATUS

Avg|Held: 100/100

09:42:19 AM Aug 04, 2026
Radio Std: None

Radio Device: BTS
Mkr1 2.41152 GHz

Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW

soa ac | [ SENSEFULE

Center Freq 2.442000000 GHz

#IFGain:Low

Ref Offset 1.96 dB
Ref 21.96 dBm

Center 2.442 GHz
#Res BW 300 kHz

Occupied Bandwidth
9.2210 MHz

-60.303 kHz
17.73 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

ALIGH AUTO

Center Freq: 2.442000000 GHz
—— Trig:FreeRun
#Atten: 30 dB

#/BW 300 kHz

Total Power 12.4 dBm

OBW Power
x dB

90.00 %
-26.00 dB

Avg|Hold: 100100

09:44:01 &AM Aug 04, 2026
Radic Std: Nene

Radio Device: BTS

Mkr1 2.44152 GHz

STATUS
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Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.472000000 GHz

soa ol [SENSEFULE

#IFGain:Low

ALIGH AUTD
Center Freq: 2.472000000 GHz

—— Trig:FreeRun Avg|Hold: 1001100
#Atten: 30 dB

09:435:24 AM Aug 04, 2026
Radio Std: Nene

Radio Device: BTS

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dEBm

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

IMSG

9.1978 MHz

-78.755 kHz
17.39 MHz

Mkr1 2.47152 GHz

#VBW 300 kHz

Total Power 12.5 dBm

OBW Power
x dB

90.00 %
-26.00 dB

STATUS

802.11g:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW
] RL | RF 506 AC

Center Freq 2.412000000 GHz

ALIGHAUTO

#IFGain:Low

Ref Offset 1.83 dB
Ref 21.93 dBm

Center 2.412 GHz
#Res BW 300 kHz

Occupied Bandwidth
14.834 MHz

-45.098 kHz
22.56 MHz

Transmit Freq Error
x dB Bandwidth

09:46:13 AM Aug 04, 2026

Center Freq: 2.412000000 GHz Radio Std: Nene

<4~ Trig:Free Run Avg|Hold: 100100
#Atten: 30 dB Radio Device: BTS

Mkr1 2.40968 GHZ

#VBW 300 kHz

Total Power 15.6 dBm

OBW Power
x dB

90.00 %
-26.00 dB

STATUS
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.442000000 GHz

#IFGain:Low

soa ol [SENSEFULE

—— Trig:FreeRun

ALIGM AUTO

02:46:59 AM Aug 04, 2026

Center Freq: 2.442000000 GHz

#Atten: 30 dB

Avg|Hold: 100100

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.96 dB
Ref 21.96 dEBm

10 dBidiv
L

Occupied Bandwidth
14.932 MHz

-56.141 kHz
22.68 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

#VBW 300 kHz

Total Power 13.6 dBm

OBW Power
x dB

90.00 %
-26.00 dB

Mkr1 2.43728 GHz

STATUS

Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

[soaac o0 ]
Center Freq 2.472000000 GHz
#IFGain:Low

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dBm

Center 2472 GHz
Res BW 300 kHz

Occupied Bandwidth
14.802 MHz

-86.360 kHz
22.66 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

SEMNSEPULSE

Center Freq: 2.472000000 GHz
—— Trig:FreeRun
#Atten: 30 dB

Total Power

OBW Power
x dB

ALIGH AUTO

02:47:37 AM Aug 04, 2026

Avg|Hold: 100100

#/BW 300 kHz

13.1 dBm

90.00 %
-26.00 dB

Radio Std: Nene

Radio Device: BTS

Mkr1 2.46964 GHz

STATUS
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802.11n(HT20):

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Occupied BW

Xt RL [  RF [So@ oac [ [ [cSENSEPLLEE ALIGHAUTD 09:48:27 AM Aug 04, 2026
Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: Nene

—— Trig:Free Run Avg|Hold: 1001100
#IFGain:Low #Atten: 30 dB

Radio Device: BTS

Ref Offset 1.93 dB Mkr1 2.40844 GHz
___Ref 21.91d§m

Center 2.412 GHz
#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth
16.041 MHz

Transmit Freq Error -36.886 kHz
x dB Bandwidth 23.76 MHz

Total Power 13.1 dBm

OBW Power 90.00 %
x dB -26.00 dB

IMSG

STATUS

Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW
il RL I RF 506G AC i ALIGH AUTO 09:43:09 AM Aug 04, 2026
Center Freq 2.442000000 GHz Center Freq: 2.442000000 GHz Radio Std: None
<4~ Trig:Free Run Avg|Hold: 100100
#IFGain:Low #Atten: 30 dB

Radio Device: BTS
Ref Offset 1.96 dB

Mkr1 2.43744 GHZ
Ref 21.96 dBm

Center 2.442 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth

Total Power 11.1 dBm
15.949 MHz

Transmit Freq Error -19.841 kHz
x dB Bandwidth 23.93 MHz

OBW Power 90.00 %
x dB -26.00 dB

STATUS
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Channel 13: 2.472GHz:

Agilent Spectrum Analyzer - Occupied BW

g RL__ | RF[S00 ac || [SENSEPULEE|
Center Freq 2.472000000 GHz

ALIGM AUTO 02:49:55 AM Aug 04, 2026

—— Trig:FreeRun

#IFGain:Low #Atten: 30 dB

Center Freq: 2.472000000 GHz

Radio Std: Nene
Avg|Hold: 100/100

Radio Device: BTS

Ref Offset 1.98 dB

1LU dBIdiv Ref 21.98 dEBm

Occupied Bandwidth
15.913 MHz

-108.65 kHz
23.92 MHz

Total Power

Transmit Freq Error
x dB Bandwidth

OBW Power
x dB

IMSG

#VBW 300 kHz

Mkr1 2.461648 GHz

11.2 dBm

90.00 %
-26.00 dB

STATUS

802.11n(HT40):

Channel 3: 2.422 GHz:

Agilent Spect:l._im;naly‘ze—r— C;cc—upie—d BW—
T N T
Center Freq 2.422000000 GHz

ALIGN AUTO

09:51:24 AM Aug D4, 2026

—w— Trig: Free Run

#IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 21.93 dBm

Center 2.422 GHz
#Res BW 300 kHz #YBW 300 kHz
Occupied Bandwidth

32.041 MHz

-283.37 kHz
38.40 MHz

Total Power

Transmit Freq Error
x dB Bandwidth

OBW Power
xdB

Center Freq: 2.422000000 GHz

Radio Std: None
Avg|Hold: 1001100

Radio Device: BTS

Mkr1 2.41984 GHz

Sweep 1.133 ms
12.0 dBm

90.00 %
-26.00 dB

STATUS
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.442000000 GHz

#IFGain:Low

soa ol [SENSEFULE

—— Trig:FreeRun

ALIGM AUTO

02:52:42 AM Aug 04, 2026

Center Freq: 2.442000000 GHz

#Atten: 30 dB

Avg|Hold: 100100

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.96 dB
Ref 21.96 dEBm

10 dBidiv
L

Occupied Bandwidth
31.949 MHz

-198.29 kHz
38.53 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

#VBW 300 kHz

Total Power 11.3 dBm

OBW Power
x dB

90.00 %
-26.00 dB

Mkr1 2.43744 GHz

Sweep 1.133 ms

STATUS

Channel 11: 2.462GHz:

Agilent Spectrum Analyzer - Occupied BW

[soaac o0
Center Freq 2.462000000 GHz
#IFGain:Low

Ref Offset 1.97 dB

1LU dBIdiv Ref 21.97 dBm

Center 2.462 GHz
Res BW 300 kHz

Occupied Bandwidth
31.830 MHz

-182.29 kHz
38.56 MHz

Transmit Freq Error
x dB Bandwidth

IMSG

SEMNSEPULSE

—— Trig:FreeRun

Total Power

OBW Power
x dB

ALIGH AUTO

02:54:03 AM Aug 04, 2026

Center Freq: 2.462000000 GHz

Avg|Hold: 100/100
#Atten: 30 dB

#/BW 300 kHz

11.4 dBm

90.00 %
-26.00 dB

Radio Std: Nene

Radio Device: BTS

Mkr1 2.45352 GHz

Sweep 1.133 ms

STATUS

Test result: The unit does meet the requirements.
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6.8 Antenna Power

Test Requirement: Item 19 of Article 2-1
Antenna Power: 0.01W /MHz or less Error+20% (IEEE 802.11b/g/n20)
5mW/MHz or less Error+20% (IEEE 802.11n40)
EIRP: 12.14dBm/MHz or less (IEEE 802.11b/g/n20)
9.13dBm/MHz or less (IEEE 802.11n40)
Temperature: 25.0 °C
Humidity: 75 % RH
Atmospheric Pressure: 1013 mbar

Test Configuration:

PC Spectrum
EUT

A 4

A 4

Analyzer

Test Procedure:

The test procedure contained in this option 1 shall be as follows:

Step 1:

Connect the UUT to the spectrum analyser and use the following settings:

* Centre Frequency: The centre frequency of the channel under test.

* Resolution BW: 1 MHz.

* Video BW: 3 MHz.

* Span: Wide enough to cover the complete power envelope of the signal of the UUT.
* Detector: Peak.

» Trace Mode: Max Hold.

Step 2:

When the trace is complete, find the peak value of the power envelope and record the frequency.
Step 3:

Make the following changes to the settings of the spectrum analyser:

* Centre Frequency: Equal to the frequency recorded in step 2.

* Span:0 MHz.

* Resolution BW: 1 MHz.

* Video BW: 1 MHz.

* Sweep time: 1 minute.

* Detector: Average (see note).

 Trace Mode: Max Hold.

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Test result:
Antenna Antenna Declared Upper
Mode Pt Power Power Power B Ly Limit Verdict
(MHz) (%)
(dBm/MHz) (mW/MHz) (mW/MHz) (%)
b 2412 2.742 1.880 4 -53.00 +20 Pass
b 2442 3.195 2.087 4 -47.83 +20 Pass
b 2472 2973 1.983 4 -50.43 +20 Pass
g 2412 -0.219 0.951 2 -52.45 +20 Pass
g 2442 -2.800 0.525 2 -73.75 +20 Pass
g 2472 -1.819 0.658 2 -67.10 +20 Pass
n20 2412 -0.086 0.980 2 -51.00 +20 Pass
n20 2442 -1.010 0.793 2 -60.35 +20 Pass
n20 2472 -1.223 0.755 2 -62.25 +20 Pass
N40 2422 -3.967 0.401 1 -59.90 +20 Pass
N40 2442 -4.890 0.324 1 -67.60 +20 Pass
N40 2462 -4.678 0.341 1 -65.90 +20 Pass
EIRP
Antenna -
Mode - Power =IRP Hmt
(MHz) T (dBm/MHz) (dBm/MHz)
b 2412 2.742 5.992
b 2442 3.195 6.445
b 2472 2973 6.223
g 2412 -0.219 3.031
g 2442 -2.800 0.450 12.14
g 2472 -1.819 1.431
n20 2412 -0.086 3.164
n20 2442 -1.010 2.240
n20 2472 -1.223 2.027
n40 2422 -3.967 -0.717
n40 2442 -4.890 -1.640 9.13
n40 2462 -4.678 -1.428
Remark:

EIRP= Antenna Power+ Antenna Gain
Antenna Gain=3.25dBi
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802.11b:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Swept SA
il 500

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

MSG

EI
Marker 1 2.411880000000 GHz

IFGain:Low

ALIGN AUTO

10:19:52 &M ALG 04, 2026

PHO: Fast

#VBW 3.0 MHz

Trig: Free Run
Atten: 28 dB

Avg Type: Log-Pwr
AvgHold:>111

Mkr1 2.411 88 GHz

Sweep 1.

8.412 dBm

Span 40.00 MHz

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank

Trace On

000 ms (1001 pts) _l

Agilent Spectrum Analyzer - Swept SA

a1
Marker 1 1.20000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.411880000 GHz
Res BW 1.0 MHz

MSG

T S

IFGain:Low

ALIGN AUTD

PNO: Fast () Trig: Free Run

#VBW 1.0 MHz*

Atten: 28 dB

Avg Type: RMS
Avg|Held: 111

Sweep

Span 0 Hz

60.00 s (1001 pts) |

TracelDetector

Select Trace
1
I s |

Clear Write

Trace Average

ViewBlank
Trace On
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.442040000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.442 04 GHz

9.302 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 3.24000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

’1

Center 2.442040000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO

10:26:39 AM ALg 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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Channel 13: 2.472 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.472040000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.472 04 GHz

8.993 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 1.14000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.472040000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO

10:29:19 AM ALg 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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802.11g:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Swept SA
il 509

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

MSG

EI
Marker 1 2.408840000000 GHz

IFGain:Low

ALIGN AUTO

10:29:57 AM AUG 04, 2026

PHO: Fast

#VBW 3.0 MHz

Trig: Free Run
Atten: 28 dB

Avg Type: Log-Pwr
AvgHold:>111

Mkr1 2.408 84 GHz

Sweep 1.

10.351 dBm

Span 40.00 MHz

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank

Trace On

000 ms (1001 pts) _l

Agilent Spectrum Analyzer - Swept SA

a1
Marker 1 55.2000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.408840000 GHz
Res BW 1.0 MHz

MSG

e T

IFGain:Low

ALIGN AUTD

PNO: Fast () Trig: Free Run

#VBW 1.0 MHz*

Atten: 28 dB

Avg Type: RMS
Avg|Held: 111

Sweep

Span 0 Hz

TracelDetector

Select Trace
1
I s |

Clear Write

Trace Average

ViewBlank
Trace On

60.00 s (1001 pts) |
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.442080000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.442 08 GHz

9.009 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 9.90000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2442080000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO

10:33:06 AM ALg 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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Channel 13: 2.472 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.471880000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.471 88 GHz

9.491 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

Agilent Spectrum Analyzer - Swept SA
T RF

-
Marker 1 1.38000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.471880000 GHz
Res BW 1.0 MHz

MSG

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

>

#VBW 1.0 MHz*

ALIGN AUTO

10:36:01 AM Aug 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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802.11n20:

Channel 1: 2.412 GHz:

Agilent Spectrum Analyzer - Swept SA
RN ETET : ALIGN AUTO 10:36:48 AM AUg 04, 2026
Marker 1 2.410880000000 GHz i Avg Type: Log-Pwr

PNO: Fast (4 Trig: Free Run AvgHold:>111
IFGain:Low Atten: 28 dB

TracelDetector

SelectTmce’
Mkr1 2.410 88 GHz
Ref 20,00 dBm 10.659 dBm

Clear Write

Trace Average

View Blank

Trace On

Center 2.41200 GHz Span 40.00 MHz

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _l
MSG

Agilent Spectrum Analyzer - Swept SA

7 N T I : ALIGNAUTO
-I\.flarker 1 20.5800 s Avg Type: RMS p TracelDetector
PNO: Fast () Trig: Free Run Avg|Held: 111

IFGain:Low Atten: 26 dB Select Trace

Ref Offset 3.5 dB

1
Ref 20.00 dBm e

Clear Write

Trace Average

ViewBlank
Trace On

=

Center 2.410880000 GHz AN 1 Span 0 Hz

Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 60.00 s (1001 pts) |
MSG
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.440560000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.440 56 GHz

9.111 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 33.1200 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.440560000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO

10:40:41 AM ALG 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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Channel 13: 2.472 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.470600000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.470 60 GHz

9.074 dBm

Span 40.00 MHz

Sweep 1.000 ms (1001 pts)

_—_|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 16.5600 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.470600000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO

10:42:28 AM ALg 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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802.11n40:

Channel 3: 2.422 GHz:

Agilent Spectrum Analyzer - Swept SA
RN ETET : ALIGN AUTO 10:43:00 AM Aug 04, 2026
Marker 1 2.417380000000 GHz i Avg Type: Log-Pwr

PNO: Fast (4 Trig: Free Run AvgHold:>111
IFGain:Low Atten: 28 dB

TracelDetector

SelectTmce’

Mkr1 2.417 38 GHz
Rof 20.00 dBm 7.943 dBm

Clear Write

Trace Average

View Blank

Trace On

Center 2.42200 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.

MSG

Agilent Spectrum Analyzer - Swept SA

N R R : ALIGNAUTO
-I\.flarker 1 660.000 ms Avg Type: RMS : TracelDetector
PNO: Fast (o T1M4:Free Run Avg|Held: 111

Cy
IFGain:Low Atten: 28 dB SelectTrace.

Ref Offset 3.5 dB

. 1
Ref 20.00 dBm e

Clear Write

Trace Average

ViewBlank
Trace On

Center 2.417380000 GHz AN 1 Span 0 Hz

Res BW 1.0 MHz #VBW 1.0 MHz* Sweep 60.00 s (1001 pts) |
MSG
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Channel 7: 2.442 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.437440000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.437 44 GHz
6.823 dBm

Spal

Sweep 1.000 m

QeS|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 0.00000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.437440000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO 10:46:

06 AM AUG 04, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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Channel 11: 2.462 GHz:

Agilent Spectrum Analyzer - Swept SA

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.46200 GHz
#Res BW 1.0 MHz

MSG

7 T T
Marker 1 2.457380000000 GHz
PHO: Fast
IFGain:Low

| ALIGNAUTO

Trig: Free Run
Atten: 28 dB

#VBW 3.0 MHz

Avg Type: Log-Pwr
AvglHold:>111

Mkr1 2.457 38 GHz
7.125 dBm

Spal

Sweep 1.000 m

QeS|

TracelDetector

SelectTmce’

Clear Write

Trace Average

View Blank >
Trace On

T RF

-
Marker 1 1.20000 s

Ref Offset 3.5 dB
Ref 20.00 dBm

Center 2.457380000 GHz
Res BW 1.0 MHz

MSG

Agilent Spectrum Analyzer - Swept SA

PNO: Fast L, Trig:FreeRun
IFGain:Low

Atten: 28 dB

#VBW 1.0 MHz*

ALIGN AUTO 10:47:

56 AM AUG D4, 2026

Avg Type: RMS
AvglHold: 171

Span 0Hz

Sweep 60.00 s (1001 pts)

e s

TracelDetector

SelectTmce’

Clear Write

l

Trace Average

View Blank
Trace On
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AN\ 774

rious Emissions of Tx

Test Requirement: Item 19 of Article 2-1

(1) 30 to 1000 MHz : 2.5pW/MHz(-36dBm/100kHz)

(2) 1000 to 2387 MHz : 2.5uW/MHz(-26dBm/MHz)

(3) 2387 to 2400 MHz : 25pW/MHz(-16dBm/MHz)

(4) 2483.5 through 2496.5 MHz : 25pW/MHz(-16dBm/MHz)
(5) Over 2496.5 MHz : 2.5uyW/MHz(-26dBm/MHz)

Temperature: 25.0°C
Humidity: 75 % RH
Atmospheric Pressure: 1013 mbar
Test Status: Pre-Scan has been conducted to determine the worst-case mode from all

possible combinations between available modulations, data rates and
antenna ports (if EUT with antenna diversity architecture). Following
channel(s) was (were) selected for the final test as listed below.

Test Configuration:

PC Spectrum
EUT

A 4

A 4

Analyzer

Test Procedure:

1.

Test Conditions:

Spectrum Analyzer is used for measurement.

2. EUT conditions:

Modulation/Spread/Hopping ON

For equipment using diffusion code, set to the test diffusion code and modulate with standard
coding test signal.

3. Spectrum Analyzer conditions:

Step 1

All spurious are measured from 30 MHz to 13 GHz by peak mode.

Step 2

IF the value measured by Step1 is 2 dB or less, measure in average mode.

Test setup for Step 1:

Frequency: 30 MHz — 1000 MHz,

RBW 100 kHz (Below 1000 MHz), VBW 100 kHz (Below 1000 MHz)
1000 MHz — 2400 MHz, 2483.5 MHz -13 GHz

RBW 1 MHz (above 1000 MHz), VBW 1 MHz (above 1000 MHz)
Sweep Time Auto

detector mode Positive peak, Indication mode Max hold
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—7<s—1est setup for Step 2:

Page 48 of 96
Frequency: Spurious Frequency

Report No.: CTT2026072807R21T-02
RBW 100 kHz (Below 1000 MHz), VBW 100 kHz (Below 1000 MHz)
RBW 1 MHz (above 1000 MHz), VBW 1 MHz (above 1000 MHz)
Sweep Time Auto,

Detector mode Sample, Indication mode Max hold
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Test result:
Condition | Mode | Frequency | Range (MHz) Emission Max Value Max Limit Limit Verdict
(MHz) Frequency | (dBm/MHz) Value Start(uW/MHz) Stop
(MHz) (UW/MHz) (UW/MHzZ)
NVNT b 2412 30-1000 908.82 -59.06 0.0012 25 25 Pass
NVNT b 2412 1000-2387 2387 -46.76 0.0211 2.5 2.5 Pass
NVNT b 2412 2387-2400 2399.88 -35.96 0.2535 25 25 Pass
NVNT b 2412 2483.5-2496.5 2493.8 -54.01 0.004 25 25 Pass
NVNT b 2412 2496.5-13000 2496.5 -54.16 0.0038 25 25 Pass
NVNT b 2442 30-1000 939.86 -59.61 0.0011 25 25 Pass
NVNT b 2442 1000-2387 2381.45 -51.36 0.0073 25 25 Pass
NVNT b 2442 2387-2400 2394.97 -48.92 0.0128 25 25 Pass
NVNT b 2442 2483.5-2496.5 2483.59 -52.28 0.0059 25 25 Pass
NVNT b 2442 2496.5-13000 2496.5 -53.65 0.0043 25 25 Pass
NVNT b 2472 30-1000 947.62 -568.9 0.0013 25 25 Pass
NVNT b 2472 1000-2387 2349.55 -51.57 0.007 25 25 Pass
NVNT b 2472 2387-2400 2388.9 -51.32 0.0074 25 25 Pass
NVNT b 2472 2483.5-2496.5 2483.54 -35.2 0.302 25 25 Pass
NVNT b 2472 2496.5-13000 2496.5 -47.31 0.0186 2.5 25 Pass
NVNT g 2412 30-1000 978.66 -58.92 0.0013 25 25 Pass
NVNT g 2412 1000-2387 2387 -51.93 0.0064 2.5 2.5 Pass
NVNT g 2412 2387-2400 2399.96 -25.7 2.6915 25 25 Pass
NVNT g 2412 2483.5-2496.5 2486.06 -56.52 0.0022 25 25 Pass
NVNT g 2412 2496.5-13000 11760.59 -53.91 0.0041 2.5 2.5 Pass
NVNT g 2442 30-1000 842.86 -58.5 0.0014 2.5 2.5 Pass
NVNT g 2442 1000-2387 2381.45 -51 0.0079 2.5 2.5 Pass
NVNT g 2442 2387-2400 2397.98 -49.96 0.0101 25 25 Pass
NVNT g 2442 2483.5-2496.5 2483.81 -51.89 0.0065 25 25 Pass
NVNT g 2442 2496.5-13000 2496.5 -54.18 0.0038 2.5 2.5 Pass
NVNT g 2472 30-1000 788.54 -58.83 0.0013 2.5 2.5 Pass
NVNT g 2472 1000-2387 2278.81 -54.62 0.0035 2.5 2.5 Pass
NVNT g 2472 2387-2400 2390.48 -54.53 0.0035 25 25 Pass
NVNT g 2472 2483.5-2496.5 2483.51 -25.72 2.6792 25 25 Pass
NVNT g 2472 2496.5-13000 2496.5 -52.08 0.0062 25 25 Pass
NVNT n20 2412 30-1000 784.66 -58.87 0.0013 25 25 Pass
NVNT n20 2412 1000-2387 2387 -52.93 0.0051 2.5 25 Pass
NVNT n20 2412 2387-2400 2399.95 -20.42 9.0782 25 25 Pass
NVNT n20 2412 2483.5-2496.5 2487.5 -56.46 0.0023 25 25 Pass
NVNT n20 2412 2496.5-13000 118131 -54.19 0.0038 25 25 Pass
NVNT n20 2442 30-1000 766.23 -58.98 0.0013 25 25 Pass
NVNT n20 2442 1000-2387 2331.52 -55.42 0.0029 25 2.5 Pass
NVNT n20 2442 2387-2400 2394.16 -54.07 0.0039 25 25 Pass
NVNT n20 2442 2483.5-2496.5 2484.18 -55.16 0.003 25 25 Pass
NVNT n20 2442 2496.5-13000 11729.08 -54.08 0.0039 2.5 2.5 Pass
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2472 30-1000 908.82 -57.99 0.0016 25 2.5 Pass
NVNT n20 2472 1000-2387 2335.68 -54.87 0.0033 25 25 Pass
NVNT n20 2472 2387-2400 2394.62 -54.67 0.0034 25 25 Pass
NVNT n20 2472 2483.5-2496.5 2483.55 -20.44 9.0365 25 25 Pass
NVNT n20 2472 2496.5-13000 2496.5 -52.03 0.0063 25 25 Pass
NVNT n40 2422 30-1000 325.85 -59.08 0.0012 25 25 Pass
NVNT n40 2422 1000-2387 2385.61 -47.56 0.0175 25 25 Pass
NVNT n40 2422 2387-2400 2398.21 -36.06 0.2477 25 25 Pass
NVNT n40 2422 2483.5-2496.5 2488.99 -54.36 0.0037 25 25 Pass
NVNT n40 2422 2496.5-13000 6970.99 -54.48 0.0036 25 25 Pass
NVNT n40 2442 30-1000 839.95 -58.68 0.0014 25 25 Pass
NVNT n40 2442 1000-2387 2378.68 -564.37 0.0037 2.5 2.5 Pass
NVNT n40 2442 2387-2400 2399.78 -50.2 0.0095 25 25 Pass
NVNT n40 2442 2483.5-2496.5 2484.06 -52.29 0.0059 25 25 Pass
NVNT n40 2442 2496.5-13000 6949.98 -53.99 0.004 2.5 2.5 Pass
NVNT n40 2462 30-1000 961.2 -569.14 0.0012 2.5 2.5 Pass
NVNT n40 2462 1000-2387 2385.61 -54.8 0.0033 25 2.5 Pass
NVNT n40 2462 2387-2400 2394.64 -52.69 0.0054 25 25 Pass
NVNT n40 2462 2483.5-2496.5 2485.7 -39.74 0.1062 25 25 Pass
NVNT n40 2462 2496.5-13000 2496.5 -46.93 0.0203 25 25 Pass
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Test Graphs
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Tx. Spurious NVNT b 2412MHz Antl @ 2387MHz-2400MHz
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Tx. Spurious NVNT b 2412MHz Antl @ 2483.5MHz-2496.5MHz
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Tx. Spurious NVNT b 2412MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT b 2442MHz Ant1 @ 30MHz-1000MHz
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Tx. Spurious NVNT b 2442MHz Antl @ 1000MHz-2387MHz
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Tx. Spurious NVNT b 2442MHz Antl @ 2387MHz-2400MHz
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Tx. Spurious NVNT b 2442MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT b 2442MHz Antl @ 2496.5MHz-13000MHz
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Tx. Spurious NVNT b 2472MHz Ant1 @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT b 2472MHz Antl @ 1000MHz-2387MHz
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Tx. Spurious NVNT b 2472MHz Antl @ 2387MHz-2400MHz
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Tx. Spurious NVNT b 2472MHz Antl @ 2483.5MHz-2496.5MHz
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Tx. Spurious NVNT b 2472MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2412MHz Ant1 @ 30MHz-1000MHz
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Tx. Spurious NVNT g 2412MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2412MHz Antl @ 2387MHz-2400MHz
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Tx. Spurious NVNT g 2412MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2412MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
o RL | s0a ac | : ALIGH AT 09:59:55 AM Ag 04, 2026
Center Freq 7.748250000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
PASS IFGain:Low #Atten: 20 dB

Mkr1 11.761 GHz
Ref Offset 1.93 dB
10gBJd|\r RZf11SF§3dBm -53.905 dBm

i

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

MSG STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0



Page 61 of 96 Report No.: CTT2026072807R21T-02

Tx. Spurious NVNT g 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
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STATUS

Tx. Spurious NVNT g 2442MHz Antl @ 1000MHz-2387MHz
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Tx. Spurious NVNT g 2442MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2442MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2442MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:47:22 AM Aug 04, 2026
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STATUS

Tx. Spurious NVNT g 2472MHz Ant1 @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2472MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:01:56 AM Aug 04, 2026
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Tx. Spurious NVNT g 2472MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
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MSG

STATUS
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Tx. Spurious NVNT g 2472MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:02:00 AM Aug 04, 2026
Center Freq 2.490000000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.483 513 GH
Ref Offset 1.95 dB
10 dBidiv RZf 115.38 dBm -25.720 dBm

o
.

|

Start 2.483500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

STATUS

Tx. Spurious NVNT g 2472MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA ~4
ALIGN AUTD 10:02:12 AM Aug 04, 2026
Center Freq 7.748250000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.497 GHz
Ref Offset 1.95 dB
1L%gB.ldiv RZf 115.38 dBm -52.081 dBm

=

Trace 1 Pass

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Sweep 17.53 ms (1001 pts)

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n20 2412MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:03:27 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 784.66 MHz
Ref Offset 1.93 dB
10 dBidiv RZf 115.33 dBm -58.871 dBm

Start 30.0 MHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

STATUS

Tx. Spurious NVNT n20 2412MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA ~4
ALIGN AUTD 10:03:29 AM Aug 04, 2026
Center Freq 1.693500000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.387 0 GHz
Ref Offset 1.93 dB
1L%gB.ldiv RZf 115.33 dBm -52.929 dBm

=

Trace 1 Pass

Start 1.0000 GHz

‘Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.733 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Tx. Spurious NVNT n20 2412MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
s08  AC [ | SENSE:PULSE] ALIGN AUTOD 10:03:31 AM Aug 04, 2026

Center Freq 2.393500000 GHz ) Avg Type: Log-Pwr
Trig: Free Run Avg|Hold: 1001100

PHO: Fast =+
& |FGain:Lauw #Atten: 20 dB

Mkr1 2.399 948 GH
Ref Offset 1.93 dB
10 dBidiv RZf 115.33 dBm -20.422 dBm

]

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

MSG STATUS

Tx. Spurious NVNT n20 2412MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
s08  AC [ | i ALIGN AUTD 10:03:33 AM Aug 04, 2026

Center Freq 2.490000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -»- Trig:FreeRun Avg|Hold: 100/100
& IFGain:Low #Atten: 20 dB

Mkr1 2.487 504 GHz
Ref Offset 1.93 dB
1L%gB.ldiv RZf 115.33 dBm -56.463 dBm

=

Trace 1 Pass

-I|r I'"I'f'wm I|r|'r'l|r'1"ﬂ||"'ﬁ| I "ﬂll"lrlwl lT""rI Irlirlwrl Il'vlr'_lrﬂ Iu Iv'I'| I'rlvl-lm |w |I-'" |||IT|MI wlln'll'wlm-“rr'n'nl qT |-m| ||'r-r"wm

_____|

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

MSG STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Tx. Spurious NVNT n20 2412MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:03:45 AM Aug 04, 2026
Center Freq 7.748250000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 11.813 GHz
Ref Offset 1.93 dB
10 dBidiv RZf 115.33 dBm -54.187 dBm

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)

STATUS

Tx. Spurious NVNT n20 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
ALIGH AUTO! 03:49:14 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 766.23 MHz
Ref Offset 1.96 dB
1L%gB.ldiv RZf 115.36 dBm -58.978 dBm

=

Trace 1 Pass

Start 30.0 MHz

Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.200 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Report No.: CTT2026072807R21T-02

Tx. Spurious NVNT n20 2442MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
50 2

PASS

Ref Dffset 1.96 dB

1LO dBidiv  Ref 11.96 dBm

]

Start 1.0000 GHz
#Res BW 1.0 MHz

MSG

Center Freq 1.693500000 GHz

SEMNSE:PULSE

ALIGHAUTO

09:49:16 AM Aug 04, 2026

Trig: Free Run
#Atten: 20 dB

PHO: Fast -+~
IFGain:Low

#VBW 1.0 MHz

Avg Type
Avg|Hold:

STATUS

: Log-Pwr
100/100

Mkr1 2.331 5 GHz
-55.415 dBm

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

Tx. Spurious NVNT n20 2442MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
50
Center Freq 2.393500000 GHz

PASS

Ref Offset 1.96 dB

10 dBidiv Ref 11.96 dBm
Log - -

Trace 1 Pass

Start 2.387000 GHz
#Res BW 1.0 MHz

MSG

ALIGH AUTO

09:49:18 AM Aug 04, 2026

—w~ Trig:FreeRun
#Atten: 20 dB

PHO: Fast
IFGain:Low

#VBW 1.0 MHz

Avg Type:

Avg|Hold: 1001100

 aLY LRI AR

STATUS

Log-Pwr

Mkr1 2.394 163 GHz
-54.071 dBm

M.AL\J“ JLum.lel quI.]l Lm.l

|

Stop 2.400000 GHz

Sweep 1.000 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Tx. Spurious NVNT n20 2442MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
soa AC | SENSEPULEE ALIGN AUTO

09:49:20 AM Aug 04, 2026

Center Freq 2.490000000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

B R S | T W M| .--

Start 2.483500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.4

STATUS

Mkr1 2.484 176 GH
Ref Offset 1.96 dB
10 dBidiv RZf 115.36 dBm -55.158 dBm

]

Sweep 1.000 ms (1001 pts)

96500 GHz

Tx. Spurious NVNT n20 2442MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
506G AC ALIGN AUTD 09:49:32

AM Aug 04, 2026

Center Freq 7.748250000 GHz ) Avg Type: Log-Pwr
PNO: Fast -»- Trig:FreeRun Avg|Hold: 100/100
& IFGain:Low #Atten: 20 dB

Ref Offset 1.96 dB Mkr1 11.

=

Trace 1 Pass

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG STATUS

1L%gB.ldiv Ref 11.96 dBm -54.082 dBm

729 GHz

‘Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)

Page 70 of 96 Report No.: CTT2026072807R21T-02
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Tx. Spurious NVNT n20 2472MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:05:18 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 908.82 MH
Ref Offset 1.95 dB
10 dBidiv RZf 115.38 dBm -57.986 dBm

Start 30.0 MHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

STATUS

Tx. Spurious NVNT n20 2472MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTD 10:05:20 AM Aug 04, 2026
Center Freq 1.693500000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.335 7 GHz
Ref Offset 1.95 dB
1L%gB.ldiv RZf 115.38 dBm -54.866 dBm

=

Trace 1 Pass

il A Ry Lt A A I
R

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Sweep 1.733 ms (1001 pts)

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n20 2472MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:05:22 AM Aug 04, 2026
Center Freq 2.393500000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.394 618 GH
Ref Offset 1.95 dB
10 dBidiv RZf 115.38 dBm -54.665 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

STATUS

Tx. Spurious NVNT n20 2472MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA ~4
ALIGN AUTD 10:05:23 AM Aug 04, 2026
Center Freq 2.490000000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.483 552 GHz
Ref Offset 1.95 dB
1L%gB.ldiv RZf 115.38 dBm -20.436 dBm

=

Trace 1 Pass

Start 2.483500 GHz

Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n20 2472MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 10:05:36 AM Aug 04, 2026
Center Freq 7.748250000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.497 GHz
Ref Offset 1.95 dB
10 dBidiv RZf 115.38 dBm -52.028 dBm

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2422MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTD 09:51:30 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 325.85 MHz
Ref Offset 1.93 dB
1L%gB.ldiv RZf 115.33 dBm -59.082 dBm

=

Trace 1 Pass

Start 30.0 MHz

Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.200 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2422MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:51:33 AM Aug 04, 2026
Center Freq 1.693500000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.385 6 GHz
Ref Offset 1.93 dB
10 dBidiv RZf 115.33 dBm -47.557 dBm

AN . -
SRR A ATERPES i

SR S VLV 0 W S § S W S

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2422MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTD 09:51:34 AM Aug 04, 2026
Center Freq 2.393500000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.398 206 GHz
Ref Offset 1.93 dB
1L%gB.ldiv RZf 115.33 dBm -36.056 dBm

=

Trace 1 Pass

Start 2.387000 GHz

Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2422MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA

PASS

1LO dBidiv Ref 11.93 dBm

]

Start 2.483500 GHz
#Res BW 1.0 MHz

MSG

g RL___ | fF s0e Al
Center Freq 2.490000000 GHz

Ref Dffset 1.93 dB

M “Mm

SENSE:PULEE ALIGH AUTO
Avg Type: Log-Pwr
Avg|Hold: 1001100

09:51:36 AM Aug 04, 2026

PNO: Fast -»— Trig:FreeRun
IFGain:Low #Atten: 20 dB

Mkr1 2.488 986 GHz
-54.363 dBm

Stop 2.496500 GHz

#VBW 1.0 MHz Sweep 1.000 ms (1001 pts)

STATUS

Agilent Spectrum Analyzer - Swept SA

PASS

Ref Offset 1.93 dB
10 dBlIdiv Ref 11.93 dBm
Log

i

Start 2.497 GHz
#Res BW 1.0 MHz

Tx. Spurious NVNT n40 2422MHz Antl @ 2496.5MHz-13000MHz

Center Freq 7.748250000 GHz

ALIGH AUTO! 09:51:49 AM Aug 04, 2026
Avg Type: Log-Pwr
Avg|Hold: 100100

PNO: Fast -»- Trig:FreeRun
IFGain:Low #Atten: 20 dB

Mkr1 6.971 GHz
-54.476 dBm

Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:52:46 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 839.95 MHz
Ref Offset 1.95 dB
10 dBidiv RZf 115.36 dBm -58.684 dBm

Start 30.0 MHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2442MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA ~4
ALIGN AUTD 09:52:48 AM Aug 04, 2026
Center Freq 1.693500000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.378 7 GHz
Ref Offset 1.96 dB
1L%gB.ldiv RZf 115.36 dBm -54.371 dBm

=

Trace 1 Pass

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Sweep 1.733 ms (1001 pts)

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2442MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:52:50 AM Aug 04, 2026
Center Freq 2.393500000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.399 779 GH
Ref Offset 1.95 dB
10 dBidiv RZf 115.36 dBm -50.203 dBm

Start 2.387000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2442MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
ALIGN AUTD 09:52:52 AM Aug 04, 2026
Center Freq 2.490000000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.484 059 GHz
Ref Offset 1.96 dB
1L%gB.ldiv RZf 115.36 dBm -52.292 dBm

=

Trace 1 Pass

Start 2.483500 GHz

Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2442MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:53:04 AM Aug 04, 2026
Center Freq 7.748250000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 6.950 GHz
Ref Offset 1.95 dB
10 dBidiv RZf 115.36 dBm -53.994 dBm

R T ST R T YT

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 13.000 GHz
Sweep 17.53 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2462MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
ALIGH AUTO! 03:54:08 AM Aug 04, 2026
Center Freq 515.000000 MHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 961.20 MHz
Ref Offset 1.97 dB
1L%gB.ldiv RZf 115.37 dBm -59.144 dBm

=

Trace 1 Pass

Start 30.0 MHz

Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.200 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2462MHz Antl @ 1000MHz-2387MHz

Agilent Spectrum Analyzer - Swept SA
@ RL | rRF [S0@ oac || SENSE:PULSE] ALIGN AUTOD 09:54:10 AM Aug 04, 2026
Center Freq 1.693500000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

Mkr1 2.385 6 GHz
Ref Offset 1.97 dB
10 dBidiv RZf 115.37 dBm -54.798 dBm

Start 1.0000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2462MHz Antl @ 2387MHz-2400MHz

Agilent Spectrum Analyzer - Swept SA ~4
ALIGN AUTD 09:54:12 AM Aug 04, 2026
Center Freq 2.393500000 GHz Avg Type: Log-Pwr

. Trig: Free Run Avg|Hold: 100100
PHO: Fast -
& IFGain:Low #Atten: 20 dB

Mkr1 2.394 644 GHz
Ref Offset 1.97 dB
1L%gB.ldiv RZf 115.37 dBm -52.692 dBm

=

Trace 1 Pass

Start 2.387000 GHz

Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 1.000 ms (1001 pts)
MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Tx. Spurious NVNT n40 2462MHz Antl @ 2483.5MHz-2496.5MHz

Agilent Spectrum Analyzer - Swept SA
o oRL R s0a ac | SENSE:PULEE ALIGH AUTO
Center Freq 2.490000000 GHz Avg Type: Log-Pwr

5 Trig: Free Run Avg|Hold: 1001100
PHO: Fast =+
& IFGain:Low #Atten: 20 dB

09:54:13 AM Aug 04, 2026

Mkr1 2.485 697 GH
Ref Offset 1.97 dB
10 dBidiv RZf 115.37 dBm -39.735 dBm

]

Start 2.483500 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz

MSG

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

STATUS

Tx. Spurious NVNT n40 2462MHz Antl @ 2496.5MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
soa  ac | ] : ALIGAUTO)

Center Freq 7.748250000 GHz ) Avg Type: Log-Pwr
PNO: Fast -»- Trig:FreeRun Avg|Hold: 100/100
& IFGain:Low #Atten: 20 dB

09:54:26 AM Aug 04, 2026

Mkr1 2.497 GHz
Ref Offset 1.97 dB
1L%gB.ldiv RZf 115.37 dBm -46.927 dBm

=

Trace 1 Pass

-ﬂu - m‘“-

Start 2.497 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

MSG

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6.10 RF Accessibility

Standard requirement
Article 2, ltem (19) Notice 88 Appendix 43, 44, 45
The EUT shall be constructed in such a way that sensitive RF parts, (like modulation and oscillator
parts) cannot be reached easily by the user. These parts shall be covered by soldered metal caps or
glue or by other mechanical covers. If the covers are fixed with screws, these shall be not the
common type(s) like a Phillips, but special versions like Torx, so that the user cannot open the device

with common tools.
We apply the product for Japan RF certification. We use covered by soldered metal caps for
preventing end- user to access RF parts easily. The shiled can only be opened by forced, which will

result in damaging the case.P lease refer to following for photo for details.

1002400460092C

Ly

metal caps

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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6.11 Spurious Emissions of Rx

Report No.: CTT2026072807R21T-02

Test Requirement: Item 19 of Article 2-1

(1) Below 1 GHz : 4 nW or less(-54dBm)
(2) 1 GHz and over : 20 nW or less(-47dBm)

Temperature: 25.0°C
Humidity: 75 % RH
Atmospheric Pressure: 1013 mbar
Test Status: Pre-Scan has been conducted to determine the worst-case mode from all

possible combinations between available modulations, data rates and
antenna ports (if EUT with antenna diversity architecture). Following
channel(s) was (were) selected for the final test as listed below.

Test Configuration:

PC

A 4

EUT

A 4

Spectrum
Analyzer

Test Procedure:

1. Test Conditions:

Spectrum Analyzer is used for measurement.

2. EUT conditions:

Modulation/Spread/Hopping ON

coding test signal.

For equipment using diffusion code, set to the test diffusion code and modulate with standard

3. Spectrum Analyzer conditions:

Step 1

Step 2

All spurious are measured from 30 MHz to 13 GHz by peak mode.

IF the value measured by Step1 is 2 dB or less, measure in average mode.

Test setup for Step 1:

Frequency: 30 MHz — 2400 MHz , 2483.5 MHz —-13 GHz
RBW 100 kHz (30 — 1GHz) , 1 MHz (over 1GHz)

VBW 100 kHz (30 — 1GHz) , 1 MHz (over 1GHz)

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

Test setup for Step 2:

Frequency: Spurious Frequency

Span 0 Hz

RBW 100 kHz (30 — 1GHz) , 1 MHz (over 1GHz)
VBW 100 kHz (30 — 1GHz) , 1 MHz (over 1GHz)
Sweep Time Auto

detector mode Sample

Indication mode Max hold

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China

Rev. 1.0
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Report No.: CTT2026072807R21T-02

Test result:
Condition | Mode Frequency Range Emission Frequency Max Value Max Value Limit Verdict
(MHz) (MHz) (MHz) (dBm) (nW) (nW)
NVNT b 2412 30-1000 401.51 -77.85 0.0164 4 Pass
NVNT b 2412 1000-13000 2452 -66.71 0.2133 20 Pass
NVNT b 2442 30-1000 705.12 -77.52 0.0177 4 Pass
NVNT b 2442 1000-13000 2524 -64.02 0.3963 20 Pass
NVNT b 2472 30-1000 869.05 -77.08 0.0196 4 Pass
NVNT b 2472 1000-13000 2608 -66.9 0.2042 20 Pass
NVNT g 2412 30-1000 869.05 -76.41 0.0229 4 Pass
NVNT g 2412 1000-13000 2536 -62.18 0.6053 20 Pass
NVNT g 2442 30-1000 869.05 -78.04 0.0157 4 Pass
NVNT g 2442 1000-13000 2536 -57.31 1.8578 20 Pass
NVNT g 2472 30-1000 496.57 -77.42 0.0181 4 Pass
NVNT g 2472 1000-13000 2452 -65.65 0.2723 20 Pass
NVNT n20 2412 30-1000 869.05 -79.7 0.0107 4 Pass
NVNT n20 2412 1000-13000 2428 -59.89 1.0257 20 Pass
NVNT n20 2442 30-1000 706.09 -74.4 0.0363 4 Pass
NVNT n20 2442 1000-13000 2440 -64.43 0.3606 20 Pass
NVNT n20 2472 30-1000 869.05 -81.85 0.0065 4 Pass
NVNT n20 2472 1000-13000 3508 -68.01 0.1581 20 Pass
NVNT n40 2422 30-1000 869.05 -80.76 0.0084 4 Pass
NVNT n40 2422 1000-13000 3508 -69.47 0.113 20 Pass
NVNT n40 2442 30-1000 706.09 -73.78 0.0419 4 Pass
NVNT n40 2442 1000-13000 2452 -67.85 0.1641 20 Pass
NVNT n40 2462 30-1000 869.05 -82.01 0.0063 4 Pass
NVNT n40 2462 1000-13000 1708 -65.37 0.2904 20 Pass

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China

Rev. 1.0
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Test Graphs
Rx. Spurious NVNT b 2412MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

soa  ac | SENSEFULEE ALIGHAUTO |

Center Freq 515.000000 MHz ) Avg Type: Log-Pwr
PNO: Fast —»— Trig:Free Run Avg|Hold: 100/100

IFGain:High #Atten: 0 dB

A
Mkr1 401.51 MHz

Ref Offset 1.93 dB
1L%gB.ldiv RZf -1?07 dBm -77.847 dBm

Start 30.0 MHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

MSG STATUS

Rx. Spurious NVNT b 2412MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
T N =Y Y= _ [SENGE) ALIGN AUTO

Center Freq 7.000000000 GHz . Avg Type: Log-Pwr
PNO: Fast —»— Trig:FreeRun Avg|Hold: 1001100

IFGain:High #Atten: 0 dB

Mkr1 2.452 GHz
Ref 18,07 dBm 66,708 dBm

Start 1.000 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

IMSG STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
Rev. 1.0
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Rx. Spurious NVNT b 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 515.000000 MHz

Ref Dffset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

T [T I

SEMNSE:PULSE

ALIGHAUTO

09:57:30 AM Aug 04, 2026

PHO: Fast
IFGain:High

Trig: Free Run
#Atten: 0 dB

——

#VBW 100 kHz

Avg Type: Log-Pwr
Avg|Hold: 1001100

STATUS

Mkr1 705.12 MHz
-77.524 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Rx. Spurious NVNT b 2442MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 7.000000000 GHz

Ref Offset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

Rl v mae acl

ALIGH AUTO

09:57:43 AM Aug 04, 2026

PHO: Fast
IFGain:High

—w~ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS

Mkr1 2.524 GHz
-64.018 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Rx. Spurious NVNT b 2472MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 515.000000 MHz

Ref Dffset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

T [T I

SEMNSE:PULSE

ALIGHAUTO

09:58:11 AM Aug 04, 2026

PHO: Fast
IFGain:High

Trig: Free Run
#Atten: 0 dB

——

#VBW 100 kHz

Avg Type: Log-Pwr
Avg|Hold: 1001100

STATUS

Mkr1 869.05 MHz
-77.084 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Rx. Spurious NVNT b 2472MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 7.000000000 GHz

Ref Offset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

Rl v mae acl

ALIGH AUTO

09:58:23 AM Aug 04, 2026

PHO: Fast
IFGain:High

—w~ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS

Mkr1 2.608 GHz
-66.903 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Rx. Spurious NVNT g 2412MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 515.000000 MHz

Ref Dffset 1.93 dB

10 dBidiv  Ref -18.07 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

T [T I

SEMNSE:PULSE

ALIGHAUTO

10:00:14 AM Aug 04, 2026

PHO: Fast
IFGain:High

Trig: Free Run
#Atten: 0 dB

——

#VBW 100 kHz

Avg Type: Log-Pwr
Avg|Hold: 1001100

STATUS

Mkr1 869.05 MHz
-76.414 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Rx. Spurious NVNT g 2412MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 7.000000000 GHz

Ref Offset 1.93 dB

10 dBidiv  Ref -18.07 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

Rl v mae acl

ALIGH AUTO

10:00:27 AM Aug 04, 2026

PHO: Fast
IFGain:High

—w~ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS

Mkr1 2.536 GHz
-62.182 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Rx. Spurious NVNT g 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 515.000000 MHz

Ref Dffset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

T [T I

SEMNSE:PULSE

ALIGHAUTO

10:01:27 AM Aug 04, 2026

PHO: Fast
IFGain:High

Trig: Free Run
#Atten: 0 dB

——

#VBW 100 kHz

Avg Type: Log-Pwr
Avg|Hold: 1001100

STATUS

Mkr1 869.05 MHz
-78.040 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Rx. Spurious NVNT g 2442MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 7.000000000 GHz

Ref Offset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

Rl v mae acl

ALIGH AUTO

10:01:40 AM Aug 04, 2026

PHO: Fast
IFGain:High

—w~ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS

Mkr1 2.536 GHz
-57.308 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.
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Rx. Spurious NVNT g 2472MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 515.000000 MHz

Ref Dffset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

T [T I

SEMNSE:PULSE

ALIGHAUTO

10:02:36 AM Aug 04, 2026

PHO: Fast
IFGain:High

Trig: Free Run
#Atten: 0 dB

——

#VBW 100 kHz

Avg Type: Log-Pwr
Avg|Hold: 1001100

STATUS

Mkr1 496.57 MHz
-77.419 dBm

Stop 1.0000 GHz
Sweep 117.0 ms (1001 pts)

Rx. Spurious NVNT g 2472MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA
50 &2

Center Freq 7.000000000 GHz

Ref Offset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

Rl v mae acl

ALIGH AUTO

10:02:49 AM Aug 04, 2026

PHO: Fast
IFGain:High

—w~ Trig:FreeRun
#Atten: 0 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr
Avg|Hold: 100100

STATUS

Mkr1 2.452 GHz
-65.652 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

Shenzhen C-link Testing &Technology Co., Ltd.

No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Rx. Spurious NVNT n20 2412MHz Antl @ 30MHz-1000MHz

10 dBidiv
Log

MSG

Agilent Spectrum Analyzer - Swept SA
502

Center Freq 515.000000 MHz

Start 30.0 MHz
#Res BW 100 kHz

ALIGH AUTO 10:04:06 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 869.05 MHz

Ref Offset 1.93 dB -79.700 dBm

Ref -18.07 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n20 2412MHz Antl @ 1000MHz-13000MHz

10 dBidiv
Log

MSG

Agilent Spectrum Analyzer - Swept SA

Center Freq 7.000000000 GHz

Start 1.000 GHz
#Res BW 1.0 MHz

ALIGH AUTO! 10:04:19 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

RF 506 AC

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 2.428 GHz

Ref Offset 1.93 dB -59.890 dBm

Ref -18.07 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
No.709, Enhai Building, No.1 Hangkong Road, Sanwei Community, Hangcheng Street, Bao 'an District, Shenzhen, Guangdong, China
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Rx. Spurious NVNT n20 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

Ref Dffset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

soa AC |

ALIGH AUTO 10:04:49 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 706.09 MHz
-74.404 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n20 2442MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

S I =V N
Center Freq 7.000000000 GHz

ALIGH AUTO! 10:05:02 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 2.440 GHz
-64.432 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Rx. Spurious NVNT n20 2472MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

Ref Dffset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

soa AC |

ALIGH AUTO 09:50:52 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 869.05 MHz
-81.848 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n20 2472MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 1.98 dB

10 dBidiv  Ref -18.02 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

S I =V N
Center Freq 7.000000000 GHz

ALIGH AUTO! 09:51:05 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 3.508 GHz
-68.014 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Rx. Spurious NVNT n40 2422MHz Antl @ 30MHz-1000MHz

10 dBidiv
Log

MSG

Agilent Spectrum Analyzer - Swept SA
502

Center Freq 515.000000 MHz

Start 30.0 MHz
#Res BW 100 kHz

ALIGH AUTO 09:52:12 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 869.05 MHz

Ref Offset 1.93 dB -80.761 dBm

Ref -18.07 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n40 2422MHz Antl @ 1000MHz-13000MHz

10 dBidiv
Log

MSG

Agilent Spectrum Analyzer - Swept SA

Center Freq 7.000000000 GHz

Start 1.000 GHz
#Res BW 1.0 MHz

ALIGH AUTO! 09:52:25 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

RF 506 AC

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 3.508 GHz

Ref Offset 1.93 dB -69.475 dBm

Ref -18.07 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Rx. Spurious NVNT n40 2442MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

Ref Dffset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

soa AC |

ALIGH AUTO 03:53:28 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 706.09 MHz
=73.775 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n40 2442MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 1.96 dB

10 dBidiv  Ref -18.04 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

S I =V N
Center Freq 7.000000000 GHz

ALIGH AUTO! 039:53:41 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 2.452 GHz
-67.847 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS

Shenzhen C-link Testing &Technology Co., Ltd.
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Rx. Spurious NVNT n40 2462MHz Antl @ 30MHz-1000MHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

Ref Dffset 1.97 dB

10 dBidiv Ref -18.03 dBm
Log

Start 30.0 MHz
#Res BW 100 kHz

MSG

soa AC |

ALIGH AUTO 10:07:24 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 100/100

SEMNSE:PULSE

Trig: Free Run

PHO: Fast =+
#Atten: 0 dB

IFGain:High
Mkr1 869.05 MHz
-82.013 dBm

Stop 1.0000 GHz
#VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

Rx. Spurious NVNT n40 2462MHz Antl @ 1000MHz-13000MHz

Agilent Spectrum Analyzer - Swept SA

Ref Offset 1.97 dB

10 dBidiv  Ref -18.03 dBm
Log ——

Start 1.000 GHz
#Res BW 1.0 MHz

MSG

S I =V N
Center Freq 7.000000000 GHz

ALIGH AUTO! 10:07:37 AM Aug 04, 2026
Avg Type: Log-Pwr

Avg|Hold: 1001100

—w~ Trig:FreeRun
#Atten: 0 dB

PHO: Fast
IFGain:High

Mkr1 1.708 GHz
-65.370 dBm

|

‘Stop 13.000 GHz
Sweep 20.00 ms (1001 pts)

#VBW 1.0 MHz

STATUS
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6.12 CARRIER SENSE CAPABILITY

Limit

EUT stop RF transmission signal after carrier inject to EUT

Test Procedure

Measurement System Diagram

L1

Signal Generator

| S|
Attenuator

10 dB

Report No.: CTT2026072807R21T-02

&

Attenuator
10 dB

Power
|:_J Splitter

=

Spectrum Analayzer

_:__.ﬂ" (o}

EUT

F v
T % - -

Peripheral

1. SG adjusted the frequency as same as the EUT transmitted signal and emitted the absence of
modulation from SG and power level is (on 22.79+G-20*log(f)dBm)(G is the antenna gain,

f is the test frequency).

2. turn off the RF signal of the SG.

3. EUT have transmitted the maximum modulation signal and fixed channelize.
4. Setting of SA :RBW/VBW=1MHz/1MHz,Span=50MHz,Sweep time=auto,

Sweep mode=continuous, Detect mode=positive peak

5. SG RF signal on.

6. EUT shall be stop the transmitted any signal and SG RF signal off, the EUT will be continuous

transmitted signal.

802.11n40 mode:

Normal Voltage

Result

OK
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