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1. GENERAL INFORMATION

1.1 Test Laboratory

Name Shenzhen BALUN Technology Co., Ltd.

Block B, 1/F, Baisha Science and Technology Park, Shahe Xi Road,
Nanshan District, Shenzhen, Guangdong Province, P. R. China
Phone Number +86 755 6685 0100

Address

1.2 Test Location

Name Shenzhen BALUN Technology Co., Ltd.

[ Block B, 1/F, Baisha Science and Technology Park, Shahe Xi Road,
Nanshan District, Shenzhen, Guangdong Province, P. R. China

[ 1/F, Building B, Ganghongji High-tech Intelligent Industrial Park,
No. 1008, Songbai Road, Yangguang Community, Xili Sub-district,

Location Nanshan District, Shenzhen, Guangdong Province, P. R. China
I+ Building 2, Intelligent Connected Vehicle Industrial Park, No. 55,
Xiangshan Road, Luotian Community, Yanluo Sub-district, Bao'an
District, Shenzhen, Guangdong Province, China
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2. PRODUCT INFORMATION

2.1 Applicant Information

Applicant Woan Technology (Shenzhen) Co., Ltd.
Room 1101, Qiancheng Commercial Center, No. 5 Haicheng Road,
Address Mabu Community, Xixiang Sub-district, Bao'an District, Shenzhen,
Guangdong, P.R. China, 518100

2.2 Manufacturer Information

Manufacturer Woan Technology (Shenzhen) Co., Ltd.
Room 1101, Qiancheng Commercial Center, No. 5 Haicheng Road,
Address Mabu Community, Xixiang Sub-district, Bao'an District, Shenzhen,

Guangdong, P.R. China, 518100

2.3 Factory Information

Factory Wo' an Technology (Shenzhen) Co., Ltd. Huizhou Branch
Building 2, 2nd Floor, Baidi Zhigu Science and Technology
Address Innovation Park, No.263 Chang'an Avenue, Shatian Town, Huiyang

District, Huizhou City, Guangdong, China

2.4 General Description for Equipment under Test (EUT)

EUT Name SwitchBot Indoor Cam

Under Test Model Name | W1301200

W1301201, W1301202, W1301203, W1301204, W1301205,
W1301200-GH, W1301206

All models are same with electrical parameters and internal circuit
structure, but only differ in model name. (this information provided by
the applicant)

Series Model Name

Description of Model
name differentiation

Hardware Version V1.0

Software Version V4.2.0

Dimensions (Approx.) N/A

Weight (Approx.) N/A
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2.5 Technical Information

Network and Wireless
connectivity

WIFI 802.11b, 802.11g, 802.11n

The requirement for the following technical information of the EUT was tested in this report:

Frequency Range

802.11b/g/n(20 MHz): 2.412 GHz - 2.472 GHz

fe = 2412 MHz + (N-1)*5 MHz, where

- fc = “Operating Frequency” in MHz,

- N = “Channel Number” with the range from 1 to 13.

Equipment Type Adaptive equipment
(LBT / non- LBT) LBT based Detect and Avoid
Antenna Type Ceramic Patch Antenna

Antenna Gain

3.43 dBi (In test items related to antenna gain, the final results reflect
this figure. This value is provided by the applicant.)

Declare Max rated

i 4.09 mW/MHz
power density
Modulation technology Modulation Type Transfer Rate (Mbps)(Single RF path)
DBPSK 1
DSSS (802.11b) DQPSK 2
CCK 5.5/11
BPSK 6/9
QPSK 12/18
OFDM (802.11g)
16QAM 24/36
64QAM 48/54
BPSK 6.5/7.2
OFDM QPSK 13/19.5/14.4/21.7
(802.11n-20 MHz) 16QAM 26/39/28.9/43.3
64QAM 52/58.5/65/57.8/65/72.2
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3. SUMMARY OF TEST RESULTS

The EUT has been tested according to the following specifications:

Part Description Channel Test Mode Data Rate Verdict
5.1 Frequency Error 13/7/1 Un-modulation / Pass
5.2 Occupied Bandwidth 13/7/1 11b/11g/11n20 | 1/6/6.5 Mbps Pass
5.3 Unwanted Emission Intensity 13/7/1 11b/11g/11n20 | 1/6/6.5 Mbps Pass
5.4 Antenna Power Error 13/7/1 11b/11g/11n20 | 1/6/6.5 Mbps Pass
Limitati f Collateral Emissi f
5.5 imitation o LOTaTeral EMISSION OF 1~ 43171 | 11b/11g/11n20 | 1/6/6.5 Mops |  Pass
Receiver
5.6 Carrier sensing function (1) - - — N/A
5.7 Carrier sensing function (2) N/A N/A N/A N/A
5.8 Transmission Antenna Gain (EIRP N/A N/A N/A N/ ANote2
Antenna Power)
5.9 Transmission Radiatio'n Angle Width N/A N/A N/A N/ ANote2
(3dB Beamwidth)
Radio Interference Prevention
5.10 - - - Pass

Capability

Number of Camiers within 1TMHz
- 13/71 11b/11g/11n2 1 SM PaggNote3
Bandwidth in OFDM 3l b/11gLL1 HEENY VEEeMBRb=T" Pass

- Construction Protection Confirmation - - - Pass

Note 1: The tests were performed according to the method of measurements prescribed in MIC Ordinance
Regulating Radio Equipment Section 4.17 of Article 49.20.

Note 2: When the EIRP is less than 12.14 dBm/MHz, it is not necessary.

Note 3: For each 1 MHz bandwidth in OFDM, there should be at least 1 carrier.

Note 4: Compared with the EUT of test report BL-SZ21A0216-601, the changes of the EUT of this report
as below:

1. Add a series model name(W1301206).

2. Updated factory information.

3. Revise standard description: MIC Notice No.88 Appendix No.43 Ordinance of MPT No.37, 1981:
Article 2 paragraph 1 item (19).

Other hardware circuit and software are the same as EUT referred in test report BL-SZ21A0216-601.
Therefore, Updated the testing methods in Chapter 5, all test data and EUT information are derived from
the report BL-SZ21A0216-601, by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021.

The test channel corresponding to the frequency list

Mode Channel Channel Number Frequency (MHz)
802.11b HIGH/MIDDLE/LOW(H/M/L) 13/7/1 2472/2442/2412
802.11g HIGH/MIDDLE/LOW(H/M/L) 13/7/1 2472/2442/2412

802.11n20 HIGH/MIDDLE/LOW(H/M/L) 13/7/1 2472/2442/2412
Tel: +86-755-66850100 E-mail: gc@baluntek.com Page No. 7/ 31
Web: www.titcgroup.com Template No.: TRP-Telec WIFI (2.4GHz 1~13CH) (2022-01-12)

Add: Block B, 1/F, Baisha Science and Technology Park, Shahe Xi Road, Nanshan District, Shenzhen, Guangdong Province, P. R. China




Report No.: Ti-EE26020068-601

Group

3.1 MEASUREMENT UNCERTAINTY

The following measurement uncertainty levels have been estimated for tests performed on the EUT as

specified in CISPR 16-4-2.

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence

level using a coverage factor of k=2.

Parameters Uncertainty
Frequency Error / 99% Bandwidth (3.2x f x10% Hz
Antenna Power 1.82 dB
TX-RX Spurious Emissions 1.84 dB
Transmission Antenna Gain 5.36 dB
Temperature 0.8C
Humidity 4%
DC / AC Power Source 0.04%
Note: “ f ”is the nominal signal frequency in Hz.
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4. GENERAL TEST CONFIGURATIONS

4.1 Test Environment Conditions

During the measurement, the normal environment conditions were within the listed ranges:

Relative Humidity (%)

45% to 85%

Atmospheric Pressure (kPa)

100 kPa to 102 kPa

Temperature

+20.0°C to +25.0°C

Working Voltage of the EUT

NV (Normal Voltage) 50V
LV (Low Voltage) 45V
HV (High Voltage) 55V

4.2 Test Equipment List

Note: The Test Equipment List please refer to the Report No. BL-SZ21A0216-601 issued by Shenzhen
BALUN Technology Co., Ltd. on Oct. 18, 2021, Section 4.2 Test Equipment List.

4.3 Test Software List

Description

Manufacturer

Software Version

Serial No. Applicable test Setup

BL410R

BALUN

V2.1.1.488

N/A The section 4.4.1
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4.4 Description of Test Setup

4.4.1 For Antenna Port Test

— ﬁ
Spectrum Analyzer EUT
(Diagram 1)
=
I
Power Sensor EUT
(Diagram 2)

4.4.2 For Antenna Power Error Test

a S O
IF Ot BF In

Powsr Meter Spectrum Analyzer EUT
& O J
IF O HEin — —
Power Meter Spectrum Analyzer Signal Generator
(Diagram 3)
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4.4 3For EIRP Antenna Power Test

Measuring Anfenna

1.Am i - am

Spectrum Analyzer
(Diagram 4)

Standard Antenna Meosuring Antenna

Spectrum Analyzer

(Diagram 5)

4.4 4For 3dB Beamwidth Test

Meosuring Antenna

o N

1.Am - Im

oo
Spectrum Analyzer
(Diagram 6)
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4.4.5For Carrier sensing function Test

Spectrum analyzer

OF

External test device EUT

r
L

Standard signal generator

(Diagram 7)

O
Spectrum analyzer EUT
Standard signal generator
(Diagram 8)
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5. TEST ITEMS

5.1 Frequency Error Measurement

5.1.1Limit
Item Limits
Frequency Tolerance <150 ppm

5.1.2 Test Setup

See section 4.4.1 for test setup description for the antenna port. The photo of test setup please refer to
ANNEX B.

5.1.3 Test Procedure
1 Frequency accuracy of SA shall be less than 10% of limits tolerance (5 ppm)
2  Setting of SAis following as: RB:1 kHz / VB:3 kHz / SPAN: 50 kHz

Center Frequency: The center frequency of testing for EUT

A W

Sweep time: Auto

5 Sweep mode: Continuous sweep

6 Detect mode: Positive peak

7 Mark function: Frequency Counter (Resolution 100 Hz)

8 EUT have transmitted absence of modulation signal and fixed channelize. f is using the mark cursor
to mark the peak frequency value, fc is declaring of channel frequency. Then the frequency error

formula is (fc-f)/fcx108ppm and the limit is less than 50 ppm

5.1.4 Test Deviation

There is no deviation with the original standard.

5.1.5 EUT Operation during Test

The EUT was placed on the test table and programmed in un-modulation function.

5.1.6 Test Result

Please refer to ANNEX A.1.
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5.2 Occupied Bandwidth

5.2.1Limit

ltem Limits
FHSS =83.5MHz; OFDM(20M)=26MHz; 26MH = OFDM(40M)
=40MHz; DSSS=26MHz; Others=26MHz

Occupied Band Width

5.2.2 Test Setup

See section 4.4.1 for test setup description for the antenna port. The photo of test setup please refer to
ANNEX B.

5.2.3 Test Procedure
1 Set the spectrum analyzer as follows:

Center frequency: Test frequency

Span: Approximately 2 to 3.5 times nominal bandwidth

Resolution bandwidth: Approximately 3% or less nominal bandwidth

Video bandwidth: equivalent to resolution bandwidth

Sweep time: auto

Sweep mode: Continuous sweep

Detection: Positive peak

Trace mode: Maximum hold
2  After repeating sweeps until the display shows steady data, store the values at all data points into
the computer array variables.
3 Convert the dB values at all data points to antilogarithm on the power dimension.
4 Obtain sum total of the power at all data points, and store it as “total power”.
5 Accumulate the power at each data point sequentially upward from the lowest frequency and obtain
the limit data point where the accumulated power becomes 0.5% (5% for spreading bandwidth) of the
“total power”. Then convert the limit data point into frequency and store it as “lower limit frequency”
6 Accumulate the power at each data point sequentially downward form the highest frequency and
obtain the limit data point where the accumulated power becomes 0.5% (5% for spreading bandwidth) of

the “total power”. Then convert the limit data point into frequency and store it as “upper limit frequency”.

5.2.4Test Deviation

There is no deviation with the original standard.

5.2.5EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.
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5.2.6 Test Result

Please refer to ANNEX A.2.
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5.3 Unwanted Emission Intensity Measurement

5.3.1Limit

ltem Limits

<2.5 yW/MHz (30<f<1000 MHz) ,

<2.5 yW/MHz (1000 MHz<f<2387 MHz ; 2496.5 MHz<f )
<25 YW/MHz (2387 MHz<f<2400 MHz) and (2483.5
MHz<f<2496.5 MHz)

TX Spurious Emission

5.3.2 Test Setup

See section 4.4.1 for test setup description for the antenna port. The photo of test setup please refer to
ANNEX B.

5.3.3Test Procedure

1 EUT have transmitted the maximum modulation signal and fixed channelize.

2  Setting of SA is following as: RBW/VBW = 1MHz; / AT: 10dB / Ref: 0dBm / Sweep time: Auto /
Sweep Mode: Continuous sweep / Detect mode: Positive peak / Trace mode: Max hold.

3 Setting of SA is following as 30 MHz and stop frequency 1000 MHz Then to mark peak reading

value + cable loss shall be less than 2.5 pW/MHz.

4  Setting of SA is following as 1000 MHz and stop frequency 2387 MHz Then to mark peak reading

value + cable loss shall be less than 2.5 yW/MHz.

5 SA adjusted to start frequency 2387 MHz and stop frequency 2400 MHz. Then to mark peak reading

value + cable loss shall be less than 25 yW/MHz.

6 SA adjusted to start frequency 2483.5 MHz and stop frequency 2496.5 MHz Then to mark peak
reading value + cable loss shall be less than 25 pW/MHz.

7  SA adjusted to start frequency 2496.5 MHz and stop frequency 12500 MHz Then to mark peak

reading value + cable loss shall be less than 2.5 yW/MHz.

8 Measure side band spurious as follows: For 2.4 GHz band: 2374 MHz~2400 MHz and 2483.5
MHz~2509.5 MHz RBW = VBW = 30 kHz, Result_Value = Meaured_Value + 15.2 [dBm].

9 If the Result_Value is over the requirement, take total sum of 1MHz band centered at the spur

frequency like ACLP measurement as Result_Value.

5.3.4 Test Deviation

There is no deviation with the original standard.

5.3.5EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.
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5.3.6 Test Result

Please refer to ANNEX A.3.
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5.4 Antenna Power Error Measurement

5.4.1Limit
Item Limits
a) FH,FH+DS, or FH+OFDM form 2427 - 2470.75 MHz: =3 mW/MHz
b) DS but other than a) from 2400~2483.5 MHz: =10 mW/MHz
Antenna Power c) OFDM, but other than a): For OCB of 26MHz or less: =10
Density mW/MHz
For OCB of over 26 MHz to 40 MHz: =5 mw/MHz
d) Otherthan a), b)and c): =10 mW
Antenna Power Error | +20% (Base on manufacturer declare antenna power density)

5.4.2 Test Setup

See section 4.3.2 for test setup description for the antenna power error measurement. The photo of test
setup please refer to ANNEX B.

5.4.3 Test Procedure

The following table is the setting of the spectrum.

Spectrum Parameter Setting

Span Frequency OMHz

RB/VB 1MHz
Detector Positive Peak
Trace Max hold
Sweep Time Auto

Power Meter Parameter Setting

Filter No. Auto
Measurement time 0.135s~26s

1 Measure equivalent noise bandwidth at 1 MHz resolution bandwidth of the spectrum analyzer and
obtain a correction value used for correcting the resolution bandwidth into 1 MHz equivalent bandwidth.
However, in case that the spreading bandwidth is 1 MHz or less, correction using the measured

equivalent noise bandwidth is not required.
2 The attenuator shall be adjusted to supply an optimum input level to the spectrum analyzer.
3  Setthe spectrum analyzer as follows to search for frequency giving the maximum antenna power:

Centre Frequency: Test frequency

Frequency sweep width: Approximately twice the occupied bandwidth
Resolution bandwidth: 1MHz

Video bandwidth: Approximately 3 times the resolution bandwidth (e.g. 3 MHz)
Y-axis scale: 10 dB / div
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Sweep time: Minimum time to ensure the measuring accuracy (In case of burst wave, one burst

shall be included in one sample at least.)

Trigger condition: Free-run

Number of data points: 1001 points or more

Sweep mode: Continuous sweep

Detection mode: Positive peak

Indication mode: Maximum hold
4  Set the spectrum analyzer as follows to measure antenna power. Prior to the measurement, calibrate
indication of the power meter for the indication at EUT output in the condition that the power meter is
connected to IF output of the spectrum analyzer.

Center frequency: A frequency giving the maximum power (searched frequency);

Frequency sweep width: 0 Hz;

Resolution bandwidth: 1 MHz;

Sweep mode: Continuous sweep.
5 When using the calculation function of the spectrum analyzer to measure antenna power , the
settings of the spectrum analyzer are as follows :

Centre Frequency: Equal to the frequency recorded in step 2.
Frequency sweep width:10MHz
Operation bandwidth:1MHz
Resolution bandwidth: 30kHz to 300kHz
Video bandwidth: Approximately 3 times the resolution bandwidth
Y-axis scale: 10 dB / div
Sweep time: Integer multiple of burst period per sample
Trigger condition: Free-run
Number of data points: 1001 points or more
Sweep mode: Continuous sweep
Detection mode: RMS
Indication mode: RMS power,about 10 on average.
Measuring procedures (Antenna power)
a. For orthogonal frequency division multiplexing system or spread spectrum system using direct sequence
spreading:
(1) Set the spectrum analyzer according to 3.
(2) After repeating sweeps until spectrum fluctuation is not observed, measure the frequency giving the
maximum power per 1 MHz.
(3) Set the spectrum analyzer according to 5.
(4) Antenna power shall be obtained as follows.
(a) For continuous wave; Values obtained from the operation of the spectrum analyzer.
(b) For burst wave; Mean power in burst that is calculated from the transmission time ratio and the values
obtained from the operation in the same way as that for continuous wave:
Mean power in burst = values obtained from the operation of the spectrum analyzer / transmission time
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ratio

where

Transmission time ratio = burst transmission time / burst repetition period

(5) When the EUT has plural modulation methods for sub-carriers in orthogonal frequency division
multiplexing system, measure antenna power for each modulation method and use the maximum value as
the measured value.

(6) When EUT has plural antenna terminals, conduct above measurement at each terminal.

b. For other systems

(1) Connect the power meter to the attenuator output and measure the total power (mW).

2) Antenna power shall be obtained as follows.

a) For continuous wave; Value obtained in (1)

b) For burst wave; Mean power in burst that is calculated from the transmission time ratio and the value
obtained in (1)

Mean power in burst = indicated value of power meter / transmission time ratio

(3) Measure antenna power per 1 MHz bandwidth (m W / MHz) in the same way as that in Measuring
procedures a above.

(4) When EUT has plural antenna terminals, conduct above measurement at each terminal.

(
(
(

5.4.4 Test Deviation

There is no deviation with the original standard.

5.4.5EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.4.6 Test Result

Please refer to ANNEX A.4.
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5.5 Limitation of Collateral Emission of Receiver Measurement

5.5.1Limit

ltem Limits

=4nW (f<1GHz)

RX Spurious Emission
=20nW (1GHz =f)

5.5.2 Test Setup

See section 4.4.1 for test setup description for the antenna port. The photo of test setup please refer to
ANNEX B.

5.5.3 Test Procedure

1 EUT has the continuous reception mode and fixed only one channelize.

2  Setting of SA is following as RB / VB: 100 kHz (below 1GHz emissions) / 1 MHz (above 1GHz
emissions) / AT:10 dB / Ref: 0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect mode:

Positive peak / Trace mode: Max hold

3 SAset RB: 100 kHz and VB: 100 kHz. Then adjust to start frequency 30 MHz and stop frequency

1000 MHz. Search to mark peak reading value + cable loss shall be less than 4 nW

4 SAsetRB:1MHz and VB: 1 MHz. Then adjust to start frequency 1000 MHz and stop frequency

12500 MHz. Search to mark peak reading value + cable loss shall be less than 20 nW

5 If power level of lower emissions are more than 1/10 of limit (0.4nW for f < 1 GHz, 2 nW for f=
1GHz), all those are to be indicated in the 2nd and 3rd lines. If others are 1/10 or less more of the limit,

no necessary to be indicated

5.5.4 Test Deviation

There is no deviation with the original standard.

5.5.5EUT Operation during Test

The EUT was programmed to be in continuously receiving mode.

5.5.6 Test Result

Please refer to ANNEX A.5.
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5.6 Carrier sensing function (1)

5.6.1Limit

Radio equipment using OFDM method shall provide a carrier sensing function when the occupied
bandwidth of its transmitting device is over 26 MHz and 40 MHz or less.

5.6.2 Test Setup

See section 4.4.1 Diagram 6 for test setup description for the antenna port. The photo of test setup please
refer to ANNEX B.

5.6.3 Test Procedure

1  Set the spectrum analyzer as follows:

Center frequency: Center of frequency of test channel

Frequency sweep width: 50MHz

RBW: Approximately 1MHz

VBW: Approximately same as RBW

Y-axis scale: 10dB / div

Detection mode: Positive peak
2 Turn off the output of the standard signal generator. Set the standard signal generator as follows:

Carrier frequency: Center of reception frequency band of EUT

Modulation: No modulation

Output level: Specified level at antenna input of EUT
3 Make aline connection between the EUT and the external test device and confirm using the spectrum
analyzer that the EUT is transmitting a test frequency signal of OFDM method which occupied bandwidth
is over 26 MHz.
4 EUT is set to a test frequency and a test spreading code and put to reception state first. when using
an external test device, a communication link between the EUT and the external test device is established.
5 Turn on the output of the standard signal generator, set the EUT to transmission state and confirm
using the spectrum analyzer that the EUT does not transmit radio wave of OFDM method which occupied
bandwidth is over 26 MHz.

5.6.4 Test Deviation

There is no deviation with the original standard.

5.6.5EUT Operation during Test

EUT is set to a test frequency and a test spreading code and put to reception state first.

5.6.6 Test Result
Please refer to ANNEX A.6.
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5.7 Carrier sensing function (2)

5.7.1Limit

Transmission device used for radio control of outdoor-use model-airplane (except frequency hopping
system) shall provide a carrier sensing function that works at the start of the transmission.

5.7.2 Test Setup

See section 4.4.1 Diagram 7 for test setup description for the antenna port. The photo of test setup please
refer to ANNEX B.

5.7.3 Test Procedure

1 Set the output level of standard signal generator to the specified level at antenna input of EUT, Set
the standard signal generator as follows:
Carrier frequency: Center of reception frequency band of EUT
Modulation: No modulation
Output level: Specified level at antenna input of EUT
2 Set the EUT to reception state
3 Turn on the output of the standard signal generator.
4  Set the EUT to transmission state and confirm using the spectrum analyzer that the EUT does not
transmit radio wave. Set the spectrum analyzer as follows:
Center frequency: Center of frequency of test channel
Frequency sweep width: 50MHz
RBW: Approximately 1MHz
VBW: Approximately same as RBW
Y-axis scale: 10dB / div
Detection mode: Positive peak
5 Set the EUT to reception state
6  Turn off the output of the standard signal generator.
7  Setthe EUT to transmission state and confirm using the spectrum analyzer that the EUT is transmitting
radio wave.

5.7.4 Test Deviation

There is no deviation with the original standard.

5.7.5EUT Operation during Test

EUT is set to a test frequency.

5.7.6 Test Result
Please refer to ANNEX A.7.

Tel: +86-755-66850100 E-mail: gc@baluntek.com Page No. 23/ 31
Web: www.titcgroup.com Template No.: TRP-Telec WIFI (2.4GHz 1~13CH) (2022-01-12)
Add: Block B, 1/F, Baisha Science and Technology Park, Shahe Xi Road, Nanshan District, Shenzhen, Guangdong Province, P. R. China



Report No.: Ti-EE26020068-601

Group

5.8 Transmission Antenna Gain (EIRP Antenna Power) Measurement

5.8.1 Limit
Item Non-directional antennal limits Directional antennal limits
a) FH,FH+DS, or FH+OFDM form | a) FH,FH+DS, or FH+OFDM form
2427 - 2470.75 MHz: =6.91 2427 - 2470.75 MHz: =16.91
dBm/MHz dBm/MHz
b) DS but other than a) from b) DS but other than a) from
2400~2483.5 MHz: 2400~2483.5 MHz:
=12.14 dBm/MHz =22.14 dBm/MHz z
EIRP Power Density c) OFDM, but other than a): For c) OFDM, but other than a): For
OCB of 26MHz or less: = OCB of 26MHz or less: =
12.14 dBm/MHz 22.14 dBm/MHz
For OCB of over 26 MHz to 40 For OCB of over 26 MHz to 40
MHz: =9.14 dBm/MHz MHz: =19.14 dBm/MHz
d) Otherthana), b)andc): = d) Otherthana),b)andc): =
12.14 dBm 22.14 dBm

Note: This test item is not applied to EUT with EIRP Antenna power lower than 12.14 dBm/MHz.

5.8.2 Test Setup

See section 4.4 .4 for test setup description for the antenna port.

5.8.3 Test Procedure

1 Set EUT ad measuring antenna at the same height and roughly facing each other.

2  Set spectrum analyzer with RBW=1MHz, VBW=1MHz, Detector=Peak, Trace mode=Max Hold, and

tune reference level to observe receiving signal position.

3 Move the measuring antenna height up and down within £ 50cm of EUT height and swing it to find

the maximum output of the measuring antenna. The output level at the spectrum analyzer is read sa “E".

4  Remove the EUT from the turn table and put the replacing antenna facing to measuring antenna at

same height. Set the standard signal generator (SSG) at same frequency and transmit on then receive

the signal

5  Swing the replacing antenna give a maximum receiving level.

6 Move the measuring antenna height up and down within £ 50cm of replacing antenna height and

swing it to find the maximum receiving level.

7 Set SSG output power at Pt to give the equivalent output level of “E” or caluate Pt with SSG output

which gives the nearest of “E” and difference (+ 1dB). Record the Pt.

8 Calculate EIRP by the formula below EIRP = Gt — L + Pt.

Gt: gain of replacing antenna (dBi)
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L: feeder loss between SSG and replacing antenna

Pt. Output power of the SSG

9 If the antenna for the EUT has circular polarization, sum of V-field and H-field will be result if

measuring antenna is linear polarization.

5.8.4 Test Deviation

There is no deviation with the original standard.

5.8.5 EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.8.6 Test Result
Please refer to ANNEX A.8.
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5.9 Transmission Radiation Angle Width (3dB Beamwidth) Measurement

5.9.1Limit

ltem Limits

3dB antenna beam width 360/A (If A<1; then A=1) A = {EIRP Power [mW] / 16.36 for DS, OFDM} or A
= {EIRP Power [mW] /4.9 for FH}

This test item is not applied to EUT with EIRP Antenna power lower than 12.14 dBm/MHz.

5.9.2 Test Setup

See section 4.4.4 for test setup description for the antenna port. The photo of test setup please refer to
ANNEX B.

5.9.3 Test Procedure

1 Set EUT and measuring antenna at the same height and roughly facing each other.

2  Set spectrum analyzer with RBW=1 MHz, VBW=1 KHz, Y scale=5 dB, Detector=Peak, Trace

mode=Max Hold, and tune reference level to observe receving signal position.
3 Rotate directions of the EUT horizontally and ertically to find the maximum receiving power.

4 Move the measuring antenna height up and down within + 50cm of EUT height and swing it to find

the maximum output of measuing antenna. The output level at the spectrum analyzer is read as “E”

5 Caluate permitted radiation angle in horizontal and vertical using EIRP measured in another test
method.

6 Calculate 3dB antenna beam width by the formula below 360/A (If A<1; then A=1). A = {EIRP Power
[mW] /16.36 for DS, OFDM} or A = {EIRP Power [mW] /4.9 for FH}

5.9.4 Test Deviation

There is no deviation with the original standard.

5.9.5EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.9.6 Test Result
Please refer to ANNEX A.9.
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5.10Radio Interference Prevention Capability Measurement

5.10.1 Limit
ltem Limits
Identification 2 48 bits

5.10.2 Test Setup

The photo of test setup please refer to ANNEX B.

B - ¢

Aftenuator
External Tester 2008 EUT

5.10.3 Test Procedure

1 Inthe case that the EUT has the function of automatically transmitting the identification code: a.
Transmit the predetermined identification codes form EUT. b. Check the transmitted identification codes

with the demodulator.

2 Inthe case of receiving the identification code: a. Transmit the predetermined identification codes
form the counterpart. b. Check if communication is normal. c. Transmit the signals other than
predetermined ID codes form the counterpart. d. check if the EUT stops the transmission, or if it displays

that identification codes are different from the predetermined ones.

5.10.4 Test Deviation

There is no deviation with the original standard.

5.10.5 EUT Operation during Test

The EUT was programmed to be in continuously transmitting mode.

5.10.6 Test Result
Please refer to ANNEX A.10.
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ANNEX A TEST RESULT

A.l Frequency Error

Note: The Frequency Error please refer to the Report No. BL-SZ21A0216-601 issued by Shenzhen
BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.1 Frequency Error.

A.2 Occupied Bandwidth

Note: The Occupied Bandwidth please refer to the Report No. BL-SZ21A0216-601 issued by Shenzhen
BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.2 Occupied Bandwidth and Spread-
spectrum Bandwidth / Factor.

A.3 Unwanted Emission Intensity Measurement

Note: The Unwanted Emission Intensity Measurement please refer to the Report No. BL-SZ21A0216-
601 issued by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.3 Unwanted
Emission Intensity Measurement.

A.4 Antenna Power Error Measurement

Note: The Antenna Power Error Measurement please refer to the Report No. BL-SZ21A0216-601 issued
by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.4 Antenna Power Error
Measurement.

A.5 Limitation of Collateral Emission of Receiver Measurement
Note: The Limitation of Collateral Emission of Receiver Measurement please refer to the Report No. BL-

SZ21A0216-601 issued by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.5
Limitation of Collateral Emission of Receiver Measurement.

A.6 Carrier sensing function (1)

Note: Only for orthogonal frequency division multiplexing (OFDM) system which occupied bandwidth is
over 26MHz.
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A.7 Carrier sensing function (2)

Note: Because of the EUT is not a radio control of outdoor-use model-airplane, so this test item will not
be applied.

A.8 Transmission Antenna Gain (EIRP Antenna Power) Measurement

Note: Not applicable.

A.9 Transmission Radiation Angle Width (3dB Bandwidth) Measurement

Note: Not applicable.

A.10 Radio Interference Prevention Capability Measurement

Note: The Radio Interference Prevention Capability Measurement please refer to the Report No. BL-
SZ21A0216-601 issued by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.10
Radio Interference Prevention Capability Measurement.

A.11 Construction Protection Confirmation Method

Note: The Construction Protection Confirmation Method please refer to the Report No. BL-SZ21A0216-
601 issued by Shenzhen BALUN Technology Co., Ltd. on Oct. 18, 2021, Section A.11 Construction
Protection Confirmation Method.
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ANNEX B TEST SETUP PHOTOS

Please refer the document “Ti-EE26020068-AR.PDF”.

ANNEX C EUT EXTERNAL PHOTOS
Please refer the document “Ti-EE26020068-AW.PDF”.

ANNEX D EUT INTERNAL PHOTOS

Please refer the document “Ti-EE26020068-Al.PDF”.
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Statement

1. The laboratory guarantees the scientificity, accuracy and impartiality of the test, and is responsible for
all the information in the report, except the information provided by the customer. The customer is
responsible for the impact of the information provided on the validity of the results.

2. The report without China inspection body and laboratory Mandatory Approval (CMA) mark has no
effect of proving to the society.

3. For the report with CNAS mark or A2LA mark, the items marked with "sx" are not within the accredited
scope.

4. This report is invalid if it is altered, without the signature of the testing and approval personnel, or
without the “inspection and testing dedicated stamp” or test report stamp.

5. The test data and results are only valid for the tested samples provided by the customer.

6. This report shall not be partially reproduced without the written permission of the laboratory.

7. Any objection shall be raised to the laboratory within 30 days after receiving the report.

--END OF REPORT--
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