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1. VERIFICATION OF CONFORMITY
Applicant SUNVALLEYTEK INTERNATIONAL, INC.
Address 46724 Lakeview Blvd, Fremont, CA 94538
Manufacturer Shenzhen NearbyExpress Technology Development Company Limited
333 Bulong Road, Jialianda Industrial Park, Building 1, Bantian, Longgang
Address - \
District, Shenzhen, China
Factory Wata Electronics Co., Ltd.
Address No.142, South Tanshen Road, Tanzhou Town, Zhongshan City, Guangdong
Province, P.R.C.
Product Designation ACTIVE NOISE CANCELLING WIRELESS STEREO HEADPHONES
Brand Name TAOTRONICS
Test Model TT-BHO55
Date of test Aug. 29, 2019 to Sep. 06, 2019
Deviation None
Condition of Test Sample |Normal
Test Result Pass
Report Template AGCRT-US-BR/RF

We hereby certify that:

The above equipment was tested by Attestation of Global Compliance (Shenzhen) Co., Ltd. The test data,
data evaluation, test procedures, and equipment configurations shown in this report were made in accordance
with the procedures given in ANSI C63.10 (2013) and the energy emitted by the sample EUT tested as
described in this report is in compliance with radiated emission limits of FCC PART 15.247.

Prepared By St i /"‘2—

Sky Dong
(Project Engineer)

Reviewed By M %A"j/

Max Zhang
(Reviewer)

- L]
Approved By k‘ W"’b B
|

Forrest Lei
(Authorized Officer)

Sep. 06, 2019

Sep. 06, 2019

Sep. 06, 2019
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2. GENERAL INFORMATION

2.1. PRODUCT DESCRIPTION
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The EUT is designed as “ACTIVE NOISE CANCELLING WIRELESS STEREO HEADPHONES?". It is designed
by way of utilizing the GFSK, Pi/4 DQPSK and 8DPSK technology to achieve the system operation.

A major technical description of EUT is described as following

Operation Frequency

2.402 GHz to 2.480GHz

RF Output Power

5.992dBm(Max)

Bluetooth Version

V5.0

Modulation

BR XIGFSK, EDR [X]m /4-DQPSK, X|8DPSK
BLE [ |GFSK 1Mbps [ |GFSK 2Mbps

Number of channels

79

Hardware Version

V1.5

Software Version

V0205

Antenna Designation

FPC Antenna(Comply with requirements of the FCC part 15.203)

Antenna Gain

0.19dBi

Power Supply

DC 3.7V by battery or DC 5V by adapter

2.2. TABLE OF CARRIER FREQUENCYS

Frequency Band Channel Number Frequency
0 2402MHZ

1 2403MHZ

38 2440 MHZ

2402~2480MHZ 39 2441 MHZ
40 2442 MHZ

77 2479 MHZ

78 2480 MHZ

Attestatioh &f Global G‘ﬁ“"pliance
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2.3. RECEIVER INPUT BANDWIDTH

The input bandwidth of the receiver is 1.3MHZ,In every connection one Bluetooth device is the

master and the other one is slave. The master determines the hopping sequence. The slave follows this
sequence. Both devices shift between RX and TX time slot according to the clock of the

master. Additionally the type of connection(e.g. single of multislot packet) is set up at the beginning of the
connection. The master adapts its hopping frequency and its TX/RX timing according to the packet type of the
connection. Also the slave of the connection will use these settings.

Repeating of a packet has no influence on the hopping sequence. The hopping sequence generated

by the master of the connection will be followed in any case. That means, a repeated packet will not

be send on the same frequency, it is send on the next frequency of the hopping sequence.

2.4. EXAMPLE OF A HOPPING SEQUENCY IN DATA MODE
Example of a 79 hopping sequence in data mode:
40,21,44,23,42,53,46,55,48,33,52,35,50,65,54,67
56,37,60,39,58,69,62,71,64,25,68,27,66,57,70,59
72,29,76,31,74,61,78,63,01,41,05,43,03,73,07,75
09,45,13,47,11,77,15,00,64,49,66,53,68,02,70,06

01, 51, 03, 55, 05, 04

2.5. EQUALLY AVERAGE USE OF FREQUENCIES AND BEHAVIOUR

The generation of the hopping sequence in connection mode depends essentially on two input values:

1. LAP/UAP of the master of the connection.

2. Internal master clock

The LAP(lower address part) are the 24 LSB’s of the 48 BD_ADDRESS. The BD_ADDRESS is an
unambiguous number of every Bluetooth unit. The UAP(upper address part) are the 24MSB'’s of the
48BD_ADDRESS

The internal clock of a Bluetooth unit is derived from a free running clock which is never adjusted and is never
turned off. For ehavior zation with other units only offset are used. It has no relation to the time of the day. Its
resolution is at least half the RX/TX slot length of 312.5us.The clock has a cycle of about one day(23h30).In
most case it is implemented as 28 bit counter. For the deriving of the hopping sequence the entire. LAP(24
bits),4LSB’s(4bits)(Input 1) and the 27MSB’s of the clock(Input 2) are used. With this input values different
mathematical procedures(permutations, additions, XOR-operations)are performed to generate te Sequence.
This will be done at the beginning of every new transmission.

Regarding short transmissions the Bluetooth system has the following ehavior:

The first connection between the two devices is established, a hopping sequence was generated. For
Transmitting the wanted data the complete hopping sequence was not used. The connection ended.

The second connection will be established. A new hopping sequence is generated. Due to the fact the
Bluetooth clock has a different value, because the period between the two transmission is longer(and it
Cannot be shorter) than the minimum resolution of the clock(312.5us).The hopping sequence will always
Differ from the first one.
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2.6. RELATED SUBMITTAL(S) / GRANT (S)
This submittal(s) (test report) is intended for FCC ID: 2AFDGTT-BHO055 filing to comply with the FCC PART

15.247 requirements.

2.7. TEST METHODOLOGY
Both conducted and radiated testing was performed according to the procedures in ANSI C63.10 (2013).
Radiated testing was performed at an antenna to EUT distance 3 meters.

2.8. SPECIAL ACCESSORIES
Refer to section 5.2.

2.9. EQUIPMENT MODIFICATIONS
Not available for this EUT intended for grant.
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3. MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y +U, where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of approximately 95%.
- Uncertainty of Conducted Emission, Uc = £3.2 dB

- Uncertainty of Radiated Emission below 1GHz, Uc = 3.9 dB

- Uncertainty of Radiated Emission above 1GHz, Uc = +4.8 dB

- Uncertainty of total RF power, conducted, Uc = +0.8dB

- Uncertainty of spurious emissions, conducted, Uc = +2.7dB

- Uncertainty of Occupied Channel Bandwidth: Uc = 2 %

- Uncertainty of Dwell Time: Uc = +2 %

- Uncertainty of Frequency: Uc = +2 %
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4. DESCRIPTION OF TEST MODES

NO. TEST MODE DESCRIPTION
1 Low channel GFSK
2 Middle channel GFSK
3 High channel GFSK
4 Low channel T1/4-DQPSK
5 Middle channel 11/4-DQPSK
6 High channel T1/4-DQPSK
7 Low channel 8DPSK
8 Middle channel 8DPSK
9 High channel 8DPSK
10 Hopping mode GFSK
11 Hopping mode 11/4-DQPSK
12 Hopping mode 8DPSK

Note:
1. Only the result of the worst case was recorded in the report, if no other cases.

2. For Radiated Emission, 3axis were chosen for testing for each applicable mode.
3. For Conducted Test method, a temporary antenna connector is provided by the manufacture.
4.The test software is the Blue Test3 which can set the EUT into the individual test modes.

(. Attestation of Global Compliance(Shenzhen)Co.,Ltd.
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5. SYSTEM TEST CONFIGURATION
5.1. CONFIGURATION OF EUT SYSTEM
Radiated Emission Configure :

EUT AE

Conducted Emission Configure :

EUT AE

5.2 EQUIPMENT USED IN TESTED SYSTEM

Item Equipment Model No. ID or Remark

1 ACTIVE NOISE CANCELLING TT-BHO55 2AFDGTT-BHO55 EUT
WIRELESS STEREO HEADPHONES

2 Adapter DYS602-050200W DC 5V/1A AE
3 Smart phone P8 N/A AE
4 Charger line YH-005-VDE Im AE
5 AUX line 2265 1m AE

5.3. SUMMARY OF TEST RESULTS

FCC RULES DESCRIPTION OF TEST RESULT
15.247 (b)(2) Peak Output Power Compliant
15.247 (a)(1) 20 dB Bandwidth Compliant
15.247 (d) Conducted Spurious Emission Compliant
15.209 Radiated Emission Compliant
15.247 (a)(1)(iii) Number of Hopping Frequency Compliant
15.247 (a)(1)(iii) Time of Occupancy Compliant
15.247 (a)(1) Frequency Separation Compliant
15.207 Conducted Emission Compliant

Attestation of Global Compliance(Shenzhen)Co. Ltd.
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Test Site Attestation of Global Compliance (Shenzhen) Co., Ltd
Location 1'2/':1 Building 19, Junf_eng Industrial Park, Chongqing R(_)ad, Heping Community,
Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
Designation Number | CN1259
RegFigt(r:a-tri%Srf llflll:mber 93
A2LA Cert. No. 5054.02

Description

Attestation of Global Compliance(Shenzhen) Co., Ltd is accredited by A2LA

TEST EQUIPMENT OF CONDUCTED EMISSION TEST

Equipment Manufacturer Model S/IN Cal. Date Cal. Due
TEST RECEIVER R&S ESPI 101206 Jun. 12,2019 | Jun. 11, 2020
LISN R&S ESH2-75 100086 Aug. 26, 2019 | Aug. 25, 2020
TEST EQUIPMENT OF RADIATED EMISSION TEST
Equipment Manufacturer Model S/IN Cal. Date Cal. Due
TEST RECEIVER R&S ESCI 10096 Jun. 12,2019 | Jun. 26, 2020
EXA Signal Aglient N9O10A MY53470504 | Dec. 20, 2018 | Dec. 19, 2019
Analyzer
2.4GHz Fliter EM Electronics 2400-2500MHz N/A Feb. 27,2019 | Feb. 26, 2020
Attenuator ZHINAN E-002 N/A Aug. 26, 2019 | Aug. 25, 2020
Horn antenna SCHWARZBECK BBHA 9170 #768 Jun. 12, 2019 | Jun. 26, 2020
Active loop
antenna ZHINAN ZN30900C 18051 Jun. 14, 2018 Jun. 13, 2020
(9K-30MHz)
Double-Ridged | 1| \NDGREN 3117 00034609 | May. 26, 2018 | May. 25, 2020
Waveguide Horn T Nl
Broadband
Preamplifier ETS LINDGREN 3117PA 00225134 Oct. 25, 2018 | Oct. 24, 2019
ANTENNA SCHWARZBECK VULB9168 D69250 Sep. 28, 2017 | Sep. 27, 2019

£ Acc

Attestatid\riﬁf Global Géﬁipliance
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7. PEAK OUTPUT POWER
7.1. MEASUREMENT PROCEDURE
For peak power test:
1. Connect EUT RF output port to the Spectrum Analyzer through an RF attenuator
. Span: Approximately five times the 20 dB bandwidth, centered on a hopping channel.
. RBW > 20 dB bandwidth of the emission being measured.
. VBW =RBW.
. Sweep: Auto.
. Detector function: Peak.
. Trace: Max hold.
Allow trace to stabilize. Use the marker-to-peak function to set the marker to the peak of the emission. The
indicated level is the peak output power, after any corrections for external attenuators and cables.

7.2. TEST SET-UP (BLOCK DIAGRAM OF CONFIGURATION)
PEAK POWER TEST SETUP

N o O WN

RF Attenuator
Spectrum Analyzer
WEE
[] O
T
RF Cable
EUT

Attestation of Global Compliance(Shenzhen)Co. Ltd.
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7.3. LIMITS AND MEASUREMENT RESULT

PEAK OUTPUT POWER MEASUREMENT RESULT
FOR GFSK MOUDULATION

Frequency Peak Power Applicable Limits .
(GHz) (dBm) (dBm) Pass or Fail
2.402 0.609 30 Pass
2.441 5.410 30 Pass
2.480 5.992 30 Pass

CHO

BE Sgilent Specium Anelyzer - Sovepl 54 [
g F S00  AC | SEMSEINT] [ ALTGN AUTD | 02:36:50 20

A i 2010
Marker 1 2.402095000000 GHz Avg Type: Log-Pwr m Peak Search

PNO: Fast L, 11ig: FreeRun AvglHeld:>100/100
IFGain:Low Atten: 30 dB

Mkr1 2.402 095 GHz X Beak
Ref 20.00 dBm 0.609 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

/¢ BN\
| ﬁ}%@@ C Il Attestation of Global Compliance(Shenzhen)Co. Ltd.
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CH39

BB Agilent Specirum Anelyzer - Swvepl 54 [=EF=E

| ac | | SENSE:INT] | ALTGN BUTOD
Marker 1 2.440775000000 GHz _ Avg Type: Log-Pwr N2
PNO: Fast iy 11g: FreeRun AvglHeld:>100/100

IFGain:Low Atten: 30 dB

Mkr1 2.440 775 GHz NextPeak
Ref 20,00 dBm 5.410 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

Span 5.000 MHz|}
#VBW 1.5 MHz Sweep 1.000 ms (10011 pts)

CH78

BB Agilent Spectrum Anelyzer - Sovept 54

[E=EF=E

Peak Search

| SEMSE:INT] ALIGN AUTO

L aC | I
Marker 1 2.479755000000 GHz . Avg Type: Log-Pwr
PNO: Fast Ly 11igs FreeRun AvglHeld:>100/100

IFGain:Low Atten: 30 dB
Mkr1 2.479 755 GHz NextPeak
Ref 20,00 dBm 5.992 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvi

#VBW 1.5 MHz

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

Attestation &f Global C‘anlpliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
NS Tel: +86-7552523 4088 E-mail:agc@agc-cert.com Service Hotline:400 08B0 2118
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PEAK OUTPUT POWER MEASUREMENT RESULT
FOR II /4-DQPSK MODULATION
Frequenc Applicable Limits

qu y Peacl;BPower ppli imi Pass or Fail
(GHz) (dBm) (dBm)

2.402 1.705 30 Pass
2.441 3.493 30 Pass
2.480 4.277 30 Pass

BE ‘gilent Spectrum Anelyzer - Swepl 54 o

i3 RE s0G aC | SEMSE:TN | ALTGN BUTO 02:38:20 ;201

Marker 1 2.401750000000 GHz _ Avg Type: Log-Pwr LA
PNO: Fast |y Trig: Free Run Avg|Hold:>100/100

IFGain:Low Atten: 30 dB

NextPeak

Mkr1 2.401 750 GHz
1.705 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

" Span 5.000 MHz
#VBW 1.9 MHz Sweep 1.000 ms (1001 pts)

MSG

I ﬁ?‘%ﬂ'{}@ 'II Attestation of Global Compliance(Shenzhen)Co. Ltd.
A\ < Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
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CH39

BB Agilent Specirum Anelyzer - Swvepl 54 [=EF=E

L ac | | SENSE:INT] | ALTGN BUTO 02:38:09FM
Marker 1 2.440765000000 GHz i Avg Type: Log-Pwr Peak Search
PNO: Fast iy 11g: FreeRun Avg|Held:>100/100

IFGain:Low Atten: 30 dB

Mkr1 2.440 765 GHz NextPeak
Ref 20,00 dBm 3.493 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

Span 5.000 MHz|}
#VBW 1.5 MHz Sweep 1.000 ms (10011 pts)

CH78

BB Agilent Spectrum Anelyzer - Sovept 54

[E=EF=E

Peak Search

| SEMSE:INT] ALIGN AUTO

L aC | I
Marker 1 2.479800000000 GHz . Avg Type: Log-Pwr
PNO: Fast Ly 11igs FreeRun AvglHeld:>100/100

IFGain:Low Atten: 30 dB
Mkr1 2.479 800 GHz NextPeak
Ref 20,00 dBm 4.277 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvi

#VBW 1.5 MHz

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

Attestation &f Global C‘anlpliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
NS Tel: +86-7552523 4088 E-mail:agc@agc-cert.com Service Hotline:400 08B0 2118
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PEAK OUTPUT POWER MEASUREMENT RESULT
FOR 8-DPSK MODULATION

Frigtlj_'ezr;cy Pe?IJBPn(z\)Ner Appll(é:télri)lelts Pass or Fail
2.402 2.061 30 Pass
2.441 3.837 30 Pass
2.480 4.621 30 Pass

[

BE Agilent Specirum Anelyzer - Svepl 54

L RF s06  ac | SEMSE: | ALTGN BUTO . 201

Marker 1 2.401955000000 GHz Avg Type: Log-Pwr m Peak Search
Avg|Held:>100/100

PNO: Fast |y 0 Trig: Free Run
IFGain:Low Atten: 30 dB

Mkr1 2.401 955 GHz NextPeak
2.061 dBm

Ref 20,00 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

" Span 5.000 MHz
#VBW 1.9 MHz Sweep 1.000 ms (1001 pts)

I ﬁ?‘%ﬂ'{}@ 'II Attestation of Global Compliance(Shenzhen)Co. Ltd.
A\ =i Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Attestation.of Global Compliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
NS f Tel: +86-7552523 4088 E-mail:agc@agec-cert.com Service Hotline:400 08B0 2118
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CH39

BB Agilent Specirum Anelyzer - Swvepl 54 [=EF=E

L ac | | SENSE:INT] | ALTGN BUTO 02:38:46FM
Marker 1 2.440830000000 GHz i Avg Type: Log-Pwr Peak Search
PNO: Fast iy 11g: FreeRun Avg|Held:>100/100

IFGain:Low Atten: 30 dB

Mkr1 2.440 930 GHz NextPeak
Ref 20,00 dBm 3837 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)]|

CH78

BB Agilent Spectrum Anelyzer - Sovept 54

[E=EF=E

Peak Search

| SEMSE:INT] ALTGH

L aC | I
Marker 1 2.479880000000 GHz . Avg Type: Log-Pwr
PNO: Fast Ly 11igs FreeRun AvglHeld:>100/100

IFGain:Low Atten: 30 dB
Mkr1 2.479 880 GHz NextPeak
Ref 20,00 dBm 4.621 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvi

#VBW 1.5 MHz

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

Attestation &f Global C‘anlpliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
NS Tel: +86-7552523 4088 E-mail:agc@agc-cert.com Service Hotline:400 08B0 2118
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8. 20DB BANDWIDTH
8.1. MEASUREMENT PROCEDURE

1. Connect EUT RF output port to the Spectrum Analyzer through an RF attenuator

2, Set the EUT Work on the top, the middle and the bottom operation frequency individually.

3. Set Span = approximately 2 to 5 times the 20 dB bandwidth, centered on a hoping channel
The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW and video
bandwidth (VBW) shall be approximately three times RBW; Sweep = auto; Detector function = peak

4. Set SPA Trace 1 Max hold, then View.

8.2. TEST SET-UP (BLOCK DIAGRAM OF CONFIGURATION)

RF attenuator. Spectrum Analyzer

} [
[
B
] O 9
1
RF Cable

EUT

8.3. LIMITS AND MEASUREMENT RESULTS

MEASUREMENT RESULT FOR GFSK MOUDULATION

Measurement Result
Applicable Limits
Test Data (MHz) Criteria
Low Channel 0.934 PASS
N/A Middle Channel 0.943 PASS
High Channel 0.943 PASS

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

L) . ,-'.
Attestation . of Global Gpmpliance Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
N Ty Tel: +86-7552523 4088 E-mail:agc@agc-cert.com Service Hotline:400 08B0 2118
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TEST PLOT OF BANDWIDTH FOR LOW CHANNEL

B Agilent Spectrum Analyzer - Occupied BW
RF Q A | SENSE:INT] | ALIGN AUTO  [02:29:49PM Sep 032, 2019
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency
] Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.402000000 GHz

Center 2.402 GHz
#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power 7.53 dBm
861.29 kHz Freq Offset

Transmit Freq Error -42.407 kHz OBW Power 99.00 % Dllis
x dB Bandwidth 933.6 kHz x dB -20.00 dB

TEST PLOT OF BANDWIDTH FOR MIDDLE CHANNEL

) [ | SENSE:INT] | ALIGN AUTO  [02:40:10PM Sep 03,2019
Center Freq 2.441000000 GHz Center Freq: 2.441000000 GHz Radio Std: None Frequency
[ Trig: Free Run Avg|Hoeld:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 20.00 dBm

Center Freq
2.441000000 GHz

Center 2.441 GHz
#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power 12.1 dBm
866.64 kHz

Transmit Freq Error -56.532 kHz OBW Power 99.00 %
x dB Bandwidth 942.8 kHz xdB -20.00 dB

| ﬁ}%@@ C I Attestation of Global Compliance(Shenzhen)Co. Ltd.
v : ad Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Attestation.of Global Compliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
\'-.\_ .__.f,

Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118
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TEST PLOT OF BANDWIDTH FOR HIGH CHANNEL

Bl Agilent Spectrum Analyzer - Occupied BW (= =
RF 0Q A | SENSE:INT] | ALIGN AUTO  [02:40:21 PM Sep 03, 2019
Center Freq 2.48 Center Freq: 2.480000000 GHz Radio Std: None GIEGIEnCY
[ Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 20.00 dBm

CenterFreq
2.480000000 GHz

Center 2.48 GHz Span 3 MHz
#Res BW 30 kHz #VBW 100 kHz Sweep 4.133 ms|

Occupied Bandwidth Total Power 12.8 dBm
861.60 kHz Freq Offset

Transmit Freq Error -58.027 kHz OBW Power 99.00 % Rz
x dB Bandwidth 943.2 kHz x dB -20.00 dB

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

\\ = i
Attestatioli'-{‘df Global qupliance Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
TR ~ = Tel: +86-7552523 4088 E-mail:agc@agec-cert.com Service Hotline:400 08B0 2118
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MEASUREMENT RESULT FORII /4-DQPSK MODULATION

Measurement Result

Applicable Limits
Test Data (MHz) Criteria
Low Channel 1.228 PASS
N/A Middle Channel 1.227 PASS
High Channel 1.265 PASS

TEST PLOT OF BANDWIDTH FOR LOW CHANNEL

BN Agilent Spectrum Analyzer - Occupied BW
T

[ [ o [ms]

Center Freq 2.402000000 GHz

(
#IFGain:Low

| SENSE:INT]

ALIGN AUTO [02:41:02PM Sep 03, 2019

] Trig: Free Run
#Atten: 30 dB

[
Center Freq: 2.402000000 GHz
Avg|Hoeld:>10/10

Radio Std: None Frequency

Radio Device: BTS

Ref 20.00 dBm

Center 2.402 GHz
#Res BW 30 kHz

Occupied Bandwidth

#VBW 100 kHz

CenterFreq
2.402000000 GHz

Total Power

1.1730 MHz

Transmit Freq Error
x dB Bandwidth

-57.608 kHz

1.228 MHz x dB

OBW Power

99.00 %
-20.00 dB

2 AGC 3)
Attestatioli'i’"\iif Global Gﬁrﬁpliance

Attestation of Global Compliance(Shenzhen)Co. Ltd.
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TEST PLOT OF BANDWIDTH FOR MIDDLE CHANNEL

BN Agilent Spectrum Analyzer - Occupied BW

[ [ o [ms]

| SENSE:INT] |

ALIGN AUTO

[02:40:52PM Sep 03, 2019

Center Freq: 2.441000000 GHz
., ) Trig: FreeRun
——
#FGain:Low #Atten: 30 dB

] RF
Center Freq 2.44

Ref 20.00 dBm

Center 2.441 GHz

Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

1.1686 MHz
-58.672 kHz OBW Power
1.227 MHz x dB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

Avg|Hold:>1010

Radio Device: BTS

CenterFreq
2.441000000 GHz

8.64 dBm

Freq Offset
99.00 % Wk
-20.00 dB

TEST PLOT OF BANDWIDTH FOR HIGH CHANNEL

| SENSE:INT]

ALIGN AUTO

[02:40:39PM Sep 03, 2019

[
Center Freq: 2.480000000 GHz
., Trig: FreeRun
#Atten: 30 dB

Center Freq 2.480000000 GHz

e
#IFGain:Low

Radio Std: None Frequency

Avg|Hold:>10110

Radio Device: BTS

Ref 20.00 dBm

Center 2.48 GHz

Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

1.1715 MHz
-60.532 kHz OBW Power
1.265 MHz x dB

Transmit Freq Error
x dB Bandwidth

Tel: +86-755 2523 4088

Center Freq
2.480000000 GHz

9.44 dBm

Freq Offset
99.00 % Wik
-20.00 dB

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
E-mail:agc@agec-cert.com

Service Hotline:400 089 2118
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MEASUREMENT RESULT FOR 8-DPSK MODULATION

Measurement Result

Applicable Limits
Test Data (MHz) Criteria
Low Channel 1.264 PASS
N/A Middle Channel 1.268 PASS
High Channel 1.261 PASS
TEST PLOT OF BANDWIDTH FOR LOW CHANNEL
fo & )

BN Agilent Spectrum Analyzer - Occupied BW
7 | SENSE:INT]

ALIGN AUTO

[02:41:16PM Sep 03,2019

[
Center Freq: 2.402000000 GHz
] Trig: Free Run
#Atten: 30 dB

Center Freq 2.402000000 GHz

(
#IFGain:Low

Radio Std: None Frequency

Avg|Hoeld:>10/10

Radio Device: BTS

Ref 20.00 dBm

Center 2.402 GHz

Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

1.1744 MHz
-57.335 kHz
1.264 MHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

CenterFreq
2.402000000 GHz

6.95 dBm

99.00 %
-20.00 dB

2 AGC 3)
Attestatioli'i’"\iif Global Gﬁrﬁpliance

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
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TEST PLOT OF BANDWIDTH FOR MIDDLE CHANNEL

BN Agilent Spectrum Analyzer - Occupied BW

[ [ o [ms]

| SENSE:INT] |

ALIGN AUTO

[02:41:26 PM Sep 03, 2019

Center Freq: 2.441000000 GHz
., ) Trig: FreeRun
——
#FGain:Low #Atten: 30 dB

] RF
Center Freq 2.44

Ref 20.00 dBm

Center 2.441 GHz

Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

1.1769 MHz
-57.947 kHz OBW Power
1.268 MHz x dB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Frequency

Avg|Hold:>1010

Radio Device: BTS

CenterFreq
2.441000000 GHz

8.74 dBm

Freq Offset
99.00 % Wk
-20.00 dB

TEST PLOT OF BANDWIDTH FOR HIGH CHANNEL

| SENSE:INT]

ALIGN AUTO

[02:41:38PM Sep 03, 2019

[
Center Freq: 2.480000000 GHz
., Trig: FreeRun
#Atten: 30 dB

Center Freq 2.480000000 GHz

e
#IFGain:Low

Radio Std: None Frequency

Avg|Hold:>10110

Radio Device: BTS

Ref 20.00 dBm

Center 2.48 GHz

Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

1.1682 MHz
-57.607 kHz OBW Power
1.261 MHz x dB

Transmit Freq Error
x dB Bandwidth

Tel: +86-755 2523 4088

Center Freq
2.480000000 GHz

10.0 dBm

Freq Offset
99.00 % Wik
-20.00 dB

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
E-mail:agc@agec-cert.com

Service Hotline:400 089 2118
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9. CONDUCTED SPURIOUS EMISSION
9.1. MEASUREMENT PROCEDURE

1. Connect EUT RF output port to the Spectrum Analyzer through an RF attenuator

2. Set the EUT Work on the top, the Middle and the bottom operation frequency individually.

3. Set the Span = wide enough to capture the peak level of the in-band emission and all spurious emissions
from the lowest frequency generated in the EUT up through the 10th harmonic.
RBW = 100 kHz; VBW= 300 kHz; Sweep = auto; Detector function = peak.

4. Set SPA Trace 1 Max hold, then View.

9.2. TEST SET-UP (BLOCK DIAGRAM OF CONFIGURATION)

The same as described in section 8.2

9.3. MEASUREMENT EQUIPMENT USED

The same as described in section 6

9.4. LIMITS AND MEASUREMENT RESULT

LIMITS AND MEASUREMENT RESULT

Measurement Result
Applicable Limits
Test Data Criteria

In any 100 KHz Bandwidth Outside the At least -20dBc than the limit
frequency band in which the spread spectrum Specified on the BOTTOM PASS
intentional radiator is operating, the radio frequency Channel
power that is produce by the intentional radiator
shall be at least 20 dB below that in 100KHz
bandwidth within the band that contains the highest
level of the desired power. At least -20dBc than the limit

) . o . . " PASS
In addition, radiation emissions which fall in the Specified on the TOP Channel
restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified
in§15.209(a))

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,

Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118
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TEST RESULT FOR ENTIRE FREQUENCY RANGE
TEST PLOT OF OUT OF BAND EMISSIONS WITH THE WORST CASE
OF 8DPSK MODULATION IN LOW CHANNEL

BE Agilent Speciram Anelyzer - Sevepl 54

[

SEMSE:INT| ALTGN BUTO

030052 FM S&

Report No.: AGC00210190810FEOQ3
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Marker 1 2.401785242841 GHz

PNO: Wide | g2 Trig: Free Run
IFGain:L ow

Avﬁ Type: Log-Pwr Peak Search
AvgHeld:>100/100
Atten: 30 dB

Mkr1 2.401 785 24 GHz NextPeak

0.369 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvl

Span 5.000 MHz
Sweep 2.000 ms (30000 pts)

#Res BW 100 kHz

E

=
- 2

-

= S0 B~ O O e

L

#VBW 300 kHz

SENSE:INT] ] 4l
Avg Type: Log-Pwr
AvglHeld: >100M00

IGN AUTD —

Peak Search

o Trig: Free Run
Atten: 30 dB

Stop 25.00 GHz
Sweep 2.388 s (30000 pts

FURCTION FUNCTION WiDTH FUNCT

Mkr—RefLvl

E4
I
7}

Wy : Add:
Attestation.of Global Gompliance
Tel:

Attestation of Global Compliance(Shenzhen)Co. Ltd.

2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
+86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118



TEST PLOT OF OUT OF BAND EMISSIONS
OF 8DPSK MODULATION IN MIDDLE CHANNEL

- Serept SA

BB Aglent Spectrum Anal [
T q AC | EMSEZINT] I ALIGN AUTD |
Marker 1 2.440782909430 GHz ) Avg Type: Log-Pwr
PNO: Wide (0 171g: FreeRun AvglHold:>100/100
IFGain:Low Atten: 30 dB

Peak Search

Mkr1 2.440 782 91 GHz NextPeak
Ref 20,00 dBm S5 Tu

Next Pk Right
Next Pk Left

Marker Deita

Mkr—RefLvi

Center 2.441000 GHz Span 5.000 MHz
#VBW 300 kHz Sweep 2.000 ms (30000 pts)

STATUS

EMSEINT] I 4L TG

Avg Type: Log-Pwr

7 Trig: Free Run AvglHeld: >100/100
Atten: 30 dB

Peak Search

Sweep 2.388 s (30000 pts
FUNCTION | FUNCTION wDTH FUNCT E

2.697 (
21.60: 43.
20,5802 GHz i Mkr—RefLvi

Attestation of Global Compliance(Shenzhen)Co. Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
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Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118
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TEST PLOT OF OUT OF BAND EMISSIONS
OF 8DPSK MODULATION IN HIGH CHANNEL

[T ,.gllmtspectrum Analyzer- Smptfu!
i SERSE:INT) 4l

Marker 12. 479:825?6086 GHz . Avg Type: Lﬂﬂ Pwr
PNC: Wide (0 Trig: Free Run Avg|Held:>100/100
IFGain:Low Atten: 30 dB

e
Peak Search

Mkr1 2.479 782 58 GHz NextPeak

Ref 20,00 dBm 3.079 dBm

Next Pk Right

Next Pk Left

Marker Deita

Mkr—RefLvi

Peak Search

EMSEINT] 4

A\rg Type: Lug Pwr

7 Trig: Free Run AvglHeld: >100/100
Atten: 30 dB

Ref 20.00/cBRG.

FURCTION

231380 GHz Mkr—RefLvi

s l-_--_

MSG

Note: The peak emissions without marker on the above plots are fundamental wave and need not to compare

with the limit. The 8DPSK modulation is the worst case and only those data recorded in the report.

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
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TEST RESULT FOR BAND EDGE

GFSK MODULATION IN LOW CHANNEL
Hopping off

SESINT] | ALTGN BUTO 03:05:39 L

Avg Type: Log-Pwr Pesk Search

r5] Trig: Free Run AvglHeld:=100/100
Atten: 30 dB

Sweep 4.000 ms (30000 pts

WDTH FURCTIOM VALUE =~

v T FUKCTION | FUNCTIO

x

Mkr—RefLvl

BB Agilent Spectrum

k A g A | SEMSEZINT] | ALTGN BUTO 03:06:35
- 5 Peak Search
Marker 1 2.405935864529 GHz ) Avg Type: Log-Pwr

PNO: Fast (o 11g: FreeRun AvglHeld:=100/100
IFGain:Low Atten: 30 dB

Ref20.00/Bre

a0 L,"-.J i Fl-»‘iI1m"H'vm".-mhb‘*ﬂwwﬂ-&'lwbbmm'wwwﬁulLHMMM}FJ

IStart 2.37000 GHz

FURCTION FUNCTION WiDTH

Mkr—RefLvl

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118

Attestation of Global Gofhpliance




Report No.: AGC00210190810FEOQ3
Page 32 of 71

GFSK MODULATION IN HIGH CHANNEL
Hopping off

EMSEINT] I &L TGN AUTD

Avg Type: Log-Pwr

7 Trig: Free Run Avg|Held:>100/100
Atten: 30 dB

Peak Search

FURCTION FLINCTH

Mkr—RefLvi

I — C EMSE:TNT, I AL TGN A
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7 14-DQPSK MODULATION IN LOW CHANNEL
Hopping off
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7 14-DQPSK MODULATION IN HIGH CHANNEL
Hopping off
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8-DPSK MODULATION IN LOW CHANNEL
Hopping off
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8-DPSK MODULATION IN HIGH CHANNEL
Hopping off
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10. RADIATED EMISSION
10.1. MEASUREMENT PROCEDURE

1. The EUT was placed on the top of the turntable 0.8 or 1.5 meter above ground. The phase center of the
receiving antenna mounted on the top of a height-variable antenna tower was placed 3 meters far away
from the turntable.

2. Power on the EUT and all the supporting units. The turntable was rotated by 360 degrees to determine
the position of the highest radiation.

3. The height of the broadband receiving antenna was varied between one meter and four meters above
ground to find the maximum emissions field strength of both horizontal and vertical polarization.

4. For each suspected emissions, the antenna tower was scan (from 1 M to 4 M) and then the turntable was
rotated (from O degree to 360 degrees) to find the maximum reading.

5. Set the test-receiver system to Peak or CISPR quasi-peak Detect Function with specified bandwidth
under Maximum Hold Mode.

6. For emissions above 1GHz, use 1IMHz RBW and 3MHz VBW for peak reading. Place the measurement
antenna away from each area of the EUT determined to be a source of emissions at the specified
measurement distance, while keeping the measurement antenna aimed at the source of emissions at
each frequency of significant emissions, with polarization oriented for maximum response. The
measurement antenna may have to be higher or lower than the EUT, depending on the radiation pattern
of the emission and staying aimed at the emission source for receiving the maximum signal. The final
measurement antenna elevation shall be that which maximizes the emissions. The measurement antenna
elevation for maximum emissions shall be restricted to a range of heights of from 1 m to 4 m above the
ground or reference ground plane.

7. When the radiated emissions limits are expressed in terms of the average value of the emissions, and
pulsed operation is employed, the measurement field strength shall be determined by averaging over one
complete pulse train, including blanking intervals, as long as the pulse train does not exceed 0.1 seconds.
As an alternative (provided the transmitter operates for longer than 0.1 seconds) or in cases where the
pulse train exceeds 0.1 seconds, the measured field strength shall be determined from the average
absolute voltage during a 0.1 second interval during which the field strength is at its maximum values.

8.1f the emissions level of the EUT in peak mode was 3 dB lower than the average limit specified, then
testing will be stopped and peak values of EUT will be reported, otherwise, the emissions which do not
have 3 dB margin will be repeated one by one using the quasi-peak method for below 1GHz.

9. For testing above 1GHz, the emissions level of the EUT in peak mode was lower than average limit (that
means the emissions level in peak mode also complies with the limit in average mode), then testing will
be stopped and peak values of EUT will be reported, otherwise, the emissions will be measured in
average mode again and reported.

10. In case the emission is lower than 30MHz, loop antenna has to be used for measurement and the
recorded data should be QP measured by receiver. High - Low scan is not required in this case.
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The following table is the setting of spectrum analyzer and receiver.

Spectrum Parameter Setting

Start ~Stop Frequency 9KHz~150KHz/RB 200Hz for QP
Start ~Stop Frequency 150KHz~30MHz/RB 9KHz for QP
Start ~Stop Frequency 30MHz~1000MHz/RB 120KHz for QP

1GHz~26.5GHz

Start ~Stop Fre
ar phaequency 1MHz/3MHz for Peak, 1MHz/3MHz for Average

Receiver Parameter Setting

Start ~Stop Frequency 9KHz~150KHz/RB 200Hz for QP
Start ~Stop Frequency 150KHz~30MHz/RB 9KHz for QP
Start ~Stop Frequency 30MHz~1000MHz/RB 120KHz for QP

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
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10.2. TEST SETUP
Radiated Emission Test-Setup Frequency Below 30MHz

| | RX Antenna
' 3m

Spectrum Analyzer / Receiver
System Simulator

RADIATED EMISSION TEST SETUP 30MHz-1000MHz

RX Antenna

Ant. feed
point

- 3m r—— .

80cm | \ ‘ \

1
Metal Full Soldered Ground Plane

—- - Spectrum Analyzer i
System Simulator P lyzer / Receiver

RADIATED EMISSION TEST SETUP ABOVE 1000MHz

4—— 3m ;Dc = 1-4m
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10.3. LIMITS AND MEASUREMENT RESULT
15.209 Limit in the below table has to be followed

Frequencies Field Strength Measurement Distance
(MHz) (micorvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

Note: All modes were tested For restricted band radiated emission,
the test records reported below are the worst result compared to other modes.

10.4. TEST RESULT
RADIATED EMISSION BELOW 30MHZ

No emission found between lowest internal used/generated frequencies to 30MHz.
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RADIATED EMISSION BELOW 1GHZ

ACTIVE NOISE CANCELLING
=LY WIRELESS STEREO HEADPHONES | Model Name JFrBH055
Temperature 25C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 4 Antenna Horizontal
669 dBu¥/m
Limit: —_—
Margin: —_
Z |
5 [

i \ . WW
MW

Tt

-13
30.000 127.00 224.00 321.00 418.00 515.00 612.00 709.00 806.00 1000.00 MHz
No. ME Freq. Reading| Factor (Measurement| Limit | Over Detector A:E;E :ta D-LZ?:E Comment
MHz dBul dBim dBulim dBuVim | dB cm degree
1 41.3167 0.46 20.04 20.50 40.00 [-19.50| peak
2| * | 1722667 | 1877 17.93 36.70 4350 |-680 | peak
3 253.1000 7.87 18.43 26.30 46.00 [-19.70| peak
4 4131500 | 432 2324 27 .56 4600 |-18.44| peak
3 GET 9533 3.25 28.01 33.26 46.00 [-12.74| peak
6 831.8667 267 30.82 33.49 46.00 [-12.51| peak

RESULT: PASS
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ACTIVE NOISE CANCELLING
=0T WIRELESS STEREO HEADPHONES | Model Name TT-BHOB3
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 4 Antenna Vertical
66.9 dBu¥/m
Limit: —
Margin: —_—

N , 4 MW
2 M

-13
30,000 127.00 22400 321.00 418.00 515.00 612.00 709.00 806.00 1000.00 MHz
No. Mk Freq. Reading| Factor |Measurement| Limit | Owver Detector Aﬂ‘t;;:? DL‘;E:& Comment
MHz dBuV dBim dBuV/!m dBuV/m| dB cm degree
1 173.8833 5.80 17.78 23.58 4350 -19.94| peak
2 2999533 | 495 19.47 24.45 45.00 |-21.55| peak
3 442 2500 1.77 2383 2560 46.00 |-20.40| peak
4 5990667 2.03 2693 25.95 45.00 |-17.04| peak
5 TE5.5833 214 2963 .77 46.00 |-14.23| peak
6 | * | BB5S.2167 2.88 31.51 34.39 46.00 -11.81| peak

RESULT: PASS
Note: 1. Factor=Antenna Factor + Cable loss, Margin=Measurement-Limit.

2. All test modes had been pre-tested. The mode 4 is the worst case and recorded in the report.
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RADIATED EMISSION ABOVE 1GHZ

ACTIVE NOISE CANCELLING
=00 WIRELESS STEREO HEADPHONES | Model Name pal-BHO55
Temperature 25C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 1 Antenna Horizontal
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
4804.000 45.19 0.08 45.27 74 -28.73 peak
4804.000 39.57 0.08 39.65 54 -14.35 AVG
7206.000 41.66 2.21 43.87 74 -30.13 peak
7206.000 34.88 2.21 37.09 54 -16.91 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.
ACTIVE NOISE CANCELLING
=C WIRELESS STEREO HEADPHONES | Model Name TT-BHOSS
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 1 Antenna Vertical
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB)
4804.000 43.59 0.08 43.67 74 -30.33 peak
4804.000 37.36 0.08 37.44 54 -16.56 AVG
7206.000 38.08 2.21 40.29 74 -33.71 peak
7206.000 31.96 2.21 34.17 54 -19.83 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.
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ACTIVE NOISE CANCELLING
=00 WIRELESS STEREO HEADPHONES | Model Name TT-BHOB3
Temperature 25C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 2 Antenna Horizontal
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
4882.000 45.61 0.14 45.75 74 -28.25 peak
4882.000 39.63 0.14 39.77 54 -14.23 AVG
7323.000 41.79 2.36 44.15 74 -29.85 peak
7323.000 36.25 2.36 38.61 54 -15.39 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.
ACTIVE NOISE CANCELLING
=C WIRELESS STEREO HEADPHONES | Model Name HFT-BHOS5
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 2 Antenna Vertical
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB)
4882.000 44.19 0.14 44.33 74 -29.67 peak
4882.000 37.47 0.14 37.61 54 -16.39 AVG
7323.000 40.27 2.36 42.63 74 -31.37 peak
7323.000 33.85 2.36 36.21 54 -17.79 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.

{Aoc)
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ACTIVE NOISE CANCELLING
=00 WIRELESS STEREO HEADPHONES | Model Name TT-BHOB3
Temperature 25C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 3 Antenna Horizontal
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuV) (dB) (dBuV/m) (dBuV/m) (dB)
4960.000 45.73 0.22 45.95 74 -28.05 peak
4960.000 38.89 0.22 39.11 54 -14.89 AVG
7440.000 40.99 2.64 43.63 74 -30.37 peak
7440.000 34.83 2.64 37.47 54 -16.53 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.
ACTIVE NOISE CANCELLING
=5 WIRELESS STEREO HEADPHONES | Model Name TT-BHOSS
Temperature 25C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 3 Antenna Vertical
Frequency Meter Reading Factor Emission Level Limits Margin
Value Type
(MH2) (dBuVv) (dB) (dBuV/m) (dBuV/m) (dB)
4960.000 43.68 0.22 43.9 74 -30.1 peak
4960.000 36.53 0.22 36.75 54 -17.25 AVG
7440.000 38.67 2.64 41.31 74 -32.69 peak
7440.000 31.88 2.64 34.52 54 -19.48 AVG
Remark:
Factor = Antenna Factor + Cable Loss — Pre-amplifier.

RESULT: PASS

Note:

Other emissions from 1G to 25 GHz are considered as ambient noise. No recording in the test report.
Factor = Antenna Factor + Cable loss - Amplifier gain, Over=Measure-Limit.

The “Factor” value can be calculated automatically by software of measurement system.

All test modes had been tested. The GFSK modulation is the worst case and recorded in the report.
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TEST RESULT FOR RESTRICTED BANDS REQUIREMENTS

ACTIVE NOISE CANCELLING
— WIRELESS STEREO HEADPHONES | M0del Name i, BHOS5
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 1 Antenna Horizontal

PK
E ﬂgile«tﬁlfﬁrumfn#,mr-iwmil - = T
Marker 1 2.401320000000 GHz i g Type: Log-Pur . LI

: Fast gl 1702 FreeRun AygiHod= 100100 v
IFGaindow Arten: 20 dB
- m NextPeak

#VBW 3.0 MHz

40192 GHa |
2,390 00 GH.

| [ STATUE.

AV

B fgibent Gpectnum Anphmer - Swepet G4 ] o
I RE : ERCE:Ih E YITE

Marker 1 2.402080000000 GHz g Type: RIS Pesk Search

; Fadt Ly 170 FreeRun AvgiHold:>100/100
IFGaniow Arten: 20 dB E
o n NextPeak
Ref 116.60 dByVim . 30 dBuVi

#VBW 3.0 MHz*

91781 dBuVim
BATE dBuVim

Mkr—RefLv

| [ STATUE.

Attestation of Global Compliance(Shenzhen)Co. Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118




- ®
L GC Report No.: AGC00210190810FE03

Page 47 of 71

e ones |ModelName | Trevos
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 1 Antenna Vertical

PK

B figilert Spectrurn Ansbyzer - Smept 64

W o 7 . T zewse i T -

Marker 1 2.401880000000 GH

ﬁyﬁ Type: ‘..Dﬁ-Pwr
e Irig: Free Run AyglHold:=100M D0
Arten: 20 dB

Marker Delta

[ senseant [ ALICH &
Avg Type: RMS
e Trig: FreeRun AvglHold:>100M D0
Arten: 20 dB

Marker Delta

#VBW 3.0 MHz*

RESULT: PASS

| é}%@@ C | Attestation of Global Compliance(Shenzhen)Co. Ltd.
= Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Attestation.of Global C-qmpliance Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
N = Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0RO 2118



- ®
L GC Report No.: AGC00210190810FE03

Page 48 of 71

e ones |ModelName | Trevos
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 3 Antenna Horizontal

PK

B figilert Spectrurn Ansbyzer - Smept 64

W o 7 . T zewse i T -

Marker 1 2.479925000000 GH

ﬁyﬁ Type: ‘..Dﬁ-Pwr
e Irig: Free Run AyglHold:=100M D0
Arten: 20 dB

Marker Delta

| semseawy | ALIGH 2

Avg Type: RMS

e Trig: FreeRun AvglHold:>100M D0
Arten: 20 dB

Marker Delta

#VBW 3.0 MHz*

RESULT: PASS
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N oo [Nodeltame | Trevos
Temperature 25°C Relative Humidity | 55.4%
Pressure 960hPa Test Voltage Normal Voltage
Test Mode Mode 3 Antenna Vertical

PK

B fgibent Spectnum Anphmer - Sweet G4 ] = o
[ = ERZEH

L . M TGN ALITE
Marker 1 2.479925000000 GHz L Ag Type: Log-Pur 1 Peak Search
G Trig: Fres Run Ayg|Hodd-> 1000100

\FGainlow * Atten: 20 dB

tart 2.47500 GHz
WRes BW 1.0 MHz #VBW 3.0 MHz

B fgilent Spectrum Anshymer - Swept T4 ] s
i T r T e
Marker 1 2.479975000000 GHz L Avg Type: RMS Peak Search
T o 1ig: Free Run Ayg|Hodd->100/100
Arten: 20 dB

RESULT: PASS

Note: The factor had been edited in the “Input Correction” of the Spectrum Analyzer. So the Amplitude of test
plots is equal to Reading level plus the Factor in dB. Use the A dB(pV) to represent the Amplitude. Use the F
dB(uV/m) to represent the Field Strength. So A=F. All test modes had been pre-tested. The GFSK modulation
is the worst case and recorded in the report.
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11. NUMBER OF HOPPING FREQUENCY
11.1. MEASUREMENT PROCEDURE
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The EUT shall have its hopping function enabled. Use the following spectrum analyzer settings:
1. Span: The frequency band of operation. Depending on the number of channels the device supports, it may
be necessary to divide the frequency range of operation across multiple spans, to allow the individual

channels to be clearly seen.

2. RBW: To identify clearly the individual channels, set the RBW to less than 30% of the channel spacing or

the 20 dB bandwidth, whichever is smaller.
3. VBW = RBW. Sweep: Auto. Detector function; Peak. Trace: Max hold.
4. Allow the trace to stabilize.

11.2. TEST SETUP (BLOCK DIAGRAM OF CONFIGURATION)
Same as described in section 8.2

11.3. MEASUREMENT EQUIPMENT USED
The same as described in section 6

11.4. LIMITS AND MEASUREMENT RESULT

MEASUREMENT
LIMIT (NO. OF CH RESULT
TOTAL NO. OF ( ) (NO. OF CH)
HOPPING CHANNEL
>=15 79 PASS

TEST PLOT FOR NO. OF TOTAL CHANNELS

BN Agilent Spectrum Analyzer - Swept SA

500

AC | SENSE:INT] | ALIGN AUTO  |02:57:34 PM Sep 03, 2019

g RF 500 A
Marker 1 A 78.072500000 MHz ) Avg Type: Log-Pwr
PNO: Fast (4 1rig: FreeRun Avg|Held:>100/100
-

IFGain:Low Atten: 30 dB

AMkr1 78.072 5 MHz
EggBldiv Ref 20.00 dBm 3.205 dB|

ofp— [ e

MKR| MODE TRC| SCL

N A2[1]f[iA
) F (17|

SOV~ ONAW

A i

=
@
o]

Note: The GFSK modulation is the worst case and recorded in the report.

[ [ o [ms]

Select Marker’
1

| ﬁa}\,g}.i? 2 | Attestation of Global Compliance(Shenzhen)Co. Ltd.
A\ = A Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Attestation.of Global Gompliance Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
N Tel: +86-7552523 4088 E-mail:agc@agc-cert.com Service Hotline:400 089 2118




®
A\GC Report No.: AGC00210190810FE03

Page 51 of 71

12. TIME OF OCCUPANCY (DWELL TIME)
12.1. MEASUREMENT PROCEDURE

The EUT shall have its hopping function enabled. Use the following spectrum analyzer settings:
1. Span: Zero span, centered on a hopping channel.
2. RBW shall be<<channel spacing and where possible RBW should be set >> 1/ T, where T is the expected
dwell time per channel.
3. Sweep: As necessary to capture the entire dwell time per hopping channel; where possible use a video
trigger and trigger delay so that the transmitted signal starts a little to the right of the start of the plot. The
trigger level might need slight adjustment to prevent triggering when the system hops on an adjacent channel;
a second plot might be needed with a longer sweep time to show two successive hops on a channel.
4. Detector function: Peak. Trace: Max hold.
5. Use the marker-delta function to determine the transmit time per hop.
6. Repeat the measurement using a longer sweep time to determine the number of hops over the period
specified in the requirements. The sweep time shall be equal to, or less than, the period specified in the
requirements. Determine the number of hops over the sweep time and calculate the total number of hops in
the period specified in the requirements, using the following equation:

(Number of hops in the period specified in the requirements) = (number of hops on spectrum analyzer) x
(period specified in the requirements / analyzer sweep time)
7. The average time of occupancy is calculated from the transmit time per hop multiplied by the number of
hops in the period specified in the requirements.

12.2. TEST SETUP (BLOCK DIAGRAM OF CONFIGURATION)

Same as described in section 8.2

12.3. MEASUREMENT EQUIPMENT USED

The same as described in section 6

12.4. LIMITS AND MEASUREMENT RESULT

Time of Pulse . . ) .
Number of hops in the period Sweep Time Limit

Channel for DH5 e .
specified in the requirements (ms) (ms)

(ms)

Low 2.908 26*4 302.43 400
Middle 2.917 26*4 303.37 400
High 2.917 27*4 315.04 400

Note: The 8-DPSK modulation is the worst case and recorded in the report.
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TEST PLOT OF LOW CHANNEL

BN Agilent Spectrum Analyzer - Swept SA

PNO: Fast —— 1rig: Free Run
IFGain:Low

SENSE:INT] ALIGN AUTO

Avg Type: Log-Pwr

Atten: 30 dB

MKR| MODE TRC| SCL X

2 IEN

Y
i A2 (1]t [iAl 2.908 ms|(A A475dB] |
| 3500ms|  0.22dBm|

FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~

Properties»

Fast —— 1rig: Free Run
IFGain:Low

Center 2.402000000 GHz
Res BW 1.0 MHz

#VBW 3.0 MHz

SENSE:INT] ALIGN AUTO

Avg Type: Log-Pwr

02:59:43PM Sep 03, 2019

Atten: 30 dB
Auto Tune

CenterFreq
2.402000000 GHz

StartFreq
2.402000000 GHz

Stop Freq
2.402000000 GHz

CF Step
1.000000 MHz

Freq Offset
0 Hz

Sweep 7.902 s (30000 pts
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TEST PLOT OF MIDDLE CHANNEL

BN Agilent Spectrum Analyzer - Swept SA (= =
RF Q A SENSE:INT] ALIGN AUTO 02:58:45 PM Sep 03, 2019
Marker 1 A 2.91667 ms . Avg Type: Log-Pwr
PNO: Fast —— 1rig: Free Run
IFGain:Low Atten: 30 dB

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH

X Y
i A2 (1]t [iAl 2.917 ms|(A 120dB] |
)Y F [1 [t 2.550ms|

3

Properties»

SENSE:INT| ALIGN AUTO 03:00:00 PM Sep 03, 2019
Avg Type: Log-Pwr

PNO: Fast —— 1rig: Free Run
IFGain:Low Atten: 30 dB

Auto Tune

CenterFreq
2.441000000 GHz

StartFreq
2.441000000 GHz

Stop Freq
2.441000000 GHz

CF Step
1.000000 MHz

Freq Offset
0 Hz

Center 2.441000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 7.902 s (30000 pts
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TEST PLOT OF HIGH CHANNEL

BN Agilent Spectrum Analyzer - Swept SA (= =
RF 500 AC SENSE:INT] ALIGN AUTO
Marker 1 A 2.91667 ms . Avg Type: Log-Pwr
PNO: Fast —— 1rig: Free Run
IFGain:Low Atten: 30 dB

10 dB/div. Refl 20.00 dBm
Log

ool ]
IS S S,

]

: L
N .
g | . | | .
| mmme 0 imewm

#VBW 3.0 MHz

MKR| MODE TRC| SCL X FUNCTION FUNCTION WIDTH FUNCTION VALUE |~

¥
A2 10t 2917msliAl  po0a8] [ |
2 EEENES 3835 ms oi9dBm [
- .
e e e S E— — Properfics)

SENSE:INT| ALIGN AUTO
Avg Type: Log-Pwr

Fast —— 1rig: Free Run
IFGain:Low Atten: 30 dB
Auto Tune

CenterFreq
2.480000000 GHz

StartFreq
2.480000000 GHz

Stop Freq
2.480000000 GHz

CF Step
1.000000 MHz

Freq Offset
0 Hz

Center 2.480000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 7.902 s (30000 pts
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13. FREQUENCY SEPARATION

13.1. MEASUREMENT PROCEDURE

The EUT shall have its hopping function enabled. Use the following spectrum analyzer settings:

1. Span: Wide enough to capture the peaks of two adjacent channels.

2. RBW: Start with the RBW set to approximately 30% of the channel spacing; adjust as necessary to best
identify the center of each individual channel.

3. Video (or average) bandwidth (VBW) = RBW.

4. Sweep: Auto. e) Detector function: Peak. f) Trace: Max hold. g) Allow the trace to stabilize.

Use the marker-delta function to determine the separation between the peaks of the adjacent channels.

13.2. TEST SETUP (BLOCK DIAGRAM OF CONFIGURATION)
Same as described in section 6.2

13.3. MEASUREMENT EQUIPMENT USED
The same as described in section 6.3

13.4. LIMITS AND MEASUREMENT RESULT

CHANNEL LIMIT RESULT
CHANNEL SEPARATION
KHz KHz
Pass
CHO01-CHO02 1000 >=25 KHz or 2/3 20 dB BW

TEST PLOT FOR FREQUENCY SEPARATION

J Aglmtspmmmmz:r Sivey ptSA o[l ]
00 SEMSE:INT| I ALTGN BUTD  |02:56:03 20
Marker 22 402:85000000 GHz - Avg Type: Log-Pwr
PHO: Wide (g Trig: Free Run AvglHeld:=100/100
IFGain:Low Atten: 30 dB

Peak Search

NextPeak

Mkr2 2.402 785 GH

Next Pk Right
Next Pk Left

Marker Deita

Start 2400000 GHz B } R Stop 2.40500
R Sweep 1.000 ms (100

FUKCTION | FURCTION WOTH

Mkr—RefLvl
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14. FCC LINE CONDUCTED EMISSION TEST
14.1. LIMITS OF LINE CONDUCTED EMISSION TEST

Report No.: AGC00210190810FEOQ3
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Maximum RF Line Voltage
Frequency
Q.P.(dBuV) Average( dBuV)
150kHz~500kHz 66-56 56-46
500kHz~5MHz 56 46
5MHz~30MHz 60 50

Note:

1. The lower limit shall apply at the transition frequency.
2. The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz.

14.2. BLOCK DIAGRAM OF LINE CONDUCTED EMISSION TEST

EUT &

Support

\ a0crm

40cm

BOEm

LIS

=80cm

Tel: +86-7552523 4088
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14.3. PRELIMINARY PROCEDURE OF LINE CONDUCTED EMISSION TEST

1. The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. When the EUT is a tabletop system, a wooden table with a height of 0.8 meters is used and is
placed on the ground plane as per ANSI C63.10 (see Test Facility for the dimensions of the ground plane
used). When the EUT is a floor-standing equipment, it is placed on the ground plane which has a 3-12
mm non-conductive covering to insulate the EUT from the ground plane.

Support equipment, if needed, was placed as per ANSI C63.10.

All'l/O cables were positioned to simulate typical actual usage as per ANSI C63.10.

All support equipments received AC120V/60Hz power from a LISN, if any.

The EUT received DC 5V power from adapter which received AC120V/60Hz power from a LISN.

The test program was started. Emissions were measured on each current carrying line of the EUT using a
spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two monitoring
points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1 connected to
Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1 connected to a
50 ohm load and Line 2 connected to the Analyzer / Receiver.

7. Analyzer / Receiver scanned from 150 kHz to 30MHz for emissions in each of the test modes.

During the above scans, the emissions were maximized by cable manipulation.

9. The test mode(s) were scanned during the preliminary test.

o0k~ owbd

©

Then, the EUT configuration and cable configuration of the above highest emission level were recorded for
reference of final testing.

14.4. FINAL PROCEDURE OF LINE CONDUCTED EMISSION TEST

1. EUT and support equipment was set up on the test bench as per step 2 of the preliminary test.

2. Ascan was taken on both power lines, Line 1 and Line 2, recording at least the six highest emissions.
Emission frequency and amplitude were recorded into a computer in which correction factors were used
to calculate the emission level and compare reading to the applicable limit. If EUT emission level was
less —2dB to the A.V. limit in Peak mode, then the emission signal was re-checked using Q.P and Average
detector.

3. The test data of the worst case condition(s) was reported on the Summary Data page.
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14.5. TEST RESULT OF LINE CONDUCTED EMISSION TEST
Line Conducted Emission Test Line 1-L

Level [dBuV]
70
B0

50
40

30 Pt - it —

[T |

Wf—--p---=cf--t s
o .
L o '
1 1
1 1
D L - e
T !
-1D 1 1
150k

x x »MEE TEET fin

MEASUREMENT RESULT: "TEST fin"

8/28/2019 1:54PM

Frequency Level Transd Limit Margin Detector Line PE
MH=Z dBuv de dBpv de
0.514000 33.B80 11.1 56 22.2 QP L1l FLO
2.222000 29.50 11.5 56 26.1 QP L1 FLO
2.838000 31.80 11.5 56 24.2 QP L1 FLO
4 _.130000 34 .10 11.& 5a 21.% QF L1 FLO
4. T46000 34 .70 11.% 56 21.3 QP L1 FLO
12.0320000 is.oo 12.4 al 25.0 QP L1l FLO

MEASUREMENT RESULT: "TEST fim2"

8/28/2019 1:54PM

Frequency Level Transd Limit Margin Detector Line PE
MH=z dEpWv dB dBpv de
0.514000 25.70 11.1 45 20.3 AV L1l FLO
2.222000 13.80 11.5 45 26.2 AV L1 FLO
2.838000 21.70 11.5 46 24.31 AV L1 FLO
4 _.130000 23 .60 11.& 48 22.4 AV L1 FLO
4. T46000 24 .60 11.6 45 21.4 AV L1 FLO
18.5394000 23.40 12.4 50 265.6 AV L1l FLO
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Line Conducted Emission Test Line 2-N

Level [dByv]
70
&0

50
40
1]
20
10

x = yMEE TEET fin

MEASUREMENT RESULT: "TEST fin"

8/28/2019 1:S50PM

Frequency Level Transd Limit Margin Detector Line PE
MHZ dEpv dB dBpv dEe
0.518000 34.00 11.1 =1 22.0 QF H FLO
2.222000 30.10 11.5 =14 25.92 QP H FLO
3.450000 32.70 11.6 =1 23.3 QF H FLO
5.434000 34.80 11.7 &0 25.2 QP H FLO
9.462000 33.50 11.9 &0 26.1 QF H FLO
18.818000 iS5 .80 1z2.4 &0 24.2 QP H FLO

MEASUREMENT RESULT: "TEST finz2"

8/28/2019 1:50PM

Fraquency Leval Transd Limit Margin Detector Line PE
MHZ dEuv dB dBpv dEe
0.518000 25.60 11.1 46 20.4 AV H FLO
2.222000 13.50 11.5 45 26.1 AV H FLO
3.450000 22.30 11. 6 46 23.7 AV H FLO
5.426000 24 .50 11.7 =11 25.5 AV H FLO
9.452000 24 .50 11.9 =11 25.1 AV N FLO
18.818000 23 .80 12.4 =11 26.2 AV H FLO

RESULT: PASS

Note: All the test modes had been tested, the mode 1 was the worst case. Only the data of the worst case
would be record in this test report.
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APPENDIX A: PHOTOGRAPHS OF TEST SETUP
RADIATED EMISSION TEST SETUP BELOW 1GHZ
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CONDUCTED EMISSION TEST SETUP

ol
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APPENDIX B: PHOTOGRAPHS OF EUT
TOP VIEW OF EUT

BOTTOM VIEW OF EUT

100

TEEL Hyy
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FRONT VIEW OF EUT
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BACK VIEW OF EUT
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LEFT VIEW OF EUT
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RIGHT VIEW OF EUT
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VIEW OF EUT(PORT)

OPEN VIEW OF EUT-1

50 w100
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OPEN VIEW OF EUT-2

OPEN VIEW OF EUT-3

Attestation of Global Compliance(Shenzhen)Co.,Ltd.

Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bac'an District, Shenzhen, Guangdong, China
Tel: +86-755 2523 4088 E-mail:agc@agc-cert.com Service Hotline:400 0892118




®
A\GC Report No.: AGC00210190810FEOQ3

Page 67 of 71

INTERNAL VIEW OF EUT-1

INTERNAL VIEW OF EUT-2
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INTERNAL VIEW OF EUT-4
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INTERNAL VIEW OF EUT-5
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INTERNAL VIEW OF EUT-6

STEEL RULER 1 (0
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INTERNAL VIEW OF EUT-7

' STEEL RULER 1

INTERNAL VIEW OF EUT-8
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INTERNAL VIEW OF EUT-9
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