America

Choose certainty.
Add value.

Report On

Radio Testing of the
Aptiv Services Deutschland GmbH
JATR and JATRh Short Range Radar

Low-Power Radio-Frequency Devices Technical Regulations
LP0002 (2018.1.10)

November 2018

Report No. 72142985B Rev. 5




REPORT ON

TEST REPORT NUMBER

PREPARED FOR

CONTACT PERSON(S)

PREPARED BY

APPROVED BY

DATED

TUV SUD AMERICA INC

America

TUV SUD America Inc., 10040 Mesa Rim Road, San Diego, CA 92121
Tel: (858) 678-1400. Website: www.TUVamerica.com

Radio Testing of the
Aptiv Services Deutschland GmbH
JATR and JATRh

72142985B Rev. 5
Aptiv Services Deutschland GmbH

Am Technologiepark 1
42119 Wuppertal

Germany
Kai Stawikowski Aniruddha Shirahatti
+49.202.291.4370 +49.202.291.2826
kai.stawikowski@aptiv.com aniruddha.2.shirahatti@aptiv.com

Sandipan'Basu
Name
Authorized Signatory
Title: Wireless Engineer

" 4 5 o
/ < z.-"'f
#_*__Ljfv{/ P

Ferdie “§ Custodio
Name
Authorized Signatory
Title: EMC Senior Test Engineer /Wireless Team Lead

November 08, 2018

Page 2 of 88

10040 Mesa Rim Road San Diego, CA 92121-2912 Phone: 858 678 1400 FAX: 858 546 0364


file:///C:/Users/fcustodio/Desktop/BABT%20Wireless/Report%20Template/www.TUVamerica.com

Revision History

TUV SUD America Inc., 10040 Mesa Rim Road, San Diego, CA 92121

Tel: (858) 678-1400. Website: www.TUVamerica.com

PAGES
DATE OLD REVISION NEW REVISION REASON AFFECTED APPROVED BY
11/08/18 Initial Release Ferdie S. Custodio
1/21/2019 Initial Release Rev. 1 Added J4TRh as a family model Ferdie S. Custodio
2/25/2019 Rev. 1 Rev. 2 Peak Power re-measured 15-25 Ferdie S. Custodio
Updated LP0O02 version to 2018.1.10
Corrected Low Channel frequency
from 76.005GHz to 76.050GHz . i
9/20/2019 Rev. 2 Rev. 3 Ferdie S. Custodio
Supplemented MPE Data under
Section 2.4
Updated missing RSE plots 41 and 54
10/06/2019 Rev. 3 Rev. 4 Provide justifications for using worst- 27-38 Ferdie S. Custodio
case configuration for RSE
10/09/2019 Rev. 4 Rev. 5 Updated missing RSE plot 39 Ferdie S. Custodio

Page 3 of 88

TUV SUD AMERICA INC 10040 Mesa Rim Road San Diego, CA 92121-2912 Phone: 858 678 1400 FAX: 858 546 0364



file:///C:/Users/fcustodio/Desktop/BABT%20Wireless/Report%20Template/www.TUVamerica.com

Aptiv Services Deutschland GmbH
Report No. 72142985B Rev. 5 Model: J4TR and J4TRh

Section

1.1
1.2
1.3
1.4
1.5
1.6
1.7

2.1
2.2
2.3
2.4
2.5

3.1
3.2

4.1
4.2
4.3

5.1

Amanca
CONTENTS

Page No

REPORT SUMIMARY .....cuuuuuereiiiiiiissssnseesssissssssssssessssssssssssssssssssssssssnssesssssssssssnssssssssssssssssssssssssssssnsassssssss 5
Tl dgeTe [N Tot o] ORI P O P TP PP P T OUPUPITPPPTOP 6
Brief SUMMAry Of RESUILS ....ooeiiiiee ettt et sbe e sae e e bt e sareenee s 7
(oo [V ot fl [} o110 F=Y 4[] o HEU RO PUPRRRT 8
U =T N @o T} = {0 T = [ Y o ISP 10
Deviations From The STANAard ..........eeeeiiiiiiiiiiiieee ettt ee s e e e e e s eetarr e e e e e e s e tnraeeeeeesesantraseeeeeesnnnes 12
VT Yo I flor=Y 4[] Y 2U=Tolo ] oo HFUU TP PUPPRRRRRROt 12
BT Y =1 g Yo Yo Fo] Fo =4V USRI 12
TEST DETALLS ...coiiiiiiiiineeeetiiiiiisssnnstesssissssssssssesssssssssssssssssssssssssssssesssssssssssssssssssssssssssnsssssssssssssnnsessssssss 14
(0N =T g D T T o 1Y Y ST PPPPPRN 15
SPUrious RAAIated EMISSIONS ...eeiiiuiieeieiiiieciieeeiiteeeetee e stee e e st e e ssate e e saaeeeesataeeeesteeesnseeeesnsaeeesnnseeesnnsees 26
Yo (VL= g Yol Y - | o 11 L1 Y AU PUPPRN 67
IMIPE CalCUIALION ..ttt ettt st et sttt e st s bt e s bt e e bt e sabeeenbeesabeeenseesabeeeneeennes 74
MOE! DIffErENCE LETLEI .oiiueiiiiii ettt st ettt st s bt st esab e s bt e st e e e beeebaeeaeeeanes 76
TEST EQUIPIMIENT USED .....ccuuiiiieeiiiiiniiiiiniiiieneiiieneiiieneiiiiessssisssstisnssssissssssmssssssmsnssssssnssssssnsssssansssnss 78
R o Lo TUT o] 2 0 1= N A U LT U USPPRN 79
MeEasuremMENT UNCEITAINTY ...iiiiiiiiiiiiiei ettt e s e ettt e e e s e s sbar e e e e e e s sesabateeeeesssessnbrnaeeessesnnnnes 80
DIAGRAM OF TEST SETUP ..cceiiiiiiiiiinnntetiiiiisssssnntesssssssssssnssessssssssssssnssesssssssssssnssssssssssssssnnsssssssssssssnnnsens 82
Radiated Emission Test Setup (BEIOW 1 GHZ) ....cccuuiiiiiiiieieee ettt e e e e eevee e e are e e 83
Radiated Emission Test SEtUP (ADOVE 1 GHZ) ...oviiueieiiiiiee ettt eee e se e et e e snane e e eereeeenes 84
1= oY = oYV IE= 1o 10 S SPSS 85
ACCREDITATION, DISCLAIMERS AND COPYRIGHT ...ccccciittuiiiimnniiiiinniiiensiiiiensiiiesssmesssissssisssssssssnss 87
Accreditation, Disclaimers and COPYIgNt......cuueiiiiieieiie e e e e e s e e srre e e e saeaeeeenes 88
Page 4 of 88

TUV SUD AMERICA INC 10040 Mesa Rim Road San Diego, CA 92121-2912 Phone: 858 678 1400 FAX: 858 546 0364
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SECTION 1

REPORT SUMMARY

Radio Testing of the
Aptiv Services Deutschland GmbH
JATR and J4TRh Short Range Radar
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Amenca

11 INTRODUCTION

The information contained in this report is intended to show verification of the Aptiv Services Deutschland
GmbH Short Range Radar to the requirements of Low-Power Radio-Frequency Devices Technical
Regulations LP0002 (2018.1.10).

Objective To perform Radio Testing to determine the Equipment Under
Test's (EUT’s) compliance with the Test Specification, for the
series of tests carried out.

Manufacturer Aptiv Services Deutschland GmbH

Product Name JATR and J4TRh

Model Number(s) JATR and JATRh

Serial Number(s) 28508527.C.6, 28508527.C.4, 28508527.C.3

Number of Samples Tested 3

Test Specification/Issue/Date Low-Power Radio-Frequency Devices Technical Regulations

LP0O002 (2018.1.10).

Start of Test October 22, 2018

Finish of Test December 13, 2018

Name of Engineer(s) Sandipan Basu

Related Document(s) Model Difference Letter J4TR(h) 140119.pdf.
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1.2 BRIEF SUMMARY OF RESULTS

Amenca

A brief summary of the tests carried out in accordance with Low-Power Radio-Frequency Devices Technical
Regulations LP0O002 (2018.1.10) is shown below.

Section LP0002 Spec Clause Test Description Result Corr;r;enr:jtas{:ase
2.1 3.14.1.2 Radiated Emission Limits Compliant
2.2 3.14.13 Spurious Emissions Compliant
2.3 3.14.1.4 Frequency Stability Compliant
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Aptiv Services Deutschland GmbH
Report No. 72142985B Rev. 5 Model: J4TR and J4TRh

13 PRODUCT INFORMATION

1.3.1 Technical Description

The Equipment Under Test (EUT) was a Aptiv Services Deutschland GmbH JATR and JATRh. The EUT operates in the
76-77 GHz band. The device employs a dynamic chirp modulated transmit array. The device is intended to be
mounted at the front and rear corners of the vehicle. The EUT nominal operating voltage is 12.0 VDC. Test were
performed on J4TR, both models are identical and the differences are not RF related. See Model Difference letter
provided by the manufacturer under Section 2.4 of this test report.

Equipment Under Test
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Report No. 72142985B Rev. 5 Model: J4TR and J4TRh

1.3.2 EUT General Description

EUT Description
Product Name
Model Number(s)
Rated Voltage
Output Power
Frequency Range

Channels Verified

Antenna Type (used during
evaluation)

133 Antenna Details

Manufacturer
Antenna Type
Antenna Gain
EUT Antenna Connector

Maximum Dimensions

Short Range Radar
JATR and JATRh

JATR and JATRh
12.0vDC

27.05 dBm Peak EIRP

76.0 GHz to 77.0 GHz Band

Low Channel 76.050 GHz

Mid Channel 76.413, 76.350, 76.288 GHz

High Channel | 76.760, 76.575, 76.405 GHz

*Test scripts were provided by the manufacturer to exercise each channel.

Integral

Aptiv Services Deutschland GmbH
Planar array antenna

14 dBi

N/A .

96.5mMmx73.9 mmx 23.0 mm
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14 EUT TEST CONFIGURATION

14.1 Test Configuration Description

Test Description
Configurations P
Default Radiated configuration. EUT transmitting continuously through the integral antenna.

14.2 EUT Exercise Software

Before each test, the EUT is configured using BMW(CalFlasher v3.01. The tool allows configuration of
operating channel and modulation bandwidth.

1.4.3 Support Equipment and I/0O cables

Manufacturer Equipment/Cable Description

Dell Precision M65 (Delphi Wireless Test

Dell
¢ support Laptop Configuration Support Laptop)
Dell PA-12 AC Adapter M/N: LA65NS2-01
Vector Single channel CAN HW Used for communication between EUT and

Support Laptop
Harness with pins for power Connects the EUT to a 12 VDC power supply and
supply and CAN connector. to the CAN HW

14.4 Single Case Configuration

Worst-case configuration used in this test report:

Channel Modulation BW
Low Channel 175 MHz
Low Channel 300 MHz
Low Channel 425 MHz
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1.4.5 Simplified Test Configuration Diagram

Power |

+12 VDC
supply [r——

EUT transmitting at 76-77 GHz
from integral antenna

For lllustration Purpose Only
Image presented may not represent the
actual EUT or support equipment
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15

1.6

1.7

1.8

1.8.1

1.8.2

DEVIATIONS FROM THE STANDARD

No deviations from the applicable test standards or test plan were made during testing.

MODIFICATION RECORD

Modification Date
Description of Modification . Modification
Fitted By Fitted

Serial Number: 28508527.C.6, 28508527.C.4, 28508527.C.3

N/A - -

The table above details modifications made to the EUT during the test programme. The modifications incorporated during each test
(if relevant) are recorded on the appropriate test pages.

TEST METHODOLOGY

All measurements contained in this report were conducted with ANSI C63.26-2015, American National
Standard for Compliance Testing of Transmitters Used in Licensed Radio Services.

For conducted and radiated emissions the equipment under test (EUT) was configured to measure its

highest possible emission level. The test modes were adapted according to the Operating Instructions
provided by the manufacturer/client.

TEST FACILITY LOCATION

TUV sUD America Inc. (Mira Mesa)

10040 Mesa Rim Road, San Diego, CA 92121-2912 (32.901268,-117.177681). Phone: 858 678 1400 Fax:
858 546 0364.

TUV SUD America Inc. (Rancho Bernardo)

16936 Via Del Campo, San Diego, CA 92127-1708 (33.018644,-117.092409). Phone: 858 678-1436/65/67
Fax: 858 546 0364.
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1.9

1.9.1

1.9.2

193

1.9.4

1.95

1.9.6

1.9.7

TEST FACILITY REGISTRATION

FCC — Registration No.: US1146

TUV SUD America Inc. (San Diego), is an accredited test facility with the site description report on file and
has met all the requirements specified in §2.948 of the FCC rules. The acceptance letter from the FCC is
maintained in our files and the Designation is US1146.

Innovation, Science and Economic Development Canada (IC) Registration No.: 3067A-1 & 22806-1

The 10m Semi-anechoic chamber of TUV SUD America Inc. (San Diego Rancho Bernardo) has been
registered by Certification and Engineering Bureau of Innovation, Science and Economic Development
Canada for radio equipment testing with Registration No. 3067A-1.

The 3m Semi-anechoic chamber of TUV SUD America Inc. (San Diego Mira Mesa) has been registered by
Certification and Engineering Bureau of Innovation, Science and Economic Development Canada for radio
equipment testing with Registration No. 22806-1.

BSMI — Laboratory Code: SL2-IN-E-028R (US0102)

TUV Product Service Inc. (San Diego) is a recognized EMC testing laboratory by the BSMI under the MRA
(Mutual Recognition Arrangement) with the United States. Accreditation includes CNS 13438 up to 6GHz.
NCC (National Communications Commission - US0102)

TUV SUD America Inc. (San Diego) is listed as a Foreign Recognized Telecommunication Equipment Testing
Laboratory and is accredited to ISO/IEC 17025 (A2LA Certificate No.2955.13) which under APEC TEL MRA
Phase 1 was designated as a Conformity Assessment Body competent to perform testing of equipment
subject to the Technical Regulations covered under its scope of accreditation including RTTEQ1, PLMNO1
and PLMNOS for TTE type of testing and LPO02 for Low-Power RF Device type of testing.

VCCI - Registration No. A-0280 and A-0281

TUV SUD America Inc. (San Diego) is a VCCI registered measurement facility which includes radiated field
strength measurement, radiated field strength measurement above 1GHz, mains port interference
measurement and telecommunication port interference measurement.

RRA - Identification No. US0102

TUV SUD America Inc. (San Diego) is National Radio Research Agency (RRA) recognized laboratory under
Phase | of the APEC Tel MRA.

OFCA - U.S. Identification No. US0102

TUV SUD America Inc. (San Diego) is recognized by Office of the Communications Authority (OFCA) under
Appendix B, Phase | of the APEC Tel MRA.
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SECTION 2

TEST DETAILS

Radio Testing of the
Aptiv Services Deutschland GmbH
JATR and J4TRh Short Range Radar
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2.1

2.1.1

2.1.2

2.1.3

2.14

2.1.5

2.1.6

2.1.7

POWER DENSITY

Specification Reference

LPO002 Clause 3.14.1.2

Standard Applicable

Emission limits:

Any emission measured at 3 meters from the transmitter surface, power density should be less than or
equal to 88 microwatts/cm2 (average EIRP of 50 dBm); the peak power density should be less than or
equal to 279 microwatts/cm2 (peak EIRP of 55 dBm).

Equipment Under Test and Modification State

Serial No: 28508527.C.4, 28508527.C.3 / Default Test Configuration

Date of Test/Initial of test personnel who performed the test

December 13, 2018/SB

Test Equipment Used

The major items of test equipment used for the above tests are identified in Section 3.1.

Environmental Conditions/ Test Location

Test performed at TUV SUD America Inc. Mira Mesa facility

Ambient Temperature 22.22°C
Relative Humidity 72 %
ATM Pressure 101.12 kPa

Additional Observations

e Thisis a radiated test.

e Test distance of 3 m was used for the fundamental emissions measurement.

e Acorrection factor of 59.1 dB dB and mixer conversion loss table were used to account for the
test antenna gain, free-space loss and external mixer loss. This was done only for the Average
Power measurement. For Peak measurement the correction factor was directly entered in the

Analyzer.
e Sample correction factor calculation @ 76.5 GHz:
. Asset# 9005 (antenna) -22.5
Cairaeifien External 2 dB attenuator 2.0 59.1
Factor (dB)
Free space loss 79.6
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Test Results

Peak EIRP
Modulation BW Channel Measured EIRP (dBm) Limit (dBm)

Low (76.050 GHz) 23.69

175 MHz Mid (76.413GHz) 23.05
High (76.760 GHz) 23.69
Low (76.050 GHz) 21.99

300 MHz Mid (76.350 GHz) 22.89 >
High (76.575 GHz) 22.97
Low (76.050 GHz) 22.70

425 MHz Mid (76.288 GHz) 23.46
High (76.405 GHz) 24.20

Average EIRP
Modulation BW Channel Measured EIRP (dBm) Limit (dBm)

Low (76.050 GHz) 11.84

175 MHz Mid (76.413GHz) 14.8
High (76.760 GHz) 16.28
Low (76.050 GHz) 13.36

300 MHz Mid (76.350 GHz) 14.73 >0
High (76.575 GHz) 16.06
Low (76.050 GHz) 13.79

425 MHz Mid (76.288 GHz) 14.52
High (76.405 GHz) 15.42

Result: EUT complies
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2.1.9 Test plots
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2.2

2.2.1

2.2.2

223

2.24

2.2.5

2.2.6

2.2.7

2.2.8

SPURIOUS RADIATED EMISSIONS

Specification Reference

LPO002 Clause 3.14.1.3

Standard Applicable

The power density of any emissions outside the operating band shall consist solely of spurious emissions
and shall not exceed the following:

(1) Any emissions below 40 GHz shall comply with the requirements of 2.8.

(2) Any emissions between 40 GHz and 200 GHz, measured at 3 meters from the transmitter surface,
shall be less than or equal to 600 pW/cm?,

(3) Emission above 200 GHz, measured at 3 meters from the transmitter surface, the power density of
any emission should be less than or equal to 1000 pW/cm?.

(4) The measurement frequency of the spectrum shall be 231 GHz.

Equipment Under Test and Modification State

Serial No: 28508527.C.6 / Default Test Configuration

Date of Test/Initial of test personnel who performed the test

October 24 — November 6, 2018 /SB

Test Equipment Used

The major items of test equipment used for the above tests are identified in Section 3.1.

Environmental Conditions/ Test Location

Test performed at TUV SUD America Inc. Mira Mesa facility

Ambient Temperature 21.0-23.8°C
Relative Humidity 70.0 -89.0%
ATM Pressure 100.5-102.0 kPa

Additional Observations

e This is a radiated test. The spectrum was searched from 30 MHz to 300 GHz. There are no
significant spurious emissions observed.

e Test distance of 3 m was used for the spurious emissions measurement below 60 GHz. The
emissions in the range from 60 GHz to 160 GHz were evaluated at 1.0 m distance. For the
measurements in the ranges from 160 GHz to 220 GHz and 220 GHz to 300 GHz, the test distance
was respectively reduced to 0.5 m and 0.2 m assuring that the noise floor is at least 10 dB below
the applicable limit.
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e Correction factors of 9.54 dB, 15.56 dB and 23.52 dB were used to extrapolate the field strengths
measured at 1.0 metres, 0.5 meters and 0.2 meters to the 3 meters distance.

e  All the emissions below 40 GHz comply with the general radiated emission limits of Section 2.8.

e Only worst-case channel and BW presented. There were no relevant spurious emissions found
on other channels. Official testing on these channels were not performed as verifications
prescans shows identical or better results as expected.

e Measurement below 40 GHz was done using EMC32 V9.26.0 automated software. Reported
level is the actual level with all the correction factors factored in. Correction Factor column is for
informational purposes only. See Section 2.2.8 for sample computation.

2.2.9 Sample Computation (Radiated Emission)

Measuring equipment raw measurement (dbpuV) @ 30 MHz 24.4
Asset# 1066 (cable) 0.3
Asset#t 1172 (cable) 0.3

Correction Factor (dB) Asset#t 1016 (preamplifier) -30.7 -12.6
Asset# 1175(cable) 0.3
Asset# 1002 (antenna) 17.2

Reported QuasiPeak Final Measurement (dbuV/m) @ 30MHz 11.8

2.2.10 Test Results

Compliant, see attached plots.
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2.2.11 Test Results Below 1GHz Low Channel 175 MHz BW (worst case configuration)

Level in dBuV/m
I
o

FCC Part-15-Class B Electric-Field-Strength-QP

1 ¢ ¢
301
201 ¢
14
10T
0 t t t t t t t t t t —t 1
30M 50 60 80 100M 200 300 400 500 800 1G
Frequency in Hz
FCC Part 15 Class B Electric Field Strength QP [..\ EMI radiated\]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
Preview Result 1H-PK+ [Preview Result TH.Result:2]
* Final Result 1-QPK [Final Result 1.Result:1]
Quasi Peak Data
Frequency QuasiPeak Meas. Bandwidth Height Polarization Azimuth Corr. Margin Limit Comment
(MHz) (dBuV/m) Time (kHz) (cm) (deg) (dB) (dB) (dBuV/m)
(ms)
35.127776 16.5 1000.0 120.000 203.0 Vv 118.0 -9.9 23.5 40.0
47.614990 19.0 1000.0 120.000 300.0 H 191.0 -14.3 21.0 40.0
67.981643 9.8 1000.0 120.000 400.0 H 1.0 -16.7 30.2 40.0
170.119920 35.0 1000.0 120.000 100.0 Vv 210.0 -11.6 8.5 43.5
575.992465 38.2 1000.0 120.000 100.0 Vv 248.0 -0.5 7.8 46.0
831.985651 33.8 1000.0 120.000 132.0 Vv 199.0 4.3 12.2 46.0
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2.2.12 Test Results Below 1GHz Low Channel 300 MHz BW (worst case configuration)

80T
70T
60T
+ FCC Part-15-Class B Electric-Field-Strength-QP
£ 507
>
> T |
8 I
c 40
= 1 * *
g
-1 30T
207
L.® * 4
10T
0 t t t t t t t t t t +—t |
30M 50 60 80 100M 200 300 400 500 800 1G
Frequency in Hz
FCC Part 15 Class B Electric Field Strength QP [..\ EMI radiated\]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
Preview Result 1H-PK+ [Preview Result TH.Result:2]
* Final Result 1-QPK [Final Result 1.Result:1]
Quasi Peak Data
Frequency QuasiPeak Meas. Bandwidth Height Polarization Azimuth Corr. Margin Limit Comment
(MHz) (dBuV/m) Time (kHz) (cm) (deg) (dB) (dB) (dBuV/m)
(ms)
35.071663 16.8 | 1000.0 120.000 1000 | V 282.0 -9.9 23.2 40.0
45.087214 16.2 | 1000.0 120.000 196.0 | V 255.0 -13.5 23.8 40.0
70.981643 17.2 | 1000.0 120.000 400.0 | V 349.0 -16.9 22.8 40.0
170.119920 34.5 | 1000.0 120.000 100.0 | V 217.0 -11.6 9.0 43.5
566.433026 30.9 | 1000.0 120.000 100.0 | V 260.0 -0.8 15.1 46.0
704.009058 36.6 | 1000.0 120.000 172.0 | V 265.0 2.9 9.4 46.0
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2.2.13

Test Results Below 1GHz Low Channel 425 MHz BW (worst case configuration)

80T
70T
60T
4 FCC Part-15-Class B Electric-Field-Strength-QP
£ 507
>
> T |
8 [
= 40
T 1
3
-1 301
P L 4
207
*
. 4
10T
0 t t t t t t t t t t t |
30M 50 60 80 100M 200 300 400 500 800 1G
Frequency in Hz
FCC Part 15 Class B Electric Field Strength QP [..\ EMI radiated\]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
* Final Result 1-QPK [Final Result 1.Result:1]
Quasi Peak Data
Frequency QuasiPeak Meas. Bandwidth Height Polarization Azimuth Corr. Margin Limit Comment
(MHz) (dBuV/m) Time (kHz) (cm) (deg) (dB) (dB) (dBuVv/m)
(ms)
30.280000 24.3 | 1000.0 120.000 400.0 | H 125.0 -7.9 15.7 40.0
47.031102 16.6 | 1000.0 120.000 350.0 | H 15.0 -14.1 234 40.0
70.821643 15.0 | 1000.0 120.000 250.0 | H 355.0 -16.9 25.0 40.0
83.212745 12.9 | 1000.0 120.000 300.0 | V 1.0 -16.3 27.1 40.0
128.018277 14.5 | 1000.0 120.000 1000 | V 0.0 -14.3 29.0 43.5
909.701162 24.7 | 1000.0 120.000 2500 | H 74.0 5.9 21.3 46.0
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2.2.14 Test Results 1 GHz to 18 GHz Low Channel 175 MHz BW (worst case configuration)

80T
- FCC-Part-15-Class B-Electric-Field -Strength-PK-above 1GHz
70T
60T *
E 501 *
S 4
S - L4
Q 2
E 4071 ¢ Je
5 L
>
3 30
20T
101
0 t t t t t t t —t |
1G 2G 3G 4G 5G 6 8 10G 18G
Frequency in Hz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final Result.Result:4]
Final Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1328.333333 42.93 73.90 30.97 | 1000.0 1000.000 2911 | V 83.0 -5.5
1661.166667 39.25 73.90 34.65 | 1000.0 1000.000 999 | V 191.0 -4.9
1861.966667 36.84 73.90 37.06 | 1000.0 1000.000 1211 | H 232.0 -2.8
2499.766667 45.20 73.90 28.70 | 1000.0 1000.000 99.8 | V 170.0 -1.6
11588.733333 47.84 73.90 26.06 | 1000.0 1000.000 1210 | H 48.0 14.3
13443.933333 50.54 73.90 23.36 | 1000.0 1000.000 121.0 | V -14.0 16.7
17805.533333 59.89 73.90 14.01 | 1000.0 1000.000 311.7 | V 226.0 27.1
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1328.333333 22.54 53.90 31.36 | 1000.0 1000.000 2911 | V 83.0 -5.5
1661.166667 20.80 53.90 33.10 | 1000.0 1000.000 999 | V 191.0 -4.9
1861.966667 23.65 53.90 30.25 | 1000.0 1000.000 1211 | H 232.0 -2.8
2499.766667 26.08 53.90 27.82 | 1000.0 1000.000 99.8 | V 170.0 -1.6
11588.733333 34.60 53.90 19.30 | 1000.0 1000.000 1210 | H 48.0 14.3
13443.933333 37.41 53.90 16.49 | 1000.0 1000.000 1210 | V -14.0 16.7
17805.533333 47.23 53.90 6.67 | 1000.0 1000.000 3117 | V 226.0 27.1
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2.2.15 Test Results 1 GHz to 18 GHz Low Channel 300 MHz BW (worst case configuration)
80T
- FCC-Part-15-Class B-Electric-Field -Strength-PK-above 1GHz
70T
60T \4
g 50T
2 ¢t .
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4071
£ ¢ + ¢
© ™
>
S 307
207
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0 t t t t t t ———+ |
1G 2G 3G 4G 5G 6 8 10G 18G
Frequency in Hz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final Result.Result:4]
Final Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1032.233333 34.52 73.90 39.38 | 1000.0 1000.000 189.1 | V 218.0 -6.4
1331.100000 37.19 73.90 36.71 | 1000.0 1000.000 1763 | V 224.0 -5.5
1567.333333 36.34 73.90 37.56 | 1000.0 1000.000 3759 | V 214.0 -5.1
1662.733333 38.82 73.90 35.08 | 1000.0 1000.000 410.1 | V 136.0 -4.9
2499.600000 45.46 73.90 28.44 | 1000.0 1000.000 121.2 | V 180.0 -1.6
17814.833333 60.29 73.90 13.61 | 1000.0 1000.000 410.2 | V 348.0 27.1
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1032.233333 20.59 53.90 33.31 | 1000.0 1000.000 189.1 | V 218.0 -6.4
1331.100000 22.14 53.90 31.76 | 1000.0 1000.000 1763 | V 224.0 -5.5
1567.333333 21.10 53.90 32.80 | 1000.0 1000.000 3759 | V 214.0 -5.1
1662.733333 21.19 53.90 32.71 | 1000.0 1000.000 4101 | V 136.0 -4.9
2499.600000 26.83 53.90 27.07 | 1000.0 1000.000 121.2 | V 180.0 -1.6
17814.833333 47.02 53.90 6.88 | 1000.0 1000.000 410.2 | V 348.0 27.1
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2.2.16 Test Results 1 GHz to 18 GHz High Channel 425 MHz BW (worst case configuration)

80T
- FCC-Part-15-Class B-Electric-Field -Strength-PK-above 1GHz
70T
607 4
£ 50t *
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1G 2G 3G 4G 5G 6 8 10G 18G
Frequency in Hz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final Result.Result:4]
Final Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1099.266667 39.13 73.90 34.77 | 1000.0 1000.000 121.0 | V 186.0 -5.8
1328.700000 39.37 73.90 34.53 | 1000.0 1000.000 325.1 | V 141.0 -5.5
1499.833333 40.11 73.90 33.79 | 1000.0 1000.000 3250 | V 173.0 -5.3
2499.333333 44.20 73.90 29.70 | 1000.0 1000.000 121.0 | V 172.0 -1.6
13556.966667 50.13 73.90 23.77 | 1000.0 1000.000 2249 | H 5.0 16.9
17787.433333 60.30 73.90 13.60 | 1000.0 1000.000 4101 | V 14.0 27.2
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
1099.266667 21.82 53.90 32.08 | 1000.0 1000.000 121.0 | V 186.0 -5.8
1328.700000 23.18 53.90 30.72 | 1000.0 1000.000 325.1 | V 141.0 -5.5
1499.833333 24.54 53.90 29.36 | 1000.0 1000.000 325.0 | V 173.0 -5.3
2499.333333 26.96 53.90 26.94 | 1000.0 1000.000 1210 | V 172.0 -1.6
13556.966667 37.43 53.90 16.47 | 1000.0 1000.000 2249 | H 5.0 16.9
17787.433333 47.20 53.90 6.70 | 1000.0 1000.000 4101 | V 14.0 27.2
Page 33 of 88

TUV SUD AMERICA INC 10040 Mesa Rim Road San Diego, CA 92121-2912 Phone: 858 678 1400 FAX: 858 546 0364




Aptiv Services Deutschland GmbH
Report No. 72142985B Rev. 5 Model: J4TR and J4TRh

Amenca

2.2.17 Test Results from 18 GHz to 26 GHz Low Channel 175 MHz BW (worst case configuration)

80T
+ FCC Part-15.Class B-Electric Field Strength -PK-above 1GHz
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Frequency in GHz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18678.468500 44.35 73.90 29.55 | 1000.0 1000.000 1623 | H 129.0 -0.6
19522.031500 45.52 73.90 28.38 | 1000.0 1000.000 1369 | V -2.0 -1.1
20748.856500 45.39 73.90 28.51 | 1000.0 1000.000 162.5 | V 20.0 -0.1
22446.918500 46.28 73.90 27.62 | 1000.0 1000.000 162.5 | V 67.0 0.7
24086.551000 47.16 73.90 26.74 | 1000.0 1000.000 1495 | H 231.0 1.3
25964.682000 47.60 73.90 26.30 | 1000.0 1000.000 162.5 | V 60.0 1.8
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18678.468500 31.91 53.90 21.99 | 1000.0 1000.000 162.3 | H 129.0 -0.6
19522.031500 32.43 53.90 21.47 | 1000.0 1000.000 1369 | V -2.0 -1.1
20748.856500 32.73 53.90 21.17 | 1000.0 1000.000 162.5 | V 20.0 -0.1
22446.918500 32.94 53.90 20.96 | 1000.0 1000.000 1625 | V 67.0 0.7
24086.551000 33.90 53.90 20.00 | 1000.0 1000.000 1495 | H 231.0 1.3
25964.682000 34.43 53.90 19.47 | 1000.0 1000.000 1625 | V 60.0 1.8
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2.2.18 Test Results from 18 GHz to 26 GHz Mid Channel 300 MHz BW (worst case configuration)
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+ FCC Part-15.Class B-Electric Field Strength -PK-above 1GHz
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Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18937.627000 45.33 73.90 28.57 | 1000.0 1000.000 1623 | H 255.0 -0.7
19422.424000 45.31 73.90 28.59 | 1000.0 1000.000 149.1 | H -3.0 -1.0
19947.428000 45.73 73.90 28.17 | 1000.0 1000.000 1624 | V 215.0 -0.7
20457.924500 44.93 73.90 28.97 | 1000.0 1000.000 162.5 | V 14.0 -0.7
22951.537500 46.56 73.90 27.34 | 1000.0 1000.000 1624 | H -1.0 0.8
24049.259000 46.37 73.90 27.53 | 1000.0 1000.000 1498 | H 323.0 1.3
25065.251000 46.80 73.90 27.10 | 1000.0 1000.000 149.7 | H 10.0 1.9
25930.313500 47.19 73.90 26.71 | 1000.0 1000.000 1623 | H 164.0 1.8
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18937.627000 32.71 53.90 21.19 | 1000.0 1000.000 1623 | H 255.0 -0.7
19422.424000 32.43 53.90 21.47 | 1000.0 1000.000 149.1 | H -3.0 -1.0
19947.428000 32.60 53.90 21.30 | 1000.0 1000.000 1624 | V 215.0 -0.7
20457.924500 32.34 53.90 21.56 | 1000.0 1000.000 1625 | V 14.0 -0.7
22951.537500 33.58 53.90 20.32 | 1000.0 1000.000 1624 | H -1.0 0.8
24049.259000 33.90 53.90 20.00 | 1000.0 1000.000 149.8 | H 323.0 1.3
25065.251000 34.09 53.90 19.81 | 1000.0 1000.000 149.7 | H 10.0 1.9
25930.313500 34.88 53.90 19.02 | 1000.0 1000.000 1623 | H 164.0 1.8
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2.2.19  Test Results from 18 GHz to 26 GHz High Channel 425 MHz BW (worst case configuration)
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Preview Result 1H-PK+ [Preview Result 1TH.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [..\EMIRadiated\]
* Final_Result PK+ [Final_Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18726.376000 45.06 73.90 28.84 | 1000.0 1000.000 162.5 | H 164.0 -0.7
19439.141500 45.99 73.90 27.91 | 1000.0 1000.000 162.5 | H 25.0 -1.0
19954.134000 46.21 73.90 27.69 | 1000.0 1000.000 162.4 | H 223.0 -0.7
20347.214500 45.39 73.90 28.51 | 1000.0 1000.000 162.4 | H 124.0 -0.7
22991.241500 47.00 73.90 26.90 | 1000.0 1000.000 149.7 | H 9.0 0.9
24092.223000 47.19 73.90 26.71 | 1000.0 1000.000 1624 | V 188.0 1.3
25965.213000 47.37 73.90 26.53 | 1000.0 1000.000 1624 | V 27.0 1.8
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
18726.376000 32.40 53.90 21.50 | 1000.0 1000.000 162.5 | H 164.0 -0.7
19439.141500 32.41 53.90 21.49 | 1000.0 1000.000 162.5 | H 25.0 -1.0
19954.134000 32.57 53.90 21.33 | 1000.0 1000.000 1624 | H 223.0 -0.7
20347.214500 32.45 53.90 21.45 | 1000.0 1000.000 1624 | H 124.0 -0.7
22991.241500 33.87 53.90 20.03 | 1000.0 1000.000 149.7 | H 9.0 0.9
24092.223000 33.81 53.90 20.09 | 1000.0 1000.000 1624 | V 188.0 13
25965.213000 34.68 53.90 19.22 | 1000.0 1000.000 1624 | V 27.0 1.8
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2.2.20 Test Results from 26 GHz to 40 GHz Low Channel 175 MHz BW (worst case configuration)
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Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
L 2 Final_Result PK+ [Final_Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBpuV/m) (dBpuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
27770.862308 48.77 73.90 25.13 | 1000.0 1000.000 149.7 | H 17.0 3.1
28519.247692 47.13 73.90 26.77 | 1000.0 1000.000 1210 | H 324.0 3.5
30346.134616 47.71 73.90 26.19 | 1000.0 1000.000 998 | V 326.0 4.0
34410.812692 49.69 73.90 24.21 | 1000.0 1000.000 144.2 | H 49.0 6.1
37060.877308 51.26 73.90 22.64 | 1000.0 1000.000 175.0 | V 68.0 7.1
37993.186154 52.36 73.90 21.54 | 1000.0 1000.000 121.2 | H 153.0 8.0
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
27770.862308 35.48 53.90 18.42 | 1000.0 1000.000 149.7 | H 17.0 3.1
28519.247692 34.16 53.90 19.74 | 1000.0 1000.000 1210 | H 324.0 3.5
30346.134616 35.00 53.90 18.90 | 1000.0 1000.000 99.8 | V 326.0 4.0
34410.812692 36.60 53.90 17.30 | 1000.0 1000.000 144.2 | H 49.0 6.1
37060.877308 37.68 53.90 16.22 | 1000.0 1000.000 175.0 | V 68.0 7.1
37993.186154 38.53 53.90 15.37 | 1000.0 1000.000 121.2 | H 153.0 8.0
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Amenca

2.2.21 Test Results from 26 GHz to 40 GHz High Channel 300 MHz BW (worst case configuration)
80
:I: FCC-Part-15-Class-B-Electric-Field-Strength-PK-above 1GHz
70
60
¢ *
§ 50 ('3 . . S L 4
= ]
% |
T of
5 ¢
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26 28 30 32 34 36 38 40
Frequency in GHz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
* Final_Result PK+ [Final_Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
26029.077692 48.24 73.90 25.66 | 1000.0 1000.000 175.2 | H 152.0 2.3
26762.786538 48.91 73.90 24.99 | 1000.0 1000.000 999 | H 96.0 24
28574.401155 47.72 73.90 26.18 | 1000.0 1000.000 121.2 | V 110.0 3.5
29408.485769 47.95 73.90 25.95 | 1000.0 1000.000 1751 | V 332.0 34
33807.762307 48.35 73.90 25.55 | 1000.0 1000.000 149.7 | H 209.0 6.0
34643.574231 49.88 73.90 24.02 | 1000.0 1000.000 1211 | H 168.0 6.3
36940.260000 50.17 73.90 23.73 | 1000.0 1000.000 1751 | H 20.0 6.9
37944.889615 50.66 73.90 23.24 | 1000.0 1000.000 1471 | H 78.0 7.9
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
26029.077692 35.31 53.90 18.59 | 1000.0 1000.000 175.2 | H 152.0 2.3
26762.786538 35.55 53.90 18.35 | 1000.0 1000.000 999 | H 96.0 24
28574.401155 34.38 53.90 19.52 | 1000.0 1000.000 121.2 | V 110.0 3.5
29408.485769 35.18 53.90 18.72 | 1000.0 1000.000 1751 | V 332.0 3.4
33807.762307 35.58 53.90 18.32 | 1000.0 1000.000 149.7 | H 209.0 6.0
34643.574231 36.78 53.90 17.12 | 1000.0 1000.000 1211 | H 168.0 6.3
36940.260000 36.62 53.90 17.28 | 1000.0 1000.000 175.1 | H 20.0 6.9
37944.889615 37.73 53.90 16.17 | 1000.0 1000.000 1471 | H 78.0 7.9
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Amenca

2.2.22 Test Results from 26 GHz to 40 GHz High Channel 425 MHz BW (worst case configuration)

80]:

FCC-Part-15-Class-B-Electric-Field-Strength-PK-above 1GHz

70
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26 28 30 32 34 36 38 40
Frequency in GHz
Preview Result 1H-PK+ [Preview Result 1H.Result:2]
Preview Result 1V-PK+ [Preview Result 1V.Result:2]
—— FCC Part 15 Class B Electric Field Strength PK above 1GHz [..\EMI Radiated\]
FCC Part 15 Class B Electric Field Strength AV above 1GHz [.\EMI Radiated\]
L 2 Final_Result PK+ [Final_Result.Result:4]
Final_Result AVG [Final_Result.Result:5]
Peak Data
Frequency MaxPeak Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
26037.088293 48.37 73.90 25.53 | 1000.0 1000.000 1755 | H 150.0 2.3
26528.978357 47.56 73.90 26.34 | 1000.0 1000.000 1000 | H 95.0 2.4
29407.283546 47.85 73.90 26.05 | 1000.0 1000.000 1755 | V 330.0 3.4
29824.468335 48.95 73.90 24.95 | 1000.0 1000.000 1700 | V 335.0 3.8
30535.347786 47.90 73.90 26.00 | 1000.0 1000.000 100.0 | V 325.0 4.2
34465.768371 49.69 73.90 24.21 | 1000.0 1000.000 1440 | H 50.0 6.1
34860.567290 49.96 73.90 23.94 | 1000.0 1000.000 145.0 | H 47.0 6.3
37994.762585 51.45 73.90 22.45 | 1000.0 1000.000 1205 | H 155.0 8.0
Average Data
Frequency Average Limit Margin Meas. Bandwidth Height Pol Azimuth Corr. Comment
(MHz) (dBuVv/m) (dBuv/m) (dB) Time (kHz) (cm) (deg) (dB)
(ms)
26037.088293 35.41 53.90 18.49 | 1000.0 1000.000 1755 | H 150.0 2.3
26528.978357 34.85 53.90 19.05 | 1000.0 1000.000 100.0 | H 95.0 24
29407.283546 35.58 53.90 18.32 | 1000.0 1000.000 1755 | V 330.0 3.4
29824.468335 35.67 53.90 18.23 | 1000.0 1000.000 170.0 | V 335.0 3.8
30535.347786 35.18 53.90 18.72 | 1000.0 1000.000 100.0 | V 325.0 4.2
34465.768371 36.48 53.90 17.42 | 1000.0 1000.000 1440 | H 50.0 6.1
34860.567290 37.77 53.90 16.13 | 1000.0 1000.000 145.0 | H 47.0 6.3
37994.762585 38.52 53.90 15.38 | 1000.0 1000.000 1205 | H 155.0 8.0
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2.2.23 Test Results 40 GHz to 300 GHz
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2.3

23.1

2.3.2

233

234

2.3.5

2.3.6

2.3.7

FREQUENCY STABILITY

Specification Reference

LP0O002 Clause 3.14.1.4

Standard Applicable

Fundamental emissions must be contained within the frequency band during all conditions of operation.
Equipment is presumed to operate over the temperature range -20 to 50 degrees Celsius with an input
voltage variation of 85% to 115% of rated input voltage.

Equipment Under Test and Modification State

Serial No: 28508527.C.4/ Default Test Configuration

Date of Test/Initial of test personnel who performed the test

November 07, 2018/SB

Test Equipment Used
The major items of test equipment used for the above tests are identified in Section 3.1.
Environmental Conditions/Test Location

Test performed at TUV SUD America Inc. Rancho Bernardo facility

Ambient Temperature 21°C
Relative Humidity 63%
ATM Pressure 101.56 kPa

Additional Observations

e EUT has no antenna port available. The measurements under this section were performed using
radiated measurement method.

e Temperature range used is -20°C to +50°C. During test the EUT spectrum was monitored in the
entire temperature range at 10 °C intervals.

e Extreme test source voltage used is 10.2 VDC and 13.8 VDC (85 % and 115 % of nominal
voltage). No considerable frequency variations were observed at extreme supply voltages.

e RBW is 1 MHz while VBW is 3 MHz

e Detector is Peak

e Traceis Max Hold

e During the test low and high frequencies (f.and fu) of the signal spectrum were monitored. The
applicable spurious emissions limit was used to define frand fx.

e The Test was done for one CW file.
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Amanca
2.3.8 Test Results
Temperature variation
. Frequency Low f, Frequency High fy
Modulation BW Temperature (GHz) (GHz)
50°C 76.00435 76.22405
40°C 76.00455 76.21795
30°C 76.00475 76.22165
20°C 76.05035 76.22045
€55 B loEy Elr 2 10°C 76.00615 76.21535
0°C 76.00625 76.21795
-10°C 76.05095 76.21975
-20C 76.05095 76.21975
fi=76.00435 GHz > 76.0 GHz
fu=76.21975 GHz < 77.0 GHz
EUT Complies
2.3.9 Test Plots
Mudiview 22 Spectrum
e (et & = b T e
T 1 * OUEW D e
III..nlI|||||"|.-..; Swonp
FOHHHI phs
WS
—-m:'; 5 rln_m
EA45AE 0711, 2008
50 DEG 12.0 VDC CW 76.050 GHz
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Mudiview 22 Spectrum
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M ievw 22 Specirum
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M ievw 22 Specirum
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M ievw 22 Specirum
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M ievw 22 Specirum
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Amenca

2.4 MPE CALCULATION

24.1 Specification Reference

LP0002 Clause 5.20.2

2.4.2 Standard Applicable

For purposes of RF exposure assessment requirements, Maximum Permissible Exposure (MPE) shall be
measured, if separation distance of at least 20 centimeters is normally maintained between radiating
structures and the body of the user or nearby persons. Limits are as follows:

Frequency Range Electric Field Magnetic Field Power Density Averaging Time
(MHz) Strength (V/m) Strength (A/m) (mW/cm?) (Minutes)
0.3-1.34 614 1.63 *100 30
1.34-30 824/f 2.19/f *180/f2 30
30-300 27.5 0.073 0.2 30
300-1500 - - /1500 30
1500-100000 - - 1.0 30

243 Equipment Under Test and Modification State

Serial No: 28508527.C.6 / Calculation Only

244 Initial of test personnel who performed the calculation

Marh 4, 2019 /SB

2.4.5 Mobile MPE Calculation Summary using a 20cm separation distance:
] ET Power Density Power Density
ode utput Power (mW/cm?) (LW/cm?)
JATR 76-81 GHz 119.43 dBuV/m
Vehicular Short-Range Radar @ 3 meters 0.05234213 52.34213
2.4.6 Mobile MPE Calculation using a 20cm separation distance:

Using Power Density formula:
PG

S =
41R?
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where: S = power density
P = power input to the antenna

G = power gain of the antenna in the direction of interest relative to isotropic

R = distance to the center of radiation of the antenna

Measured Field Strength --Radiated:
Maximum peak output power --Radiated:
Antenna gain(typical):

Maximum antenna gain:

Prediction distance:

Prediction frequency:

Applied Limit:

Power density at prediction frequency:

Margin of Compliance:

119.43
263.1002463
0.00
1
20.00
76000
1
0.05234213
-12.81

(dBuV/m)
(mW)
(dBi)
(numeric)
(cm)
(MHz)
(mMW/cm?)
(mMW/cm?)
(dB)
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2.5 MODEL DIFFERENCE LETTER
*APTIV:-
To Whom it may concern Aptiv Services Deutschland GmbH
Ljiljana Trivic
Certification Responsible

E-Mail: Ljiljana. Trivic@Aptiv.com
F'lhone +49 2261 971 415

Date: 14th January 2019

MODEL DIFFERENCE LETTER J4TR/J4TRh

Aptiv Services Deutschland GmbH declares, that both models of the radar generation SRR3 with
modelnames. J4TR/JATRh do net differ in regard of the RF part. Below the differences are defined:

J4TR (JLR) JATRh (HKMC)

Aptiv Sarvicas Dowtschland GmbH

F wift F Fife Falefon: 202 -0 5kz anr Gasslischok Gt hdRsilenirg Sadsicsymi
4 T3GT Wapporiss Am Technotogisgaik 1 Tulafay 00 02) 2 81— 177 Wiopeis Horsien Sievwedes (Sodncheind  Michasl Geessn
D=42118 VWiupperal Imesnat  www ngf pom Aagmsmnnichi: AG Wuopedal,  Markue Hecsholl (Wt
HRE H453 Msithiss Laymann
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*APTIV:
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van
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L] ron hu?:“ [N ] GAN_LEG
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. L =20 a E VT
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1 | rEmmpaTion o e S | oD
| o e S 20 | T .
DR EAHL — i -

We remain at your disposal should you require any additional information,

' f »ﬂ. ‘(\_‘
L;il_lana 'n.hcr
{Cer‘ti’ﬁca'hnn Responsible)

Aptiv Services Deutschiand GmbH

" L whefon 268 =0 Sz den Graslsshat [ fsdisvng: Aufsienisnne
D-E23ET Whicy Bun Tt tigs ni Taledax (0 T2 2 51 = 3TTT R pperial Kirsten: Slerpers (Smimcharic]  Wichasl Gomser
O£ 8 Wy peanal rlenel  wersapliv.com Regatsiparicht AG Wopped®,  Marsus Harkhof [Werdtzandat]
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SECTION 3

TEST EQUIPMENT USED
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Amarnca
3.1 TEST EQUIPMENT USED
List of absolute measuring and other principal items of test equipment.
(S"I?) g;?:;;) Test Equipment Type Serial Number Manufacturer Cal Date C;I:)Iart):e
Radiated Test Setup
1003 Signal Generator SMR-40 1104.0002.40 Rhode & Schwarz 06/08/2018 | 06/08/2019
7611 Signal/Spectrum Analyzer FSW26 102017 Rhode & Schwarz 05/09/2018 | 05/09/2019
1002 Bilog Antenna 3142C 00058717 ETS-Lindgren 11/20/17 11/20/19
8891 Pre-Amplifier PE15A3262 1012 TUV SUD America 06/15/2017 | 06/15/2018
7631 aD:t”etr’"sa”dged waveguidehorn | 3, 00205418 ETS-Lindgren 08/03/2017 | 08/03/2018
9001 Horn antenna (18-26 GHz) HO42S 101 Custom Microwaves 08/18/17 08/18/19
9002 Horn antenna (26-40 GHz) HO28S 102 Custom Microwaves 07/14/17 07/14/19
9003 Horn antenna (40-60 GHz) HO19R 103 Custom Microwaves 07/19/17 07/19/19
9004 Horn antenna (50-75 GHz) HO15R 104 Custom Microwaves 07/19/17 07/19/19
7628 Horn antenna (75-110 GHz) SAR-2309-10-S2 13481-01 Sage Millimeter, Inc. 08/16/17 08/16/19
9081 Horn antenna (110-170 GHz) HOG6R N/A Custom Microwaves Verified
9082 Horn antenna (140-220 GHz) HOS5R N/A Custom Microwaves Verified
9080 Horn antenna (220-325 GHz) HO3R N/A Custom Microwaves Verified
7620 EMI Test Receiver ESU40 100399 Rhode & Schwarz 10/17/2017 10/17/2018
8628 Pre-amplifier QLJ 01182835-J0 8986002 QuinStar Technologies Inc. 03/06/2018 | 03/06/2019
8893 Pre-amplifier (18-40 GHz) SLKKa-30-6 15G27 Spacek Labs Verified by 1003 and 7611
7637 Harmonics mixer (40-60 GHz) FS-Z60 100009 Rhode & Schwarz 05/31/2018 | 05/31/2020
7636 Harmonics mixer (60-90 GHz) FS-Z90 100092 Rhode & Schwarz Verified
7633 Harmonics mixer (75-110 GHz) HM-110-7 101000 Radiometer Physics Verified
7634 Harmonics mixer (110-170 GHz) HM-170 0062 Radiometer Physics Verified by 1003 & 7611
7635 Harmonics mixer (170-220 GHz) HM-220 020022 Radiometer Physics Verified by 1003 & 7611
7632 Harmonics mixer (220-325 GHz) HM-325 020075 Radiometer Physics Verified by 1003 & 7611
8872 Direct Reading Attenuator STA-60-19-D1 11875-01 Sage Millimeter, Inc. Verified
8860 Direct Reading Attenuator STA-60-15-D1 11466-01 Sage Millimeter, Inc. Verified
8861 Direct Reading Attenuator STA-60-10-D1 11466-01 Sage Millimeter, Inc. Verified
8873 Active Multiplier (40-60 GHz) AMC-19-RFHOO 124 Millitech, Inc. Verified
8914 Active Multiplier (50-75 GHz) AMC-15-RFHOO 283 Millitech, Inc. Verified
8915 Active Multiplier (75-110 GHz) AMC-10-RFHOO 606 Millitech, Inc. Verified
8922 High-frequency cable R90-088-200 N/A Teledyne Verified
1026 High-frequency cable 3M-7/C2 N/A MicroCoax Verified
8849 High-frequency cable (1-18 GHz) SAC-26G-6.1 363 A.H.Systems Verified
8771 6dB attenuator 606-06-1F4/DR N/A MECA Verified
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3.2 MEASUREMENT UNCERTAINTY

For a 95% confidence level, the measurement uncertainties for defined systems are:

3.2.1 Radiated Emission Measurements (Below 1 GHz)
Contribution Probability Probability Standard [u(x:)]?
Distribution Distribution x; Uncertainty
Type u(xi)
1 | Receiver/Spectrum Analyzer Rectangular 0.45 0.26 0.07
2 | Cables Rectangular 0.50 0.29 0.08
3 | Preamp Rectangular 0.50 0.29 0.08
4 | Antenna Rectangular 0.75 0.43 0.19
5 | Site Triangular 3.55 1.45 2.10
6 | EUT Setup Rectangular 1.00 0.58 0.33
Combined Uncertainty (uc): 1.69
Coverage Factor (k): 2
Expanded Uncertainty: 3.38
3.2.2 Radiated Emission Measurements (1 GHz to 18 GHz)
Contribution Probability Probability Standard [u(xi)]?
Distribution Distribution x; Uncertainty
Type u(xi)
1 | Receiver/Spectrum Analyzer Rectangular 0.57 0.33 0.11
2 | Cables Rectangular 0.70 0.40 0.16
3 | Preamp Rectangular 0.50 0.29 0.08
4 | Antenna Rectangular 0.37 0.21 0.05
5 | Site Triangular 5.50 2.25 5.04
6 | EUT Setup Rectangular 1.00 0.58 0.33
Combined Uncertainty (uc): 2.40
Coverage Factor (k): 2
Expanded Uncertainty: 4.81
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Amenta
3.2.3 Radiated Emission Measurements (Above 18 GHz)
Contribution Probability Probability Standard [u(xi)]?
Distribution Distribution x; Uncertainty
Type u(xi)
1 | Cables Rectangular 0.70 0.40 0.16
2 | Preamp Rectangular 0.50 0.29 0.08
3 | Spectrum Analyzer/Mixers Rectangular 3.34 1.93 3.72
4 | Antenna Rectangular 2.70 1.56 2.43
5 | EUT Setup Rectangular 1.50 0.87 0.75
Combined Uncertainty (uc): 2.67
Coverage Factor (k): 2
Expanded Uncertainty: 5.35
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SECTION 4

DIAGRAM OF TEST SETUP
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4.1 RADIATED EMISSION TEST SETUP (BELOW 1 GHZ)

Antenna mast capable
of 4.0 meters elevation

Semi-Anechoic chamber
Antenna Centor Paink

|‘-
|

Y

3 meters |

_: 0.8 meters
Turntable

PC running Receiver/Spectrum
automated software Analyzer
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4.2 RADIATED EMISSION TEST SETUP (ABOVE 1 GHZ)

Antenna mast capable Semi-Anechoic chamber

of 4.0 metars elevation

Y

|
% 3 meters I

i I

A

1.5 meters

Tumtable

Absorbing material between measuring antenna
and EUT for above 1GHz measurement

PC running Receiver/Spectrum
automated software Analyzer

*A test distance of 3 m was used for measurements below 60 GHz. The emissions in the range
from 60 GHz to 160 GHz were evaluated at 1.0 m distance. For the measurements from 160 GHz
to 220 GHz, the test distance was reduced to 0.5 m to assure that the noise floor is at least 10 dB
below the applicable limit. Measurements above 220 GHz were taken at 0.2 m distance.
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4.3 LABORATORY LAYOUT

TUV SUD America Inc. (Rancho Bernardo)

16936 Via del Campo, San Diego, CA 92127-1708 (33.018644,-117.092409).

Phone: 858 678 1436 /1465/ 1466/1467 and 1472 Fax: 858 546 0364. Choose certainty,

Add value.

—_—

+3AC Chamber
(10m)

H

+CE Chamber

T

|

+Debugging Chamber

l

+Wireless Area

Contead - *Ground Plane

oy Offer M st
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44 LABORATORY PICTURES

TUV SUD America Inc. (Rancho Bernardo)

16936 Via del Campo, San Diego, CA92127-1708 (33.018644 -117 092409).
Phone: 858 678 1436 /1465/ 1466/1467 and 1472 Fax: 858 546 0364. Choose certainty.

Add value.

America

10m semi Anechoic Chamber
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SECTION 5

ACCREDITATION, DISCLAIMERS AND COPYRIGHT
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5.1 ACCREDITATION, DISCLAIMERS AND COPYRIGHT

TOV SUD America Inc.’s reports apply only to the specific sample tested under stated test
conditions. It is the manufacturer’s responsibility to assure the continued compliance of
production units of this model. TUV SUD America, Inc. shall have no liability for any deductions,
inferences or generalizations drawn by the client or others from TUV SUD America, Inc.’s issued

reports.

This report is the confidential property of the client. As a mutual protection to our clients, the
public and TUV SUD America, Inc., extracts from the test report shall not be reproduced, except

in full without TUV SUD America, Inc.’s written approval.

This report must not be used to claim product certification, approval, or endorsement by

A2LA, NIST, or any agency of the federal government.

TUV SUD America, Inc. and its professional staff hold government
and professional organization certifications for

AAMI, ACIL, AEA, ANSI, IEEE, A2LA, NIST and VCCI.

waA ST S 4 EEE

A2LA Cert. No. 2955.13
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