Report No.: DACE260126001RF002

VAC

RF TEST REPORT

For

Kashimura Co., Ltd.

Product Name: Smart Projector

Report Reference No.

Applicant’s Name

Address

Testing Laboratory

Address

Test Specification Standard

Date of Receipt
Date of Test
Date of Issue

Result

Test Model(s): KD-287

DACE260126001RF002

Kashimura Co., Ltd.

6-9-28, Ayase, Adachi-ku, Tokyo, Japan

Shenzhen DACE Testing Technology Co., Ltd.

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park,
Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen,
Guangdong, China

Article 2-1, Item 19

January 26, 2026
January 26, 2026 to February 26, 2026
February 26, 2026

Pass

Note: This report shall not be reproduced except in full, without the written approval of Shenzhen DACE
Testing Technology Co., Ltd. This document may be altered or revised by Shenzhen DACE Testing Technology
Co., Ltd. personnel only, and shall be noted in the revision section of the document. The test results in the
report only apply to the tested sample

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China

Web: http://www.dace-lab.com

Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 1 of 55




V1.0 Report No.: DACE260126001RF002

DA

m

Apply for company information

Applicant’s Name : | Kashimura Co., Ltd.

Address 1 | 6-9-28, Ayase, Adachi-ku, Tokyo, Japan
Product Name : | Smart Projector

Test Model(s) : | KD-287

Series Model(s) : | NKD-287

Test Specification Standard(s) | : | Article 2-1, ltem 19

NOTE1:

The manufacturer should ensure that all products in series production are in conformity with the product sample detailed in
this report. If the product in this report is used in any configuration other than that detailed in the report, the manufacturer
must ensure the new system complies with all relevant standards.

Compiled by: Supervised by: Approved by:
MC% Jo previn i T e iern
Lucy Mo / Test Engineer Arron Liu / Project Engineer Tom Chen / Manager
February 26, 2026 February 26, 2026 February 26, 2026

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China
Web: http://www.dace-lab.com Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 2 of 55




D a G V1.0 Report No.: DACE260126001RF002

Revision History Of Report

Version Description REPORT No. Issue Date

V1.0 Original DACE260126001RF002 February 26, 2026

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China
Web: http://www.dace-lab.com Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 3 of 55




D a C V1.0 Report No.: DACE260126001RF002

CONTENTS
TEST SUMMNARY .....oooiiiiieiiaaarereesasrersasaseeesasssse e sasasseeeasassesassmneeasssmsesasssmnesaasasnesasssnnesssssnnesssssnneessssnnesssssnnens 6
1.1 TEST STANDARDS ...coiceueersssneersasansessasassessasassessasansessasansessasnsessasansessasansessasansessasansessasansessassnsessasansessasnn 6
1.2 SUMMARY OF TEST RESULT ...ciiiicciieiissreessssseesssssnsesssssnsessssssesssssssessssnsessasansessassnsessnssnsesssssnsessesansessasnns 6
GENERAL INFORMATION .....cooiiictiiiessressssssresssssnsssssssssensasassessassssssassnsessasassessasansessasansesssssnsesnassssnesassnssenass 7
2.1 CLIENT INFORMATION .....uureriassrersasassessasssnessssassessasasssssssasssesassssesasssnsesssssssesssssnsesssssnnessssssnesssssnnessssnnnees 7
2.2 DESCRIPTION OF DEVICE (EUT)..cciiiciiiiiesererinsssresssssssesssssnseessssssessssssnesssssssesssssssesssssnsesssssssasssssnsesssssnnens 7
2.3 DESCRIPTION OF TEST IMODES....ccetccouteriasssrerissssserssssssesssssssesssssssssssssssesssssssesssssnsesssssnnesssssnnesssssnnesssssnnnns 7
2.4  DESCRIPTION OF SUPPORT UNITS ....ccuitreruesuessessessessssssssssssssssssssssssssssssssssssassssssssssssssssssnsssssnssnssnssnssnes 7
2.5 L Y = I 8
2.6  TEST ENVIRONMENTAL CONDITIONS ...coetisssurerssssseerssssssesssssnnesssssssssssssssessssssssessssnsesssssnnesssssnnesssssnnesssssnnnes 8
2.7 DESCRIPTION OF SUPPORT UNITS ...uuuutiiiiesseerisssseesssssseessssssnesssssssssssssssesssssssesssssnsesssssnnesssssnnesssssnsesssssnnens 8
2.8 EQUIPMENTS USED DURING THE TEST tieieecuterssssseerssssseerssssnsesssssssesssssssesssssssssssssnnssssssnnesssssnnesssssnsesssssnnens 9
2.9 STATEMENT OF THE MEASUREMENT UNCERTAINTY ...covtiiesuerisssmrerssssmresssssnsesssssnsesssssnsesssssnsessssnsesssssnnens 10
EVALUATION RESULTS (EVALUATION).....cciicciiiieeererrsssnressssssresssssnresssssssessssssessssssesssssssessassnsessasannessasan 1
3.1 INTERFERENCE PREVENTION FUNCTION ....cceisesterasaureraassnnersasssneessssnnesesssnnnssssssnsessssnsenssssnnesssssnnenssssnnees 1
K 20t O I O o 015 o o SRR 11
3.2 RF ACCESSIBILITY ..cociiassueeriasaneersasaseersasassessssssseesssasseesasssssessssssesssssnsesasssnssnssssnsesasssnnesssssnnesssssnnenssssnees 12
K 02 I @70 o o1 017 (o o S 12
RADIO SPECTRUM MATTER TEST RESULTS (RF)...cciiciiiicceteiiccereseseseessssse e s s s sne e s ssssss s s ne e s snssnsesenns 13
4.1 TOLERANCE OF FREQUENCY .....cceriiesrerssssnreessssnnerssssnsesssssnserssssnesssssnsessssnnesssssnnesssssnnesssssnnesssssnesssssnnees 13
oy g B Y U DR @ o T=T =1 o] o OO PRSP PPPPPPRRRRRPIRt 13
4.1.2 TeSt SEtUP DIiagramii......ccooi it e e e e e e e a e e e e e e 13
g T =Y I - | = SR 13
4.2 OCCUPIED BANDWIDTH (99%0) .uterieesurerisssnrerssssnsnsssssnsesssssnsesssssnsesssssnsessssnnssssssnssssssssnesssssnnesssssnnenssssnnens 14
g N = O R @ oY= =1 o] o OSSR 14
4.2.2  Test SEUP DIagram: .. ..ottt et 15
4.2.3 TSt DAlA: i e e e e e 15
4.3 ANTENNA POWER AND TOLERANCE ...ccuuuuuiiiireremnnsssssesinreenmsssssssssmemmnssssssssssessnmnnssssssssssesnnnnsssssssessnnnnnnnnss 16
o TR = U T B @ 1= -1 i (o] [ PP PPPPPPPPPSPPOPPUPOY 17
4.3.2  TeSt SEtUP DIagramii...c.cccoi ittt e e e e e e e e e e e e e e e e e e aae e e e e annaees 17
A.3.3 TSt DaAlA: i e e e e 17
4.4  SPURIOUS EMISSION INTENSITY ..cciceeeerisssnrersssssesssssnsessssssessssssesssssnsesssssnesssssnnesssssnnesssssnnesssssnnesssssnnees 18
I = O I @ o T =1 1] o USSR 20
R [T ST 1B o JN B I F= T [ = 0 o PP 20
R T 1= I - | = SRR 20
4.5 SECONDARY RADIATED EMISSIONS .....cciccecueerssanrerssssnserssssnserssssnsesssssnsesssssnsessssnsesssssnnesssssnsesssssnnesssssnnees 21
T O = U B B @ 1o T=1 -1 i [0 [P PPPPPPPPPPPPPPOt 21
4.5.2 TeSt SEtUP DIagrami:. . ..o et e e et e e e e e e e e e e e e anneeee 22
TR T 1= I - | = TR RERPR 22
TEST SETUP PHOTOS ... cieiiimirressieessssmeesssssme s s ssssme e s s ssme e e s same e s sssmne s s s smnesasssnneeesssnnesssssnnesssssnnenssssnnees 23
L (0 0 0 XS 0 ] i I o | U SR 24
AAPPENDIX ...uuttesisssseesssssseessssseessasssessasansessasansessassnsesasanssssassnsssssssnsssssssnsssssssnsessessnsesssnsnsesssssnsessssnneessssnneessssnn 25
1. 99% Occupied BandWIidth ..........cooiiii e 26
2. Spread BandWidth ....... ..o e e e e e e e s 30
3. ANTENA POWET ...ttt ettt e e e e oo et e e e e e e et e e e e e e e e ee s 34
4. SPUIMIOUS EMISSIONS ... ..uiiiiiiii ittt e e et e e e e e e e e et e e e e e e e s sneanbeneeaeeesanansnes 38

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China
Web: http://www.dace-lab.com Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 4 of 55




D a G V1.0 Report No.: DACE260126001RF002

5. Secondary emission Of radio WAVE ..........oocuuiiiiiiiiiiiie e
6. FrequeNCY TOIEIANCE ... ....ooi ittt ettt e e e e e ettt e e e e e e anneeee s

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China
Web: http://www.dace-lab.com Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 5 of 55




Report No.: DACE260126001RF002

DAC —

1 TEST SUMMARY

1.1 Test Standards

The tests were performed according to following standards:

Article 2-1, Item 19 : 2.4GHz for SRD/BT/WIFI

1.2 Summary of Test Result

Item Standard Method Requirement Result

Tolerance of Frequency Article 2-1, Iltem 19 Notification No.88 of Article 2-1, ltem 19 Pass
MIC, 2004

Occupied Bandwidth (99%) | Article 2-1, ltem 19 Notification No.88 of Article 2-1, Item 19 Pass
MIC, 2004

Antenna Power and Article 2-1, Item 19 Notification No.88 of Article 2-1, ltem 19 Pass

Tolerance MIC, 2004

Spurious Emission Intensity | Article 2-1, Iltem 19 Notification No.88 of Article 2-1, Item 19 Pass
MIC, 2004

Secondary Radiated Article 2-1, Item 19 Notification No.88 of Article 2-1, Item 19 Pass

Emissions MIC, 2004

Interference Prevention Article 2-1, Item 19 Notification No.88 of Article 2-1, Item 19 Pass

Function MIC, 2004

RF Accessibility Article 2-1, Item 19 / Article 49-20, Pass

paragraph 1(a)
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GENERAL INFORMATION

2.1 Client Information

Applicant’s Name
Address

Manufacturer
Address

Kashimura Co., Ltd.
6-9-28, Ayase, Adachi-ku, Tokyo, Japan

Shenzhen Hotack Technology Co., Ltd.

901, Building No. 4, Hongchuang High-Tech Center, Xikeng Community,
Fucheng Street, Longhua District, Shenzhen, Guangdong, 518000 China

2.2 Description of Device (EUT)

Product Name:

Smart Projector

Model/Type reference:

KD-287

Series Model:

NKD-287

Model Difference:

All the model are the same circuit and RF module, only the model name and

appearance color are different. Test sample model: KD-287

Trade Mark:

VYKashimura

Power Supply:

Input: 36V=0.95A,12V-=0.7A
(Simultaneous Input)

Operation Frequency:

2402-2480MHz

Number of Channels: 40

Modulation Type: GFSK

Antenna Type: Internal Antenna
Antenna Gain: -1.86dBi
Bluetooth Version: V5.4

Hardware Version: LCD_2C-H726
Software Version: Android 14

2.3 Description of Test Modes

No Title

Description

T™M1 TX mode

Keep EUT in transmitting mode

T™M2 RX mode

Keep EUT in receiving mode

Test Environment

Normal Voltage(AC): 100V

2.4 Description of Support Units

Co.,Ltd. 1201000U

Title Manufacturer Model No. Serial No.
Guangdong Mingxin
AC/DC ADAPTER Power Technologies MXGOWE-3600950.8 /
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2.5 Channel list:

Frequency Frequency Frequency Frequency
cH (MHz) cr (MHz) cH (MHz) ch (MHz)
0 2402 1 2404 2 2406 3 2408
4 2410 5 2412 B 2414 7 2416
8 2418 g 2420 10 2422 11 2424
12 2426 13 2428 14 2430 15 2432
16 2434 17 2436 18 2438 19 2440
20 2442 21 2444 22 2446 23 2448
24 2450 25 2452 26 2454 27 2456
28 2458 29 2460 30 2462 3 2464
32 2466 33 2468 34 2470 35 2478
36 2474 37 2476 38 2478 39 24380

The Lowest frequency, the middle frequency, and the highest frequency of channel were selected to perform the
test, and the selected channel see below:

Frequency (MHz)

Test channel
BLE(1Mbps, 2Mbps)

Lowest channel 2402MHz
Middle channel 2440MHz
Highest channel 2480MHz

2.6 Test Environmental conditions
During the measurement the environmental conditions were within the listed ranges:

Temperature Normal Temperature: 25°C
Normal Voltage AC: 100V
Voltage Low Voltage AC: 90V
High Voltage AC: 110V
Relative Humidity 54 %
Other
Air Pressure 101 kPa

When the external power supply voltage is normal Voltage/ low Voltage/ high Voltage, in the RF circuit, monitor
the WIFI chip power supply voltage, the voltage is as follows:

External power supply module input power RF chip voltage Tolerance (%)
AC: 100V DC 3.3V DC 3.3V 0
AC: 90V DC 3.3V DC 3.3V 0
AC: 110V DC 3.3V DC 3.3V 0

Note: The power supply supplies the voltage rating and the voltage rating £10%. However, when it can be
confirmed that the change of the input voltage to the wireless part circuit of the testing machine is £1% or less
when the input voltage to the testing machine from the external source changes at £+10%, examines it only by the

voltage rating.

2.7 Description of Support Units
The EUT was tested as an independent device.
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2.8 Equipments Used During The Test

Spurious Emission Intensity
Secondary Radiated Emissions
Tolerance of Frequency
Occupied Bandwidth (99%)
Antenna Power and Tolerance

Equipment Manufacturer Model No Inventory No Cal Date |Cal Due Date
Tachoy
RF Test Software |, nformation RTS-01 V1.0.0 / /
Technology(she
nzhen) Co.,Ltd.
Tachoy
RF Sensor Unit Information TR1029-2 000001 / /
Technology(she
nzhen) Co.,Ltd.
Wideband radio
communication R&S CMW500 113410 2025-04-25 | 2026-04-24
tester
V%Ctor Signal Keysight N5181A MY50143455 | 2025-12-02 | 2026-12-01
enerator
Signal Generator Keysight N5182A MY48180415 | 2025-12-02 | 2026-12-01
Spectrum Analyzer Keysight N9020A MY53420323 | 2025-12-02 | 2026-12-01
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2.9 Statement Of The Measurement Uncertainty

Test Item Measurement Uncertainty
Radio Frequency +2x107

Occupied Bandwidth 1+3.63%

RF conducted power +0.733dB

Note: (1) This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.
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3 Evaluation Results (Evaluation)

3.1 Interference Prevention Function

Test Requirement: The EUT shall support one of the following functions:
- Automatic identification transmission
- Automatic identification reception

Test Method: Notification No.88 of MIC, 2004

Procedure: (1) For EUTs capable of automatically transmitting identification data

a. Transmit identification data from EUT to Demodulator

b. Confirm identification data is correctly received by Demodulator

(2) For EUTs capable of automatically receiving identification data

a. Transmit identification data from Link Partner to EUT

b. Confirm communication link is established

c. Link Partner shall respond by transmitting different identification data back to the
EUT

d. Confirm EUT stops transmitting, or confirm EUT recognizes that the two
identification data are different

3.1.1 Conclusion:

The detected ID of the device is below:
60-47-2B-C8-E7-A2

Test result: The device meet the requirements
PASS
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3.2 RF Accessibility

Test Requirement: The EUT shall be constructed in such a way that sensitive RF parts, (like
modulation and oscillator parts) cannot be reached easily by the user. These parts
shall be covered by soldered metal caps or glue or by other mechanical covers. If
the covers are fixed with screws, these shall be not the common type(s) like a
Phillips, but special versions like Torx, so that the user cannot open the device with
common tools.

3.2.1 Conclusion:

Tamper proof declaration:

o Sealed with special screws.

o Plastic chassis is being welded using ultrasonic waves.
o Chassis is glued using a special adhesive

o Metal covers are spot-fused.

o Cover is specially interlocked.

RF and modulation components are covered with shielding case and this shielding case is soldered.

o Shiled case is welded at RF and modulation parts, and ID-ROM is welded using the BGA method.

o Shield case is welded at RF and modulation parts, and ID-ROM is glued at its lead with a special adhesive.
o Shield case is welded at RF and modulation parts, and ID-ROM is glued with a non-transparent laminating
agent.

o RF and Modulation parts are mounted on PCB with surface mount technology, and there is no any
adjustable parts on PCB or adjustable parts are not exposed.

The red circle is welding point.

alala e lals =
Yy
s
e
" |
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4 Radio Spectrum Matter Test Results (RF)

4.1 Tolerance of Frequency

Test Requirement:

Article 2-1, Item 19

Test Limit: +50ppm or less.

Test Method: Notification No.88 of MIC, 2004

Procedure: Center frequency: Test frequency
Span: 1 MHz
RBW: 10 kHz
VBW: 10 kHz
Sweep data points: 1001 or greater
Sweep time: Auto
Detector mode: Positive peak
Indication mode: Max hold

(1) Find the peak carrier signal and measure its frequency

(2) For multiple antenna systems each antenna shall be measured

(3) For an EUT with multiple antennas it is permissible to test a single antenna only,
provided all the antenna measurement values are expected to be same for either of
the following reasons:

a) The frequency of all antenna transmissions are phase-synchronized to a
common (fundamental) oscillator

b) The antenna transmissions share a common clock signal

411 E.U.T. Operation

Operating Environment:

Temperature: 22.8 °C ‘ Humidity: | 48 % Atmospheric Pressure: | 101.6 kPa
Pretest mode: ™1
Final test mode: ™1

41.2 Test Setup Diagram:

O

RF TEST SYSTEM

Il

)
EUT
i

)

(5]

41.3 Test Data:

Please Refer to Appendix for Details.
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4.2 Occupied Bandwidth (99%)

Test Requirement: Article 2-1, Item 19

Test Limit: For DSSS or other modulation:

The measured bandwidth at the low and high channels shall meet the following
requirements:

- The lowest frequency of the measured bandwidth shall not be less than 2400 MHz
- The highest frequency of the measured bandwidth shall not be greater than
2483.5 MHz

[Occupied Bandwidth]

26 MHz or less

Test Method: Notification No.88 of MIC, 2004
Procedure:
Center Frequency: Test frequency
Span: 2 - 3.5 times the technical standard
RBW: Within 3% of the technical standard
VBW: Same as RBW
Sweep time: Auto
Sweep data points: 1001 or greater
Detector mode: Positive peak
Indication mode: Max hold
BW setting: 99%

(1) Measure the signal bandwidth using a spectrum analyzer
(2) For multiple antenna systems:
a) Each antenna shall be individually measured

b) If the measured occupied bandwidth for any antenna exceeds [(Occupied
Bandwidth Limit) — 100kHz] then, in addition, the occupied bandwidth shall be
measured with all antennas combined — see diagram below:

ANTI (O)0—— ATT

O
ANT2 O_ ATT

Spectrum

Combiner 40 Analyzer

ANT3 O_ ATT L

ANT4 O— ATT
System with four Antennas
4.21 E.U.T. Operation:
Operating Environment:
Temperature: 231 °C Humidity: | 51 % Atmospheric Pressure: | 101.6 kPa
Pretest mode: ™1
Final test mode: TM1
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4.2.2 Test Setup Diagram:

O o
| reTEsTsystem |
I .

)

4.2.3 Test Data:
Please Refer to Appendix for Details.
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4.3 Antenna Power and Tolerance

Test Requirement:

Article 2-1, Iltem 19

Test Limit: Antenna Power:
10 mW or less
Tolerance: +20% or less
EIRP: 22.14dBm
Test Method: Notification No.88 of MIC, 2004
Procedure: [Setting 1] — Search for peak power frequency

Center Test frequency

Frequency:

Span: Approximately twice the occupied bandwidth
RBW: 1MHz

VBW: Approximately three times the RBW

Sweep time: Auto

Sweep data 1001 or greater

points:

Detector mode:

Positive peak

Indication
mode:

Max hold

[Setting 2] — Mea
OFDM

surement of average antenna power for FHSS, DSSS,

Frequency: Frequency of peak power found using [Setting 1]
Span: 0 Hz
RBW: 3 MHz (FHSS-Channel Spacing < 1MHz)

1MHz (DSSS, OFDM, FHSS-Channel Spacing > 1MHz)

Detector mode:

Sample

Sweep: Minimum time required to make an accurate
measurement.
For burst type (intermittent) transmission sweep time shall
be greater than one burst interval

Sweep data 1001 or greater

points:

[Setting 3] — Mea

surement of average antenna power other than for FHSS,

DSSS, OFDM

Frequency: Frequency of peak power found using [Setting 1]

Span: 0 Hz

RBW: Bandwidth sufficient to cover that occupied by the carrier
VBW: Bandwidth sufficient to cover that occupied by the carrier

Detector mode:

Sample

Sweep: Minimum time required to make an accurate
measurement.
For burst type (intermittent) transmission sweep time shall
be greater than one burst interval

Sweep data 1001 or greater
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| points:

(1) After configuring the spectrum analyzer to [Setting 1], find the frequency of
maximum transmitted power

(2) After configuring the spectrum analyzer to [Setting 3], measure the Average
Burst Power of the frequency found in (1)

Antenna Power (Watts) = Average Burst Power

4.31 E.U.T. Operation:

Operating Environment:

Temperature: 226 °C Humidity: ’ 48 % Atmospheric Pressure: | 101.6 kPa
Pretest mode: ™1
Final test mode: T™1

4.3.2 Test Setup Diagram:

O <
RF TEST SYSTEM

I

)

(5]
o

4.3.3 Test Data:
Please Refer to Appendix for Details.
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4.4 Spurious Emission Intensity

Test Requirement: Article 2-1, Item 19

Test Limit: (1) Below 2387 MHz: 2.5 yW (-26 dBm)/MHz or less

(2) 2387 to 2400 MHz: 25.0 yW (-16 dBm)/MHz or less

(3) 2483.5 to 2496.5 MHz: 25.0 pW (-16 dBm)/MHz or less
(4) Over 2496.5 MHz: 2.5 pW (-26 dBm)/MHz or less

Test Method: Notification No.88 of MIC, 2004
Procedure: [Setting 1]
Frequency (see Note 1)
range:
RBW: 1 MHz
VBW: 1 MHz
Sweep time: Minimum time required to make an accurate
measurement
Sweep Data 1001 or greater
Points:

Detector mode: | Positive peak

Indication Max hold (see Note 2)
mode:
Note 1: Measurement range shall be 30 MHz to 12.5 GHz, except

for the following cases:

-FHSS, FHSS+DSSS, FHSS+OFDM:2374 MHz to 2509.5
MHz

-Other than FHSS, FHSS+DSSS, FHSS+OFDM: 2400
MHz to 2483.5 MHz

Note 2: Sweep shall be repeated until the max hold waveform is
stable.

[Setting 2]

Center Frequency of spurious emission found using [Setting 1]

frequency:

Span: 0 Hz

RBW: 1 MHz

VBW: 1 MHz

Sweep time: Minimum time required to make an accurate
measurement.

For burst type (intermittent) spurious emissions, sweep
time shall be greater than one burst interval

Sweep Data 1001 or greater
Points:

Detector mode: | Sample

[Setting 3]

Frequency 2374 MHz to 2400 MHz 2483.5 MHz to 2509.5 MHz
range:

RBW: 30 kHz

VBW: 30 kHz

Sweep time: Minimum time required to make an accurate

measurement.
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Sweep data 1001 or greater
points:
Detector mode: | Positive peak
Indication Max hold
mode:

(1) After configuring the spectrum analyzer to [Setting 1], search for spurious
emissions from 30 MHz to 12.5 GHz. If the sweep range does not cover the
required measurement frequency range then the measurement range will need to
be divided into sufficient sections of size [RBW x Sweep Data Points]. If spurious
emissions greater than [Limit - 3dB] are found, then more detailed measurements
are required, go to step (2)

(2) Configure the spectrum analyzer using [Setting 2] and measure the average
signal amplitude.

If the spurious emission is burst type (intermittent), then the average value shall not
include signal OFF time.

If spurious emissions ranging from 30 MHz to 2374 MHz and from 2509.5MHz to
12.5GHz are over the limit, then the test result is Fail.

If spurious emissions ranging from 2374 MHz to 2400 MHz and from 2483.5 MHz to
2509.5 MHz are over the limit, then further detailed measurements are required, go
to step (3)

(3) In the following cases, measure the spurious emissions using [Setting 3]

- Case1: FHSS, FHSS+DSSS, FHSS+OFDM

- Case2: Other than FHSS, FHSS+DSSS, FHSS+OFDM, and the spurious
emissions in step (2) are over the limit

(4) Calculate the spurious emission value (Calculated Value) using following the
formula below:

Calculated Value = (Measured Value using (3) + 15.2dB)

Note: 15.2dB adjustment is derived from the Conversion Factor of RBW
Conversion Factor of RBW = 10 x Log (Reference Bandwidth / RBW of
measurement) = 15.2 [dB] Where: Reference Bandwidth = 1 MHz

RBW of measurement = 30 kHz

(5) If the calculated value using (4) is over the Limit (section 6.7), go to (6)

(6) Configure the spectrum analyzer to [Setting 3] then make the following changes:
Frequency: Frequency of spurious emission

Span: 1 MHz

(7) After sweep, send the span data set to the PC

(8) Convert measured data from dBm to Watts

(9) Sum all the data using the formula below. If the sum is within the limit, the test
result is Pass, otherwise, Fail

n Sw
P.= (> E,
° (; 7’)><l[ZBVI/><k><fn,

Ps: Sum (Watts)

Ei: Measured value at each point in the Span (Watts) Sw: Span (1MHz)

n: Number of measurement points in the Span

k: Correction factor for Equivalent Noise Bandwidth, specific to each spectrum
analyzer, check the instrument user guide

RBW: Resolution Bandwidth (MHz).

(10) If the EUT has multiple antennas, measure the spurious emission form each
individual antenna using steps (1) through (9)

(11) Convert the individual antenna spurious level measurements (step (10)) from
dB to absolute values

(12) Combine (sum) the absolute values of the spurious measurements at each
frequency for each antenna (to create a single composite spectrum of spurious
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emissions)

(13) Ensure that the composite spectrum does not exceed the Limit defined in 6.7
(Technical Standard)

(14) Configuring the spectrum analyzer using [Setting 3] and measure the spurious
emissions with all the antennas electrically combined

441 E.U.T. Operation:

Operating Environment:

Temperature: 23.2°C Humidity: | 50 % Atmospheric Pressure: | 101.6 kPa
Pretest mode: TMA1
Final test mode: T™1

44.2 Test Setup Diagram:

O

RF TEST SYSTEM

Il

)

4.4.3 Test Data:

Please Refer to Appendix for Details.
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4.5 Secondary Radiated Emissions

Test Requirement:

Article 2-1, Iltem 19

Test Limit:

(1) Below 1 GHz: 4 nW (-54dBm) or less
(2) Above 1 GHz: 20 nW (-47dBm) or less

Test Method:

Notification No.88 of MIC, 2004

Procedure:

[Setting 1]

Frequency range:

30 MHz ~ 12.5 GHz

RBW:

Below 1 GHz:100 kHz

Above 1 GHz:1 MHz

VBW: Below 1 GHz:100 kHz
Above 1 GHz:1 MHz
Sweep time: Auto

Sweep data points:

1001 or greater

Detector mode:

Positive peak

Indication mode:

Max hold

[Setting 2]

Center Frequency:

Frequency of spurious emission found

using [Setting 1]

Span: 0 Hz

RBW: Below 1 GHz:100 kHz
Above 1 GHz:1 MHz

VBW: Below 1 GHz:100 kHz
Above 1 GHz:1 MHz

Sweep time: Auto

Sweep data points:

1001 or greater

Detector mode:

Sample

(1) Configure the spectrum analyzer to [Setting 1] and then search for spurious
emissions in the range 30 MHz to 12.5GHz. If the sweep range does not cover the
required measurement frequency range then the measurement range will need to
be divided into sufficient sections of size [RBW x Sweep Data Points].

(2) If spurious emissions are found with an amplitude greater than [Limit - 10dB]
then perform further detailed measurements as described in (3)

(3) Configure the spectrum analyzer using [Setting 2] and measure the average
signal amplitude.

If the spurious emission is burst type (intermittent), then the average value shall not
include signal OFF time Multiple Antenna Systems

If the EUT has multiple antennas then emissions from each antenna shall be
measured individually, as described below

(4) For each antenna repeat steps (1) through (3). Convert all spurious level
measurements from dB to absolute value

(5) Combine (sum) the absolute values of the spurious measurements at each
frequency for each antenna (to create a single composite spectrum of spurious
emissions)

(6) Ensure that the composite spectrum does not exceed the Limit

4.51 E.U.T. Operation:

Operating Environment:

Temperature: 23 °C

Atmospheric Pressure: | 101.6 kPa

Humidity: | 47 %
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Pretest mode: T™2

Final test mode: T™M2

4.5.2 Test Setup Diagram:

O o
| reTEsTsystem |
E— A—

)

4.5.3 Test Data:
Please Refer to Appendix for Details.
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5 TEST SETUP PHOTOS
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6 PHOTOS OF THE EUT

Refer to Appendix - EUT Photos for EUT External Photo and Internal Photo.
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Appendix
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1. 99% Occupied Bandwidth

Condition Antenna Rate Frequency(MHz) Occupied Bandwidth(MHz) Limit(MHz) Result
NVNT ANT1 1Mbps 2402.00 1.03 <26 Pass
NVNT ANT1 1Mbps 2440.00 1.03 <26 Pass
NVNT ANT1 1Mbps 2480.00 1.03 <26 Pass
NVNT ANT1 2Mbps 2402.00 2.06 <26 Pass
NVNT ANT1 2Mbps 2440.00 2.07 <26 Pass
NVNT ANT1 2Mbps 2480.00 2.07 <26 Pass

99%_Occupied_Bandwidth NVNT_ANT1_1Mbps_2402

. Keysight Spectrum Analyzer - Occupied BW ==
RL | SENSE:INT] [ [01:48:51 PMFeb 24, 2026
Center Fre Center Freq: 2.402000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg|Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.26 dB
Ref 15.50 dBm

CenterFreq
2.402000000 GHz

#VBW 100 kHz

Occupied Bandwidth Total Power 9.97 dBm
1.0294 MHz

Transmit Freq Error -6.133 kHz % of OBW Power 99.00 %

x dB Bandwidth 1.246 MHz x dB -26.00 dB

MSG STATUS

99%_Occupied_Bandwidth_NVNT_ANT1_1Mbps_2440
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. Keysight Spectrum Analyzer - Occupied BW =
| SENSE:INT| [ [01:51:09 PMFeb 24, 2026
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.22 dB
Ref 19.44 dBm

Center Freq
2.440000000 GHz

#VBW 100 kHz

Occupied Bandwidth Total Power 9.37 dBm
1.0280 MHz FreqOffset

Transmit Freq Error 6.377 kHz % of OBW Power  99.00 % 0Hz
x dB Bandwidth 1.249 MHz x dB -26.00 dB

MSG STATUS

99%_Occupied_Bandwidth_NVNT_ANT1_1Mbps_2480

. Keysight Spectrum Analyzer - Occupied BW =
RE 500 AC | SENSE:INT| [ [01:55:39 PMFeb 24, 2026
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.35 dB
Ref 15.70 dBm

Center Freq
2.480000000 GHz

#VBW 100 kHz

Occupied Bandwidth Total Power 10.3 dBm
1.0291 MHz

Transmit Freq Error -5.938 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.247 MHz x dB -26.00 dB

MSG STATUS

99%_Occupied_Bandwidth_NVNT_ANT1_2Mbps_2402
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. Keysight Spectrum Analyzer - Occupied BW =
| SENSE:INT| [ [01:59:19 PMFeb 24, 2026
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.26 dB
Ref 21.50 dBm

Center Freq
2.402000000 GHz

Center 2.402 GHz
#Res BW 62 kHz #VBW 180 kHz

Occupied Bandwidth Total Power 10.9 dBm
2.0622 MHz FreqOffset

Transmit Freq Error 2.858 kHz % of OBW Power  99.00 % 0Hz
x dB Bandwidth 2.481 MHz x dB -26.00 dB

MSG STATUS

99%_Occupied_Bandwidth_NVNT_ANT1_2Mbps_2440

. Keysight Spectrum Analyzer - Occupied BW =
RE 500 AC | SENSE:INT| [ [02:05:11 PMFeb 24, 2026
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.22 dB
Ref 21.44 dBm

Center Freq
2.440000000 GHz

#VBW 180 kHz

Occupied Bandwidth Total Power 10.4 dBm
2.0703 MHz

Transmit Freq Error 5.956 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.482 MHz x dB -26.00 dB

MSG STATUS

99%_Occupied_Bandwidth_NVNT_ANT1_2Mbps_2480
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. Keysight Spectrum Analyzer - Occupied BW =
| SENSE:INT| [ [02:08:06 PMFeb 24, 2026
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.35 dB
Ref 21.70 dBm

Center Freq
2.480000000 GHz

#VBW 180 kHz

Occupied Bandwidth Total Power 10.5 dBm
2.0668 MHz FreqOffset

Transmit Freq Error 3.968 kHz % of OBW Power  99.00 % 0Hz
x dB Bandwidth 2.480 MHz x dB -26.00 dB

MSG STATUS
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2. Spread Bandwidth
Condition Antenna Rate Frequency(MHz) Spread Bandwidth(MHz)
NVNT ANT1 1Mbps 2402.00 0.66
NVNT ANT1 1Mbps 2440.00 0.66
NVNT ANT1 1Mbps 2480.00 0.67
NVNT ANT1 2Mbps 2402.00 1.32
NVNT ANT1 2Mbps 2440.00 1.34
NVNT ANT1 2Mbps 2480.00 1.33

Spread_Bandwidth_NVNT_ANT1_1Mbps_2402

. Keysight Spectrum Analyzer - Occupied BW

Lo e

RL
Center Fre

Ref Offset 4.26 dB
Ref 15.50 dBm

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

#FGain:Low

| SENSE:INT] [

‘01:49:10 PMFeb 24,2026

Center Freq: 2.402000000 GHz
—»— Trig: Free Run
#Atten: 30 dB

#VBW 100 kHz

Total Power

664.27 kHz

-17.724 kHz
1.248 MHz

% of OBW Power
x dB

Radio Std: None Frequency

Avg|Hold: 10/10

Radio Device: BTS

CenterFreq
2.402000000 GHz

9.95 dBm

90.00 %
-26.00 dB

STATUS

Spread_Bandwidth_NVNT_ANT1_1Mbps_2440
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VAC

. Keysight Spectrum Analyzer - Occupied BW

| SENSE:INT| [

=
[01:51:27 PMFeb 24, 2026

Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz
Trig: Free Run Avg|Hold:>10/10

—-—
#IFGain:Low #Atten: 30 dB

Ref Offset 4.22 dB
Ref 19.44 dBm

#VBW 100 kHz

663.60 kHz

Transmit Freq Error -17.647 kHz % of OBW Power

90.00 %
x dB Bandwidth 1.249 MHz x dB -26.00 dB

MSG STATUS

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.440000000 GHz

Occupied Bandwidth Total Power 9.35 dBm

Freq Offset
0 Hz

Spread_Bandwidth_NVNT_ANT1_1Mbps_2480

. Keysight Spectrum Analyzer - Occupied BW

RE 500 AC | SENSE:INT| [

=
[01:55:58 PMFeb 24, 2026

Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz
Trig: Free Run Avg|Held: 10110

—-—
#IFGain:Low #Atten: 30 dB

Ref Offset 4.35 dB
Ref 15.70 dBm

#VBW 100 kHz

MSG STATUS

Radio Std: None Frequency

Radio Device: BTS

Center Freq
2.480000000 GHz

Occupied Bandwidth Total Power 10.2 dBm
665.59 kHz

Transmit Freq Error -17.465 kHz % of OBW Power
x dB Bandwidth 1.246 MHz x dB -26.00 dB

90.00 %

Spread_Bandwidth_NVNT_ANT1_2Mbps_2402
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. Keysight Spectrum Analyzer - Occupied BW =
| SENSE:INT| [ [01:59:37 PMFeb 24, 2026
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.26 dB
Ref 21.50 dBm

Center Freq
2.402000000 GHz

Center 2.402 GHz
#Res BW 62 kHz #VBW 180 kHz

Occupied Bandwidth Total Power 11.0 dBm
1.3238 MHz FreqOffset

Transmit Freq Error -23.457 kHz % of OBW Power  90.00 % 0Hz
x dB Bandwidth 2.481 MHz x dB -26.00 dB

MSG STATUS

Spread_Bandwidth_NVNT_ANT1_2Mbps_2440

. Keysight Spectrum Analyzer - Occupied BW =
RE 500 AC | SENSE:INT| [ [02:05:30 PMFeb 24, 2026
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.22 dB
Ref 21.44 dBm

Center Freq
2.440000000 GHz

#VBW 180 kHz

Occupied Bandwidth Total Power 10.4 dBm
1.3361 MHz

Transmit Freq Error -20.430 kHz % of OBW Power 90.00 %
x dB Bandwidth 2.484 MHz x dB -26.00 dB

MSG STATUS

Spread_Bandwidth_NVNT_ANT1_2Mbps_2480
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. Keysight Spectrum Analyzer - Occupied BW =
| SENSE:INT| [ [02:08:24 PMFeb 24, 2026
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
—— Trig: Free Run Avg|Held: 10110
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.35 dB
Ref 21.70 dBm

Center Freq
2.480000000 GHz

#VBW 180 kHz

Occupied Bandwidth Total Power 10.5 dBm
1.3341 MHz FreqOffset

Transmit Freq Error -20.273 kHz % of OBW Power  90.00 % 0Hz
x dB Bandwidth 2.479 MHz x dB -26.00 dB

MSG STATUS
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3. Antena Power
" Measured Antenna Rated Power Power Tolerance

Condition | Antenna| Rate | Frequency Power(dBm) | Power(mW) | Power(mW)| Limit(mW) | Tolerance(%) Limit(%) Result
NVNT ANT1 |1Mbps| 2402.00 3.1920 2.0855 3 10 -30.48 +20 Pass

NVNT ANT1 [1Mbps| 2440.00 3.0340 2.0109 3 10 -32.97 +20 Pass

NVNT ANT1 [1Mbps| 2480.00 3.1240 2.0531 3 10 -31.56 +20 Pass

NVNT ANT1 [2Mbps| 2402.00 3.6600 2.3227 3 10 -22.58 +20 Pass

NVNT ANT1 [2Mbps| 2440.00 3.1930 2.0859 3 10 -30.47 +20 Pass

NVNT ANT1 [2Mbps| 2480.00 3.2550 2.1159 3 10 -29.47 +20 Pass

1_Antena_Power_NVNT_ANT1_1Mbps_2402

. Keysight Spectrum Analyzer - Swept SA

RL
Center Fre

IFGain:Low

Ref Offset4.25 dB
Ref 17.50 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz

MSG

| SENSE:INT]

[01:47:13 PMFeb 24,2026

Trig: Free Run
#Atten: 24 dB

#VBW 1.0 MHz

Avg Type: Log-Pwr

Avg|Hold: 10/10

Sweep 8.

Mkr1 4.542 ms
3.192 dBm

Span 0 Hz

333 ms (1001 pts) |

2402000000 GHz

1.000000 MHz

uto Man

Freq Offset
0Hz

Scale Type

Lin

1_Antena_Power_NVNT_ANT1_1Mbps_2440
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| Keysight Spectrum Analyzer - Swept SA

T 50 0 | SENSE:INT| [ [01:54:39 PMFeb 24, 2026
Center Freq 2.440000000 GHz ) Avg Type: Log-Pwr

PNO: Fast —»— 1rig: FreeRun Avg|Held: 10110

IFGain:Low #Atten: 24 dB

Mkr1 1.092 ms
Ref 1744 dBm 3.034 dBm

I 5 O Y A N E

2.440000000 GHz

1.000000 MHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.440000000 GHz Span 0 Hz Lin

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 8.400 ms (1001 pts) |
MSG

1_Antena_Power_ NVNT_ANT1_1Mbps_2480

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ [01:56:16 PMFeb 24, 2026
Avg Type: Log-Pwr 4

PNO: Fast —»— 1rig: FreeRun Avg|Held: 10110

IFGain:Low #Atten: 24 dB

Mkr1 2.202 ms
Ref Offset 4.35 dB
Reef175.e70 dBm 3.124 dBm

¥

2480000000 GHz

CF Step
1.000000 MHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.430000000 GHz Span 0 Hz Lin

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 8.533 ms (1001 pts) |
MSG

1_Antena_Power_NVNT_ANT1_2Mbps_2402
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| Keysight Spectrum Analyzer - Swept SA

T 50 0 | SENSE:INT| [ [01:59:55 PMFeb 24, 2026
Center Freq 2.402000000 GHz ) Avg Type: Log-Pwr
PNO: Fast —»— 1rig: FreeRun Avg|Hold:>10/10
IFGain:Low #Atten: 30 dB

Mkr1 8.200 ms
Ref 23.50 dBm 3.660 dBm

S N EN S R (S S A SO N |

Center 2.402000000 GHz Span 0 Hz

2402000000 GHz

1.000000 MHz
uto Man

Freq Offset
0 Hz

Scale Type

Lin

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 8.333 ms (1001 pts) |
MSG

1_Antena_Power_ NVNT_ANT1_2Mbps_2440

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ [02:05:48 PMFeb 24, 2026
Avg Type: Log-Pwr 4

PNO: Fast —»— 1rig: FreeRun Avg|Held: 10110

IFGain:Low #Atten: 24 dB

Mkr1 1.369 ms
Ref 1744 dBm 3.193 dBm

"1

Center 2.440000000 GHz Span 0 Hz

2.440000000 GHz

CF Step
1.000000 MHz
uto Man

Freq Offset
0 Hz

Scale Type

Lin

Res BW 1.0 MHz #VBW 1.0 MHz Sweep 8.400 ms (1001 pts) |
MSG

1_Antena_Power_NVNT_ANT1_2Mbps_2480
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| Keysight Spectrum Analyzer - Swept SA

50 0 | SENSE:INT| [
Center Freq 2.480000000 GHz ) Avg Type: Log-Pwr
PNO: Fast —»— 1rig: FreeRun Avg|Held: 10110 ¥
IFGain:Low #Atten: 24 dB BRI P NNNN N
Mkr1 3.567 ms
Ref Offset 4.35 dB
Ref 17.70 dBm 3.255 dBm

2480000000 GHz

CF Step
1.000000 MHz
Auto Man
|
Freq Offset
0 Hz
|
Scale Type
Center 2.430000000 GHz Span 0 Hz |5 Lin
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 8.533 ms (1001 pts) |
i Measured Antenna EIRP
Condition Antenna Mode Frequency Power(dBm) Gain(dBi) EIRP(dBm) Limit(dBm) Result
NVNT ANT1 1Mbps 2402.00 3.19 -1.86 1.33 12.14 Not Application
NVNT ANT1 1Mbps 2440.00 3.03 -1.86 1.17 12.14 Not Application
NVNT ANT1 1Mbps 2480.00 3.12 -1.86 1.26 12.14 Not Application
NVNT ANT1 2Mbps 2402.00 3.66 -1.86 1.8 12.14 Not Application
NVNT ANT1 2Mbps 2440.00 3.19 -1.86 1.33 12.14 Not Application
NVNT ANT1 2Mbps 2480.00 3.25 -1.86 1.39 12.14 Not Application
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4. Spurious Emissions

. Spur. Spur. Lo
Conditi | Anten | Mod | Frequency( Frequency | RBW(k Fre.(M | Level(dBm/ Limit(dBm/M Spur. Level Limit Res
on na e MHz) Area(MHz) Hz) Hz) ult
Hz) MHz)

NUNT | ANT1 | ™MD | 540000 | 30:0072387.0 1 4500 |171526|  -46.59 26 | 0-021WWIM | 25UWIM| b
ps 0 Hz Hz

NUNT | ANT1 | TMB 1 o400 00 | 2387:00~2400 | 4600 |2400.00| -33.29 16 0.4686LW/M | 25uWIM | p o
ps .00 Hz Hz

NUNT | ANT1 | ™Mb 5400 0 | 2400.00~2483 1 / / / / / /
ps .50

NUNT | ANT1 | ™Mb | o400 00 | 2483.50~2496 | 1600 |2491.69| -53.10 -16 0.0048uW/M | 25UWM | b,
ps .50 Hz Hz

NUNT | ANT1 | ™MD} 540200 | 249690712751 4000 711057 |  -52.11 26 | 0-006TWWIM|2.50WIM| b
ps 0.00 Hz Hz

NUNT | ANT1 | ™MD 44000 | 30007238701 4000 [471200| -44.94 26 | 003200WIM | 2.50WM | o
ps 0 Hz Hz

NVNT | ANT1 | TMB 1 544000 | 2387.00~2400| 4600 |2397.06|  -53.37 16 0.0046uW/M | 25UWIM | b
ps .00 Hz Hz

NUNT | ANT1 | ™Mb 544000 | 2400.00~2483 1 / / / / / /
ps .50

NUNT | ANT1 | ™Mb 944000 | 2483:50~2496 | 41600 |2487.97| -52.69 16 0.0053uW/M | 25UWIM | b
ps .50 Hz Hz

NUNT | ANT1 | ™Mb 544000 [2498:9071275 1 4000 |7000.07|  -51.46 26 | 0:007TIWIM 250WIM| b
ps 0.00 o b

NUNT | ANT1 | ™MP 1 548000 | 30-00°2387.0 1 4600 |2365.70|  -52.48 26 0-0056pW/M | 2.5UWIM | b
ps 0 Hz Hz

NUNT | ANT1 | ™MD 545000 | 2387:00-24001 4000 |239334|  -52.17 46 | 0-00B0WWM | 25UWIM | oy
ps .00 Hz Hz

NUNT | ANT1 | ™Mb 548009 | 2400.00~2483 1 / / / / / /
ps .50

NUNT | ANT1 | TMP | 545000 | 2483:90-249 | 4000 |2483.54|  -46.20 g | 00240uWIM ) 250WIM | b
ps .50 Hz Hz

NUNT | ANT1 | TMP | o4g0.00 [ 2496:901275 | 400 (723362  -51.67 26 | 0-0068UWM 2. 50WM | ppoq
ps 0.00 Hz Hz

NUNT | ANT1 | 2V 540000 | 30-0072387.0 1 4500 |234929|  -52.17 26 | 0-0060uWM | 2.50WIM| b
ps 0 Hz Hz

NUNT | ANT1 |2V | 540200 | 2387:00-24001 4500 |2400.00| -18.75 16 13.3300uW/ | 25WIM | pagg
ps .00 MHz Hz

NUNT | ANT1 [ 2MP 1 940200 | 2400.00~2483 1 / / / / / /
ps .50

NUNT | ANT1 | 2MP | o400 00 | 2483.502496 | 41600 |249534| -52.99 -16 0.0050uW/M | 25UWIM | b,
ps .50 Hz Hz

NUNT | ANT1 | 2MP | 040000 | 2496:50~1275 | 41600 |5708.13|  -51.39 26 0.0072uW/M | 2.50WIM | b o
ps 0.00 Hz Hz

NUNT | ANT1 | 2V | o440 00 | 30-0072387.0 1 4500 |2358.72|  -52.14 26 | 0-006THWM |2 5uWIM| b
ps 0 Hz Hz

NUNT | ANT1 | 2MP 1 544000 | 2387.00~24001 4600 |2388.00|  -53.37 16 0.0046pWIM | 25UWIM | b oo
ps .00 Hz Hz

NUNT | ANT1 [ 2MP 1 944000 | 2400.00~24831 / / / / / /
ps .50

NUNT | ANT1 | 2P| 544000 | 2483:90-2496 | 1000 |2486.09| -52.99 46 | 0-0050uWM | 250WIM | by
ps .50 Hz Hz

NUNT | ANT1 |2V | sas000 | 2496501275 oo [126167) o o - 0.0073uW/M | 2.50WM | o
ps 0.00 0 Hz Hz

NUNT | ANT1 | 2V | 548000 | 30-0072387.0 1 4000 |230215|  -52.65 26 | 0-0054uWM | 250WIM| b
ps 0 Hz Hz

NUNT | ANT1 [ 2MP 545000 | 2387:00-24001 4000 |2399.09|  -52.83 4 | 00052UWIM | 25uWIM | o
ps .00 Hz Hz

NUNT | ANT1 [2MP | 948000 | 2400.00~24831 / / / / / /
ps .50
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NUNT | ANT1 | 2MB | 548000 | 2483902496 41009 |248358| -47.71 16 0.0169uW/M | 25uWIM | b
ps .50 Hz Hz
NUNT | ANT1 | 2V} pago00 | 2496:901275 | 4500 |5818.63|  -51.48 26 | 0007T1LWM 2. 50WM | poqq
ps 0.00 Hz Hz
Spurious_Emissions_NVNT_ANT1_1Mbps_2402
Unwanted spurious emissions
0 Limit
x Emsrgﬁ
20 H
|
40
< MMWWWWW
80 4
-100 T T 1
0,009 1000 3000 12730
Frequency(MHz)
Spurious_Emissions_NVNT_ANT1_1Mbps_2440
Unwanted spurious emissions
0 Limit
* Embaon

Amplitude (dBim)

-100

20 4

40

60

80 4

0.009

T
1000

1
000 12750
Frequency(MHz)

Spurious_Emissions_NVNT_ANT1_1Mbps_2480
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Unwanted spurious emissions

Limit

— race

x  Emission
20
40 4
£0
80

-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)
Spurious_Emissions_NVNT_ANT1_2Mbps_2402
Unwanted spurious emissions

b Limit

—_— Trace

x  Emission

20 4

40

Amplituda(dBin)

80 4

-100 . .
0.008 1000 3000 12750
Frequency(MHz)

Spurious_Emissions_NVNT_ANT1_2Mbps_2440
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Unwanted spurious emissions

B Limit
— race
x  Emission
20
40
£0
80
-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)
Spurious_Emissions_NVNT_ANT1_2Mbps_2480
Unwanted spurious emissions
0 B Limit
—_— Trace
x  Emission
20
40
g
£0 -

80 4

-100

T
0.008 1000

1
3000 12750
Frequency(MHz)
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5. Secondary emission of radio wave

Ove
. Spur. Spur. r Read Rea
Conditio | ANT | Mode | €"3€ | Range(MHz) |RBW(KHZ | Eroq (MHz| Lev.(dBm | SPY" | Limit| 1/10 [Lev.(dBm| d |ResY!
n | ) Lev e t
) ) Limi ) Lev.
t
NVNT A’1“T 1'\1bp LCH | 30.0~10000 | 100 12021 | -76.47 0'03\/25” 4nW | NO / /| Pass
NUNT | ANT | 1Mbp | ) oy 11000.0~12750. | 4500 | 627575 | -71.60 | 008910 | 200 | 4 / I | Pass
1 s 0 ™ W
NVNT A’1“T 1'\1bp MCH | 30.0~10000 | 100 12021 | -76.78 0"05\}0” 4nW | NO / /| Pass
NUNT | ANT | IMbp |y 11000.0-12750. | 4500 | 41675 | -72.55 | 009950 | 20n | / /| Pass
1 s 0 W W
NVNT A’1“T 1'\1bp HCH | 30.0~1000.0 | 100 12021 | -76.27 0'03\;?’5” 4nW | NO / /| Pass
NUNT | ANT [ IMbp ey [1000.0-12780. 1 4600 | 2457.00 | -e1.91 | 084470 1 200 ) o /| Pass
1 s 0 " W
NVNT A'1“T 2'\ibp LCH | 30.0~10000 | 100 12021 | -76.37 0'035’0” 4nW | NO / /| Pass
NyNT | ANT | 2Mbp | ) oy 11000.0~12750. 1 4500 | 245700 | -70.64 | 008620 | 200 |\ / /| Pass
1 s 0 W W
NVNT A'1“T Z“pr MCH | 30.0~10000 | 100 12021 | -76.66 0'03\}5” 4nW | NO / /| Pass
NUNT | ANT | 2Mbp | oy 11000012750, | 4500 | 2457.00 | -71.30 | 00741 | 200 \q / /| Pass
1 s 0 w W
NVNT A'1“T Z“pr HCH | 30.0~1000.0 | 100 12021 | -76.58 0'03\29” 4nW | NO / /| Pass
NuNT | ANT | 2Mbp ey |1000.042780.1 4000 | 11998.00 | 7201 | 00829n | 200 | g | /| Pass
1 s 0 w W
Secondary_emission_of_radio_wave_NVNT_ANT1_1Mbps_LCH
Secondary Radiated Emissions
04  — Limit
X Emsrgﬁ
=20 4
a0
< 60 {
N MMWMWW%M\FWMM
-0 T T 1
0.009 1000 3000 12750
Frequency(MHz)
Secondary_emission_of_radio_wave_NVNT_ANT1_1Mbps_MCH
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Secondary Radiated Emissions
0 Limit
— race
x  Emission
20
40 4
£0
N MWWWW
-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)
Secondary_emission_of_radio_wave_NVNT_ANT1_1Mbps_HCH
Secondary Radiated Emissions
0 Limit
—_— Trace
x  Emission
20
40 4
£0
80
-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)

Secondary_emission_of_radio_wave_NVNT_ANT1_2Mbps_LCH
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20 4

40

60 4

80 4

-100

Amplituda(dBin)

Secondary Radiated Emissions

e Limit

race
x  Emission

LS AV TR

0.008

T 1
1000 3000 12750
Frequency(MHz)

Secondary_emission_of_radio_wave_NVNT_ANT1_2Mbps_MCH

20 4

40

60 4

80 4

-100

Amplituda(dBin)

Secondary Radiated Emissions

e Limit

— _ T
x  Emission

WMMMWWWW

0.008

T 1
1000 3000 12750
Frequency(MHz)

Secondary_emission_of_radio_wave_NVNT_ANT1_2Mbps_HCH
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Secondary Radiated Emissions

e Limit

race
x  Emission

20 4

40

Amplituda(dBin)

60 4

-100 . .
0.008 1000 3000 12750
Frequency(MHz)
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6. Frequency Tolerance

Condition Antenna Modulation Frt(elellll_lezr)lcy Frequ::z;(M Hz) Toll:::l%t(l:(:(];gm) Limit(ppm)| Result
NTNV ANT1 1Mbps 2402.00 2401.988 -4.996 +50 Pass
NTLV ANT1 1Mbps 2402.00 2401.988 -4.996 +50 Pass
NTHV ANT1 1Mbps 2402.00 2401.988 -4.996 +50 Pass
NTNV ANT1 1Mbps 2440.00 2439.987 -5.328 +50 Pass
NTLV ANT1 1Mbps 2440.00 2439.987 -5.328 +50 Pass
NTHV ANT1 1Mbps 2440.00 2439.987 -5.328 +50 Pass
NTNV ANT1 1Mbps 2480.00 2479.986 -5.645 +50 Pass
NTLV ANT1 1Mbps 2480.00 2479.986 -5.645 +50 Pass
NTHV ANT1 1Mbps 2480.00 2479.986 -5.645 +50 Pass
NTNV ANT1 2Mbps 2402.00 2401.989 -4.580 +50 Pass
NTLV ANT1 2Mbps 2402.00 2401.989 -4.580 +50 Pass
NTHV ANT1 2Mbps 2402.00 2401.989 -4.580 +50 Pass
NTNV ANT1 2Mbps 2440.00 2439.988 -4.918 +50 Pass
NTLV ANT1 2Mbps 2440.00 2439.988 -4.918 +50 Pass
NTHV ANT1 2Mbps 2440.00 2439.988 -4.918 +50 Pass
NTNV ANT1 2Mbps 2480.00 2479.987 -5.242 +50 Pass
NTLV ANT1 2Mbps 2480.00 2479.987 -5.242 +50 Pass
NTHV ANT1 2Mbps 2480.00 2479.987 -5.242 +50 Pass

Frequency_Tolerance_NTNV_ANT1_1Mbps_2402

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT] [ [02:16:24 PMFeb 24, 2026
#Avg Type: Log-Pwr 1]
—— Trig: Free Run Avg|Held: 10110
IFGain:Low Atten: 22 dB

Mkr1 2.401 988 GHz
Ref 15.50 dBm 0.479 dBm

2402500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Center 2.4020000 GHz Span 1.000 MHz Lin

#Res BW 10 kHz #V/BW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTLV_ANT1_1Mbps_2402
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DAC

| Keysight Spectrum Analyzer - Swept SA

Center Freq 2.402000000 GHz
PNO: Wide
IFGain:Low

Ref Offset 4.25 dB
Ref 15.50 dBm

Center 2.4020000 GHz
#Res BW 10 kHz

MSG

SENSE:INT| [02:16:30 PMFeb 24, 2026

—— Trig: Free Run

#VBW 30 kHz

#Avg Type: Log-Pwr
Avg|Held: 10110
Atten: 22 dB
Mkr1 2.401 988 GHz
0.475 dBm

Span 1.000 MHz

2402500000 GHz

CF Step
100.000 kHz

uto Man

Freq Offset
0 Hz

Scale Type

Lin

Sweep 9.600 ms (1001 pts)
STATUS

Frequency_Tolerance_NTHV_ANT1_1Mbps_2402

| Keysight Spectrum Analyzer - Swept SA

RL RF Q0 AC
Center Freq 2.402000000 GHz
PNO: Wide -

IFGain:Low

Ref Offset 4.26 dB
Ref 15.50 dBm

Center 2.4020000 GHz
#Res BW 10 kHz

MSG

| SENSE:INT] |

#VEBW 30 kHz

#Avg Type: Log-Pwr
Trig: Free Run Avg|Hold: 1010

Atten: 22 dB

Mkr1 2.401 988 GHz
0.484 dBm

Span 1.000 MHz

L
Sweep 9.600 ms (1001 pts) |

2.402500000 GHz

CF Step
100.000 kHz

uto Man

Freq Offset
0Hz

Scale Type

Frequency_Tolerance_NTNV_ANT1_1Mbps_2440
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DAC

| Keysight Spectrum Analyzer - Swept SA

#Res BW 10 kHz

MSG

Center Freq 2.440000000 GHz

Ref Offset4.22 dB
Ref 19.44 dBm

Center 2.4400000 GHz

SENSE:INT| [02:15:38 PMFeb 24, 2026

#Avg Type: Log-Pwr
Avg|Held: 10110

PNO: Wide —»— 1rig: FreeRun
IFGain:Low Atten: 26 dB

Mkr1 2.439 987 GHz
-0.676 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Span 1.000 MHz Lin

Sweep 9.600 ms (1001 pts)
STATUS

#VBW 30 kHz

Frequency_Tolerance_NTLV_ANT1_1Mbps_2440

| Keysight Spectrum Analyzer - Swept SA

RL
Center Fre

#Res BW 10 kHz

MSG

Ref Offset 4.22 dB
Ref 19.44 dBm

Center 2.4400000 GHz

| SENSE:INT] |
#Avg Type: Log-Pwr
Avg|Hold: 1010

PNO: Wide =»— T1rig: FreeRun
IFGain:Low Atten: 26 dB

Mkr1 2.439 987 GHz
-0.676 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Span 1.000 MHz

L
Sweep 9.600 ms (1001 pts)
STATUS

#VEBW 30 kHz

Frequency_Tolerance_NTHV_ANT1_1Mbps_2440

102, Building H1, & 1/F., Building H, Hongfa Science & Technology Park, Tangtou Community, Shiyan Subdistrict, Bao'an District, Shenzhen, Guangdong, China

Web: http://www.dace-lab.com

Tel: +86-755-23010613 E-mail: service@dace-lab.com Page 48 of 55




Report No.: DACE260126001RF002

VAC

| Keysight Spectrum Analyzer - Swept SA

SENSE:INT|

[02:15:51 PMFeb 24, 2026

Center Freq 2.440000000 GHz _
PNO: Wide —»— 1rig: FreeRun
IFGain:Low Atten: 26 dB

Ref Offset4.22 dB
Ref 19.44 dBm

Center 2.4400000 GHz
#Res BW 10 kHz

MSG

#VBW 30 kHz

#Avg Type: Log-Pwr
Avg|Held: 10110

MKr1 2.439 987 GHz
-0.662 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Span 1.000 MHz Lin

Sweep 9.600 ms (1001 pts) |

Frequency_Tolerance_NTNV_ANT1_1Mbps_2480

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT|

—— Trig: Free Run
Atten: 26 dB

Ref Offset 4.35 dB
Ref 19.70 dBm

Center 2.4800000 GHz
#Res BW 10 kHz

MSG

#VBW 30 kHz

[ [02:14:08 PMFeb 24, 2026
#Avg Type: Log-Pwr NEED
Avg|Held: 10110

Mkr1 2.479 986 GHz
-0.120 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Span 1.000 MHz Lin

Sweep 9.600 ms (1001 pts)
STATUS

Frequency_Tolerance_NTLV_ANT1_1Mbps_2480
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| Keysight Spectrum Analyzer - Swept SA

[02:14:15 PMFeb 24, 2026

T 50 0 | SENSE:INT|
Center Freq 2.480000000 GHz ) #Avg Type: Log-Pwr
PNO: Wide —»— 1rig: FreeRun Avg|Hold:>10/10
IFGain:Low Atten: 26 dB

MKkr1 2.479 986 GHz
Ref 19.70 dBm -0.127 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.4800000 GHz Span 1.000 MHz Lin

#Res BW 10 kHz #VBW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTHV_ANT1_1Mbps_2480

| Keysight Spectrum Analyzer - Swept SA

i [ SENSE:INT] T
Center Fre #Avg Type: Log-Pwr
PNO: Wide =»— T1rig: FreeRun Avg|Hold: 10110
IFGain:Low Atten: 26 dB

Mkr1 2.479 986 GHz
Rer 16.70 dBm -0.138 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Center 2.4800000 GHz Span 1.000 MHz

L
#Res BW 10 kHz #V/BW 30 kHz Sweep 9.600 ms (1001 pts) |
MSG

Frequency_Tolerance_NTNV_ANT1_2Mbps_2402
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D a C V1.0 Report No.: DACE260126001RF002

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ [02:11:30 PMFeb 24, 2026
#Avg Type: Log-Pwr
—— Trig: Free Run Avg|Held: 10110
IFGain:Low Atten: 22 dB

Mkr1 2.401 989 GHz
Ref 15.50 dBm 0.282 dBm

2402500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.4020000 GHz Span 1.000 MHz

#Res BW 10 kHz #VBW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTLV_ANT1_2Mbps_2402

| Keysight Spectrum Analyzer - Swept SA

RL | SENSE:INT] | [02:11:36 PMFeb 24, 2026
Center Fre #Avg Type: Log-Pwr
PNO: Wide =»— T1rig: FreeRun Avg|Hold: 10110
IFGain:Low Atten: 22 dB

Mkr1 2.401 989 GHz
Ref 15.50 dBm 0.258 dBm

2.402500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Center 2.4020000 GHz Span 1.000 MHz Lin

#Res BW 10 kHz #V/BW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTHV_ANT1_2Mbps_2402
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Report No.: DACE260126001RF002

VAC

| Keysight Spectrum Analyzer - Swept SA

SENSE:INT|

[02:11:42 PMFeb 24, 2026

Center Freq 2.402000000 GHz _
PNO: Wide —»— 1rig: FreeRun
IFGain:Low Atten: 22 dB

Ref Offset 4.25 dB
Ref 15.50 dBm

Center 2.4020000 GHz
#Res BW 10 kHz

MSG

#VBW 30 kHz

#Avg Type: Log-Pwr
Avg|Held: 10110

Mkr1 2.401 989 GHz
0.258 dBm

2402500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Span 1.000 MHz Lin

Sweep 9.600 ms (1001 pts) |

Frequency_Tolerance_NTNV_ANT1_2Mbps_2440

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT|

—— Trig: Free Run
Atten: 20 dB

Ref Offset4.22 dB
Ref 13.44 dBm

Center 2.4400000 GHz
#Res BW 10 kHz

MSG

#VBW 30 kHz

[ [02:12:29 PMFeb 24, 2026
#Avg Type: Log-Pwr 1234
Avg|Held: 10110

Mkr1 2.439 988 GHz
-1.045 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Span 1.000 MHz Lin

Sweep 9.600 ms (1001 pts)
STATUS

Frequency_Tolerance_NTLV_ANT1_2Mbps_2440
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| Keysight Spectrum Analyzer - Swept SA

[02:12:35 PMFeb 24, 2026

T 50 0 | SENSE:INT|
Center Freq 2.440000000 GHz ) #Avg Type: Log-Pwr
PNO: Wide —»— 1rig: FreeRun Avg|Held: 10110
IFGain:Low Atten: 20 dB

Mkr1 2.439 988 GHz
Ref 1244 dBm 21,052 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.4400000 GHz Span 1.000 MHz Lin

#Res BW 10 kHz #VBW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTHV_ANT1_2Mbps_2440

| Keysight Spectrum Analyzer - Swept SA

i [ SENSE:INT] T
Center Fre #Avg Type: Log-Pwr
PNO: Wide =»— T1rig: FreeRun Avg|Hold: 10110
IFGain:Low Atten: 20 dB

Mkr1 2.439 988 GHz
Rer 1944 dBm ~1.090 dBm

2.440500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Center 2.4400000 GHz Span 1.000 MHz

L
#Res BW 10 kHz #V/BW 30 kHz Sweep 9.600 ms (1001 pts) |
MSG

Frequency_Tolerance_NTNV_ANT1_2Mbps_2480
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D a C V1.0 Report No.: DACE260126001RF002

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ [02:13:19 PMFeb 24, 2026
#Avg Type: Log-Pwr
—— Trig: Free Run Avg|Held: 10110
IFGain:Low Atten: 26 dB

Mkr1 2.479 987 GHz
Ref 19.70 dBm 0.017 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.4800000 GHz Span 1.000 MHz

#Res BW 10 kHz #VBW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTLV_ANT1_2Mbps_2480

| Keysight Spectrum Analyzer - Swept SA

RL | SENSE:INT] | [02:13:26 PMFeb 24, 2026
Center Fre #Avg Type: Log-Pwr
PNO: Wide =»— T1rig: FreeRun Avg|Hold: 10110
IFGain:Low Atten: 26 dB

Mkr1 2.479 987 GHz
Rer 16.70 dBm -0.011 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0Hz

Scale Type

Center 2.4800000 GHz Span 1.000 MHz Lin

#Res BW 10 kHz #V/BW 30 kHz Sweep 9.600 ms (1001 pts)
E STATUS

Frequency_Tolerance_NTHV_ANT1_2Mbps_2480
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D a C V1.0 Report No.: DACE260126001RF002

| Keysight Spectrum Analyzer - Swept SA

| SENSE:INT| [ [02:13:32 PMFeb 24, 2026
#Avg Type: Log-Pwr
—— Trig: Free Run Avg|Held: 10110
IFGain:Low Atten: 26 dB

Mkr1 2.479 987 GHz
Ref 19.70 dBm -0.042 dBm

2.480500000 GHz

CF Step
100.000 kHz
uto Man

Freq Offset
0 Hz

Scale Type

Center 2.4800000 GHz Span 1.000 MHz

#Res BW 10 kHz #VBW 30 kHz Sweep 9.600 ms (1001 pts) |
MSG

kkkkkkkkkkkkkhhkkkkkkk End of Report kkkkkkkkkkkkkkkkkkkkkk
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