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3.Product Specification

A. Electrical Characteristics

Frequency

VSWR
Efficiency

Impedance
Polarization
Gain(2.4GHz)
B. Material & Mechanical Characteristics
Material of Radiator
Cable Type
Connector Type

Dimension

C. Environmental
Operation Temperature
Storage Temperature
Humidity

2400MHz ~2500 MHz

<2.0
=40%
500hm

Linear
<2.62dbi

FPC(Black)
®0.81mm,L48mm,Black

IPX2
25.0*13.0mm

-20°C~+70°C
-30°C~+385°C
40%~95%

4.Test Equipment & Conditions
1.Network Analyzers

2.HSPA and LTE protocol test set
3.Communications Test Set

4.3D Chamber Test System

Agilent 8753D/5071C

R&S CMW500 -PT
Agilent 8960

Filrez Cyptian. for M

e MAPS Contraller

(Testing by 3D anechoic chamber)

AFF stz

Theta axi_s _t'est

Chart 1 Test topology

X
{ Rotste Phi

Phi axis test

li Rotate Theta
§ (Turntable)
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5.Test Report

5.1 Voltage Standing Wave Ratio(VSWR).

I Actve ChiTrace 2 Response 3 Stimulus 4 Mirfénalysis 5 Instr Stabe

Stop 3 GHz [EE)

1 Start 2 GHz IFEW 70 ke

Chart 2 VSWR
5.2 Efficient and gain.

' 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
50.71  53.03 5358 54.57 96.24 56.11 57.12 5821 59.28 58.70 59.57
224 236 240 248 258 258 262 249 254 252 @ 249

5.3 Radiation pattern.

2400 OMHz H#V, Eff: 50.7%
z

2400 0MHz Total(E1-X2)
op <10 0.7 10 o
20 20

2400 OMHz Total(E2-Y2) 2400 0MHz Total(H-XY)
20 10 0,210 0
264
08
1.04
288
473
657
841 80
4025
12,09
43.94 -10
4578
AT62
19.46
2131
2315
-24.00
-26.83

180 470 150 170 190
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2450.0MHzH+V, Eff. 56.1% 2450.0MHz Total(E1-XZ) 2450.0MHz Total(E2-YZ) 2450.0MHz Total(H-XY)
| 51 20 10 G20 5 20 10 5710 5 110 100 80,180 44
331 30 108 30 - 8
147 40 N 40
L 057 50 50
b 221 -60 60
~ 405 70 70 160

e

2500.0MHz H+V, Eff. 59.6%

59
174 A
058
142 7
13.27 -
-15.11
1695
1879
2063
2248
24.32
26.16

-150
-1
80470 480 170

pE]
80 470 g0 170

!

2500 0MHz Total(E2-YZ)
20 °
30

2500.0MHz Total(E1-XZ)

20 °

10 0,7 10
576
176

10 0,z 10
576

180 179 180 170

160170 150 170 190

160

170

250 ge0 amg 260 2%°

2500.0MHz Total(H-XY)
DﬂD 100 95?7‘4650 70

12

/ 300
250 560 570 280 20

6.Reliability Test
Test Item Test condition Equipment | Specification |Result
Temperature: -30°C, Time:48hrs No material
Test condition: Placing antenna in a Low/High deformation  is
[Low Temp. ) i ... . |Temp.&Hum
Temperature Chamber, keep the temp is 25 ‘C and humidity is|. allowed.
1 |Storage . i. . PASS
st 65% for one hour, then step-down the temp. to -30°C in oneT . Electronic
es ester
hour, store antenna for44 hours; step-up temp to 25 C test Performance is
antenna after 2 hours. ok .
Temperature: 85°C Humidity: 85% RH Time:48hrs No material
[High Test condition: Placing antenna in a Low/High deformation s
) . | ... . |Temp.&Hum
) Temp./High |Temperature Chamber, keep the temp is 25 ‘C and humidity is|. allowed. PASS
i.
[Humid 65% for one hour, then step-up the temp. to 80 C and theT . Electronic
ester
Storage Test |[humidity up to 85% in one hour, store antenna for 44 hours; Performance is
step-down tempto 25°C test antenna after 2 hours. ok .
Placing antenna in the Salt-Spray Tester ,set the test INo color change
Salt-Spray 6 o . . Salt-Spray
3 condition , Temp: 354+2°C Humidity: 85% NaCl salt spray :5 No appear|PASS
pray Test . Tester :
* 1%.PH value :6.5~7.2 Testtime:24hours rusting

7.Assemble type(omit)

8.Product Drawing
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48.0=2=2_0mm
C
S ®0.81 coaxial cable,black, KCC-2 connector
1
Remark: Reviser—
1.FPC material:Electrolytic copper. record 3
2.Backing in behind:3M300LSE. g
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