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1. GENERAL INFORMATION
1.1 CLIENT INFORMATION

Applicant: Nanjing Kuailun Intelligent Technology Co., Ltd.

B4-2F,Maple Science Park,Nanjing Economic & Technological Development

Address of Applicant. Zone, Jiangsu Province, China

Manufacturer: Nanjing Kuailun Intelligent Technology Co., Ltd.

B4-2F,Maple Science Park,Nanjing Economic & Technological Development

Address of Manufacturer: Zone, Jiangsu Province, China

Factory: Nanjing Kuailun Intelligent Technology Co., Ltd.

B4-2F,Maple Science Park,Nanjing Economic & Technological Development Zone,

Address of Factory: Jiangsu Province, China

1.2 EUT INFORMATION
1.2.1 General Description of EUT

Product Name: Central Control Box
Model No.: Super s-2X-012
Add. Model No.: N/A

Trade Mark: RICTOR

DUT Stage: Identical Prototype

EUT Supports Function:

(Provided by the customer) 2.4 GHz ISM Band: Bluetooth V4.0

Software Version: KL_111405 1 1 1 (Provided by the customer)

Hardware Version: PTR5518-AQD (Provided by the customer)

Bluetooth module

Sample Received Date: February 13, 2025

Bluetooth module

Sample Tested Date: February 13, 2025 to February 18, 2025

Super s-2X-012

Sample Received Date: February 19, 2025

Super s-2X-012

Sample Tested Date: February 20, 2025 to February 20, 2025

Remark: The above EUT's information was provided by customer. Please refer to the specifications or user's
manual for more detailed description.

1.2.2 Description of Accessories
None.
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1.3 PRODUCT SPECIFICATION SUBJECTIVE TO THIS STANDARD

Frequency Band:

2400 MHz to 2483.5 MHz

Frequency Range:

2402 MHz to 2480 MHz

Radio Technique:

Bluetooth LE

Modulation Technique: DTS

Type of Modulation: GFSK

Number of Channels: 40 (Please see NOTE 1)
Channel Separation: 2 MHz

RF Output Power:

Please see NOTE 2

Antenna Type:
(Provided by the customer)

PCB Antenna

Antenna Gain:
(Provided by the customer)

0 dBi

Test Voltage:

Please see NOTE 3

NOTE:

1. Operation frequency each of channel

Operation Frequency Each of Channel

Note:
f

f=2402 + 2k MHz, k = 0,...,39

is the operating frequency (MHz);

k is the operating channel.

2. The RF output power as below table:

Conducted RF Radiated RF
Rated output power
(MW) output power output power
(mW) (mW)
Normal mode
LE 0.1 0.0966 0.0966

3. Bluetooth module Test voltage as below table:

Normal Voltage Low Extreme Voltage [ High Extreme Voltage

Operating Voltage (VDC)

3.3 Vdc 1.9 Vdc 3.6 Vdc

1.4 OTHER INFORMATION

None.
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The EUT is a RF product, according to the specifications of the manufacturers. It must comply with the
requirements of the following standards:

Item 19 of Article 2 Paragraph 1,

ARIB STD-T66 Version 3.7,

MIC Notification No. 88 Appendix No.43

All test items have been performed and recorded as per the above standards

1.6 DESCRIPTION OF SUPPORT UNITS

The EUT has been tested with associated equipment below.

1) Support Equipment

Description Manufacturer Model No. Serial Number Supplied by
Laptop DELL Inspiron 5409 9BN63 AOD UnionTrust
2) Support Cable
Cable No. Description Connector Length Supplied by
1 Antenna Cable SMA 0.15 Meter Applicant

1.7 TEST LOCATION

All tests were performed at:

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District,
Shenzhen, China

Telephone: +86 (0) 755 2823 0888

Fax: +86 (0) 755 2823 0886

1.8 TEST FACILITY

The test facility is recognized, certified, or accredited by the following organizations:

CNAS-Lab Code: L9069

The measuring equipment utilized to perform the tests documented in this report has been calibrated once a
year or in accordance with the manufacturer's recommendations, and is traceable under the ISO/IEC 17025 to
international or national standards. Equipment has been calibrated by accredited calibration laboratories.

A2LA-Lab Certificate No.: 4312.01

Shenzhen UnionTrust Quality and Technology Co., Ltd. has been accredited by A2LA for technical competence
in the field of electrical testing, and proved to be in compliance with ISO/IEC 17025 General Requirements for
the Competence of Testing and Calibration Laboratories and any additional program requirements in the
identified field of testing.

ISED Wireless Device Testing Laboratories
CAB identifier;: CN0032

FCC Accredited Lab.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1



http://www.uttlab.com/

U NizN T I USII' Page 8 of 74 Report No.: 25021916193RFC-1

Designation Number: CN1194
Test Firm Registration Number: 259480

1.9 DEVIATION FROM STANDARDS

None.

1.10ABNORMALITIES FROM STANDARD CONDITIONS

None.

1.110THER INFORMATION REQUESTED BY THE CUSTOMER

None.

1.12MEASUREMENT UNCERTAINTY

No. Item Measurement Uncertainty

1 Radio frequency +6.5x 108

2 Occupied Channel Bandwidth +1.86 %

3 RF output power, conducted +0.68 dB

4 Power Spectral Density +0.6 dB

5 Spurious emissions, conducted +2.7dB

6 Supply voltages +0.68 %

7 Time +0.19 %
Remark: 95% Confidence Levels, k=2.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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2. TEST SUMMARY
Notice 88
Item Appendix 43 RIS ST Report reference Result
Reference
Reference
GENERAL PROVISIONS
Frequency Tolerance C 3.2 (4) 5.3 PASS Note 2
Occupied bandwidth D 3.2(7) 5.4 PASS Note 2
Spurious emissions E 3.2 (6) 5.6 PASS Note 2
TRANSMITTING EQUIPMENT
Antenna power E 3.2(1) 5.7 PASS Note 2
SAR -- -- - N/A Note 1
TRANSMITTING ANTENNA
Type, configuration, etc. of B _ 1.3 5.2 PASS Note 2
transmitting antenna
Direction pattern of transmitting 3 = 52 PASS Note 2
antenna
RECEIVING EQUIPMENT
Spurious emissions of receiver H 3.3(1) 5.8 PASS Note 2
Refer to all articles for 3 __ 52 PASS Note 2
transmitting antenna
OPERATING FREQUENCY 2402 TO 2480MHZ
High Frequency/modulation B 3.7 (1) 511 PASS Note 2
section cannot be opened easily
Communication method -- 3.1(2) 1.3 PASS Note 2
Modulation method -- 3.2(D)a 1.3 PASS Note 2
Spread spectrum method -- 3.2(Q)a 5.5 PASS Note 2
Antenna power -- 3.2(2) 5.7 PASS Note 2
Absolute gain of transmitting N 3.6 (2) 57 PASS Note 2
antenna
Angular width  of = principal p Note 2
radiation (AWPR) g R PABS ==
Number of carriers within 1 MHz B o "y
bandwidth in OFDM 3.2 (10) B
Diffusion bandwidth -- 3.2 (8) 5.5 PASS Note 2
Spreading factor -- 3.2(9) 5.5 PASS Note 2
Interference Prevention B 3.4.1(1) 5.10 PASS Note 2
Function
Carrier Sense Capability -- 3.4.1(3) 5.9 N/A Note 1
Note:
1) N/A: In this whole report not applicable.
2) The EUT model Super s-2X-012 uses the already tested Bluetooth module PTR5518 and uses the
same RF characteristics and antennas as the Bluetooth module.After assessment, all technical data
is referred to Bluetooth module PTR5518 (report no. 25021316120RFC-1 dated February 18, 2025)
except Antenna power worst mode verification, Interference Prevention Function and Construction
Protection
Disclaimer and Explanations:
The declared of product specification and data (e.g., antenna gain, RF specification, etc) for EUT presented in
the report are provided by the customer, and the customer takes all the responsibilities for the accuracy of
product specification.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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3. EQUIPMENT LIST

Used Equipment Manufacturer Model No. Serial Number Cal. date Cal. Due date
@ | EXASpectrum Analyzer | KEYSIGHT N9020A MY51286807 | 25-Oct-2024 | 24-Oct-2025
“ uss W'ggggg? Power KEYSIGHT U2021XA MY55430035 | 25-Oct-2024 | 24-Oct-2025
m | MXG X-Series RF Vector |\ ey qiont N5182B MY51350267 | 25-Oct-2024 | 24-Oct-2025

Signal Generator
“ DC Source KIKUSUI PWR400L LK003024 19-July-2024 | 18-July-2025
“ Digital multimeter FLUKE 15B+ 30701460WS 15 | 29-Oct-2024 | 28-Oct-2025

Note 1: Calibration Method

a) Calibration conducted by the National Institute of Information and Communications Technology NICT or a
designated calibration agency under Article 102-18 paragraph

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law (Law
No. 51 of 1992)

c) Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the
NICT or a designated calibration agency under Article 102-18 paragraph

d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right column
of appended table No. 3, which shall have been given any type of calibration, etc. listed above from (a) to

The all calibration corresponds to c) described above.

Note 2: Calibration information
Calibration Agency: Guangzhou LiSai Metrology & Test Co., Ltd.
Address: No.8, South Street Shi Ji Institute Guangzhou, Guangdong, China

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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TEST CONFIGURATION
4.1 ENVIRONMENTAL CONDITIONS FOR TESTING

4.

4.1.1

Page 11 of 74

Normal or Extreme Test Conditions

Report No.: 25021916193RFC-1

Environment Parameter

Selected Values During Tests

1) VN: Normal Voltage; TN: Normal Temperature;
2) VL: Low Extreme Test Voltage; VH: High Extreme Test Voltage.
3) The operating voltage range of this device declared by clientis 1.9V to 3.6 V.

- Ambient
Test Condition : =
Temperature (°C) Voltage (Vdc) Relative Humidity (%)
TN/VN 3.3
TN/VL +15 to +35 1.9 45%-85%
TN/VH 3.6
Remark:

4.1.2 Record of Normal Environment and Test Sample

Tem Ry Pressure
Test Item Y P Humidity Sample No. Tested by
(°C) %) (kPa)
Frequency Tolerance
Occupied bandwidth &
Spreading bandwidth
Spurious emissions 21.3 53.6 100.7 S202502135210-2JA02/2 David Du
Antenna power
Spurious emissions of
receiver
Antenna power worst mode verification
Tem Flariya Pressure
Test Item = \ Humidity Sample No. Tested by
(°0) %) (kPa)
Antenna power 215 53.5 100.9 S202502195251-7JB01/2 David Du
4.2TEST CHANNELS
Type of Modulation Tx/Rx Frequency Test RF Channel Lists
Lowest(L) Middle(M) Highest(H)
GFSK 2402 MHz to 2480 MHz Channel 0 Channel 19 Channel 39
2402 MHz 2440 MHz 2480 MHz
4.3EUT TEST STATUS
' Tx/1Rx .
Type of Modulation Function Description
1. Keep the EUT in continuously transmitting with modulation or
GFSK 1TX/1Rx un-modulation test single.
2. Keep the EUT in continuously receiving.

Power Setting (Provided by the customer)

Power Setting: not applicable, test used software default power level.

Test Software (Provided by the customer)

nRFgo Studio_win-64_1.21.2 installer

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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4.4TEST SETUP

Shielding Chamber

Spectrum analyzer

EUT
| 4 ]
edT
Normal Environment
Shielding Chamber
Spectrum analyzer Cecoupling filter

u (for battery operated
% /devicesj
- Power
= supply

MNon-Conducted Table

Extreme Environment
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5. RADIO TECHNICAL REQUIREMENTS SPECIFICATION
5.1REFERENCE DOCUMENTS FOR TESTING

Item 19 of Article 2 Paragraph 1: Low power data communications system in the 2.4GHz band
ARIB STD-T66 Version 3.7: Second generation low power data communication system/ wireless LAN system

MIC Notification No. 88 Appendix No.43 (2004) of the Ordinance Concerning Technical Regulations
Conformity Certification of Specified Radio Equipment

5.2ANTENNA REQUIREMENT

Standard Requirement

Applicable for equipment with an antenna terminal, including testing terminals) If an antenna connector is
available, all relevant tests will be carried out conducted. If not, tests will be carried out in an anechoic room or
with a suitable test-fixture.

EUT Antenna

The antenna is installed inside the EUT and no consideration of replacement. The best-case gain of the
antenna is 0 dBi, for more antenna details refer to the antenna report.

'xuwoue TECH -

: Model' PTR5518

BT ANT

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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Result: An antenna connector is available, all relevant tests will be carried out conducted.

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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5.3FREQUENCY TOLERANCE
5.3.1 Limit
Tolerance of frequency shall be +/- 50ppm.

5.3.2 Test Setup

Refer to section 4.4 for details.

5.3.3 Instruments Used
Refer to section 3 for details

5.3.4 Test Procedures

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
spectrum analyzer.
Use the following spectrum analyzer settings:

Ok wdpE

Page 15 of 74

Center Frequency = test frequency
RBW = 10kHz, VBW = 10kHz;

Sweep = auto;
Detector function = peak
Trace = max hold
The frequency tolerance test case is directly measured using spectrum analyzer. Then the

frequency error formula is (f-fc)/fcx108 ppm and the limit is less than £50ppm.

5.3.5 Test Result

Report No.: 25021916193RFC-1

Test

Test

Center Freq

Limit

Condition Mode Antenna Freq (MHz) [MHZ] Result [ppm] [opm] Verdict
NTLV BLE_1M Antl 2402 2402.02 8.32640 +50 PASS
NTNV BLE_1M Antl 2402 2402.02 8.32640 +50 PASS
NTHV BLE_1M Antl 2402 2402.019 7.91008 +50 PASS
NTLV BLE 1M Antl 2440 2440.02 8.19672 +50 PASS
NTNV BLE_1M Antl 2440 2440.02 8.19672 +50 PASS
NTHV BLE 1M Antl 2440 2440.02 8.19672 +50 PASS
NTLV BLE_1M Antl 2480 2480.02 8.06452 +50 PASS
NTNV BLE_1M Antl 2480 2480.02 8.06452 +50 PASS
NTHV BLE 1M Antl 2480 2480.02 8.06452 +50 PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Fax: +86-755-28230886

Tel: +86-755-28230888

UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analyzer - Swept SA

I RL RF 500 AC | SEMSE:INT| SOURCE OFF | /I\ALIGN OFF rem—
Center Freq 2.402000000 GHz _ #Avg Type: RMS ‘ OLENEY
PNO: Wide —»— 1rig: Free Run Avg|Hold: 100/100 TvPE T

IFGain:Low #Atten: 40 dB pglp FPPPP

Mkr1 2.402 020 GHz Auto Tune
RS 402 020 CHiz _

Center Freq
2.402000000 GHz

StartFreq
2.401500000 GHz

Stop Freq
2.402500000 GHz

CF Step
100.000 kHz

Freq Offset
0Hz

AR NN Y S
Center 2.4020000 GHz Span 1.000 MHz

Res BW 10 kHz Sweep 12.07 ms (1001 pts)

IMSG % STATUS

RL RE SEMSE:INT| SOURCE CFF A\ALIGH OFF ] T, .
Center Freq 2.402000000 GHz _ #Avg Type: RMS HUEhCy

PNO e —— Trig:Free Run Avg|Hold: 100/100
IFGa w #Atten: 40 dB

Auto Tune
Ref Offset 0.8 dB

10 dBidiv ~ Ref 30.00 dBm
Log

CenterFreq
2.402000000 GHz

StartFreq
2.401500000 GHz

StopFreq
2.402500000 GHz

CF Step
100.000 kHz
Auto Man

Freq Offset
0Hz

Span 1.000 MHz
#VBW 10 kHz Sweep 12.07 ms (1001 pts)

MsG g sTatus

NTNV-BLE_1M-Ant1-2402 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analyzer - Swept SA

0 RL RE S0Q  AC

Center Freq 2.402000000 GHz

Page 17 of 74

SEMSE:INT| SOURCE OFF |

Report No.: 25021916193RFC-1

M\ ALIGH OFF

PNO: Wide —»— 1rig: Free Run
IFGain:Low #Atten: 40 dB

#Avg Type: RMS
Avg|Hold: 100/100

Frequency

Ref Offset 0.8 dB
Ref 30.00 dBm

AR NN Y S
Center 2.4020000 GHz
#Res BW 10 kHz

Mkr1 2.402 019 GHz Auto Tune

-11.751 dBm

Center Freq
2.402000000 GHz

StartFreq
2.401500000 GHz

Stop Freq
2.402500000 GHz

CF Step
100.000 kHz

Freq Offset
0Hz

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

% STATUS

RF ElmEr L EHT

Ref Offset 0.8 dB

10 dBidiv ~ Ref 30.00 dBm
Log

RL
Center Freq 2.440000000 GHz
PNO

SEMSE:INT| SOURCE OFF

M\ ALIGN OFF

e —— Trig:Free Run

IFGai w #Atten: 40 dB

#Avg Type: RMS
Avg|Hold: 100/100

Frequency

Auto Tune

CenterFreq
2.440000000 GHz

StartFreq
2.439500000 GHz

StopFreq
2.440500000 GHz

CF Step
100.000 kHz

Auto Man

Freq Offset
0Hz

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

g sTatus

NTLV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com
UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analyzer - Swept SA

0 RL RF AC

Center Freq 2.440000000 GHz

Page 18 of 74

SEMSE:INT| SOURCE OFF |

Report No.: 25021916193RFC-1

M\ ALIGH OFF

PNO: Wide —»— 1rig: Free Run
IFGain:Low #Atten: 40 dB

#Avg Type: RMS Frequency

Avg|Hold: 1001100

Ref Offset 0.8 dB
Ref 30.00 dBm

SR NN Y S
Center 2.4400000 GHz
#Res BW 10 kHz

Mkr1 2.440 020 GHz Auto Tune

-10.949 dBm

Center Freq
2.440000000 GHz

StartFreq
2.439500000 GHz

Stop Freq
2.440500000 GHz

CF Step
100.000 kHz

Freq Offset
0Hz

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

% STATUS

RF ElmEr L EHT

Ref Offset 0.8 dB

10 dBidiv ~ Ref 30.00 dBm
Log

RL
Center Freq 2.440000000 GHz
PNO

NTNV-BLE_1M-Ant1-2440 MHz-PASS

SEMSE:INT| SOURCE OFF

M ALIGH OFF 03:43:43 PMFeh 13,2025

e —— Trig:Free Run

IFGai w #Atten: 40 dB

Frequency

#Avg Type: RMS
Avg|Hold: 100/100

Auto Tune

CenterFreq
2.440000000 GHz

StartFreq
2.439500000 GHz

StopFreq
2.440500000 GHz

CF Step
100.000 kHz

Auto Man

Freq Offset
0Hz

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

g sTatus

NTHV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com
UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analyzer - Swept SA

] RL RF AC | SEMSE:INT| SOURCE OFF | \ALTGN OFF e
Center Freq 2.480000000 GHz _ #Avg Type: RMS ‘ OLENEY
PNO: Wide —+— 119:Free Run Avg|Hold: 100/100 TvPE X

IFGain:Low #Atten: 40 dB pglp FPPPP

Mkr1 2.480 020 GHz Auto Tune
RS % oz0 oz _

Center Freq
2.480000000 GHz

StartFreq
2.479500000 GHz

Stop Freq
2.480500000 GHz

CF Step
100.000 kHz

Freq Offset
0Hz

SR NN Y S
Center 2.4800000 GHz
#Res BW 10 kHz

IMSG % STATUS

RL RE SEMSE:INT| SOURCE CFF A\ALIGH OFF ] T, .
Center Freq 2.480000000 GHz _ #Avg Type: RMS HUEhCy

PNO e —— Trig:Free Run Avg|Hold: 100/100
IFGa w #Atten: 40 dB

Auto Tune
Ref Offset 0.8 dB

10 dBidiv ~ Ref 30.00 dBm
Log

CenterFreq
2.480000000 GHz

StartFreq
2.479500000 GHz

StopFreq
2.480500000 GHz

CF Step
100.000 kHz
Auto Man

Freq Offset
0Hz

Span 1.000 MHz
Sweep 12.07 ms (1001 pts)

MsG g sTatus

NTNV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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Agilent Spectrum Analyzer - Swept SA
B Ll FF WellSPT AC [ | SEMSE:INT| SOURCE OFF | /N ALIGN OFF

Center Freq 2.480000000 GHz - #Avg Type: RMS
PNO: Wide —»— 1rig: Free Run Avg|Hold: 100/100

IFGain:Low #Atten: 40 dB

Frequency

Auto T
Ref Offset0.8 dB Mkr1 2.480 020 GHz LBl

Ref 30.00 dBm -9.707 dBm

Center Freq
2.480000000 GHz

StartFreq
2.479500000 GHz

Stop Freq
2.480500000 GHz

CF Step
100.000 kHz

Freq Offset
0Hz

#VBW 10 kHz Sweep 12.07 ms (1001 pts)

NTHV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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5.40CCUPIED BANDWIDTH (99% BW)
541 Limit
Occupied bandwidth shall be less than 26MHz.

5.4.2 Test Setup
Refer to section 4.4 for details.

5.4.3 Instruments Used
Refer to section 3 for details

5.4.4 Test Procedures

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
spectrum analyzer.

Use the following spectrum analyzer settings:

Center Frequency = test frequency

Span = 2 to 3.5 times BW

RBW = 300kHz, VBW = 300kHz;

Sweep = auto;

Trace = max hold

Use the 99 % bandwidth function of the spectrum analyser to measure the Occupied Channel
Bandwidth of the UUT. This value shall be recorded.

Ok wdpE

5.45 Test Result

Test Condition Test Mode Antenna Freqg (MHz) Result [MHz] Limit [MHZ] Verdict
NTLV BLE_1M Antl 2402 1.730 <26 PASS
NTNV BLE_1M Antl 2402 1.723 <26 PASS
NTHV BLE_1M Antl 2402 1.648 <26 PASS
NTLV BLE_1M Antl 2440 1.488 <26 PASS
NTNV BLE_1M Antl 2440 1.471 <26 PASS
NTHV BLE_ 1M Antl 2440 1.469 <26 PASS
NTLV BLE 1M Antl 2480 1.326 <26 PASS
NTNV BLE_1M Antl 2480 1.348 <26 PASS
NTHV BLE_1M Antl 2480 1.339 <26 PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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Agilent Spectrum Analyzer - Occupied BW

Page 22 of 74

SEMSE:INT| SOURCE OFF

M\ ALIGH OFF

Report No.: 25021916193RFC-1

03:12:22 PMFeb 13, 2025
Frequency

AT ™ el
Center Freq 2.402000000 GHz

#IFGain:Low

Center Freq: 2.402000000 GHz
—— Trig:Free Run
#Atten: 40 dB

Radio Std: None

Avg|Hold: 1001100

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

1.7297 MHz
61.616 kHz
914.9 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Mkr1 2.402252 GHz

2.402000000 GHz

-7.56 dBm

Freq Offset

99.00 % 0Hz

-6.00 dB

IMSG E STATUS

Agilent Spectrum Analyzer - Occupied BW

NTLV-BLE_1M-Ant1-2402 MHz-PASS

i ALTGH OFF 03:12:27 PMFeb 13,2025
Frequency

#IFGain:Low #Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz

#Res BW 300 kHz #VBW 300 kHz

Total Power

Occupied Bandwidth
1.7228 MHz
53.274 kHz
918.5 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

500 AC SEMSE:INT| SOURCE CFF
Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz
—— Trig:Free Run

Radio Std: None

Avg|Hold: 1001100

Radio Device: BTS

2.402000000 GHz

-7.61 dBm

IMSG

g sTatus

NTNV-BLE_1M-Ant1-2402 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-28230886
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Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.402000000 GHz

#IFGain:

QI e R WealSOT AC |

Page 23 of 74 Report No.: 25021916193RFC-1

02:12:33 PMFeb 13, 2025
Radio Std: None

SEMSE:INT| SOURCE CFF A\ ALIGN OFF
Center Freq: 2.402000000 GHz
—— Trig:Free Run Avg|Hold: 100/100

#Atten: 40 dB

Frequency

Radio Device: BTS

Low

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz
#Res BW 300 kHz

Occupied Bandwidth

1.648
Transmit Freq Error
x dB Bandwidth

65.642 kHz
898.4 kHz

Mkr1 2.401776 GHz
-11.478 dBm

Center Freq
2.402000000 GHz

#VBW 300 kHz

Total Power -7.55 dBm

1 MHz

Freq Offset

99.00 % 0Hz

-6.00 dB

OBW Power
x dB

IMSG E STATUS

Agilent Spectrum Analyzer - Occupied BW

500 AC
Center Freq 2.440000000 GHz

#IFGa

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTHV-BLE_1M-Ant1-2402 MHz-PASS

03:23:01 PMFeb 13,2025
Radio Std: None

SEMSE:INT| SOURCE CFF A\ALIGH OFF
Center Freq: 2.440000000 GHz
—— Trig:Free Run Avg|Hold: 100/100

#Atten: 40 dB

Frequency

Radio Device: BTS
2.439996 GHZ]
-10.488 dBm

in:Low

CenterFreq
2.440000000 GHz

Span 4 MHz
Sweep 1ms

CF Step
#VBW 300 kHz 400.000 kHz

Total Power -6.54 dBm

1.4879 MHz

OBW Power
x dB

62.635 kHz
926.4 kHz

IMSG

g sTatus

NTLV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-282
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Agilent Spectrum Analyzer - Occupied BW

Page 24 of 74

SEMSE:INT| SOURCE OFF

M\ ALIGH OFF

Report No.: 25021916193RFC-1

03:23:06 PMFeb 13, 2025
Frequency

AT ™ el
Center Freq 2.440000000 GHz

#IFGain:Low

Center Freq: 2.440000000 GHz
—— Trig:Free Run
#Atten: 40 dB

Radio Std: None

Avg|Hold: 1001100

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

1.4711 MHz
81.831 kHz
916.0 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Mkr1 2.440256 GHz

2.440000000 GHz

-6.67 dBm

Freq Offset

99.00 % 0Hz

-6.00 dB

IMSG E STATUS

Agilent Spectrum Analyzer - Occupied BW

NTNV-BLE_1M-Ant1-2440 MHz-PASS

i ALTGH OFF 03:23:11 PMFeb 13,2025
Frequency

#IFGain:Low #Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

1.4694 MHz
87.750 kHz
913.7 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

500 AC SEMSE:INT| SOURCE CFF
Center Freq 2.440000000 GHz Center Freq: 2.440000000 GHz
—— Trig:Free Run

Radio Std: None

Avg|Hold: 1001100

Radio Device: BTS
2.440236 GHZ]
-10.496 dBm

CenterFreq
2.440000000 GHz

Span 4 MHz
Sweep 1ms

-6.60 dBm

IMSG

g sTatus

NTHV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-28230886
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Agilent Spectrum Analyzer - Occupied BW

Center Freq 2.480000000 GHz

#IFGain:

QI G e R WealST AC |

Page 25 of 74 Report No.: 25021916193RFC-1

02:33:27 PMFeb 13, 2025
Radio Std: None

SEMSE:INT| SOURCE CFF A\ ALIGN OFF
Center Freq: 2.480000000 GHz
—— Trig:Free Run Avg|Hold: 100/100

#Atten: 40 dB

Frequency

Radio Device: BTS

Low

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.48 GHz
#Res BW 300 kHz

Occupied Bandwidth

1.326
Transmit Freq Error
x dB Bandwidth

55.506 kHz
910.4 kHz

Mkr1 2.480024 GHz
-9.3356 dBm

Center Freq
2.480000000 GHz

#VBW 300 kHz

Total Power -5.49 dBm

3 MHz

Freq Offset

99.00 % 0Hz

-6.00 dB

OBW Power
x dB

IMSG E STATUS

Agilent Spectrum Analyzer - Occupied BW

500 AC
Center Freq 2.480000000 GHz

#IFGa

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.48 GHz
#Res BW 300 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

NTLV-BLE_1M-Ant1-2480 MHz-PASS

03:33:32 PMFeb 13,2025
Radio Std: None

SEMSE:INT| SOURCE CFF A\ALIGH OFF
Center Freq: 2.480000000 GHz
—— Trig:Free Run Avg|Hold: 100/100

#Atten: 40 dB

Frequency

Radio Device: BTS
~2.48028 GHZ]
-9.3429 dBm

in:Low

CenterFreq
2.480000000 GHz

Span 4 MHz
Sweep 1ms

CF Step
#VBW 300 kHz 400.000 kHz

Total Power =5.50 dBm

1.3484 MHz

OBW Power
x dB

73.823 kHz
924.4 kHz

IMSG

g sTatus

NTNV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-282
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Agilent Spectrum Analyzer - Occupied BW

Y Ll RF WelSPT AC | | SEMSE:INT| SOURCE OFF M\ ALIGH OFF 03:33:37 PMFeb 13, 2025
Center Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100

Radio Device: BTS

Mkr1 2.48002 GHz

Ref Offset 0.8 dB
Ref 30.00 dBm I, -9.3303 dBm

——
#IFGain:Low #Atten: 40 dB

Center Freq
2.480000000 GHz

Center 2.48 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power -5.57 dBm

1.3385 MHz EEE
Transmit Freq Error 68.953 kHz OBW Power 99.00 % 0Hz
x dB Bandwidth 919.7 kHz x dB -6.00 dB

IMSG E STATUS

NTHV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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5.5SPREADING BANDWIDTH (90% BW)
551 Limit

Spreading bandwidth = 500 kHz.
Spreading factor = 5.

5.5.2 Test Setup
Refer to section 4.4 for details.

5.5.3 Instruments Used
Refer to section 3 for details

5.5.4 Test Procedures

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
spectrum analyzer.

Use the following spectrum analyzer settings:

Center Frequency = test frequency

Span = 2 to 3.5 times BW

RBW = 300kHz, VBW = 300kHz;

Sweep = auto;

Trace = max hold

Use the 90 % bandwidth function of the spectrum analyser to measure the Occupied Channel
Bandwidth of the UUT. This value shall be recorded.

ok wbdpE

5.5.5 Test Result

Co-lr;%?ttion Test Mode Antenna Freq (MHz) Result [MHZz] Limit [MHZ] Verdict
NTLV BLE 1M Antl 2402 0.855 20.5 PASS
NTNV BLE 1M Antl 2402 0.854 20.5 PASS
NTHV BLE 1M Antl 2402 0.854 20.5 PASS
NTLV BLE 1M Antl 2440 0.834 20.5 PASS
NTNV BLE 1M Antl 2440 0.840 20.5 PASS
NTHV BLE 1M Antl 2440 0.841 20.5 PASS
NTLV BLE 1M Antl 2480 0.836 20.5 PASS
NTNV BLE 1M Antl 2480 0.836 20.5 PASS
NTHV BLE 1M Antl 2480 0.838 0.5 PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Agilent Spectrum Analyzer - Occupied BW

Page 28 of 74

SENSE:INT| SOURCE QFF

ANALIGN OFF

Report No.: 25021916193RFC-1

03:50:00 PMFeb 14, 2025
Frequency

LY s [CugRc |
Center Freq 2.402000000 GHz

#IFGain:Low

Center Freq: 2.402000000 GHz
—— Trig: Free Run
#Atten: 40 dB

Avg|Hold: 1001100

Radie Std: None

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

854.78 kHz
13.964 kHz
913.0 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

MSG E STATUS

Mkr1 2.402231 GHz
-12.104 dBm

Center Freq
2.402000000 GHz

-8.11 dBm

Freq Offset

90.00 % 0Hz

-6.00 dB

Agilent Spectrum Analyzer - Occupied BW
SENSEINT | SOURCE OFF

NTLV-BLE_1M-Ant1-2402 MHz-PASS

NALIGN OFF

03:50:07 PMFeb 14, 2025
Frequency

S e e i
Center Freq 2.402000000 GHz

#IFGain:Low

—— Trig:Free Run
#Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz

#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth Total Power

854.47 kHz
13.389 kHz
922.0 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.402000000 GHz
Avg|Held: 1001100

Radie Std: Nene

Radie Device: BTS

2.402000000 GHz

-8.12 dBm

IMSG

[y sTATUS

NTNV-BLE_1M-Ant1-2402 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888 Fax: +86-755-28230886

UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analyzer - Occupied BW

Page 29 of 74

SENSE:INT| SOURCE QFF

ANALIGN OFF

Report No.: 25021916193RFC-1

03:50: 13 PMFet 14, 2025
Frequency

LY s [CugRc |
Center Freq 2.402000000 GHz

#IFGain:Low

Center Freq: 2.402000000 GHz
—— Trig: Free Run
#Atten: 40 dB

Avg|Hold: 1001100

Radie Std: None

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.402 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

854.28 kHz
12.537 kHz
915.5 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

MSG E STATUS

Mkr1 2.401751 GHz
-12.095 dBm

Center Freq
2.402000000 GHz

-8.13 dBm

Freq Offset

90.00 % 0Hz

-6.00 dB

Agilent Spectrum Analyzer - Occupied BW
SENSEINT | SOURCE OFF

NTHV-BLE_1M-Ant1-2402 MHz-PASS

NALIGN OFF

03:50:55 PMFeb 14, 2025
Frequency

S e o e i e
Center Freq 2.440000000 GHz

#IFGain:Low

—— Trig:Free Run
#Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz

#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth Total Power

833.68 kHz
7.304 kHz
924.6 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.440000000 GHz
Avg|Held: 1001100

Radie Std: Nene

Radie Device: BTS
Mkr1 2.440036 GHz
11.038 dBm

Center Freq
2.440000000 GHz

-7.06 dBm

IMSG

[y sTATUS

NTLV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Agilent Spectrum Analyzer - Occupied BW

Page 30 of 74

SENSE:INT| SOURCE QFF

ANALIGN OFF

Report No.: 25021916193RFC-1

03:51:01 PMFeb 14, 2025
Frequency

LY s [Cugec |
Center Freq 2.440000000 GHz

#IFGain:Low

Center Freq: 2.440000000 GHz
—— Trig: Free Run
#Atten: 40 dB

Avg|Hold: 1001100

Radie Std: None

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

840.08 kHz
9.400 kHz
931.7 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

MSG E STATUS

Mkr1 2.440237 GHz
-11.073 dBm

Center Freq
2.440000000 GHz

-7.07 dBm

Freq Offset

90.00 % 0Hz

-6.00 dB

Agilent Spectrum Analyzer - Occupied BW
SENSEINT | SOURCE OFF

NTNV-BLE_1M-Ant1-2440 MHz-PASS

NALIGN OFF

03:51:07 PMFeb 14, 2025
Frequency

S e o e i e
Center Freq 2.440000000 GHz

#IFGain:Low

—— Trig:Free Run
#Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.44 GHz

#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth Total Power

840.85 kHz
10.318 kHz
934.4 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.440000000 GHz
Avg|Held: 1001100

Radie Std: Nene

Radie Device: BTS

2.440000000 GHz

-7.05 dBm

IMSG

[y sTATUS

NTHV-BLE_1M-Ant1-2440 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Agilent Spectrum Analyzer - Occupied BW

Page 31 of 74

SENSE:INT| SOURCE QFF

ANALIGN OFF

Report No.: 25021916193RFC-1

03:51:43 PMFeb 14, 2025
Frequency

LY s [Cugec |
Center Freq 2.480000000 GHz

#IFGain:Low

Center Freq: 2.480000000 GHz
—— Trig: Free Run
#Atten: 40 dB

Avg|Hold: 1001100

Radie Std: None

Radio Device: BTS

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.48 GHz

#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

836.05 kHz
8.193 kHz
942.2 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

MSG E STATUS

Mkr1 2.480249 GHz
-9.8251 dBm

Center Freq
2.480000000 GHz

-5.83 dBm

Freq Offset

90.00 % 0Hz

-6.00 dB

Agilent Spectrum Analyzer - Occupied BW
SENSEINT | SOURCE OFF

NTLV-BLE_1M-Ant1-2480 MHz-PASS

NALIGN OFF

03:51:49 PMFeb 14,2025
Frequency

S e o e s e
Center Freq 2.480000000 GHz

#IFGain:Low

—— Trig:Free Run
#Atten: 40 dB

Ref Offset 0.8 dB
Ref 30.00 dBm

Center 2.48 GHz

#Res BW 300 kHz #/BW 300 kHz

Occupied Bandwidth Total Power

835.58 kHz
9.732 kHz
932.9 kHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.480000000 GHz
Avg|Held: 1001100

Radie Std: Nene

Radie Device: BTS

2.480000000 GHz

-5.84 dBm

IMSG

[y sTATUS

NTNV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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Agilent Spectrum Analyzer - Occupied BW

Y L Vo hs [SigeRC | | SENSE:INT| SOURCE OFF ALIGN OFF 03:51:55 PMFeh 14, 2025
Center Freq 2.480000000 GHz Center Freq: 2.450000000 GHz Radie Std: Nene Frequency
Trig: Free Run Avg|Held: 100100

Radio Device: BTS

Mkr1 2.479748 GHz

Ref Offset 0.8 dB
Ref 30.00 dBm -9.8214 (me

——
#IFGain:Low #Atten: 40 dB

Center Freq
2.480000000 GHz

Center 2.48 GHz
#Res BW 300 kHz #VBW 300 kHz

Occupied Bandwidth Total Power -5.83 dBm

838.43 kHz e
Transmit Freq Error 9.076 kHz OBW Power 90.00 % O Hz
x dB Bandwidth 934.6 kHz x dB -6.00 dB

MSG E STATUS

NTHV-BLE_1M-Ant1-2480 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
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5.6 SPURIOUS EMISSIONS

5.6.1 Limit
Frequency Limit
(MHz) uW/MHz dBm/MHz
Operating frequency 2400 to 2483.5MHz
2387 < f <2400 <25 -16
2483.5<f < 2496.5 <25 -16
All other frequencies <25 -26 (-36@RBW=100KHz)

5.6.2 Test Setup
Refer to section 4.4 for details.

5.6.3 Instruments Used
Refer to section 3 for details

5.6.4 Test Procedures
Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the

spectrum analyzer.
Use the following spectrum analyzer settings:

a) Below 1GHz

Set RBW = VBW =100 kHz.

Detector = peak.

Sweep = auto couple.

Trace Mode = max hold.

Allow trace to fully stabilize.

. Use the peak marker function to determine the maximum amplitude level.
b) Above 1GHz

Set RBW = VBW =1 MHz.

Detector = peak.

Sweep = auto couple.

Trace Mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum amplitude level.

oM wNE

ok wnE

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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5.6.5 Test Result

Page 34 of 74

Report No.: 25021916193RFC-1

Test Fre Freg. Range Freq. Result Limit Result Limit .
Condion | 19t Mode | Antenna | i ] sl | (dem] | demMHz) | Wik | iz | Vet
NTLV BLE 1M Antl 2402 30~1000 823.95 -58.87 <-26 0.00130 <2.5 PASS
NTNV BLE 1M Antl 2402 30~1000 923.37 -58.94 <-26 0.00128 <2.5 PASS
NTHV BLE 1M Antl 2402 30~1000 986.18 -59.34 <-26 0.00116 <2.5 PASS
NTLV BLE_1M Antl 2402 1000~2387 2348.86 -47.62 <-26 0.01730 <2.5 PASS
NTNV BLE 1M Antl 2402 1000~2387 2386.65 -51.32 <-26 0.00738 <2.5 PASS
NTHV BLE 1M Antl 2402 1000~2387 2385.96 -51.91 <-26 0.00644 <2.5 PASS
NTLV BLE 1M Antl 2402 2387~2400 2399.99 -32.86 <-16 0.51761 <25 PASS
NTNV BLE 1M Antl 2402 2387~2400 2399.99 -33.00 <-16 0.50119 <25 PASS
NTHV BLE 1M Antl 2402 2387~2400 2400.00 -32.87 <-16 0.51642 <25 PASS
NTLV BLE 1M Antl 2402 | 2483.5~2496.5 | 2486.89 -46.78 <-16 0.02099 <25 PASS
NTNV BLE 1M Antl 2402 | 2483.5~2496.5 | 2489.66 -46.76 <-16 0.02109 <25 PASS
NTHV BLE 1M Antl 2402 | 2483.5~2496.5 | 2487.00 -46.60 <-16 0.02188 <25 PASS
NTLV BLE 1M Antl 2402 | 2496.5~13000 | 12503.18 | -55.69 <-26 0.00270 <2.5 PASS
NTNV BLE 1M Antl 2402 | 2496.5~13000 | 12590.36 | -55.94 <-26 0.00255 <2.5 PASS
NTHV BLE 1M Antl 2402 | 2496.5~13000 | 12048.38 | -55.73 <-26 0.00267 <2.5 PASS
NTLV BLE 1M Antl 2440 30~1000 988.85 -58.51 <-26 0.00141 <2.5 PASS
NTNV BLE 1M Antl 2440 30~1000 846.01 -59.49 <-26 0.00112 <2.5 PASS
NTHV BLE 1M Antl 2440 30~1000 406.60 -59.04 <-26 0.00125 <2.5 PASS
NTLV BLE 1M Antl 2440 1000~2387 1219.84 -53.24 <-26 0.00474 <2.5 PASS
NTNV BLE 1M Antl 2440 1000~2387 1219.84 -52.85 <-26 0.00519 <2.5 PASS
NTHV BLE 1M Antl 2440 1000~2387 1219.84 -52.67 <-26 0.00541 <2.5 PASS
NTLV BLE 1M Antl 2440 2387~2400 2389.44 -47.58 <-16 0.01746 <25 PASS
NTNV BLE 1M Antl 2440 2387~2400 2391.93 -47.17 <-16 0.01919 <25 PASS
NTHV BLE 1M Antl 2440 2387~2400 2387.92 -47.16 <-16 0.01923 <25 PASS
NTLV BLE 1M Antl 2440 | 2483.5~2496.5 | 2492.09 -47.32 <-16 0.01854 <25 PASS
NTNV BLE 1M Antl 2440 | 2483.5~2496.5 | 2493.50 -47.20 <-16 0.01905 <25 PASS
NTHV BLE 1M Antl 2440 | 2483.5~2496.5 | 2493.63 -47.22 <-16 0.01897 <25 PASS
NTLV BLE_1M Antl 2440 | 2496.5~13000 2529.06 -41.99 <-26 0.06324 <2.5 PASS
NTNV BLE 1M Antl 2440 | 2496.5~13000 2529.59 -42.22 <-26 0.05998 <2.5 PASS
NTHV BLE 1M Antl 2440 | 2496.5~13000 2530.11 -42.92 <-26 0.05105 <2.5 PASS
NTLV BLE 1M Antl 2480 30~1000 900.09 -58.32 <-26 0.00147 <2.5 PASS
NTNV BLE 1M Antl 2480 30~1000 925.55 -58.53 <-26 0.00140 <2.5 PASS
NTHV BLE 1M Antl 2480 30~1000 844.80 -58.98 <-26 0.00126 <2.5 PASS
NTLV BLE 1M Antl 2480 1000~2387 1239.95 -53.80 <-26 0.00417 <2.5 PASS
NTNV BLE 1M Antl 2480 1000~2387 1239.95 -53.28 <-26 0.00470 <2.5 PASS
NTHV BLE 1M Antl 2480 1000~2387 1240.30 -53.91 <-26 0.00406 <25 PASS
NTLV BLE 1M Antl 2480 2387~2400 2388.53 -47.69 <-16 0.01702 <25 PASS
NTNV BLE_1M Antl 2480 2387~2400 2391.36 -47.51 <-16 0.01774 <25 PASS
NTHV BLE 1M Antl 2480 2387~2400 2390.28 -47.10 <-16 0.01950 <25 PASS
NTLV BLE 1M Antl 2480 | 2483.5~2496.5 | 2495.82 -39.86 <-16 0.10328 <25 PASS
NTNV BLE 1M Antl 2480 | 2483.5~2496.5 | 2495.85 -40.07 <-16 0.09840 <25 PASS
NTHV BLE 1M Antl 2480 | 2483.5~2496.5 | 2495.56 -40.05 <-16 0.09886 <25 PASS
NTLV BLE 1M Antl 2480 | 2496.5~13000 2529.59 -41.86 <-26 0.06516 <2.5 PASS
NTNV BLE 1M Antl 2480 | 2496.5~13000 2496.50 -45.27 <-26 0.02972 <2.5 PASS
NTHV BLE 1M Antl 2480 | 2496.5~13000 2529.06 -42.56 <-26 0.05546 <2.5 PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China

Tel: +86-755-28230888
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:13:25 PMFeb 1

Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 823.95 MHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm R e bz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

= | [——

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

o VB SRR

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 923.37 MHz Auto Tune
RerTi e aam 923,37 Wz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

e e | [l

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2402-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:18:53 PMFeh 1

Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 986.18 MHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm 5598 B |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

= | [——

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 2.348 9 GHz Auto Tune
RerTi e aam 2348 9 Ghz |

Center Freq
1,693500000 GHz

StartFreq
1.000000000 GHz

Stop Freq
2387000000 GHz
P B
CF Step

138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG

NTLV-BLE_1M-Ant1-2402-1000~2387 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:16:40 PMFeh 1

Freq 1.693500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 2.386 7 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm 2 ed ah |

Center Freq
1.693500000 GHz

StartFreq
1.000000000 GHz

= | [——

Stop Freq
2.387000000 GHz

CF Step
138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 2.386 0 GHz Auto Tune
RerTi e aam 23860 Ghz |

Center Freq
1,693500000 GHz

StartFreq
1.000000000 GHz

Stop Freq
2387000000 GHz
P B
CF Step

138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG

NTHV-BLE_1M-Ant1-2402-1000~2387 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:14:26 PMFeh 1

Freq 2.393500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.399 987 0 G Hz|[EEEEATI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 32.859 dBm I

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

= | [——

Stop Freq
2.400000000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTLV-BLE_1M-Ant1-2402-2387~2400 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:17:11 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.399 987 0 GHz Auto Tune
T s 967 0 G |

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

Stop Freq
2.400000000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2402-2387~2400 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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Agilent Spectrum Analy

| SENSEINT| SOURCE OFF | ZNALIGN CFF 03:19:55 PMFeb 1 Eg—
Center Freq 2.393500000 GHz #Avg Type: RMS 1450 q Y
PNO: Fast —»— THig: Free Run Avg|Held: 100/100 i
IFGain:Low #Atten: 30 dB

Mkr1 2.400 000 0 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 20.80 dBm 135,868 dBr |

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

= | [——

Stop Freq
2.400000000 GHz

CF Step
PO PO M AOOR A gl ...
Auto Man

L T TR L T Lk ittt L . ¥

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz . #Sweep 200.0 ms (2001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.486 886 5 GHz Auto Tune
Ref Offset 0.8 dB
19 gy Ref 20.80 dBm 46,776 dBm |

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2.496500000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

NTLV-BLE_1M-Ant1-2402-2483.5~2496.5 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:17:41 PMFeh 1

Freq 2.490000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.489 655 5 G Hz [T
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 46.759 dBm I

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

= | [——

Stop Freq
2.496500000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTNV-BLE_1M-Ant1-2402-2483.5~2496.5 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:20:26 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.486 997 0 GHz Auto Tune
T 5 997 0 G |

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2.496500000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTHV-BLE_1M-Ant1-2402-2483.5~2496.5 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:15:37 PMFeh 1

Freq 7.748250000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 12.503 2 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm es o aBr |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

= | [——

Stop Freq
13.000000000 GHz

CF Step
1.050350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (20001 pts)

STATUS

NTLV-BLE_1M-Ant1-2402-2496.5~13000 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:18:21 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 12.580 4 GHz Auto Tune
RerTi e aam 25% 4 GHz |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

Stop Freq
13.000000000 GHz
|
CF Step

1.060350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (20001 pts)

MSG

NTNV-BLE_1M-Ant1-2402-2496.5~13000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:21:06 PMFeh 1

Freq 7.748250000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 12.048 4 GHz Auto Tune
Ref Offset 0.8 dB
16 gBidiv Ref 10.80 dBm 55790 QB |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

= | [——

Stop Freq
13.000000000 GHz

CF Step
1.050350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (20001 pts)

STATUS

NTHV-BLE_1M-Ant1-2402-2496.5~13000 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:24:02 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 988.85 MHz Auto Tune
RerTi e aam 988,85 Wz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

| |

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG 'STATUS

NTLV-BLE_1M-Ant1-2440-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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Agilent Spectrum Analy

| SENSEINT| SOURCE OFF | ZNALIGN CFF 03:26:46 PMFeb 1 Eg—
Center Freq 515.000000 MHz #Avg Type: RMS 1450 q Y
PNO: Fast —»— THig: Free Run Avg|Held: 100/100 i
IFGain:Low #Atten: 20 dB

Mkr1 846.01 MHz|[EEACLRELY
Ref Offset 0.8 dB
10 dB!dlv R;f 1(?9'80 dBm -59.485 dBm I

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

= | [——

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz . #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 406.60 MHz Auto Tune
Ref Offset 0.8 dB
10 By Ref 10.80 dBm .56.042 dBr |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

| | |

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

'STATUS

NTHV-BLE_1M-Ant1-2440-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:24:32 PMFeh 1

Freq 1.693500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 1.219 8 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm Eiban aatz |

Center Freq
1.693500000 GHz

StartFreq
1.000000000 GHz

= | [——

Stop Freq
2.387000000 GHz

CF Step
138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 1.219 8 GHz Auto Tune
RerTi e aam 12198 Ghz |

Center Freq
1,693500000 GHz

StartFreq
1.000000000 GHz

Stop Freq
2387000000 GHz
P B
CF Step

138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2440-1000~2387 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:30:01 PMFeh 1

Freq 1.693500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 1.219 8 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm i ees otz |

Center Freq
1.693500000 GHz

StartFreq
1.000000000 GHz

= | [——

Stop Freq
2.387000000 GHz

CF Step
138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.389 437 5§ GHz Auto Tune
T 5437 5o |

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

Stop Freq
2.400000000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTLV-BLE_1M-Ant1-2440-2387~2400 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:27:47 PMFeh 1

Freq 2.393500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.391 927 0 GHz|[EEEEEAEI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 47.168 dBm I

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

= | [——

Stop Freq
2.400000000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTNV-BLE_1M-Ant1-2440-2387~2400 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:30:32 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.387 923 0 GHz Auto Tune
T 7923 0 G |

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

Stop Freq
2.400000000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG

NTHV-BLE_1M-Ant1-2440-2387~2400 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:25:34 PMFeh 1

Freq 2.490000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.492 086 5 G Hz|[EEGEEAEI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 47.323 dBm I

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

= | [——

Stop Freq
2.496500000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTLV-BLE_1M-Ant1-2440-2483.5~2496.5 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:28: 18 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.493 503 5§ GHz Auto Tune
T S |

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2.496500000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2440-2483.5~2496.5 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:31:02 PMFeh 1

Freq 2.490000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.493 627 0 G Hz|[EEEEEATI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 47.217 dBm I

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

= | [——

Stop Freq
2.496500000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTHV-BLE_1M-Ant1-2440-2483.5~2496.5 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:26:14 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 2.529 1 GHz Auto Tune
RerTi e aam 2529 1 Gz |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

Stop Freq
13.000000000 GHz
|
CF Step

1.060350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (20001 pts)

MSG 'STATUS

NTLV-BLE_1M-Ant1-2440-2496.5~13000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:28:58 PMFeh 1

Freq 7.748250000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 2.529 6 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm s sak |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

= | [——

Stop Freq
13.000000000 GHz

CF Step
1.050350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (20001 pts)

STATUS

NTNV-BLE_1M-Ant1-2440-2496.5~13000 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:31:42 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 2.530 1 GHz Auto Tune
RerTi e aam 253 1 Ghz |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

Stop Freq
13.000000000 GHz
|
CF Step

1.060350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (20001 pts)

MSG 'STATUS

NTHV-BLE_1M-Ant1-2440-2496.5~13000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:34:27 PMFeh 1

Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 900.09 MHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm 5918 dBE |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

= | [——

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 925.55 MHz Auto Tune
RerTi e aam 192555 Wz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

| s |

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2480-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:39:56 PMFeh 1

Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 844.80 MHz Auto Tune
Ref Offset 0.8 dB
EggB!div R;f 1(?;30 dBm -58.983 dBm I

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

= | [——

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 1.240 0 GHz Auto Tune
RerTi e aam 1,240 0 Gz |

Center Freq
1,693500000 GHz

StartFreq
1.000000000 GHz

Stop Freq
2387000000 GHz
P B
CF Step

138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG 'STATUS

NTLV-BLE_1M-Ant1-2480-1000~2387 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:37:43 PMFeh 1

Freq 1.693500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

TGRR L — AutoTune
Ref Offset 0.8 dB
EggB!div R;f 1(?.9'80 dBm -53.280 dBm I

Center Freq
1.693500000 GHz

StartFreq
1.000000000 GHz

= | [——

Stop Freq
2.387000000 GHz

CF Step
138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (4001 pts)

SENSE:INT| SOURCE OFF M ELIGN OFF
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 1.240 3 GHz Auto Tune
RerTi e aam 1,240 3 Gz |

Center Freq
1,693500000 GHz

StartFreq
1.000000000 GHz

Stop Freq
2387000000 GHz
P B
CF Step

138.700000 MHz
Auto Man

Freq Offset
0 Hz

Start 1.0000 GHz Stop 2.3870 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (4001 pts)

MSG

NTHV-BLE_1M-Ant1-2480-1000~2387 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:35:20 PMFeh 1

Freq 2.393500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.388 527 5 G Hz|[EEGEEAI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 47.688 dBm I

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

= | [——

Stop Freq
2.400000000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTLV-BLE_1M-Ant1-2480-2387~2400 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:38:13 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.391 361 5 GHz Auto Tune
T 1351 5o |

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

Stop Freq
2.400000000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2480-2387~2400 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:40:58 PMFeh 1

Freq 2.393500000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 2.390 276 0 G Hz|[EEEEEATI
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 47.098 dBm I

Center Freq
2.393500000 GHz

StartFreq
2.387000000 GHz

= | [——

Stop Freq
2.400000000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.387000 GHz Stop 2.400000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTHV-BLE_1M-Ant1-2480-2387~2400 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:36:00 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.495 817 5§ GHz Auto Tune
T 51T S ot |

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2.496500000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTLV-BLE_1M-Ant1-2480-2483.5~2496.5 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:38:44 PMFeh 1

Freq 2.490000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 30 dB

Frequency

TRy AutoTune
Ref Offset 0.8 dB
EggB!div R;f 2(?.9'80 dBm 40.068 dBm I

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

= | [——

Stop Freq
2.496500000 GHz

CF Step
1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (2001 pts)

STATUS

NTNV-BLE_1M-Ant1-2480-2483.5~2496.5 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:41:28 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 30 dB

Mkr1 2.495 564 0 GHz Auto Tune
T 5 304 0o |

Center Freq
2.490000000 GHz

StartFreq
2.483500000 GHz

Stop Freq
2.496500000 GHz
P B
CF Step

1.300000 MHz
Auto Man

Freq Offset
0 Hz

Start 2.483500 GHz Stop 2.496500 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (2001 pts)

MSG 'STATUS

NTHV-BLE_1M-Ant1-2480-2483.5~2496.5 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:36:40 PMFeh 1

Freq 7.748250000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:Low #Atten: 20 dB

Frequency

Mkr1 2.529 6 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm SRy sak |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

= | [——

Stop Freq
13.000000000 GHz

CF Step
1.050350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #Sweep 200.0 ms (20001 pts)

STATUS

NTLV-BLE_1M-Ant1-2480-2496.5~13000 MHz-PASS

SENSE:INT| SOURCE OFF M ELIGN OFF 03:33:24 PMFeb 13,2025
#Avy Type: RMS 1] Frequency
AvglHeld: 100/100

PNO: Fast —— 1rig: Free Run
IFGain:Low #Atten: 20 dB

Mkr1 2.496 5 GHz Auto Tune
RerTi e aam 24965 Ghz |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

Stop Freq
13.000000000 GHz
|
CF Step

1.060350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (20001 pts)

MSG 'STATUS

NTNV-BLE_1M-Ant1-2480-2496.5~13000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
Tel: +86-755-28230888 Fax: +86-755-28230886 E-mail: info@uttlab.com http://www.uttlab.com
UTTR-RF-STDT66-V1.1



http://www.uttlab.com/

U n I < n T r USII. Page 57 of 74 Report No.: 25021916193RFC-1

Agilent Spectrum Analyzer - Swept SA
BN L ¥ s | Sialeer SENSE:INT| SOURCE OFF ALIGN OFF 03:42:08 PMFeh 1

Center Freq 7.748250000 GHz . #Avg Type: RMS 345 ¢ Frequency
PNO: Fast —»— THig: Free Run Avg|Held: 1004100 "

IFGain:Low #Atten: 20 dB

Mkr1 2.529 1 GHz Auto Tune
Ref Offset 0.8 dB
10 gBydiy Ref 10.80 dBm e sak |

Center Freq
7.748250000 GHz

StartFreq
2.496500000 GHz

= | [——

Stop Freq
13.000000000 GHz

CF Step
1.050350000 GHz
Auto Man

Freq Offset
0 Hz

Start 2.497 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 200.0 ms (20001 pts)

MSG STATUS

NTHV-BLE_1M-Ant1-2480-2496.5~13000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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5.7ANTENNA POWER

5.7.1 Limit
EIRP (max)
Antenna power — - - -
Omni-directional case Directional case
12.14 dBm 22.14 dBm
10mwW 16.367 mW 163.682 mW

Tolerance of antenna power shall be +20% (upper value) and —80% (lower value).

According article 49.20 f(2)The angular width of the principal radiation in the horizontal and vertical planes of the
transmitting antenna shall not exceed the value obtained by the following expression. 360/A degree A represents
the value determined by dividing an equivalent isotropically radiated power by the value obtained by applying an
antenna power with the mean power of 10 mW to the transmitting antenna with its absolute gain being 2.14 dB,

and shall be 1 when it is lower than 1

5.7.2 Test Setup
Refer to section 4.4 for details.

5.7.3 Instruments Used
Refer to section 3 for details

5.7.4 Test Procedures

1.
2.

3.

A power meter is connected on the IF output port of the spectrum analyzer.

Adjust the spectrum analyzer to have the center frequency the same with the measured carrier.
RBW=VBW=1MHz, detector mode is positive peak. Turn off the averaging function and use zero span.
The calibrating signal power shall be reduced to 0 dBm and it shall be verified that the power meter
reading also reduces by 10 dB.

Connect the equipment to be measured. Using the following settings of the spectrum analyzer in
combination with "max hold" function, find the frequency of highest power output in the power envelope:
center frequency equal to operating frequency; RBW & VBW: 1 MHz; detector mode: positive peak;
averaging: off; span: 3 times the spectrum width; amplitude: adjust for middle of the instrument's range.
The frequency found shall be recorded.

Set the center frequency of the spectrum analyzer to the found frequency and switch to zero span. The
power meter indicates the measured power density “E”.

Remove the EUT and put the replacing standard signal generator (SSG). Set the standard signal
generator (SSG) at same frequency and transmit on, then set SSG output power at Pt to give the
equivalent output level of “E”.

Calculate antenna power density by the formula below PD = Pt + 10*log(1/x).

x: The duty cycle of the EUT in continuously transmitting mode

Pt: Output power of the SSG

Antenna Power Error is definition that actual measure antenna power tolerance between + 20% to - 80%
power range that base on manufacturer declare the conducted power density.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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5.7.5 Test Result
Conducted antenna power

Test Frequency Antenna power Tolerance RELER
Voltage Mode (MH2) (%) power Result
(dBm) (mW) (mW)
NTLV 2402 -12.43 0.0571 -42.90% 0.1 PASS
NTNV 2402 -12.53 0.0558 -44.20% (-80%~ PASS
NTHV 2402 -12.49 0.0564 -43.60% +20%) PASS
NTLV 2440 -11.27 0.0746 -25.40% 0.1 PASS
NTNV LE 2440 -11.33 0.0736 -26.40% (-80%~ PASS
NTHV 2440 -11.37 0.0729 -27.10% +20%) PASS
NTLV 2480 -10.15 0.0966 -3.40% 0.1 PASS
NTNV 2480 -10.39 0.0914 -8.60% (-80%~ PASS
NTHV 2480 -10.30 0.0933 -6.70% +20%) PASS
Super s-2X-012 Worst mode verification:
Test Bl / Antenna power Tolerance Relisd
Voltage Mode Frequency (%) power Result
(MHz) (dBm) (mW) (mW)
2402 -11.78 0.0664 -33.60% 0.1 PASS
NTNV LE 2440 -11.78 0.0664 -33.60% (-80%~ PASS
2480 -12.07 0.0621 -37.90% +20%) PASS
Radiated antenna power
Test Frequency Antenna Gain RenlErEs) (717 REGIEIEE |-
Voltage Mode (MHz2) (dBi) output power output power
(mW) (dBm)
NTLV 2402 0.0571 -12.43
NTNV 2402 0.0558 -12.53
NTHV 2402 0.0564 -12.49
NTLV 2440 0.0746 -11.27
NTNV LE 2440 0 0.0736 -11.33
NTHV 2440 0.0729 -11.37
NTLV 2480 0.0966 -10.15
NTNV 2480 0.0914 -10.39
NTHV 2480 0.0933 -10.30
Note: 1. The maximum EIRP is calculated from max output power and antenna gain, the antenna gain
provided by the customer, and the customer takes all the responsibilities for the accuracy of antenna
ain.
2. The EIIgP is less than Limit, HBPA is not necessary.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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5.8 SPURIOUS EMISSIONS OF RECEIVER

5.8.1 Limit
Frequency Limit
(MHz) nwW dBm
Below 1GHz <4 -54
Above 1GHz <20 -47
5.8.2 Test Setup
Refer to section 4.4 for details.

5.8.3 Instruments Used

Refer to se

ction 3 for details

5.8.4 Test Procedures
Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the

spectrum analyzer.
Use the following spectrum analyzer settings:

a) Be

© o N

low 1GHz

Set RBW = VBW =100 kHz.

Detector = peak.

Sweep = auto couple.

Trace Mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum amplitude level.
ove 1GHz

Set RBW = VBW =1 MHz.

Detector = peak.

Sweep = auto couple.

Trace Mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum amplitude level.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Test

Freq

Freq. Range

Freq.

Result

Limit

Result

Limit

Condition| 'eStMode | Antenna |,y [MHZ] MHZ] | [dBm] | [dBm] | [w] | [awg | Verdict
NTLV | BLE IM | Antl | 2402 | 30~1000 | 78224 | -90.36 | <54 | 000092 | <4 | PASS
NTNV | BLE IM | Antl | 2402 | 301000 | 846.74 | -89.72 | =54 |0.00107 | <4 | PASS
NTHV | BLE IM | Antl | 2402 | 30-1000 | 812.79 | -89.74 | =54 | 000106 | <4 | PASS
NTLV | BLE IM | Antl | 2402 | 1000~12500 | 12136.60 | -77.03 | <47 |0.01982 | <20 | PASS
NTNV | BLE IM | Antl | 2402 | 1000-12500 | 2741.10 | 76.89 | =47 | 0.02046 | <20 | PASS
NTHV | BLE IM | Antl | 2402 | 1000-12500 | 1195145 | -77.24 | =47 | 001888 | =20 | PASS
NTLV | BLE IM | Antl | 2440 | 30-1000 | 833.16 | -90.54 | <54 |0.00088 | <4 | PASS
NTNV | BLE IM | Antl | 2440 | 301000 | 804.55 | 90.69 | <54 |0.00085 | <4 | PASS
NTHV | BLE.IM | Antl | 2440 | 30-1000 | 94841 | 90.11 | =54 |0.00097 | <4 | PASS
NTLV._ | BLE IM | Antl | 2440 | 1000~12500 | 12460.33 | -76.92 | <47 | 0.02032 | <20 | PASS
NTNV | BLE IM | Antl | 2440 | 1000-12500 | 12494.25 | 75.904 | =47 | 0.02547 | =20 | PASS
NTHV | BLE IM | Antl | 2440 | 100012500 | 12498.28 | -77.08 | =47 | 0.01959 | =20 | PASS
NTLV | BLE IM | Antl | 2480 | 30-1000 | 786.60 | -90.28 | <54 | 0.00094 | <4 | PASS
NTNV | BLE IM | Antl | 2480 | 30-1000 | 798.24 | 9043 | =54 |0.00091 | <4 | PASS
NTHV | BLE IM | Antl | 2480 | 30-1000 | 749.26 | 90.64 | <54 |0.00086 | <4 | PASS
NTLV | BLE IM | Antl_ | 2480 | 1000~12500 | 12013.55 | -76.84 | =47 | 0.02070 | <20 | PASS
NTNV | BLE IM | Antl | 2480 | 1000~12500 | 12002.05 | -76.94 | =47 | 0.02023 | <20 | PASS
NTHV | BLE IM | Antl | 2480 | 1000~12500 | 11975.60 | -76.09 | =47 | 0.02460 | =20 | PASS

Note: For 30MHz-1GHz, Due to measurement RBW is 100 kHz, so add 10*log(1 MHz/0.1 MHz) to the Measured

Value.

Agilent Spectrum Analyzer - Swept SA
SOIEETAGE ==

- R X
Center Freq 515.000000 MHz

SENSE:INT| SOURCE QFF

ANALIGN OFF

PNO: Fast —»— Trig: Free Run

IFGain:High

#Atten: 0 dB

#Avg Type: RMS
Avg|Held: 1001100

Ref Offset 0.8 dB
Ref -19.20 dBm

#VBW 300 kHz

Mkr1 782.2
-90.362 dBm

Stop 1.0000 GHz
#Sweep 200.0 ms (2001 pts)

Frequency

Auto Tune
| P78 i |

Center Freq
615.000000 MHz
| |

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

NTLV-BLE_1M-Ant1-2402-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.

Address: 16/F, Block A, Building 6th, Baoneng Science and Technology Park, Longhua Street, Longhua District, Shenzhen, China
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:50:22 PMFeh 1
Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:High #Atten: 0 dB

Frequency

Mkr1 846.7 MHz Auto Tune
Ref Offset 0.8 dB
10 gBidiy Ref -19.20 dBm oAt Mz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#Sweep 200.0 ms (2001 pts)

IMSG %BTA'HJS
NTNV-BLE_1M-Ant1-2402-30~1000 MHz-PASS

SENSE:INT| SOURCE OFF \ALIGN CFF 03:51:35 PMFeh 13, 2025

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Auto Tune
Ref Offset 0.8 dB

Ref +19.20 dBm : e

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#VBW 300 kHz #Sweep 200.0 ms (2001 pts)

IMSG [y sTATUS

NTHV-BLE_1M-Ant1-2402-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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SENSE:INT| SOURCE OFF | /NALIGN OFF
Freq 6.750000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:High #Atten: 0 dB

Frequency

Mkr1 12.136 600 GHz Auto Tune
Ref Offset 0.8 dB
10 gBidiy Ref 10,20 dBm 598 dmr |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#Sweep 200.0 ms (20001 pts

IMSG % STATUS

NTLV-BLE_1M-Ant1-2402-1000~12500 MHz-PASS

SENSE:INT| SOURCE OFF \ALIGN CFF 03:51:03 PMFeh 13, 2025

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Mkr1 2.741 100 GHZ Auto Tune
T i 141 100G |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz
7 B |
CF Step

1.160000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#VBW 3.0 MHz #Sweep 200.0 ms (20001 pts

IMSG [y sTATUS

NTNV-BLE_1M-Ant1-2402-1000~12500 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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Agilent Spectrum Analy

SENSEINT| SOURCE OFF | ZNALIGN CFF
Center Freq 6.750000000 GHz #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 100/100
IFGain:High #Atten: 0 dB

Frequency

MKr1 11.951 450 GHz|IERARCIIUL
Ref Offset 0.8 dB
e p Ref -15.20 dBm 77.239 B m| I

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

Freq Offset
0 Hz

IMSG % STATUS

SENSE:INT| SOURCE OFF \ALIGN CFF

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Auto Tune
Ref Offset 0.8 dB

Ref +19.20 dBm : = |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
||
CF Step

97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#VBW 300 kHz #Sweep 200.0 ms (2001 pts)

IMSG [y sTATUS

NTLV-BLE_1M-Ant1-2440-30~1000 MHz-PASS

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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SENSE:INT| SOURCE OFF | /NALIGN OFF 03:54:03 PMFeb 1
Freq 515.000000 MHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:High #Atten: 0 dB

Frequency

Mkr1 804.5 MHz Auto Tune
Ref Offset 0.8 dB
10 gBidiy Ref -19.20 dBm 15045 Mz |

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#Sweep 200.0 ms (2001 pts)

IMSG %BTA'HJS
NTNV-BLE_1M-Ant1-2440-30~1000 MHz-PASS

SENSE:INT| SOURCE OFF \ALIGN CFF 03:55:15 PMFeh 13, 2025

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Auto Tune
Ref Offset 0.8 dB

Ref +19.20 dBm : e

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#VBW 300 kHz #Sweep 200.0 ms (2001 pts)

IMSG [y sTATUS

NTHV-BLE_1M-Ant1-2440-30~1000 MHz-PASS
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SENSE:INT| SOURCE QFF

ANALIGN OFF

Report No.: 25021916193RFC-1

Center Freq 6. 75000000 GHz
PNO: Fast —»— THig: Free Run
IFGain:High #Atten: 0 dB

#Avg Type: RMS
Avg|Held: 1001100

Frequency

Ref Offset 0.8 dB

10 dB!dw Ref -19.20 dBm

Mkr1 12.460 325 GHz

L ek W"'WWWW SIPRITY S

#Sweep 200.0 ms (20001 pts

Auto Tune

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

-76.918 dBm

Freq Offset
0 Hz

Stop 12.500 GHz

% STATUS

SENSEINT | SOURCE OFF

NTLV-BLE_1M-Ant1-2440-1000~12500 MHz-PASS

NALIGN OFF

03:54:43 PMFeb 13, 2025

PNO: Fast —— 1rig: Free Run
IFGain:High #Atten: 0 dB

Ref Offset 0.8 dB
Ref -19.20 dBm

#VBW 3.0 MHz

#Avyg Type: RMS
Avg|Held: 1001100

Frequency

Auto Tune

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz
7 B |
CF Step

1.160000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#Sweep 200.0 ms (20001 pts

[y sTATUS

NTNV-BLE_1M-Ant1-2440-1000~12500 MHz-PASS
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SENSE:INT| SOURCE OFF | /NALIGN OFF
Freq 6.750000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:High #Atten: 0 dB

Frequency

Mkr1 12.498 275 GHz Auto Tune
Ref Offset 0.8 dB
10 gBidiy Ref +19.20 dBm 7 082 B |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#Sweep 200.0 ms (20001 pts

IMSG %BTA'HJS
NTHV-BLE_1M-Ant1-2440-1000~12500 MHz-PASS

SENSE:INT| SOURCE OFF \ALIGN CFF 03:56:42 PMFeh 13, 2025

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Auto Tune
Ref Offset 0.8 dB

Ref +19.20 dBm : e

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
P B
CF Step

97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#VBW 300 kHz #Sweep 200.0 ms (2001 pts)

IMSG [y sTATUS

NTLV-BLE_1M-Ant1-2480-30~1000 MHz-PASS
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SENSE:INT| SOURCE QFF

Report No.: 25021916193RFC-1

ANALIGN OFF 03:57:55 PMFeb 1

Freq 515.000000 MHz I
PNO: Fast —»— THig: Free Run
IFGain:High #Atten: 0 dB

#Avg Type: RMS
Avg|Held: 1001100

Frequency

Ref Offset 0.8 dB
Ref -19.20 dBm

10 dBidiv
Log

Auto Tune

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz
Auto Man

Mkr1 798.2 MHz
-90.426 dBm

Freq Offset
0 Hz

Stop 1.0000 GHz
#Sweep 200.0 ms (2001 pts)

% STATUS

SENSEINT | SOURCE OFF

NTNV-BLE_1M-Ant1-2480-30~1000 MHz-PASS

AALIGN OFF 03:59:07 PMFeb 13, 2025

PNO: Fast —— 1rig: Free Run
IFGain:High #Atten: 0 dB

Ref Offset 0.8 dB
Ref -19.20 dBm

#VBW 300 kHz

#Avyg Type: RMS
Avg|Held: 1001100

Frequency

Auto Tune

Center Freq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1,000000000 GHz
||
CF Step

97.000000 MHz
Auto Man

Freq Offset
0 Hz

Stop 1.0000 GHz
#Sweep 200.0 ms (2001 pts)

[y sTATUS

NTHV-BLE_1M-Ant1-2480-30~1000 MHz-PASS
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SENSE:INT| SOURCE OFF | /NALIGN OFF
Freq 6.750000000 GHz . #Avg Type: RMS
PNO: Fast —»— THig: Free Run Avg|Held: 1004100
IFGain:High #Atten: 0 dB

Frequency

Mkr1 12.013 550 GHz Auto Tune
Ref Offset 0.8 dB
10 gBidiy Ref 10,20 dBm e 56 B |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#Sweep 200.0 ms (20001 pts

IMSG % STATUS

NTLV-BLE_1M-Ant1-2480-1000~12500 MHz-PASS

SENSE:INT| SOURCE OFF \ALIGN CFF 03:58:35 PMFeh 13, 2025

#Avy Type: RMS 1] Frequency

PNO: Fast —— 1rig: Free Run Avg|Held: 100100
IFGain:High #Atten: 0 dB

Auto Tune
Ref Offset 0.8 dB

Ref +19.20 dBm : = |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz
7 B |
CF Step

1.160000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
#VBW 3.0 MHz #Sweep 200.0 ms (20001 pts

IMSG [y sTATUS

NTNV-BLE_1M-Ant1-2480-1000~12500 MHz-PASS
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Agilent Spectrum Analyzer - Swept SA

Y Vs L siaeec |

SENSE:INT| SOURCE QFF ANALIGN OFF

Report No.: 25021916193RFC-1

Center Freq 6.750000000 GHz

PNO: Fast —»— THig: Free Run
IFGain:High #Atten: 0 dB

#Avg Type: RMS
Avg|Held: 1001100

Frequency

Ref Offset 0.8 dB
Ref -19.20 dBm

#VBW 3.0 MHz

Mkr1 11

#Sweep 200

.975 600 GHz Auto Tune
-76.086 dBm - |

Center Freq
6.750000000 GHz

StartFreq
1.000000000 GHz

Stop Freq
12.500000000 GHz

CF Step
1.150000000 GHz
Auto Man

Freq Offset
0 Hz

Stop 12.500 GHz
.0 ms (20001 pts

% STATUS

NTHV-BLE_1M-Ant1-2480-1000~12500 MHz-PASS
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5.9CARRIER SENSE CAPABILITY

5.9.1 Limit
The radio equipment connected to telecommunication circuit equipment shall be equipped with a device which
detects emissions radiated from another radio station and prevents interference, or a device which prevents
interference by operation on a receive signal and a signal for diffusion for signal level detection.

a @ s 9

5.9.2 Test Setup

LI L] L L L L
PC with Net Tool Peripheral EUT
Software (et EUl's
MAC)

5.9.3 Instruments Used
Refer to section 3 for details

5.9.4 Test Procedures
1. Turn the standard signal generator output OFF. Leave the equipment under test to be ready for
transmission and verify the transmission with the spectrum analyzer.
2. Set the equipment under test to the receiving state.
3. Turn the standard signal generator ON and leave the equipment under test to be ready for transmission
and verify with the spectrum analyzer that no transmission is being made.

59,5 Result
This test will not be applied to EUTs which are not for wireless control of model airplanes used outdoors and
whose occupied bandwidths are 26MHz or narrower.

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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5.10 INTERFERENCE PREVENTION FUNCTION
5.10.1 Limit

Identification code > 48 bits

E. “ a R

5.10.2 Test Setup

PC with Net Tool
Software [Get EUl's
MAC)

Peripheral EUT

5.10.3 Test Procedures
1. In the case that the EUT has the function of automatically transmitting the identification code:

a. Transmit the predetermined identification codes form EUT.
b. Check the transmitted identification codes with the demodulator.

2. In the case of receiving the identification code:
a. Transmit the predetermined identification codes form the counterpart.
b. Check if communication is hormal.
c. Transmit the signals other than predetermined ID codes form the counterpart.
d. Check if the EUT stops the transmission, or if it displays that identification codes are different from the
predetermined ones.

5.10.4 Test Result
TX: The transmitting mode of EUT is on normal operating, the interference prevention function is okay.
RX: The receiving mode of EUT is on normal operating, the interference prevention function is okay.
The ID Code of this Bluetooth device is C2:D2:ED:94:57:8D as below list:

Identification code

Shenzhen UnionTrust Quality and Technology Co., Ltd.
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5.11 CONSTRUCTION PROTECTION
5.11.1 Limit

The high-frequency section and modulation section of the radio equipment except for the antenna system shall
not be capable of being opened easily.

5.11.2 Confirmation Method
O | Sealed with special screws.

Plastic chassis is being welded using ultrasonic waves.

Chassis is glued using a special adhesive.

Metal covers are spot-fused.

Cover is specially interlocked.

RF and Modulation components are covered with shielding case and this shielding case is soldered.

Shield case is welded at RF and modulation parts, and ID-ROM is welded using the BGA Method.
Shield case is welded at RF and modulation parts, and ID-ROM is glued at its lead with a special
adhesive.

Shield case is welded at RF and modulation parts, and ID-ROM is glued with a non-transparent
laminating agent.

Other :

O|O0x|O|jojg|o

XUNTONG TECH

gModel: PTR5518
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APPENDIX 1 PHOTOGRAPHS OF TEST SETUP

Refer to Appendix 1 for Test Setup photos.

APPENDIX 2 PHOTOGRAPHS OF EUT CONSTRUCTIONAL DETAILS

Refer to Appendix for EUT photos.

*** End of Report ***

The test report is effective only with both signature and specialized stamp. The result(s) shown in this report refer
only to the sample(s) tested. Without written approval of UnionTrust, this report can’t be reproduced except in

full.
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