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3.Product Specification

A. Electrical Characteristics

Humidity

Frequency 2400MHz ~2500 MHz
5150MHz ~5850 MHz

VSWR <2.0

Efficiency =30%

Impedance 500hm

Polarization Linear

Gain(2.4GHz) <2.48dBi

Gain(5.8GHz) <3.92dBi

B. Material & Mechanical Characteristics

Material of Radiator FPC(black),LIWF42A

Cable Type ®1.13mm,L70mm,Black

Connector Type IPX1

Dimension 34.0mm™*10.0mm

C. Environmental

Operation Temperature -20°C~+70°C

Storage Temperature -30°C~+385°C

40%~95%

4.Test Equipment & Conditions
1.Network Analyzers

2.HSPA and LTE protocol test set
3.Communications Test Set

4.3D Chamber Test System

B —
- Fibser Oiptic for MAFS ssviem
MAPS Connille

Agilent 8753D/5071C
R&S CMW500 -PT

Agilent 8960

Phi axis test

i Rotate Theta
§  (Turntable)
e e 8

(Testing by 3D anechoic chamber)
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5.Test Report(Testing is conducted in an open space chamber, may vary owing to

environmental differences)
5.1 Voltage Standing Wave Ratio(VSWR).

3 E5071C Network Analyzer EE=

1 Active ChjTrace 2Response 3 Stmulus 4 MkrfAnalysis 5 Instr State

Print

Abort Printing

Printer Setup...

e RGeS
[

Setup

Misc Setup |

Backlight

|1 Start 100 kHz IFBW 70 kHe

Chart 2 VSWR
5.2 Efficient and gain.

Pas !lp eq| 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
ﬁ’ L'L' Effi(% 3623 2726 1 29.09 22.08 4190 4561 3820 3967 43.83 4567 3528
ﬁf . 140 | 138 | 104 | 046 | 1.75 | 213 | 1.82 | 2.09 | 247, .2 4811183

41 9150 5200 5250 5300 5350 5400 5450 5500 5550 5600 5650 5700 5750 5800 5850 5900 5950 6000
34.10 42.72 37.03 30.55 46.31/52.69 48.92 54.08 45.34 55.57 53.23 45.72 51.04 5342 5468 58.21 37.54 4726
3701392 320 244 30713341336 360 346 343 350 328 378 327 339 381 236 335

5.3 Radiation pattern.

2410.000MHz H 2410.000MHz E1 2410.000MHz E2
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2450.000MHz H 2450.000MHz E1
5.00 175

2450.000MHz

2450.000MHz E2
175

$150.000MHz

5500.000MHz H 5500.000MHz E2
5500.000MHz - 800

3.60

$850.000MHz
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6.Reliability Test

Test Item Test condition Equipment | Specification |Result
Temperature: -30°C, Time:48hrs No  material
Low Temp. Test condition: Placing antenna in a Low/High o Temp.&Hu deformation is
Temperature Chamber, keep the temp is 25 C and| . allowed.
1 [Storage e mi. ) PASS
umidity is 65% for one hour, then step-down the Electronic
Test . . Tester .
emp. to -30°C in one hour, store antenna for44 hours; Performance is
step-up temp to 25°C test antenna after 2 hours. ok .
Temperature: 85°C Humidity: 85% RH Time:48hrs .
. .\ . . ) No  material
High Test condition: Placing antenna in a Low/High deformation is
Temp./High{Temperature Chamber, keep the temp is 25 ‘C and|Temp.&Hu llowed
2  [Humid lhumidity is 65% for one hour, then step-up the temp. tojmi. § PASS
. 1 . Electronic
Storage 80 C and the humidity up to 85% in one hour, store|Tester .
. Performance is
Test antenna for 44 hours; step-down tempto 25 C test ok
antenna after 2 hours. '
. ) N 1
Salt-Sora Placing antenna in the Salt-Spray Tester ,set the test Salt-Sora chc;n . corer
3 6 ora pTe}slt condition , Temp: 35+2°C Humidity: 85% NaCl SaltTesterp 2. No ] . earPASS
pray spray :5+ 1%.PH value :6.5~7.2 Testtime:24hours rusting bP

7.Assemble type(omit)

8.Product Drawing
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®1.13 Coaxial cable,black, IPX1
Remark:
1.FPC material:Electrolytic copper. h\_u_m s Yl T o 5t I %l HOOH FR N ]
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