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China

Zhongyang Bluetooth Module

Model No.: BT-ZYLY-D

Standard(s) : MIC Item 19 of Article 2 Paragraph 1
Date of Receipt: 2026-04-17

Date of Test: 2026-04-29

Date of Issue: 2026-05-29

Test Result: Pass*

* In the configuration tested, the EUT complied with the standards specified above.
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2 Test Summary
Radio Spectrum Technical Requirement
Item Standard Method Requirement Result
Antenna Requirement N/A MIC ltem 19 of Article 2 Pass
MIG ftem 19 of Paragraph 1
Interference oM 5% | MIC Notice No.88 | MIC Item 19 of Article 2
? s Article 2 ) Pass
prevention capability Appendix No.43 Paragraph 1
Paragraph 1 MIC Item 19 of Article 2
RF accessibility N/A em 150 icle Pass
Paragraph 1
Radio Spectrum Matter Part
Item Standard Method Requirement Result
Frequency Error MIC Notice No.88 MIC Item 19 of Article 2 Pass
q y Appendix No.43 Paragraph 1
Occupied MIC Notice No.88 MIC Item 19 of Article 2 Pass
Bandwidth(99%) Appendix No.43 Paragraph 1
Spread spectrum MIC Notice No.88 MIC Item 19 of Article 2 Pass
Bandwidth(90%) MIC Item 19 of Appendix No.43 Paragraph 1
; MIC Notice No.88 MIC Item 19 of Article 2
Antenna Power Article 2 . Pass
Appendix No.43 Paragraph 1
Paragraph 1 : i
Dwell time MIC Notice No.88 MIC Item 19 of Article 2 Pass
Appendix No.43 Paragraph 1
Spurious emission MIC Notice No.88 MIC Item 19 of Article 2 Pass
Intensity Appendix No.43 Paragraph 1
Limit of secondary MIC Notice No.88 MIC Item 19 of Article 2 Pass
radiated emissions Appendix No.43 Paragraph 1

Note:

E.U.T./EUT means Equipment Under Test.

Pass means the test result passed the test standard requirement, please find the detailed decision rule
in the report relative section.
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General Information
Details of E.U.T.

Power supply: DC 5V

Operation Frequency:  2402MHz to 2480MHz
Modulation Type: GFSK, p/4DQPSK, 8DPSK
Channel Spacing: 1MHz

Number of Channels: 79

Remark: The information in this section is provided by the applicant or manufacturer, SGS is not liable
to the accuracy, suitability, reliability or/and integrity of the information.

4.2 Description of Support Units

| The EUT has been tested as an independent unit.

4.3 Measurement Uncertainty

Test Iltem Measurement Uncertainty
Frequency Error +7.25E-8
Occupied Bandwidth(99%) 1 0.274%
Spread spectrum Bandwidth(90%) +0.274%
Antenna Power £ 0.75dB
Dwell time 1 0.029%
Spurious emission Intensity £ 0.75dB
Limit of secondary radiated emissions 1+ 0.75dB

Remark:
The Uiab (lab Uncertainty) is less than Ucispr (CISPR Uncertainty) or Uetsi(ETSI Uncertainty).

Emission decision rule:

— Compliance is deemed to occur if no measured disturbance level exceeds the disturbance limit,
marked as Pass in the report.

— Non-compliance is deemed to occur if any measured disturbance level exceeds the disturbance
limit, marked as Fail in the report.

Immunity decision rule:
— Pass means the observation meets the Performance Criterion requirement.
— Fail means the observation doesn’t meet the Performance Criterion requirement.
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4.4 Test Location

All tests were performed at:
SGS-CSTC Standards Technical Services Co., Ltd., Guangzhou Branch EMC Laboratory,

No.198, Kezhu Road, Science City, Economic & Technological Development Area, Guangzhou,
Guangdong, China 510663

Tel: +86 20 82155555
No tests were sub-contracted.

4.5 Test Facility

4.6

4.7

The test facility is recognized, certified, or accredited by the following organizations:

® ACMA

SGS-CSTC Standards Technical Services Co., Ltd., EMC Laboratory can also perform testing for the
Australian/New Zealand Regulatory Compliance Mark (RCM).

® SGS UK(Certificate No.: 32), SGS-TUV SAARLAND and SGS-FIMKO

Have approved SGS-CSTC Standards Technical Services Co., Ltd., EMC Laboratory as a supplier of
EMC TESTING SERVICES and SAFETY TESTING SERVICES.

® FCC Recognized Accredited Test Firm(Registration No.: 486818)

SGS-CSTC Standards Technical Services Co., Ltd., EMC Laboratory has been accredited and fully
described in a report filed with the (FCC) Federal Communications Commission. The acceptance
letter from the FCC is maintained in our files. Designation Number: CN5016, Test Firm Registration
Number: 486818.

® |SED (Registration No.: 4620B, CAB identifier: CN0052)

SGS-CSTC Standards Technical Services Co., Ltd., has been registered by Innovation Science and
Economic Development Canada for Wireless Device Testing laboratories to test to Canadian radio
equipment requirements. Registration No. 4620B, CAB identifier: CN0052.

® VCCI (Registration No.: R-12460, C-12584, G-20107 and T-11179)

The 10m Semi-anechoic chamber, 966 Anechoic Chamber and Shielded Room of SGS-CSTC
Standards Technical Services Co., Ltd. have been registered in accordance with the Regulations for
Voluntary Control Measures with Registration No.: R-12460, C-12584, G-20107 and T-11179
respectively.

® CBTL (Lab Code: TL129)

SGS-CSTC Standards Technical Services Co., Ltd., E&E Laboratory has been assessed and fully
comply with the requirements of ISO/IEC 17025:2017, the Basic Rules, IECEE 01 and Rules of
procedure IECEE 02, and the relevant IECEE CB-Scheme Operational documents.

Deviation from Standards
None

Abnormalities from Standard Conditions
None
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5 Equipment List
RF conducted test
Equipment [Manufacturer| Model No. Inventory Serial No. | Cal Date Cal Due C.al' Cal. Law
No. Date Site
MI CABLE | SGS-EMC 0.8M |EMC2136| 1102098 20252'”' 202551'”' SGS
EXASignal| Agilent 1 o510 | EMC2222 |MY533005511[2025-11-| 2026-11- 1| o) | Article 24-
Analyzer |[Technologies 25 24 2,
4X4 P 2025-08-| 2026-08- | SGS Paragraph
ower TST TSPS2023R|EMC2257 | T2022.008 ot il 4 of the
sensor Unit 12 11 IND | Radio Act
MXG Vector
Signal Keysight N5182B |EMC2216 | MY57302805 | 2022-08- | 2026-08- | SGS
12 11 IND
Generator
Test TST v2o | GZE100- N/A N/A NA | NA | NA
Software 78
General used equipment
Equipment |Manufacturer| Model No Inventory Serial No. | Cal Date @ue C_al. Cal. Law
No Date Site
Article 24-
21
DMM Fluke 73 EMC0006 | 70681569 | 292206 12026-06-02| SCS | paragraph
03 IND
4 of the
Radio Act
Remark:

(a) Calibration conducted by the National Institute of Information and Communications Technology
(NICT)or a designated calibration agency under Article 102-18-1 of the Radio Act
(Note: The following URL shows the list of designated calibration agencies:
https://lwww.tele.soumu.go.jp/j/sys/others/kikan/)
(b) Calibration conducted based on the regulations of Article 135 or 144 of the Measurement Act
(c) Calibration conducted in foreign countries, which is equivalent to calibration conducted by the
NICT or a designated calibration agency under Article 102-18-1 of the Radio Act
(d) Calibration, etc. conducted by using measuring instruments and other facilities listed at the
bottom of appended table 3 of the Radio Act, which is to have been calibrated as described in

(a)through(c)

above

For each measuring instrument, it is not sufficient to include the calibration agency, calibration date, and
calibration deadline in the test report. It is also necessary to sufficiently confirm whether the
calibration was done in line with (a),(b),(c),or(d) above
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6 Radio Spectrum Technical Requirement

6.1 Antenna Requirement
6.1.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1

6.1.2 Conclusion
Standard requirement: Applicable for equipment with an antenna terminal, including testing terminals.
If an antenna connector is available, all relevant tests will be carried out conducted. If not, tests will
be carried out in an anechoic room or with a suitable test-fixture. EUT Details:The antenna is
integrated on the main PCB and no consideration of replacement. The best case gain of the antenna
is 0 dBi. Result An antenna connector is avallable aII relevant tests will be carried out conducted.
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6.2 Interference prevention capability
6.2.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1

6.2.2 Conclusion

Standard Requirement:1) Measurement system diagram as shown above and test equipment keep
transmitting identification code.2) Condition of measuring instrument(1) Demodulator must be able to
demodulate the transmitting signal emitted by test equipment and to indicate the identification
code.3) Condition of test equipment The mode of normal use.4) Measuring operation procedure(1)
When test equipment has the function to transmit identification code automatically:A) Transmit the
predetermined identification code from test equipment.B) Confirm the transmitted identification code
by demodulator.EUT Details: The unit does meet the requirements (Good).

D8:36:B7:2D:0D:B5
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6.3 RF accessibility
6.3.1 Test Requirement:
MIC Item 19 of Article 2 Paragraph 1

6.3.2 Conclusion

Standard Requirement: The EUT shall be constructed in such a way that sensitive RF parts, (like
modulation and oscillator parts) cannot be reached easily by the user. These parts shall be covered
by soldered metal caps or glue or by other mechanical covers. If the covers are fixed with screws,
these shall be not the common type(s) like a Phillips, but special versions like Torx, so that the user
cannot open the device with common tools.[Photo of RF parts]EUT Details:RF and Modulation parts
are mounted on PCB with surface mount technology, and there is no any adjustable parts on PCB or
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7 Radio Spectrum Matter Test Results

7.1 Frequency Error

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: Tolerance of frequency: £ 50 x 106

7.1.1 E.U.T. Operation
Operating Environment:
Temperature: 21.6 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.1.2 Test Mode Description

Pre-scan / Mode
Finaltest  Code

Final test 02 TX_Keep the EUT in transmitting mode

Description

7.1.3 Test Setup Diagram

E.U.T

RF conducted Table

S N

Ground Reference Plane
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7.1.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping OFF, CW Tx
3. Spectrum Analyzer conditions:
Frequency: Test Frequency
Span 1MHz
RBW 10 kHz (Modulation OFF),
VBW 10 kHz (Modulation OFF),
Sweep Time Auto
Detector mode Positive peak
Indication mode Max hold
Alternative method:
Frequency: Test Frequency
Span 2 times channel bandwidth
RBW 100 kHz (Modulation ON),
VBW 100 kHz (Modulation ON),
Sweep Time Auto
Detector mode Positive peak
Indication mode Max hold

Please Refer to Appendix for Details
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7.2 Occupied Bandwidth(99%)

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: FH: 83.5MHz or less

OFDM:26 MHz or 26-40MHz
Others: 26MHz or less

7.2.1 E.U.T. Operation
Operating Environment:
Temperature: 216 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.2.2 Test Mode Description

Pre-scan / Mode
Finaltest  Code

Final test 02 TX _Keep the EUT in transmitting mode

Description

7.2.3 Test Setup Diagram

E.U.T

RF conducted Table

A'E

Ground Reference Plane
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7.2.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx
For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.
3. Spectrum Analyzer conditions:
Frequency: Test Frequency
Span 83.5 MHz (FHSS); 40/60 MHz (OFDM; DSSS); 2-5 times OBW (Others)
RBW 1 MHz (FHSS); 300kHz (OFDM; DSSS); 3% OBW (Others)
VBW 1 MHz (FHSS); 300kHz (OFDM; DSSS); 3 times RBW (Others)
Sweep Time Auto
detector mode Positive peak
Indication mode Max hold
OBW 99%

Please Refer to Appendix for Details
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7.3 Spread spectrum Bandwidth(90%)

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

7.3.1 E.U.T. Operation
Operating Environment:
Temperature: 216 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.3.2 Test Mode Description

Pre-scan / Mode
Finaltest Code

Final test 02 TX_Keep the EUT in transmitting mode

Description

7.3.3 Test Setup Diagram

RF conducted Table

Ground Reference Plane
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7.3.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Spectrum Analyzer conditions:

Frequency: Test Frequency

Span 83.5 MHz (FHSS); 40/60 MHz (OFDM; DSSS)
RBW 1 MHz (FHSS); 300kHz (OFDM; DSSS)

VBW 1 MHz (FHSS); 300kHz (OFDM; DSSS)
Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

OBW 90%

Please Refer to Appendix for Details
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7.4 Antenna Power

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: Designated value

(1) FH, FH+DS, FH+OFDM: 3mW/MHz
(used in the range of 2427 - 2470.75 MHz)
(2) OFDM, DS other than (1) 10mW/MHz
(3) Other than (1) & (2) 10mW

(4) OFDM OBW 26 - 40MHz: 5mW/MHz
Tolerance:<=20%

7.4.1 E.U.T. Operation
Operating Environment:

Temperature: 21.6 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.4.2 Test Mode Description

Pre-scan / Mode
Finaltest Code

Final test 02 TX_Keep the EUT in transmitting mode

Description

7.4.3 Test Setup Diagram

E.U.T

RF conducted Table

Ground Reference Plane
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7.4.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx
For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.
3. Spectrum Analyzer conditions:
Frequency: Test Frequency
Span 25 MHz(FHSS); 40/60 MHz (OFDM; DSSS); Enough to capture the emission (Others)
RBW 1 MHz (FHSS; OFDM; DSSS); More than OBW (Others)
VBW 1 MHz (FHSS; OFDM; DSSS); More than RBW (Others)
Sweep Time Auto
detector mode RMS
Indication mode Max hold

Please Refer to Appendix for Details
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7.5 Dwell time

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: less than 0.4sec

7.5.1 E.U.T. Operation
Operating Environment:
Temperature: 216 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.5.2 Test Mode Description

Pre-scan / Mode
Final test Code

Final test 02 TX Keep the EUT in transmitting mode

Description

7.5.3 Test Setup Diagram

uT

RF conducted Table

Ground Reference Plane
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7.5.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:

Modulation/Spread/Hopping ON, Hopping frequency is fixed, Bluetooth equipment is setting DH5
mode

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Spectrum Analyzer conditions:

Frequency: Test Frequency (fixed hopping frequency)
Span 0 Hz

RBW 1 MHz

VBW 1 MHz

Sweep Time EUT condition

Trigger Video Trigger

Measures the Transmission time of 1 burst (sec)
Measures the Burst cycle (sec)

4. Calculation procedure:

Dwell time = (0.4(s) x [spreading rate] x [Transmission time of 1 burst(s)]) / ([burst cycle(s)] x [No. of
hopping channel])

Note:
* Spreading rate = [Spread bandwidth (actual measurement value)] / [Transmission rate]

Please Refer to Appendix for Details
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7.6 Spurious emission Intensity

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: (1) Below 2387 MHz: 2.5uyW/MHz

(2) 2387 to 2400 MHz: 25uW/MHz
(3) 2483.5 through 2496.5 MHz: 25uW/MHz
(4) Over 2496.5 MHz: 2.5uW/MHz

7.6.1 E.U.T. Operation
Operating Environment:
Temperature: 216 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.6.2 Test Mode Description

Pre-scan / Mode
Finaltest  Code

Final test 02 TX _Keep the EUT in transmitting mode

Description

7.6.3 Test Setup Diagram

E.U.T

RF conducted Table

. —y

Ground Reference Plane
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7.6.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON, Modulation Tx

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Spectrum Analyzer conditions:

Step 1

All spurious are measured from 30 MHz to 13 GHz by peak mode.
Step 2

If the value measured by Step1 is 2 dB or less, measure in average mode.
Test setup for Step 1:

Frequency: 30 MHz - 2400 MHz, 2483.5 MHz -13 GHz

RBW 1 MHz

VBW 1 MHz

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

Test setup for Step 2:

Frequency: Spurious Frequency

RBW 1 MHz

VBW 1 MHz

Sweep Time Auto

detector mode Sample

Indication mode Max hold

Please Refer to Appendix for Details
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7.7 Limit of secondary radiated emissions

Test Requirement MIC Item 19 of Article 2 Paragraph 1
Test Method: MIC Notice No.88 Appendix No.43
Test Engineer: Banna Ban

Limit: (1) Below 1 GHz: 4 nW or less

(2) 1 GHz and over: 20 nW or less

7.7.1 E.U.T. Operation
Operating Environment:
Temperature: 216 °C Humidity: 73.2 % RH Atmospheric Pressure: 1010 mbar

7.7.2 Test Mode Description

Pre-scan / Mode
Finaltest  Code

Final test 01 RX_Keep the EUT in receiving mode

Description

7.7.3 Test Setup Diagram

RF conducted Table

Ground Reference Plane
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7.7.4 Measurement Procedure and Data
1. Test Conditions:
Spectrum Analyzer is used for measurement.
2. EUT conditions:
Modulation/Spread/Hopping ON

For equipment using diffusion code, set to the test diffusion code and modulate with standard coding
test signal.

3. Spectrum Analyzer conditions:

Step 1

All spurious are measured from 30 MHz to 13 GHz by peak mode.
Step 2

If the value measured by Step1 is 2 dB or less, measure in average mode.
Test setup for Step 1:

Frequency: 30 MHz - 2400 MHz, 2483.5 MHz -13 GHz

RBW 100 kHz (30 - 1GHz), 1 MHz (over 1GHz)

VBW 100 kHz (30 - 1GHz), 1 MHz (over 1GHz)

Sweep Time Auto

detector mode Positive peak

Indication mode Max hold

Test setup for Step 2:

Frequency: Spurious Frequency

Span 0 Hz

RBW 100 kHz (30 - 1GHz), 1 MHz (over 1GHz)

VBW 100 kHz (30 - 1GHz), 1 MHz (over 1GHz)

Sweep Time Auto

detector mode Sample

Indication mode Max hold

Please Refer to Appendix for Details
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8 Test Setup Photo

Refer to Appendix_Setup photo for GZCR2604000720HS
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9 EUT Constructional Details (EUT Photos)

Refer to Appendix_Photographs of EUT Constructional Details for GZCR2604000720HS
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10 Appendix
1. Frequency Error
1.1 Test Result
1.1.1 Ant1
Ant1
TX | Frequency | Packet Measured Tolerance (ppm) .
ENV Mode Type | (MHz) | Type |Frequency (MHz)| Result Limit | erdict
. 2402 DH5 2401.980 -8.33 -50 to 50 Pass
NTNV | Carrier Wave | SISO
2480 DH5 2479.980 -8.06 -50 to 50 Pass
; 2402 DH5 2401.980 -8.33 -50 to 50 Pass
NTLV | Carrier Wave | SISO
2480 DH5 2479.980 -8.06 -50 to 50 Pass
. 2402 DH5 2401.980 -8.33 -50 to 50 Pass
NTHV | Carrier Wave | SISO
2480 DH5 2479.980 -8.06 -50 to 50 Pass
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1.2 Test Graph

1.2.1 Ant1
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Frequency Error NTLV_Carrier Wave 2402MHz_Ant1 NTLV
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Frequency Error NTHV_Carrier Wave _2402MHz_Ant1 _NTHV
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2. Occupied Bandwidth

2.1 Test Result

2.1.1 OBW

Page:

32 of 130

TX Frequenc Packet | 99% Occupied Bandwidth (MHz .
ENV Mode Type MHz) | Type ANTA Limi(t - Verdit
NTNV GFSK SISO HOPP DH5 78.716 <=83.5 Pass
Pi/ADQPSK | SISO HOPP 2DH5 78.905 <=83.5 Pass
NTLV GFSK SISO HOPP DH5 78.699 <=83.5 Pass
Pi/ADQPSK | SISO HOPP 2DH5 78.664 <=83.5 Pass
NTHVY GFSK SISO HOPP DH5 78.752 <=83.5 Pass
Pi/4ADQPSK | SISO HOPP 2DH5 78.723 <=83.5 Pass
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2.2 Test Graph
2.2.1 OBW
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3. Spread Bandwidth

3.1 Test Result
3.1.1 SPBW
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TX Frequency | Packet Spread Bandwidth (MHz) 1
ENV Mod Verdict
ode Type | (MHz) Type ANT1 Limit ercly
HOPP DH5 71.259 / Only For Report
GFSK SISO
NTNV HOPP20 DH5 18.477 / Only For Report
) HOPP 2DH5 71.545 / Only For Report
Pi/4ADQPSK | SISO
HOPP20 2DH5 18.745 / Only For Report
HOPP DH5 71.295 / Only For Report
GFSK SISO
NTLV HOPP20 DH5 18.488 / Only For Report
) HOPP 2DH5 71.272 / Only For Report
Pi/4ADQPSK | SISO
HOPP20 2DH5 18.706 / Only For Report
HOPP DH5 71.280 / Only For Report
GFSK SISO
NTHV HOPP20 DH5 18.482 / Only For Report
) HOPP 2DH5 71.443 / Only For Report
Pi/4ADQPSK | SISO
HOPP20 2DH5 18.776 / Only For Report
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3.2 Test Graph
3.2.1 SPBW

GFSK_DH5_HOPP_Ant1_NTNV

Ant: Ant1
CENT. 2441 MHz

Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue

90% OBW=71.259 MHz
°| Maker:
1. 2405.288 MHz
16.93 dBm
2. 2476.547 MHz
s 16.58 dBm

Level (dBm)

-72361,0 ; ; ; ; ; ; ; ; ' 2521.0
Frequency (MHz)
GFSK_DH5 _HOPP20_Ant1_NTNV
Ant: Ant1
CENT. 2441 MHz
S%an 160 MH
VBW: 1 MHZ

Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue

90% OBW=18.477 MHz
laker:
1. 2461.222 MHz
17.14 dBm
2.2479.699 MHz
s 17.04 dBm

Level (dBm)

— Trace

-70 . . : . . . . . .
2361.0 2621.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmumrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

). L0 | No.198, Kezhu Road, Scienca City, Economic & Technolagical DevelopmentArea, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  Www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 38 of 130

Pi/4ADQPSK_2DH5_HOPP_Ant1_NTNV

& Ant: Ant1
CENT. 2441 MHz
S%an. 160 MHz
RBW: 1 MHz
20 A —| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001
10 _| SweepTime: 1 ms
Sweep: Continue
90% OBW=71.545 MHz
01 | Maker:
1.2405.383 MHz
15.9! m
2.2476.928 MHz
. -10 16.65 dBm
£
[an]
el
= -20 1
[
>
3
_30 -
-40
_50 4
o4
| T T O R B R —
=70 T T T T T T T T T
2361.0 2521.0

Frequency (MHz)

Pi/4ADQPSK_2DH5_HOPP20_Ant1_NTNV

Ant: Ant1

CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz

—| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001

_| SweepTime: 1 ms
Sweep: Continue

90% OBW=18.745 MHz.
| Maker:

1.2461.140 MHz

17.28 dBm
2. 2479.885 MHz

17.27 dBm

Level (dBm)

—— Trace

-70 : : : : : : : : :
2361.0 2521.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmﬂmrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

(| No.198, Kezhu Road, Science City, Economic & Technolagical Development Area, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 39 of 130

GFSK_DH5_HOPP_Ant1_NTLV

& Ant: Ant1
CENT. 2441 MHz
S%an. 160 MHz
RBW: 1 MHz
2 1 - vBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001
10 _| SweepTime: 1 ms
Sweep: Continue
90% OBW=71.295 MHz
01 | Maker:
1. 2405.222 MHz
7.1 m
2.2476.517 MHz
—~ —10 1 16.21 dBm
£
[an]
el
=~ -20 1
[
>
s
_30 -
-40
_50 4
o4
R N A N A — e
=70 T T T T T T T T T
2361.0 2521.0

Frequency (MHz)

GFSK_DH5_HOPP20_Ant1_NTLV

Ant: Ant1

CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz

—| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001

_| SweepTime: 1 ms
Sweep: Continue

90% OBW=18.488 MHz,
| Maker:
1.2461.226 MHz

s m
2.2479.714 MHz
17.09 dBm

Level (dBm)

—— Trace

-70 : : : : : : : : :
2361.0 2521.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmﬂmrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

(| No.198, Kezhu Road, Science City, Economic & Technolagical Development Area, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 40 of 130

Pi/ADQPSK_2DH5_HOPP_Ant1_NTLV

=y Ant: Ant1
CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz
® |
G etector: Pea
[ s G TraceType: MAX Hold
SweepPoint: 1001
10 _| SweepTime: 1 ms
Sweep: Continue
90% OBW=71.272 MHz
01 | Maker:
1. 2405.676 MHz
16.63 dBm
2.2476.948 MHz
. -10 17.30 dBm
£
[an]
el
= -20 1
[
>
s
-30
-40
el B B
o4
3 3 i i i i i i — Tiace
=70 T T T T T T T T T
2361.0 2521.0

Frequency (MHz)

Pi/4ADQPSK_2DH5_HOPP20_Ant1_NTLV

Ant: Ant1

CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz

—| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001

_| SweepTime: 1 ms
Sweep: Continue

90% OBW=18.706 MHz.
| Maker:

1.2461.141 MHz

17.24 dBm
2. 2479.847 MHz

17.26 dBm

Level (dBm)

—— Trace

-70 : : : : : : : : :
2361.0 2521.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmﬂmrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

(| No.198, Kezhu Road, Science City, Economic & Technolagical Development Area, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 41 of 130

GFSK_DH5_HOPP_Ant1_NTHV

& Ant: Ant1
CENT. 2441 MHz
S%an. 160 MHz
RBW: 1 MHz
2 1 - vBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001
10 _| SweepTime: 1 ms
Sweep: Continue
90% OBW=71.280 MHz
01 | Maker:
1.2405.304 MHz
16 4! m
2.2476.584 MHz
—~ —10 1 16.18 dBm
£
[an]
el
=~ -201
[
>
s
_30 -
-40
_50 4
o4
3 3 i i i i i i — Trace
=70 T T T T T T T T T
2361.0 2521.0

Frequency (MHz)

GFSK_DH5_HOPP20_Ant1_NTHV

Ant: Ant1

CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz

—| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001

_| SweepTime: 1 ms
Sweep: Continue

90% OBW=18.482 MHz
| Maker:
1.2461.225 MHz

171 m
2. 2479.707 MHz
17.07 dBm

Level (dBm)

—— Trace

-70 : : : : : : : : :
2361.0 2521.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmﬂmrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

(| No.198, Kezhu Road, Science City, Economic & Technolagical Development Area, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 42 of 130

Pi/4ADQPSK_2DH5_HOPP_Ant1_NTHV

& Ant: Ant1
CENT. 2441 MHz
S%an. 160 MHz
RBW: 1 MHz
20 A —| VBW: 1 MHz
W - ” Detector: Peak
RLMLA | TraceType: MAX Hold
| SweepPoint: 1001
10 _| SweepTime: 1 ms
Sweep: Continue
90% OBW=71.443 MHz
01 | Maker:
1. 2405.506 MHz
16.4 m
2.2476.949 MHz
. -10 17.27 dBm
£
[an]
el
= -20 1
[
>
s
_30 -
_50 T 2N 4
o4
3 3 i i i i i i — Tiace
=70 T T T T T T T T T
2361.0 2521.0

Frequency (MHz)

Pi/4ADQPSK_2DH5_HOPP20_Ant1_NTHV

Ant: Ant1

CENT: 2441 MHz
S%an. 160 MHz
RBW: 1 MHz

—| VBW: 1 MHz
Detector: Peak
TraceType: MAX Hold
SweepPoint: 1001

_| SweepTime: 1 ms
Sweep: Continue

90% OBW=18.776 MHz,
| Maker:

1.2461.071 MHz

17.22 dBm
2. 2479.847 MHz

17.25 dBm

Level (dBm)

—— Trace

-70 : : : : : : : : :
2361.0 2521.0

Frequency (MHz)

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
available on request or accessible at mmw&uﬂﬂmﬂmrm_tm Attention is drawn to the limitation of liability,
indemnification and jurisdiction issues defined therein. Any holder of this document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations
under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such
sample(s) are retained for 30 days only.

Attentien: To check the authenticity of testing/inspection report & certificate, please contact us at telephone: (86-755) 8307 1443,
or email: CN.Doccheck@sgs.com

(| No.198, Kezhu Road, Science City, Economic & Technolagical Development Area, Guangzhou, Guangdong, China 510663 t (86-20) 82155555  www.sgsgroup.com.cn

BE R THEREAT LA REERFRB 1965 % 510663  t(86-20)8215555  sgs.china@sgs.com
|
Member of the SGS Group (SGS SA)



SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch

EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 43 of 130
4. Antenna Power
4.1 Test Result
4.1.1 Power
Antenna Power Nominal
Tol %
ENV| Mode T;;(e Fr?&‘,{'ezr‘)cyp?;;‘:t ANT|  (mMW/MHz) Power olerance (%) |/ giet
Measured| Limit | (MW/MHz) |Measured| Limit
HOPP DH5 1 0.006 <=3.00 0.006 -5.59 <=20 | Pass
GFSK |SISO
NTNV HOPP20 | DH5 1 0.025 <=3.00 0.025 0.00 <=20 | Pass
. HOPP |2DH5| 1 0.004 <=3.00 0.004 11.95 | <=20 | Pass
Pi/4ADQPSK| SISO
HOPP20 | 2DH5 | 1 0.014 <=3.00 0.014 0.00 <=20 | Pass
HOPP DH5 1 0.005 <=3.00 0.005 9.29 <=20 | Pass
GFSK |SISO
NTLY HOPP20 | DH5 1 0.018 <=3.00 0.018 0.00 <=20 | Pass
HOPP |2DH5| 1 0.005 <=3.00 0.005 7.46 <=20 | P
Pi/4ADQPSK| SISO ass
HOPP20 | 2DH5 | 1 0.018 <=3.00 0.018 0.00 <=20 | Pass
HOPP DH5 1 0.006 <=3.00 0.006 -5.63 <=20 | Pass
GFSK |[SISO
NTHV HOPP20 | DH5 1 0.025 <=3.00 0.025 0.00 <=20 | Pass
. HOPP |2DH5| 1 0.005 <=3.00 0.005 6.75 <=20 | Pass
Pi/4ADQPSK| SISO
HOPP20 | 2DH5 | 1 0.018 <=3.00 0.018 0.00 <=20 | Pass
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4.1.2 EIRP
TX Frequency | Packet . . EIRP (dBm .
ENV Mode Fymo (,\‘}IHZ) y Tyoe | ANT | Gain(dBi) - —" ( Lm)]it Verdict
GESK SISO HOPP DH5 1 0 -21.97 | <=6.91 Pass
HOPP20 DH5 1 0 -16.11 <=6.91 Pass
NTNV Pi/ADQPSK | SISO HOPP 2DH5 1 0 -24.47 | <=6.91 Pass
HOPP20 2DH5 1 0 -18.65 | <=6.91 Pass
GESK SISO HOPP DH5 1 0 -23.40 | <=6.91 Pass
HOPP20 DH5 1 0 -17.53 | <=6.91 Pass
NTLV Pi/ADQPSK | SISO HOPP 2DH5 1 0 -23.32 | <=6.91 Pass
HOPP20 2DH5 1 0 -17.51 <=6.91 Pass
GESK SISO HOPP DH5 1 0 -21.34 | <=6.91 Pass
HOPP20 DH5 1 0 -15.52 | <=6.91 Pass
NTHV . HOPP 2DH5 1 0 -23.35 | <=6.91 Pass
Pi/4ADQPSK| SISO

HOPP20 2DH5 1 0 -17.49 | <=6.91 Pass

Gl L =

Inspectmn & Testing Services c§

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed overleaf,
k Attention is drawn to the limitation of liability,

available on request or accessible at

indemnification and jurisdiction issues defined therein. Any holder of lhjs document is advised that information contained hereon reflects
the Company's findings at the time of its intervention only and within the limits of Client's instructions, if any. The Company's sole
responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations

under the transaction documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any
unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted
to the fullest extent of the law. Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such

sample(s) are retained for 30 days only.
Attention: To check the authenticity of testing linspection report & certificate, please contact us at telephone
or email: CN.Doccheck@sgs.com

0., 116 | No.198, Kezhu Road, Science City, Economic & Technological Development Area, Guangzhou, Guangdong, China 510663

FE-F - HEREAEEFEERFENRE 985
i

1 4 : 510663

:(B6-755) 8307 1443,

t (86-20) 82155555  Www.sgsgroup.com.cn
t (86-20)82155555  sgs.china@sgs.com

Member of the SGS Group (SGS SA)




SGS-CSTC Standards Technical Services Co., Ltd. Guangzhou Branch
EMC-TRF-01  Rev 2.1 Report No.:GZCR260400072001
Page: 45 of 130

4.2 Test Graph

4.2.1 Power
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5. Dwell Time

5.1 Test Result
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5.1.1 Ant1
Ant1
i i Dwell Time (ms
BNV | Moo | i T Tone | ate | (e | (me) armmer Rosun | Limt | Yo"
DH1 71.259 |2.882| 3.750 79 |277.291| <=400 | Pass
2402 DH3 71.259 |2.882| 3.750 79 | 277.291| <=400 | Pass
GESK | siso DH5 71.259 |2.882| 3.750 79 |277.291| <=400 | Pass
DH1 71.259 |2.882| 3.750 79 | 277.291| <=400 | Pass
2480 DH3 71.259 |2.881| 3.750 79 |277.195| <=400 | Pass
DH5 71.259 |2.882| 3.750 79 | 277.291| <=400 | Pass
NTNV 2DH1 | 71.545 |2.887 | 3.750 79 |278.887 | <=400 | Pass
2402 2DH3 | 71.545 |2.888| 3.750 79 | 278.983 | <=400 | Pass
. 2DH5 | 71.545 |2.887 | 3.749 79 1278.961| <=400 | Pass
Pi/4ADQPSK| SISO
2DH1 | 71.545 |2.888| 3.750 79 |278.983 | <=400 | Pass
2480 2DH3 | 71.545 |2.888| 3.750 79 |278.983 | <=400 | Pass
2DH5 | 71.545 |2.887 | 3.750 79 |278.887 | <=400 | Pass
DH1 71.295 |2.881| 3.750 79 |277.335| <=400 | Pass
2402 DH3 71.295 |2.882| 3.750 79 | 277.431| <=400 | Pass
DH5 71.295 |2.882| 3.750 79 | 277.431| <=400 | Pass
GFSK | SISO
DH1 71.295 |2.882| 3.750 79 | 277.431| <=400 | Pass
2480 DH3 71.295 |2.882| 3.750 79 |277.431| <=400 | Pass
NTLV DH5 71.295 |2.882| 3.750 79 |277.431| <=400 | Pass
2DH1 | 71.272 |2.888| 3.750 79 |277.919| <=400 | Pass
2402 2DH3 | 71.272 |2.887 | 3.750 79 | 277.822 | <=400 | Pass
. 2DH5 | 71.272 |2.888| 3.750 79 |277.919| <=400 | Pass
Pi/4ADQPSK| SISO
2DH1 | 71.272 |2.888| 3.750 79 |277.919| <=400 | Pass
2480 2DH3 | 71.272 |2.888| 3.750 79 |277.919| <=400 | Pass
2DH5 | 71.272 |2.888| 3.750 79 | 277.919 | <=400 | Pass
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NTHV

DH1 71.280 |2.881| 3.750 79 |277.276 | <=400 | Pass

2402 DH3 71.280 |2.882| 3.750 79 1277.372| <=400 | Pass

GESK | SISO DH5 | 71.280 |2.881| 3.750 79 |277.276 | <=400 | Pass
DH1 71.280 |2.881| 3.750 79 |277.276 | <=400 | Pass

2480 DH3 71.280 |2.882| 3.750 79 |277.372| <=400 | Pass

DH5 | 71.280 |2.881| 3.750 79 |277.276 | <=400 | Pass

2DH1 | 71.443 |2.887 | 3.750 79 1278.489 | <=400 | Pass

2402 2DH3 | 71.443 |2.887 | 3.750 79 278.489 | <=400 | Pass

Pi/4DQPSK! SISO 2DH5 | 71.443 |2.888| 3.750 79 |278.585| <=400 | Pass
2DH1 | 71.443 |2.888| 3.750 79 | 278.585| <=400 | Pass

2480 2DH3 | 71.443 ]2.888 | 3.750 79 278.585| <=400 | Pass

2DH5 | 71.443 |2.888| 3.750 79 |278.585| <=400 | Pass
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5.1.2 Ant1_HOPP20
Ant1_HOPP20
i i Dwell Time (ms

B | Moo | e Tone | ate | (e | (mey Numser Reout | Lim | Vo0

DH1 18.477 |2.882| 3.750 20 284.004 | <=400 | Pass

2402 DH3 18.477 |2.882| 3.750 20 284.004 | <=400 | Pass

DH5 18.477 |2.882| 3.750 20 284.004 | <=400 | Pass
GFSK | SISO

DH1 18.477 |2.882| 3.750 20 |284.004 | <=400 | Pass

2480 DH3 18.477 |2.881| 3.750 20 283.905 | <=400 | Pass

DH5 18.477 |2.882| 3.750 20 284.004 | <=400 | Pass

NTNV 2DH1 18.745 |2.887 | 3.750 20 288.623 | <=400 | Pass

2402 2DH3 | 18.745 |2.888| 3.750 20 288.723 | <=400 | Pass

. 2DH5 | 18.745 |2.887 | 3.749 20 288.700 | <=400 | Pass
Pi/4ADQPSK| SISO

2DH1 18.745 |2.888| 3.750 20 288.723 | <=400 | Pass

2480 2DH3 | 18.745 |2.888| 3.750 20 288.723 | <=400 | Pass

2DH5 | 18.745 |2.887 | 3.750 20 |288.623 | <=400 | Pass

DH1 18.488 |2.881| 3.750 20 284.074 | <=400 | Pass

2402 DH3 18.488 |2.882| 3.750 20 284.173 | <=400 | Pass

DH5 18.488 |2.882| 3.750 20 284173 | <=400 | Pass
GFSK | SISO

DH1 18.488 |2.882| 3.750 20 284.173 | <=400 | Pass

2480 DH3 18.488 |2.882| 3.750 20 284173 | <=400 | Pass

NTLV DH5 18.488 |2.882| 3.750 20 284.173 | <=400 | Pass

2DH1 18.706 |2.888| 3.750 20 288.122 | <=400 | Pass

2402 2DH3 | 18.706 |2.887 | 3.750 20 288.023 | <=400 | Pass

. 2DH5 | 18.706 |2.888| 3.750 20 288.122 | <=400 | Pass
Pi/4ADQPSK| SISO

2DH1 18.706 |2.888 | 3.750 20 |288.122| <=400 | Pass

2480 2DH3 | 18.706 |2.888| 3.750 20 288.122 | <=400 | Pass

2DH5 | 18.706 |2.888| 3.750 20 288.122 | <=400 | Pass
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NTHV

DH1 18.482 |2.881| 3.750 20 |283.982| <=400 | Pass

2402 DH3 18.482 |2.882| 3.750 20 |284.081| <=400 | Pass

GESK | SISO DH5 18.482 |2.881| 3.750 20 |283.982| <=400 | Pass
DH1 18.482 |2.881| 3.750 20 |283.982| <=400 | Pass

2480 DH3 18.482 |2.882| 3.750 20 |284.081| <=400 | Pass

DH5 18.482 |2.881| 3.750 20 |283.982| <=400 | Pass

2DH1 | 18.776 |2.887 | 3.750 20 |289.100 | <=400 | Pass

2402 2DH3 | 18.776 |2.887 | 3.750 20 |289.100 | <=400 | Pass

Pi/4DQPSK! SISO 2DH5 | 18.776 |2.888| 3.750 20 |289.200 | <=400 | Pass
2DH1 | 18.776 |2.888| 3.750 20 |289.200 | <=400 | Pass

2480 2DH3 | 18.776 |2.888 | 3.750 20 |289.200 | <=400 | Pass

2DH5 | 18.776 |2.888| 3.750 20 |289.200 | <=400 | Pass
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5.2 Test Graph

5.2.1 Ant1
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6. Spurious Emission Intensity
6.1 Test Result
6.1.1 TxSe _NTNV
NTNV
Freqg. Range Marker
" X | Freq. PK PK | AV | AV | Limit _
ode Type | (MHz) ANT | Start | Stop | Freq. | Power | Power | Power | Power | (UW |Verdict
(MHz) | (MHz)| (MHz) | (dBm | (W | (dBm | (uwW |/MHz)
IMHz) | IMHz) | /MHz) | /MHz)
30 | 2387 | 2354 | -57.03 | 0.002 / / 2.5 | Pass
2402 1 2387 | 2400 |2399.909| -33.71 | 0.426 / / 25 Pass
2483.5|2496.5(2495.915| -64.22 | 0.000 / / 25 Pass
GESK |sIsO 2496.5)12500| 4804 -46.83 | 0.021 / / 2.5 Pass
30 | 2387 | 2384 | -62.74 | 0.001 / / 2.5 | Pass
2480 1 2387 | 2400 |2399.142| -64.05 | 0.000 / / 25 Pass
2483.5|2496.5|2483.578| -49.72 | 0.011 / / 25 Pass
2496.5|12500| 7440 -44 .84 | 0.033 / / 2.5 Pass
30 | 2387 1737 -45.54 | 0.028 / / 2.5 Pass
5402 1 2387 | 2400 |2399.974| -28.53 | 1.403 / / 25 Pass
2483.5|2496.5|2496.292| -62.71 | 0.001 / / 25 Pass
i 2496.5|12500| 7205.5 | -45.59 | 0.028 / / 2.5 Pass
Pi/4DQPSK| SISO
30 | 2387 | 2384 | -63.80 | 0.000 / / 2.5 | Pass
2480 1 2387 | 2400 |2394.501| -66.05 | 0.000 / / 25 Pass
2483.5|2496.5(2483.578| -49.32 | 0.012 / / 25 Pass
2496.5|12500| 7440 -42.96 | 0.051 / / 2.5 Pass
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6.1.2 TxSe_NTLV
NTLV
Freq. Range Marker
TX | Freq. PK PK AV AV Limit _
Mode Type | (MHz) ANT | Start | Stop | Freq. | Power | Power | Power | Power | (UW |Verdict
(MHz) | (MHz)| (MHz) | (dBm | (UW | (dBm | (uW |/MHz)
/MHz) | /IMHZz) | /MHz) | /MHz)
30 | 2387 | 2354 | -56.10 | 0.002 / / 25 | Pass
0402 | 1 2387 | 2400 |2399.948| -33.59 | 0.438 / / 25 | Pass
2483.5|2496.5| 2496.24 | -63.85 | 0.000 / / 25 | Pass
GESK  |siso 2496.5/12500| 4804.5 | -46.87 | 0.021 / / 2.5 | Pass
30 | 2387 | 2384.5 | -62.38 | 0.001 / / 25 | Pass
0480 | 1 2387 | 2400 |2388.209| -64.94 | 0.000 / / 25 | Pass
2483.5|2496.5|2483.747| -50.14 | 0.010 / / 25 | Pass
2496.5/12500| 7439.5 | -44.78 | 0.033 / / 2.5 | Pass
30 | 2387 | 2354.5 | -58.14 | 0.002 / / 25 | Pass
0402 | 1 2387 | 2400 |2399.987| -28.02 | 1.578 / / 25 | Pass
2483.5|2496.5|2495.993| -63.11 | 0.000 / / 25 | Pass
i 2496.5/12500| 7205.5 | -46.20 | 0.024 / / 2.5 | Pass
Pi/4ADQPSK| SISO
30 | 2387 | 2384.5 | -63.07 | 0.000 / / 25 | Pass
0480 | 1 2387 | 2400 |2397.413| -65.07 | 0.000 / / 25 | Pass
2483.5|2496.5|2483.526| -49.93 | 0.010 / / 25 | Pass
2496.5/12500| 7440 | -44.92 | 0.032 / / 2.5 | Pass
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6.1.3 TxSe_NTHV
NTHV
Freq. Range Marker
TX | Freq. PK PK | AV AV | Limit _
Mode Type | (MHz) ANT | Start | Stop | Freq. | Power | Power | Power | Power | (UW |Verdict
(MHz) | (MHz)| (MHz) | (dBm | (uW | (dBm | (uwW |/MHz)
/MHz) | /MHz) | /MHz) | /MHz)
30 | 2387 | 2354 -56.51 | 0.002 / / 2.5 Pass
2402 | 1 2387 | 2400 [2399.909| -33.57 | 0.440 / / 25 | Pass
2483.5|2496.5|2496.292| -63.85 | 0.000 / / 25 Pass
GEsK  |siso 2496.5/12500| 4804 | -46.73 | 0.021 / / 25 | Pass
30 | 2387 | 2384.5 | -61.65 | 0.001 / / 2.5 Pass
oaiol\ 1 2387 | 2400 [2391.329| -65.96 | 0.000 / / 25 | Pass
2483.5|2496.5|2483.578| -49.40 | 0.011 / / 25 Pass
2496.5(12500| 7439.5 | -45.09 | 0.031 / / 25 | Pass
30 | 2387 | 2354.5 | -59.12 | 0.001 / / 2.5 Pass
0402 | 1 2387 | 2400 [2399.987| -28.56 | 1.393 / / 25 | Pass
2483.5|2496.5|2492.106| -62.85 | 0.001 / / 25 Pass
Pi/ADQPSK! SISO 2496.5| 12500 | 4803.5 | -46.55 | 0.022 / / 25 | Pass
30 | 2387 | 2384.5 | -62.44 | 0.001 / / 2.5 Pass
. 2387 | 2400 [2388.885| -65.79 | 0.000 / / 25 | Pass
2483.5|2496.5|2483.734| -49.22 | 0.012 / / 25 Pass
2496.5/12500| 7440 -44.39 | 0.036 / / 2.5 Pass
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6.2 Test Graph
6.2.1 TxSe_NTNV
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7. Secondary Radiated Emission
7.1 Test Result
7.1.1 RxSe _NTNV
NTNV
Freqg. Range Marker
Mode | X | F®9 | ANT | start | Stop | Freq. | (PK | PK | AV [ AV ) Limit 040
Type | (MHz) (MHz) (MHFZJ) (Mqu.) Power | Power | Power | Power | ("W)
(dBm) | (nW) { (dBm) | (nW)
2402 1 30 1000 | 144 | -70.39 | 0.091 / / 4 Pass
1000 | 12500|4990.5| -63.20 | 0.479 / / 20 Pass
GFSK |SISO 30 1000 | 144 | -70.43 | 0.091 / / 4 Pass
2480 1 2450.5| -53.42 | 4.550 | -80.42 | 0.009 20 Pass
1000 | 12500
2453.5| -50.49 | 8.933 | -80.31 | 0.009 20 Pass
2402 1 30 1000 | 144 | -70.48 | 0.090 / / 4 Pass
1 12500 | 2454 | -58.14 | 1. 20 | P
Pi/4ADQPSK SISO 000 500 5 58 535 / / 0 ass
2480 1 30 1000 | 144 | -68.87 | 0.130 / / 4 Pass
1000 | 12500|2448.5| -57.58 | 1.746 / / 20 Pass
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7.1.2 RxSe_NTLV
NTLV
Freq. Range Marker
Mode | X | PT84 | ANT | start | Stop | Freq. | 7K PK | AV | AV Limit |y
Type | (MHz) (MHz) | (MHz) | (MHz) Power | Power | Power | Power | (W)
(dBm) (nW) (dBm) | (nW)
ik 30 | 1000 | 144 | -70.49 | 0.089 / / 4 Pass
GESK - |siso 1000 {12500 5087 | -62.90 | 0.513 / / 20 Pass
2480 | 1 30 | 1000 | 144 | -71.05 | 0.079 / / 4 Pass
1000 [12500(10503| -63.06 | 0.494 / / 20 Pass
2402 | 1 30 | 1000 | 144 | -70.67 | 0.086 / / 4 Pass
1000 {12500 (3810.5| -62.69 | 0.538 / / 20 Pass
30 | 1000 | 144 | -70.40 | 0.091 / / 4 Pass
Pi/4ADQPSK| SISO 2428 | -48.49 | 14.158 | -80.51 0.009 20 Pass
2480 | 1 1000 | 12500 2444 5| -53.08 | 4.920 | -80.40 | 0.009 20 Pass
2452 | -42.86 | 51.761 | -80.17 | 0.010 20 Pass
2456 | -53.40 | 4.571 -65.90 | 0.257 20 Pass
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7.1.3 RxSe_NTHV
NTHV
Freq. Range Marker
Mode TX | Freg. ANT | Start | Stop | Freq. PK PK AV AV Limit Verdict
Type | (MHz) (MHzZ) | (MHz) | (MHz) Power | Power | Power | Power | ("W)
(dBm) | (nW) | (dBm) | (nW)
0402 | 1 30 | 1000 | 144 | -70.77 | 0.084 / / 4 Pass
GESK  |siso 1000 {12500 3774 | -61.73 | 0.671 / / 20 Pass
0480 | 1 30 | 1000 | 144 | -71.25 | 0.075 / / 4 Pass
1000 | 12500 |3744.5| -62.63 | 0.546 / / 20 Pass
30 | 1000 | 144 | -70.11 | 0.097 / / 4 Pass
2402 | 1 1000 2500 2449 | -4714 | 19.320 | -80.42 | 0.009 20 Pass
Pi/4ADQPSK| SISO 2453.5| -42.26 | 59.429 | -80.36 | 0.009 20 Pass
2250 Vomt 30 | 1000 | 144 | -70.57 | 0.088 / / 4 Pass
1000 | 12500 |3886.5| -62.21 | 0.601 / / 20 Pass
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7.2 Test Graph
7.2.1 RxSe_NTNV
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7.2.2 RxSe_NTLV
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