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Certification of Engineering Report

This report has been prepared by Unified Compliance Laboratory (UCL) to document compliance
of the device described below with the requirement of Federal Communication Commissions (FCC) Part
15, Subpart C. This report may be reproduced in full. Partial reproduction of this report may only be made
with the written consent of the laboratory. The results in this report apply only to the sample tested.

Applicant Ubiquiti Inc. / FEEEBLRERBR AT EES AT
Manufacturer Ubiquiti, Inc.

Brand Name LTU

Model Number LTUL-Lite

Equipment Under Test | #Ei{gi515%

FCCID SWX-LTUL

ISED ID 6545A-LTUL

On this 28th day of July 2019, I individually and for Unified Compliance Laboratory certify that
the statements made in this engineering report are true, complete and correct to the best of my knowledge
and are made in good faith.

Although NVLAP has accredited the Unified Compliance Laboratory testing facilities, this report
must not be used to claim product certification, approval, or endorsement by NVLAP, NIST or any
agency of the federal government.

Unified Compliance Laboratory

P

Written By: Alex Macon

B e W =

Reviewed By: Mark Feil

15247 SWX-LTUL_NCC 1.0 Page 2 of 35



UNIFIED
COMPLIANCE
LAB o RATO RY 427 West 12800 SOthh, Draper, UT 84020

Revision History

Revision Description Date

01 Original Report Release 12/07/2020

15247 SWX-LTUL_NCC 1.0 Page 3 of 35




UNIFIED
COMPLIANCE
LAB o RATO RY 427 West 12800 SOthh, Draper, UT 84020

Table of Contents

I Client INTOTMAtION. «...ccuiitiiiiitieieteeee ettt b et e e bt ettt et e b sbe et e sbeeatetesbeenaenees 5
1.1 APDIICANT.....cviiitiiiiiecieeet ettt ettt et e et e et e e b e e be e s taeetaeetbeeebeeabe e ta e bbesabeerbeerbeeabeetaeetaeerbeeareenns 5
1.2 MAIUTACEUTET ...ttt ettt ettt et bt et e b e st et e bt et e ste e st et e st e eneenbesaeeneene 5

2 Equipment Under TeSt (EUT)......ccccveiiiiiiieiieiiesiesieeieesieesiee st ste e eveeteessaessaesnsesnseensaessaessnessnesnsennns 6
2.1 Identification OF EUT .....oo.iiiiiiieeeee ettt sttt 6
2.2 DeScription Of EUT ......ccciiiiiiiiieiieciesie ettt ettt sveste ettt et esseesssesnseensaensaessaessnesssennsennns 6
2.3 EUT and Support EQUIPIMENL........c.ccoiiirieiieeiieie ettt et ere e e steesenessaessnessseesseessnessnessnes 6
2.4 Interface Ports on EUT ..ottt ettt st 7
2.5 Operating ENVITONIMENL . ......cc..iiiiiiiiiieitieeiie ettt ettt ettt et e st esbeesatesateeabeebeenbeesaeesaees 7
2.6 OPEratiNg IMOGES. ....ccoueieuiieiieitet ettt ettt et e ettt e b e e sb e s bt e s st e saeeeate e bt e beesbeesatesnteeateenne 7
2.7 EUT EXEICISE SOTEWATE. .....ciiuiiiiiiiiiieestte ettt ettt ettt s bt sttt e b e sbeesaeesaeas 7
2.8 Modification Incorporated/Special Accessories on EUT.........cccooovevieviiiiiniieniciesee e 7
2.9  Deviation, Opinions Additional Information or Interpretations from Test Standard.................... 7

3 Test Specification, Method and ProCedUIESs...........ceevvireiieriienierieriecie ettt see e se e senes 8
3.1 TSt SPECIIICALION. .....vieeieeieeiiieieeieesteeseeste e e te e bt e e e e e sseessbeesseesseessaessaessaesssessseasseenseesseesssenses 8
3.2 SUMMATY OF TESES .1.uviiiieiiieiie ettt ettt et e b e e esteestaestaessaeasseesseesseesseesssesssessseesseesseesseens 8
33 RESUILS .ttt e a et bt ettt ea et e st e s et e bt et e bt et et beetenes 8
34 TSt LLOCALION ...ttt ettt et ettt e s bt e sae e st e bt e bt e bt e sheeeaeeeateeabeenbeeabeesaeeeaees 8

4 TSt EQUIPITIENIE ...ttt ettt ettt et et e e s bt e s at e et e e bt e bt e sbeesatesateeateenbeebeesaeesaeesaneenne 9
4.1 Conducted Emissions at Maing POTtS.......c.cceviiiiiiiiiiiieieieeeeeeee et 9
4.2 Radiated EMISSIONS ... .eeiuiiiiiiiieiteit ettt ettt et e st e st e st e e be e bt e bt e sbeesatesateenteeteebeens 10
43 Equipment CaliDration .........cccueeiiieiiieiiieieieee ettt ettt et ettt b e st st eateeteenaeens 11
4.4 Measurement UNCEILAINLY ......c..ccvieiieriieriesciesteeteeteeteesieesteeseaessaessseesseesseesseesssesssessseessesssassseens 11

5 TSt RESUILS ..ttt ettt ettt ettt et et b et e bt e st et e ste e st e be e bt et e beene et e 12
5.1 ANLENNAa REQUITEIMENLS ........eeieiieiiieiieiieiieste et ete et eieesteestaessaessseasseesseesseesseesssesssesnseesessseens 12
5.2 Conducted Emissions at Mains Ports Data ...........cccvereveiiieiiienienienie e eieeeesee e senesseeseesseens 12
53 Measured BandWidth ............coooiiiiiiiiii e 14
5.4 Maximum Average OUtPUL POWET ........ccuoviiiiiiiiiiiciteitesee ettt s enreesaesae s 21
5.5 Emissions in Non-restricted Frequency Bands ............coociiiiiiiiiiiiiiiiieeeeeeeeeee 25
5.6 Maximum Power Spectral Density ........cccociiiiiiiiiiiiiieieeeee ettt 31

15247 SWX-LTUL_NCC 1.0 Page 4 of 35



UNIFIED
COMPLIANCE
LABORATORY

427 West 12800 South, Draper, UT 84020

1 Client Information

1.1 Applicant
Ubiquiti Inc FEBEBLRBEEARLS
685 Third Avenue TR ES AT
Company New York, NY 10019 LA TIEEEIM-107
BE1248
Contact Name Mark Feil

Title

Compliance Manager

1.2 Manufacturer

Ubiquiti, Inc.
685 Third Avenue, 27" Floor

Company New York, NY 10017
US.A.
Contact Name Mark Feil

Title

Compliance Manager
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2 Equipment Under Test (EUT)
2.1 Identification of EUT

Brand Name LTU

Model Number LTU Lite

Equipment Under Test miRtEESR

Serial Number N/A

Dimensions (cm) 15.4 15.4 154 154

2.2 Description of EUT

The LTU-L is a fixed point-to-point transceiver, meant for outdoor use, operating in the UNII-1 and
UNII-3 frequency bands. A Bluetooth LE transceiver is included for device management. An Ethernet
port is used for data transfer and to provide power using a POE-24V-5X-HD POE supply.

This report covers the circuitry of the device subject to FCC Part 15, Subpart C, RSS-247 and LP0002.
The circuitry of the device subject to FCC Part 15 Subpart B was found to be compliant.

2.3 EUT and Support Equipment

The EUT and support equipment used during the test are listed below.

Brand Name
Model Number
Serial Number

Description

Name of Interface Ports /
Interface Cables

BN: LTU
MN: LTU-Lite (Note 1)
SN: None

Point to Point Transceiver

See section 2.4

BN: Ubiquiti
MN: POE-24V-5X-HD

(Note 1) POE Supply See Section 2.4

SN: None

BN: Dell

MN: XPS 13 Computer Ethernet/Shielded Cat 5e
SN: .None cable (Note 2)

Notes: (1) EUT

(2) Interface port connected to EUT (See Section 2.4)
The support equipment listed above was not modified in order to achieve compliance with this standard.

15.247 SWX-LTUL_NCC_1.0
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2.4 Interface Ports on EUT
Name of Ports No. of P%rijTF'tted to Cable Description/Length
POE/Data 1 Shielded Cat 5e cable/8 meters
AC 1 3 conductor power cord/80 cm
Data 1 Shielded Cat 5e cable/1 meters
POE/Data 1 Shielded Cat 5e cable/8 meters

2.5 Operating Environment

Power Supply 120 VAC
AC Mains Frequency 60 Hz
Temperature 26.8 C
Humidity 43.1 %
Barometric Pressure 1018 mbar

2.6 Operating Modes

The transmitter was tested while the DTS transceiver was in a constant transmit mode at the upper,
middle, and lower channels for each modulation bandwidth and frequency band.

2.7 EUT Exercise Software

Ubiquiti test software and firmware were used to control the transceivers of the EUT. (ART)

2.8 Modification Incorporated/Special Accessories on EUT

There were no modifications made to the EUT during testing to comply with the specification.

2.9 Deviation, Opinions Additional Information or Interpretations

from Test Standard

There were no deviations, opinions, additional information or interpretations from the test specification.

15.247 SWX-LTUL_NCC_1.0
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3 Test Specification, Method and Procedures

3.1

Test Specification

Title

47 CFR FCC Part 15, Subpart
C 15.203, 15.207 and 15.247

Limits and methods of measurement of radio interference characteristics of
radio frequency devices.

RSS-247 Issue 2

LP0002 Section 4.10.1

Purpose of Test

The tests were performed to demonstrate initial compliance

3.2 Summary of Tests

FCC NCC ISED Section | Environmental Frequency Result
Section Section Phenomena Range (MHZ)
15.203 4.10.1.3 N/A Antenna requirements Struptural Compliant
Requirement
15207 | 33 RSS-Gen Conducted Disturbance at 0151030 | Compliant
Mains Port
. . 2400 to .
15.247(a) | 4.10.1.6 RSS-247 §5.2 | Bandwidth Requirement 24835 Compliant
2400 to .
15.247(b) | 4.10.1.2 RSS-247 §5.4 | Peak Output Power 2483.5 Compliant
Antenna Conducted 0.009 to .
15.247(d) | 4.10.1.5 RSS-247 §5.5 Spurious Emissions 25000 Compliant
4.102.5 i Radiated Spurious 0.009 to .
15.247(d) 5g RSS-247 §5.5 Emissions 25000 Compliant
Peak Power Spectral 2400 to .
15.247(e) | 4.10.1.6(2) | RSS-247 §5.2 Density 2483 5 Compliant

The testing was performed according to the procedures in ANSI C63.10-2013, KDB 558074,

See test standard for details.

KDB 789033, KDB 662911 and 47 CFR Part 15.

3.3

Results

In the configuration tested, the EUT complied with the requirements of the specification.

3.4

Test Location

The test results were tested at a 3" party facility. This testing was performed at VPI Laboratories OATS
located at 313 West 12800 South, Draper, UT 84020. VPI Laboratories is accredited by National
Voluntary Laboratory Accreditation Program (NVLAP); NVLAP Code 100272-0

15.247 SWX-LTUL_NCC_1.0
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4 Test Equipment
4.1 Conducted Emissions at Mains Ports

Type of Model Asset Date of Last Due Date of
Equipment Manufacturer Number Number Calibration Calibration
EMI Receiver AFJ FFT3010 UCL-2500 12/14/2018 4/17/2020
Transient Limiter Com-Power LIT-930A | UCL-2496 2/11/2019 2/11/2020
LISN AFJ LS16C/10 | UCL-2512 12/14/2018 4/17/2020
Cat6 ISN Teseq ISé\IaE;S- UCL-2971 2/11/2019 5/21/2020
ISN Teseq ISN T800 | UCL-2974 2/19/2019 5/21/2020
LISN Com-Power LIN-120C | UCL-2612 2/11/2019 2/11/2020
AC Power Laplace ACI000A | UCL-2857 N/A N/A
Source Instruments
Monitoring Probe Teseq MD 4070A | UCL-2980 3/16/2019 5/21/2020
Test Software UCL Revision1 | UCL-3107 N/A N/A

Table 1:List of equipment used for Conducted Emissions Testing at Mains Port

g -E- 8 | e Spectrum
] “ Analyzer
Transient
LISN Limiter

Figure 1: Conducted Emissions Test

15.247 SWX-LTUL_NCC_1.0
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Date of Due Date
erpeot | Manutcturer | Mot | peset | Pt |
quip Calibration | Calibration
Spectrum Rohde & ESU40 V033119 | 07/16/2018 | 07/16/2019
Analyzer/Receiver Schwarz
Spectrum Analyzer | Hewlett Packard 8566B V048078 | 05/26/2019 05/26/2020
Quasi-Peak Hewlett Packard 85650A V039474 | 05/02/2018 | 05/02/2020
Detector
Loop Antenna EMCO 6502 V034216 | 02/11/2019 | 02/11/2021
Biconilog Antenna EMCO 3142E-PA V035736 | 07/05/2018 07/05/2020
Double Ridged EMCO 3115 V033469 | 04/13/2018 | 04/13/2020
Guide Antenna
Standard Gain Horn | ETS-Lindgren 3160-09 V034223 ICO ICO
Standard Gain Horn | ETS-Lindgren 3160-10 V034224 ICO ICO
High Frequency AFS4-
. Miteq 001018000-35- | V033997 01/08/2019 01/08/2020
Amplifier
10P-4
High Frequency AME-GF-
. L3-Narda-Miteq 18004000-37- | V042464 01/08/2019 01/08/2020
Amplifier P
>-8 GHlfiE;rgh Pass | Micro-Tronics | HPMS50105 | V034198 | 01/08/2019 | 01/08/2020
2.4 Glfillfelj"mh Micro-Tronics | BRMS50702-03 | V034213 | 01/08/2019 | 01/08/2020
6’ High Frequency . UFB197C-0-
Cable Microcoax 0720-000000 V033638 01/08/2019 01/08/2020
20’ High Frequency . UFB197C-1-
Cable Microcoax 3120-000000 V033979 01/08/2019 01/08/2020
3 Meter Radiated
Emissions Cable Microcoax UFB205A-0- V033639 | 01/08/2019 01/08/2020
. . 4700-000000
Wanship Upper Site
TeSt(Fsggvare VPI Labs Revision 01 | V035673 N/A N/A

15.247 SWX-LTUL_NCC_1.0
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Antenna

Pre-amp

o
IJ FILTER Rl

Turntable I_iI'LI'

Spectrum
Analyzer

Figure 2: Radiated Emissions Test
4.3 Equipment Calibration

All applicable equipment is calibrated using either an independent calibration laboratory or Unified
Compliance Laboratory personnel at intervals defined in ANSI C63.4:2014 following outlined calibration
procedures. All measurement instrumentation is traceable to the National Institute of Standards and
Technology (NIST). Supporting documentation relative to traceability is on file and is available for
examination upon request.

4.4 Measurement Uncertainty

Test Uncertainty (+ dB) Confidence (%)
Conducted Emissions 1.44 95
Radiated Emissions (9 kHz to 30 MHz) 2.50 95
Radiated Emissions (30 MHz to 1 GHz) 3.95 95
Radiated Emissions (1 GHz to 18 GHz) 5.56 95
Radiated Emissions (18 GHz to 40 GHz) 5.16 95

15247 SWX-LTUL_NCC 1.0 Page 11 of 35
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5 Test Results
5.1 Antenna Requirements

The EUT uses a integral PCB antenna The Maximum gain of the antenna is 2 dBi. The antenna is not user
replaceable.

Results

The EUT complied with the specification

5.2 Conducted Emissions at Mains Ports Data

Line

Limit 1: AQ Mains, GP, Clasg A
dBpv Limit 2: AQ Mainfs, AVG | Clags |4

50 b :
40 J"\‘!
Nt
N, iy Mad f\‘l
- \b' _pr - h b\r.-"\_“l"l‘r R = ﬂ
W T e an [y
20
10
0.009 0.1 1 10 30

Frequency MHz

ID | Frequency | Probe Cable Atten. Detector | Meter Read | Meas Level Limit | Limit Dist.
2 | 576.000kHz 12.3 0.0 C_AVG 30.0 42.2 60.0 -17.8
1 | 570.000kHz 123 0.0 QPeak 36.4 48.7 73.0 -24.3

15247 SWX-LTUL_NCC 1.0 Page 12 of 35
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Neutral

100 it AG Mairs, O, TiasS A
dBpVv Limit 2: AQ Mains, AVG | Clags |

90

80
S 70

&0

Y
B0 \\\ F
A
40 o / ).f N
ey b
i X M'\-. H{' |II b J(‘\wf\ﬁ‘,v\ P,
AT A -HHHH T
20
10
0.009 0.1 1 10 30
Frequency MHz
ID | Frequency | Probe Cable Atten. Detector | Meter Read | Meas Level Limit | Limit Dist.
2 | 567.000kHz 12.3 0.0 C_AVG 294 41.7 60.0 -18.3
1 | 570.000kHz 12.3 0.0 QPeak 36.6 48.8 73.0 -24.2
Result

The EUT complied with the specification limit.

15247 SWX-LTUL_NCC 1.0 Page 13 of 35
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5.3 Measured Bandwidth

Digital modulation techniques system:

(A) For digitally modulated systems, the minimum 6dB bandwidth shall be at least 500 kHz.

Frequency 99% Bandwidth Emissions 6 dB Bandwidth
(MHz) (MHz) (MHz)
2402 1.01 0.97
2442 1.01 0.97
2480 1.00 0.98

Result

In the configuration tested, the 6 dB bandwidth was greater than 500 kHz; therefore, the EUT complied
with the requirements of the specification (see spectrum analyzer plots below).

15.247 SWX-LTUL_NCC_1.0
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Emissions 6 dB Bandwidth

SoftPlot Measurement Presentation
dBuV' peak

117

107 ]

21 32
97
87
144
67
57
47
37

27

17
Start: 2.3995 GHz Stop: 2.4045 GHz

7/17/2019 10:49:19 AM Atten: 0 dB FSV-40
Mkn Trace X-Axis Value Notes
1V | Peak 2.4020 GHz 100.66 dBuV
01V | Peak -340.0000 kHz |-6.06 dB
32V | Peak 630.0000 kHz |-0.06 dB

Graph 1: 2402 MHz 6dB Emissions Bandwidth
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1
1

SoftPlot Measurement Presentation
dBuV  peak
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o7
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27

21
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17

Start: 2.4395 GHz

7/17/2019 11:14:34 AM

Atten: 0 dB

Stop: 2.4445 GHz

FSV-40

Mkr Trace

X-AXis

Value

Notes

1V

Peak

2.4420 GHz

97.72 dBuV

01V

Peak

-350.0000 kHz

-6.07 dB

32V

Peak

630.0000 kHz

0.10dB

Graph 2:2442 MHz 6dB Emissions Bandwidth
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1
1

SoftPlot Measurement Presentation
dBuV  peak
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Start: 2.4775 GHz

7/17/2019 11:03:10 AM

Atten: 0 dB

Stop: 2.4825 GHz

FSV-40

Mkr Trace

X-AXis

Value

Notes

1V

Peak

2.4800 GHz

97.39 dBuV

01V

Peak

-350.0000 kHz

-6.09dB

32V

Peak

635.0000 kHz

0.13dB

Graph 3: 2480 MHz 6dB Emissions Bandwidth
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99 % Bandwidth

Level in dBm

2401 2401.5 2402 2402.5 2403
Frequency in MHz

Spectrum I |':%1

Ref Level 0.00 dBm @ RBW 10 kHz

Att 20 de SWT 189.6 ps & VBW 30 kHz Mode auto FFT
SGL Count 100/100
@® 1Pk Max

-10 dBm

-20 dBm # A

AL L g
e, Y A ' A VYL

-70 dBm

-80 dBm

-90 dBm

CF 2.402 GHz 400 pts Span 2.0 MHz

15247 SWX-LTUL_NCC 1.0 Page 18 of 35



UNIFIED
COMPLIANCE
LAB o RATO RY 427 West 12800 South, Draper, UT 84020

99 % Bandwidth

Level in dBm

2441 2441.5 2442 24425 2443
Frequency in MHz

Spectrum I |':%1

Ref Level 0.00 dBm @ RBW 10 kHz

Att 20 de SWT 189.6 ps & VBW 30 kHz Mode auto FFT
SGL Count 100/100

@® 1Pk Max

-10 dB

o N
T TV TVWRAL
N s

e

-50 dBm = 4
- \ M’f\ i ﬁM/\
T e
-70 dBm
-80 dBm
-90 dBm
CF 2.442 GHz 400 pts Span 2.0 MHz
GINNNRND wa

Date: 29.JUL.2019 16:49:46
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99 % Bandwidth

Level in dBm

-60 2479.5 2480 2480.5 2481
Frequency in MHz

Spectrum I |':%1

Ref Level 0.00 dBm @ RBW 10 kHz

Att 20 de SWT 189.6 ps & VBW 30 kHz Mode auto FFT
SGL Count 100/100
@® 1Pk Max

-10 dB

- A AL
wa | AW VWA

J&;fh / AX\/ an\/ ,J\Un\dﬂ\

-70 dBm )

-80 dBm

-90 dBm

CF 2.48 GHz 400 pts Span 2.0 MHz
GINNNRND wa

Date: 29.JUL.2019 16:56:35
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The maximum average RF conducted output power measured for this device was 3.75 dBm or 2.37 mW.
The antenna gain is 2 dBi

Maximum Conducted Output Power Limit:
Point-to-multipoint systems (P2M): if Gtx > 6 dBi, then Pout = 30 — (Gtx — 6) dBm

e.i.r.p Power Limit:
Point-to-multipoint systems (P2M): Peirp < 36 dBm (4 W)

Measured

Frtzlt\qnlll_lezl;cy %’Btﬁ:;t Power Out?::vli”)ower
2402 3.75 2.37
2442 0.84 1.21
2480 0.5 1.12

Result
In the configuration tested, the maximum average RF output power was less than 1 watt; therefore, the
EUT complied with the requirements of the specification (see spectrum analyzer plots below).

15247 SWX-LTUL_NCC 1.0 Page 21 of 35
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SoftPlot Measurement Presentation
dBuV  pegk
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107 1
97
87
77
67
57
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Start: 2.3975 GHz Stop: 2.4065 GHz

7/17/2019 10:52:55 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4021 GHz 100.95 dBuV

Graph 4: 2402 Maximum Field Strength
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SoftPlot Measurement Presentation
dBuV  pegk
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107 1
97
87
77
67
57
47
37
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Start: 24375 GHz Stop: 2.4465 GHz

7/17/2019 11:16:13 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4417 GHz 98.04 dBuV

Graph 5: 2442 Maximum Field Strength

15247 SWX-LTUL_NCC 1.0 Page 23 of 35



UNIFIED
COMPLIANCE
LAB o RATO RY 427 West 12800 SOthh, Draper, UT 84020

SoftPlot Measurement Presentation
dBuV  pegk
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107 1
97
87
77
67
57
47
37
27

17
Start: 2.4755 GHz Stop: 2.4845 GHz

7/17/2019 11:06:19 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4796 GHz 97.70 dBuV

Graph 6: 2480 Maximum Field Strength
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5.5 Emissions in Non-restricted Frequency Bands

5.5.1 Conducted Spurious Emissions

Limits on emissions outside the frequency band:

In any 100kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the intentional
radiator below that in the 100kHz bandwidth within the band that contains the highest level of the desired

power, the attenuation shall be as below:

(1) The attenuation shall be at least 20dB when the conducted power is measured according to Appendix
II of this section, based on either an RF conducted or a radiated measurement.
(2) The attenuation shall be at least 30dB when the conducted power is measured according to the

paragraph (1) (C) of this section 3.10.1.2.
In addition, radiated emissions that fall under Section 2.7 the restricted bands must also comply with the

radiated emission limit specified in Section 2.8.

Band Edge
e
i3]
o
£
)
>
(]
—
2310 2320 2340 2360 2380 2400 2420 2440 2460 2483.5
Frequency in MHz
— | imit Sum Level X Fail
Band Edge
<
o)
xe]
£
©
>
(0]
—
2400 2420 2440 2460 2480 2500
Frequency in MHz
Limit Sum Level X Fail
Result

Conducted spurious emissions were attenuated 20 dB or more below the fundamental; therefore, the EUT

complies with the specification.
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5.5.2 Radiated Spurious Emissions in the Restricted Bands

Additional regulations shall apply except for this standard, the emissions from the low-power
radio-frequency devices shall be less than or equal the field strength levels specified in the following
table and the level of any unwanted emissions shall not exceed the level of the fundamental emission.
The tighter limit applies at the band edges. The plots below are prescan data, the tabular data is final data.
dBuV =20 log(uV)

150uV =43.5 dBuV

Frequency (MHz) Field strength (micro- | Measurement distance
volts/meter) (meters)
0.009 — 0.490 (included) 2,400/Freq.(kHz) 300
0.490 (excluded) — 1.705 (included | 24,000/Freq. (kHz) 30
1.705 (excluded) — 30 (excluded) 30 30
30 (included) — 88 (included) 100 3
88 (excluded) — 216 (included) 150 3
216 (excluded) — 960 (included) 200 3
Above 960 (excluded) 500 3
Result

All emissions in the restricted bands of §15.205 met the limits specified in §15.209; therefore, the EUT
complies with the specification.
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Receiver | Amplifier i Fiel . .
Frc(eleltlllezr;cy ?‘-‘T)tlzl:i?; Detector R::ilinz Ggin C(::r;i:::)l: " Streigth ( d;:‘\}lltm) Marg)m
(dBuv) (dB) (dB) (dBupV/m)
4804.0 \Y P 38.0 30.5 38.7 46.2 74.0 -27.8
4804.0 \Y A 29.7 30.5 38.7 37.9 54.0 -16.1
4804.0 H P 394 30.5 38.7 47.6 74.0 -26.4
4804.0 H A 33.2 30.5 38.7 414 54.0 -12.6
7206.0 \% P 38.2 29.1 42.8 51.9 74.0 -22.1
7206.0 \% A 30.7 29.1 42.8 44 4 54.0 -9.6
7206.0 H P 42.2 29.1 42.8 55.9 74.0 -18.1
7206.0 H A 31.4 29.1 42.8 45.1 54.0 -8.9
14412.0 \Y P 33.8 30.9 51.9 54.8 74.0 -19.2
14412.0 \Y A 21.8 30.9 51.9 42.8 54.0 -11.2
14412.0 H P 33.9 30.9 51.9 54.9 74.0 -19.1
14412.0 H A 21.7 30.9 51.9 42.7 54.0 -11.3
Table 2: Transmitting at the Lowest Frequency
Receiver | Amplifier i Field - .
Frt(elelllj_lezl;cy ?Dr:)tlc':\?irt‘: Detector | Reading Ggin C?:Zi;t;: " Strength (d;::nvlltm) I\Il(zrg)ln
(dBuv) (dB) (dB) (dBuV/m)
4882.0 A% P 38.8 30.5 38.9 47.2 74.0 -26.8
4882.0 A% A 30.0 30.5 38.9 38.4 54.0 -15.6
4882.0 H P 38.4 30.5 38.9 46.8 74.0 -27.2
4882.0 H A 29.2 30.5 38.9 37.6 54.0 -16.4
7326.0 A% P 41.2 28.9 43.2 55.5 74.0 -18.5
7326.0 Vv A 33.5 28.9 43.2 47.8 54.0 -6.2
7326.0 H P 41.1 28.9 43.2 55.4 74.0 -18.6
7326.0 H A 34.0 28.9 43.2 48.3 54.0 -5.7
14412.0 Vv P 32.7 30.9 51.9 53.7 74.0 -20.3
14412.0 A% A 20.9 30.9 51.9 41.9 54.0 -12.1
14412.0 H P 34.0 30.9 51.9 55.0 74.0 -19.0
14412.0 H A 20.6 30.9 51.9 41.6 54.0 -12.4

Table 3:Transmitting at the Middle Frequency
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Receiver | Amplifier i Fiel . .
F"(eleltlilezr;cy 'Ll\,':’tlz':i':; Detector R::ilinz G';in C(::r;i:::)l: " Streigth ( d;rqvlltm) Marg)m
(dBuv) (dB) (dB) (dBuV/m)
4960.0 A" P 38.1 30.6 39.1 46.6 74.0 -27.4
4960.0 A% A 28.5 30.6 39.1 37.0 54.0 -17.0
4960.0 H P 38.2 30.6 39.1 46.7 74.0 -27.3
4960.0 H A 29.5 30.6 39.1 38.0 54.0 -16.0
7440.0 VvV P 38.4 28.7 43.6 53.3 74.0 -20.7
7440.0 A% A 29.2 28.7 43.6 44.1 54.0 9.9
7440.0 H P 38.6 28.7 43.6 53.5 74.0 -20.5
7440.0 H A 28.8 28.7 43.6 43.7 54.0 -10.3
17360.0 A" P 31.1 27.1 53.6 57.6 74.0 -16.4
17360.0 A% A 19.7 27.1 53.6 46.2 54.0 -7.8
17360.0 H P 33.0 27.1 53.6 59.5 74.0 -14.5
17360.0 H A 19.7 27.1 53.6 46.2 54.0 -7.8

Table 4: Transmitting at the Highest Frequency
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SoftPlot Measurement Presentation
dBuV peak  Average
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27
17
Start: 2.3650 GHz Stop: 2.4150 GHz
7/17/2019 10:46:30 AM Atten: 0 dB FSV-40
Mkr Trace X-AxXis Value Notes
1V | Peak 2.3900 GHz 60.92 dBuV
2V | Average 2.3900 GHz 46.75 dBuV

Graph 7: Radiated Lower Band Edge Plot
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SoftPlot Measurement Presentation
dBuV peak  Average
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77
67
57
47
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Start: 2.4585 GHz Stop: 2.5085 GHz
7/17/2019 11:10:49 AM Atten: 0 dB FSV-40
Mkr Trace X-AxXis Value Notes
1V | Peak 2.4835 GHz 59.34 dBuV
2V | Average 2.4835 GHz 48.07 dBuV

Graph 8: Radiated Upper Band Edge Plot
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5.6 Maximum Power Spectral Density

Digital modulation techniques system:

(A) For digitally modulated systems, the minimum 6dB bandwidth shall be at least 500 kHz.

(B) For digitally modulated systems, the peak power spectral density conducted from the intentional
radiator to the antenna shall be less than or equal to 8 dBm in any 3kHz band during any time interval of
continuous transmission, and shall reduce the power spectral density requirement according to the Section
3.10.1.3.

E[dBpV/m] = EIRP[dBm] - 20 log (d[m]) + 104.77
E[dBpV/m] = EIRP[dBm] + 95.2,
E[dBuV/m] — 95.2 — Ant Gain = Corrected Data

Frequency Measurement Corrected Data Criteria
(MHz) (dBuv) (dBm) (dBm)
2402 94.19 -3.01 8.0
2442 91.09 -6.11 8.0
2480 90.92 -6.28 8.0

Result
The maximum average power spectral density was less than the limit of 8 dBm; therefore, the EUT
complies with the specification.
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SoftPlot Measurement Presentation
dBuV  pegk
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Start: 24015 GHz Stop: 2.4025 GHz

7/17/2019 10:54:04 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4022 GHz 94.19 dBuV

Graph 9: 2402 MHz Lowest Channel 3 kHz PSD Plot
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SoftPlot Measurement Presentation
dBuV  pegk
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Start: 2.4415 GHz Stop: 2.4425 GHz

7117/2019 11:17:12 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4422 GHz 91.09 dBuV

Graph 10: 2442 MHz Middle Channel 3 kHz PSD Plot
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SoftPlot Measurement Presentation
dBuV  pegk
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Start: 24795 GHz Stop: 2.4805 GHz

7/17/2019 11:07:31 AM Atten: 0 dB FSV-40

Mkr Trace X-Axis Value Notes
1V | Peak 2.4802 GHz 90.92 dBuV

Graph 11: 2480 MHz Highest Channel Output 3 kHz PSD Plot
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-- End of Test Report --

15.247 SWX-LTUL_NCC_1.0 Page 35 of 35



	1 Client Information
	1.1 Applicant
	1.2 Manufacturer

	2 Equipment Under Test (EUT)
	2.1 Identification of EUT
	2.2 Description of EUT
	2.3 EUT and Support Equipment
	2.4 Interface Ports on EUT
	2.5 Operating Environment
	2.6 Operating Modes
	2.7 EUT Exercise Software
	2.8 Modification Incorporated/Special Accessories on EUT
	2.9 Deviation, Opinions Additional Information or Interpretations from Test Standard

	3 Test Specification, Method and Procedures
	3.1 Test Specification
	3.2 Summary of Tests
	3.3 Results
	3.4 Test Location

	4 Test Equipment
	4.1 Conducted Emissions at Mains Ports
	4.2 Radiated Emissions
	4.3 Equipment Calibration
	4.4 Measurement Uncertainty

	5 Test Results
	5.1 Antenna Requirements
	Results

	5.2 Conducted Emissions at Mains Ports Data
	5.3 Measured Bandwidth
	5.4 Maximum Average Output Power
	5.5 Emissions in Non-restricted Frequency Bands
	5.5.1 Conducted Spurious Emissions
	5.5.2 Radiated Spurious Emissions in the Restricted Bands
	Result


	5.6 Maximum Power Spectral Density

	6

