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TEST SUMMARY
Report NCC Test Item Result
Section Clause
LP0002 3.10.1.3 :
51.1 831014 Antenna Requirement Pass
51.2 LP0002 3.10.1.2 Peak Output Power Pass
5.1.3 LP0002 3.10.1.6 6 dB Bandwidth Pass
5.1.4 LP0002 3.10.1.6 Power Spectral Density Pass
5.1.5 LP0002 3.10.1.5 Conducted Spurious Emissions and Band Edges Pass
5.1.6 LP0002 3.10.1.5 Radiated Spurious Emissions and Band Edges Pass
5.2.1 LP0002 2.3 Mains Conducted Emission Pass
LP0002(2018) e

6.1.1 5 20.2 2 Electromagnetic Fields Pass

Note: Determining compliance based on the results of the compliance measurement, not taking into
account measurement instrumentation uncertainty.
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1. General Remarks

1.1 Complementary Materials

All attachments are integral parts of this test report. This applies especially to the following appendix:
Appendix A - Test Result of Conducted
(File Name: 60376690 001 Appendix A)
Appendix B - Test Result of Radiated Spurious Emissions & Mains Conducted Emission
(File Name: 60376690 001 Appendix B)
Appendix C - Photo Documentation_Test Setup Photo
(File Name: 60376690 001 Appendix C)
Appendix D - Photo Documentation_EUT Photo
(File Name: 60376690 001 Appendix D)

Applied Standard and Test Levels

Radio
NCC Low-power Radio-frequency Devices Technical Regulations LP0002 (2018) (107 4+ 1 H 10 H)

1.2 Decision Rule of Conformity

The decision rule of conformity of this test report is following the requirements of the requested
standard in the quotation, and agreed among testing laboratory and manufacturer (applicant) to exclude
the consideration of Measurement Uncertainty, unless it is required by the specific standard.

Page 6 of 30
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2. Test Sites

2.1 Test Laboratory

Taipei Testing Laboratories

11F. No.758, Sec. 4, Bade Rd., Songshan Dist.
Taipei City 105
Taiwan (R.O.C.)

2.2 Test Facility

Taipei Testing Laboratories

No.458-18, Sec. 2, Fenliao Rd., Linkou Dist.,
New Taipei City 244

Taiwan (R.O.C.)

(Conducted Test & Radiated Spurious Emissions)
FCC Registration No.: 226631

ISED Registration No.: 25563

oy
{// ///\%\\}\ Testing Laboratory
’, / \\\ 3 567
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2.3 Traceability

All measurement equipment calibrations are traceable to NML(Taiwan)/NIST(USA) or where calibration
is performed outside Taiwan, to equivalent nationally recognized standards organizations.

2.4 Calibration
Equipment requiring calibration is calibrated periodically in a suitably accredited Calibration Lab.

Additionally all equipment is verified for proper performance on a regular basics using in house
standards or comparisons.

2.5 Measurement Uncertainty

The estimated combined standard uncertainty for radiated emissions and conducted emissions
measurements are:

Emission Measurement Uncertainty

Parameter Uncertainty

Radio Frequency +0.1 ppm

RF power, conducted +1.5dB
Adjacent channel power +3dB
Radiated emission of transmitter, valid up to 26 GHz +6 dB
Radiated emission of receiver, valid up to 26 GHz +6 dB
Temperature +2°C
Humidity +10 %
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3. General ProductInformation

3.1 Product Function and Intended Use

The EUT is an Ultrasound Scanner. It contains a WLAN compatible module enabling the user to
communicate data through a Wireless interface.
For details refer to the User Guide, Data Sheet and Circuit Diagram.

3.2 System Details and Ratings

Basic Information of EUT

ltem EUT information
Kind of Equipment/Test Item | Ultrasound Scanner
Type Identification Extend

Brand Name Vscan

Technical Specification of EUT

ltem

EUT information

Operating Frequency

2412 MHz ~ 2462 MHz

Channel Spacing

5 MHz

Channel number

802.11b/g/n HT20: 11
802.11n HT40: 7

Data Rate

802.11b: 11.0/5.5/2.0/ 1.0 Mbps
802.119: 54.0/48.0/36.0/24.0/18.0/12.0/9.0/ 6.0 Mbps
802.11n: up to MCS7

Operation Voltage

90-264Vac from Adapter
7.4Vdc from Battery

Modulation

DSSS (DBPSK, DQPSK, CCK)
OFDM (BPSK, QPSK, 16QAM, 64QAM)

Maximum Output Power
(mW)

802.11b: 24.89
802.11g: 89.13

802.11n HT20: 80.35
802.11n HT40: 70.96

Antenna Information

Refer to5.1.1

Accessory Device

Refer to 4.4

Manufacturer

GE Vingmed Ultrasound A/S

Manufacturer address

Strandpromenaden 45, 3183 Horten, Norway
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3.3 Noise Generating and Noise Suppressing Parts

Refer to the Circuit Diagram.

3.4 Submitted Documents

- Circuit Diagram

- Instruction Manual

- Rating Label

- Technical Description
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4. Test Set-up and Operation Modes

4.1 Principle of Configuration Selection

The test modes were adapted accordingly in reference to the instructions for use.

During testing, Channel and Power Controlling Software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the setting
of RF output expected by the customer and is going to be fixed on the firmware of the final end product.

Table for Parameters of Test Software Setting

802.11b 802.11g 802.11n HT20 802.11n HT40
Channel g(;\':\ilr?é Channel gec;\t,\ilr?g Channel geqt\tl\ilr?é Channel SI‘,D;\tAiIr?grg
1 14.5 1 13.5 1 13.5 3 13
6 14.5 6 13.5 6 13.5 6 13
11 14.5 11 13.5 11 13.5 9 13
4.2 Carrier Frequency and Channel
802.11b, 802.11g and 802.11n HT20:
Channel Frequency (MHz) Channel Frequency (MHz)
1 2412 8 2447
2 2417 9 2452
3 2422 10 2457
4 2427 11 2462
5 2432
6 2437
7 2442
802.11n HT40:
Channel Frequency (MHz) Channel Frequency (MHz)
3 2422 7 2442
4 2427 8 2447
5 2432 9 2452
6 2437
11 2462
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4.3 Test Operation and Test Software

Setup for testing: Test samples are provided with a USB interface which makes it possible to control
them through a test software installed on a notebook computer.

This software was running on the laptop computer connected to the EUT. It was us ed to enable the
operation modes listed as below.

Test Software MTK 1.2.2

The samples were used as follows:

A002833672-002 for Radiated

A002833672-003 for Conducted

Full test was applied on all test modes, but only worst case was shown.

Physically, the EUT provides one completed transmitters and receivers.

Modulation Mode Tx Function
802.11b 1TX (SISO)
802.11g 1TX (SISO)
802.11n HT20 1TX (SISO)
802.11n HT40 1TX (SISO)
Applicable To
EUT Configure|  AntennaPort | Radiated Spurious | Radiated Spurious . o
Mode Conducted Emissionsabove 1 | Emissionsbelow 1 MalnEsc_on_ducted ZEemEiel
Measurement GHz GHz mission
- v v v y -

Note:

1. The EUT had beenpre-tested on the positioned of each 3 axis. The worst case was found when positionon Z-plane.
2. "-"meansno effect.

Antenna Port Conducted Measurement
X Pre-Scan full test was applied on all test modes, but only worst case was shown.
X Following channel(s) was (were) selected for the final test as listed below.

EUTﬁgngure Mode Available Channel Tested Channel Date Rate (Mbps)
802.11b 1to11 1,6,11 1.0
802.11g l1toll 1,6,11 6.0
802.11n HT20 1toll 1,6,11 MCSO0
802.11n HT40 3t09 3,6,9 MCSO0
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Radiated Spurious Emissions (Above 1 GHz)
X Pre-Scan full test was applied on all test modes, but only worst case was shown.

X Following channel(s) was (were) selected for the final test as listed below.

EUTI\CII:gg;lgure Mode Available Channel Tested Channel Date Rate (Mbps)
802.11b 1to11 1,6,11 1.0
802.11g 1to 11 1,6,11 6.0
802.11n HT20 1to 11 1,6,11 MCSO
802.11n HT40 3to9 3,6,9 MCSO0

Radiated Spurious Emissions (Below 1 GHz)
X Pre-Scan full test was applied on all test modes, but only worst case was shown.

X Following channel(s) was (were) selected for the final test as listed below.

EUT Configure

Mode

Available Channel

Tested Channel

Date Rate (Mbps)

Mode

802.11n HT40

3t09

9

MCSO0

Mains Conducted Emission
X Pre-Scan full test was applied on all test modes, but only worst case was shown.

X Following channel(s) was (were) selected for the final test as listed below.

EUT&:gngure Mode Available Channel Tested Channel Date Rate (Mbps)
- 802.11n HT 40 3t09 9 MCSO
Test Condition
Test ltem Ambient Temperature| Relative Humidity Tested by
Conducted Measurement 22-26 °C 50-65 % Stanislas Charles

Radiated Spurious Emissions o Ao Eagle Tsai
above 1 GHz 22-26 °C 50-65 %

Radiated Spurious Emissions o Ao Eagle Tsai
below 1 GHz 22-26 °C 50-65 %

Mains Conducted Emission 22-26 °C 50-65 % Aslen Chiu
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4.4 Special Accessories and Auxiliary Equipment
The product has been tested together with the following additional accessories:
Accessory of EUT
Product Brand Model Description
I/P: 90-264 Vac, 600mA
Adapter XP Power VEP24US12-XE1034C| O/P: 12 Vdc, 2000mA
Length: 1.8 meter
Support Unit
Description Manufacturer Model No. Serial No.
Notebook(EMC-06) Lenovo TP0O0048A PB-0F8B2
RF Cable Muruata MXHQ87W A3000 N/A
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4.5 Countermeasures to Achieve EMC Compliance

The test sample which has been tested contained the noise suppression parts as described in the
Constructional Data Form or the Technical Construction File. No additional measures were employed to

achieve compliance.

4.6 Test Setup Diagram

<Radiated Spurious Emissions>

Adapter
(EUT)

EUT

<Mains Conducted Emission mode>

Adapter
(EUT)

EUT
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4.7 Duty Cycle of Test Signal

Mode

On Time (ms)

On + Off Time
(ms)

Duty Cycle (%)

Duty Factor (dB)

802.11b

8.39

8.42

99.64

0.02

802.11g

1.945

1.995

97.49

0.11

802.11n HT20

1.735

1.785

97.20

0.12

802.11n HT40

3.06

3.13

97.76

0.10

802.11b

802.11g

Spectrum | spectrum o
Ref Level 20.00 dBm  Offset 12.00 dB & RBW 1 MHz Ref Level 20.00 dBm  Offset 12.00 0B & RBW 1 MHz
I att 30dB @ SWT 10ms & VBW 1 MHz lo att 30 dB @ SWT 5ms @ VBW 1 MHz
SGL (@ 1Pk View
@ 1Pk Clrw 4 MI[1] -2.91 dBm|
D3[1] -0.01 dB) - 565.00 ps|
. 8.42000 ms| | ]| 1° mz[1] 0.43 dBm)|
'P m1[1] oz 3.05dBm X STININY) NI i sl i e AL bt mmﬂ-?ﬁ;im
— 130-00 f u Py e t plutyleaiy
10 di
10 d
20 df
0 d
o a0
od 40
50 d -50 o
60 d -50 df
70 d 70 d
CF 2.412 GHz 1001 pts 1.0 ms/ CF 2.412 GHz 1001 pts 500.0 ps/
Marker Marker
Type | Ref | Trc | X-value | Y-value | Function Function Result | Type | Ref | Trc | X-value | Y-value | Function | Function Result |
ML T 130.0 s 3.05 dem M1 1 565.0 s -2,91 dém
o2 M1 1 8.33 ms -0.10d8 M2 1 1,945 ms 0.43 dém
03| M1 1 8.42 ms -0.01 d M3 1 1,995 ms -0.90 dém
Date: 29.MAY.2020 10:56:03 Date: 29.MAY.2020 11:05:18
Spectrum ==\ spectrum =
RefLevel 20.00 dbm  Offset 1z.00 db & RBW 1 MHz Ref Level 20.00 dBm  Offset 12.00 0B ® RBW 1 MHz
o att 30dE @ SWT Sms @ VBW 1MHZ lo At 30 dB @ SWT Sms @ VBW 1MHz
(@ 1Pk View || |[@ 1Pk view
MIl1] -0.82 dBm M3l1] ~7.63 dBm|
; 450,00 ps ; 3.13000 ms|
10 m2[1] 0.84 dem|| (| 2 M11] -4.45 dBm
sttt bbb i ol sl g bbbyt B R | 245500 ms|
f . o
il Tl thl RRINN
o o ol Fas
20 d 20 d
-30 di 30 df
40 d -40 d
-50d -50
60 d -0 o
=70 d 70 d
CF 2.412 GHz 1001 pts 500.0 ps/ CF 2.422 GHz 1001 pts 500.0 ps/
Marker Marker
Type | Ref | Trc | X-value | Y-value | Function Function Result | Type | Ref | Trc | X-value Y-value | _Function Function Result |
M1 1 450.0 ps -0.82 dBm M1 1 2.455 ms -4.45 dBm
M2 1 1.735 ms 0.84 dBm M2 1 3.06 ms -6.04 dBm
M3 1 1.785 ms -1.24 dBm M3 1 3.13 ms -7.63 dBm
i ] WD e i ) (TR
Date: 29.MAY.2020 12:16:42 Date: 20.MAY.2020 12:30:47
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5. Test Results

5.1 Transmitter Requirement & Test Suites

5.1.1 AntennaRequirement

Requirement

Use of approved antennas only with directional gains that do not exceed 6 dBi.

According to the manufacturer declaration, the EUT has an antenna with a directional gain of 1.35 dBi.
The antenna is a printed tracewith no possibility of replacement with a non-approved antenna by the
end-user. Therefore, the EUT is considered to comply with this provision.

Refer to EUT photo for details.
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5.1.2 Peak Output Power
Limit 1 watt
Kind of Test Site Shielded room
Test Setup
EUT [ Power Sensor Power Sensor
Attenuatori
Test Instruments
Kind of Calibration Calibration
Equipment MUY s (N Date Due Date
Power Meter Anritsu ML2495A 1901008 2020/4/6 2021/4/6
Power Sensor Anritsu MA2411B 1725269 2020/4/7 2021/4/7

Test Procedures

A peak power sensor was used on the output port of the EUT. A power meter was used to read the

response of the peak power sensor. Record the power level.

Average power sensor was used to perform output power measurement, trigger and gating function of
wide band power meter is enabled to measure max output power of TX on burst. Duty factor is not

added to measured value.
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Test Result
Peak Output Power
<802.11b>
Channel Peak Output Power Average Output Power Limit
Channel Frequency —
(MHz) (dBm) (mW) (dBm) (mW) (mW)
1 2412 13.01 20.00 11.04 12.71 1000
6 2437 13.21 20.94 11.46 14.00 1000
11 2462 13.96 24.89 11.93 15.60 1000
<802.11g>
Channel Peak Output Power Average Output Power imi
Channel Frequency LIr\T/]\I/'[
(MHz) (dBm) (mw) (dBm) (mWw) (mW)
1 2412 18.28 67.30 11.42 13.87 1000
6 2437 18.30 67.61 11.33 13.58 1000
11 2462 19.50 89.13 11.96 15.70 1000
<802.11n HT20>
Channel Peak Output Power Average Output Power Limit
Channel Frequency R
(MHz) (dBm) (mW) (dBm) (mWw) (mW)
1 2412 19.05 80.35 11.44 13.93 1000
6 2437 18.72 74.47 11.64 14.59 1000
11 2462 18.98 79.07 11.84 15.28 1000
<802.11n HT40>
Channel Peak Output Power Average Output Power imi
Channel Frequency Llr\?\llt
(MHz) (dBm) (mW) (dBm) (mw) (mW)
1 2422 18.51 70.96 11.06 12.76 1000
6 2437 18.18 65.77 11.18 13.12 1000
11 2452 18.51 70.96 11.13 12.97 1000
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5.1.3 6dB Bandwidth
Limit The minimum 6dB bandwidth shall be at least 500 kHz.
Kind of Test Site Shielded room
Test Setup
EUT [ | Spectrum Analyzer
Attenuatofr
Test Instruments
Kind of Calibration Calibration

Equipment METIREET = S Date Due Date

Spectrum

Analyzer R&S FSV40 101512 2020/2/18 2021/2/16

Test Procedure

® 20 o

max hold.

Set resolution bandwidth (RBW) = 100 kHz
Set the video bandwidth (VBW) = 3 x RBW, Detector = Peak.
Trace mode =
Sweep = auto couple.
Measure the maximum width of the emission that is constrained by the frequencies associated with

the two amplitude points (upper and lower) that are attenuated by 6 dB relative to the maximum lewel
measured in the fundamental emission.

Test Results

Please refer to Appendix A.
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5.1.4 Power Spectral Density
Limit
The power spectral density shall not be greater than 8 dBm in any 3 kHz band.
Kind of Test Site Shielded room
Test Setup
EUT ] Spectrum Analyzer
Attenuatof
Test Instruments
Kind of Calibration Calibration

Equipment SN SILIE] = =i Date Due Date

Spectrum

Analyzer R&S FSV40 101512 2020/2/18 2021/2/16

Test Procedure

A e o

Test Results

Please refer to Appendix A.

Set analyzer center frequency to DTS channel center frequency.
Set the span to 1.5 times the DTS bandwidth.
Set the RBW to: 3 kHz < RBW <100 kHz.
Set the VBW = 3 x RBW.
Detector = peak.

Sweep time = auto couple.
Trace mode = max hold.
Allow trace to fully stabilize.
Use the peak marker function to determine the maximum amplitude level within the RBW.
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5.1.5 Conducted Spurious Emissionsand Frequency Band Edges

measured in 100kHz Bandwidth

Limit

20dB (below that in the 100 kHz bandwidth within the band that contains the highest level of the desired
power.)

Kind of Test Site Shielded room

Test Setup

EUT ]

Attenuatofr

Spectrum Analyzer

Test Instruments

Kind of Calibration Calibration
Equipment MUY = sl Date Due Date
Spectrum
Analyzer R&S FSV40 101512 2020/2/18 2021/2/16

Test Procedure

Measurement procedure REF

NoosMwDNPRE

Set the RBW = 100 kHz.

Set the VBW = 300 kHz.

Detector = peak.

Sweep time = auto couple.

Trace mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum power level in any 100 kHz band
segment within the fundamental EBW.

Measurement procedure OOBE

No gk wbdpE

Set RBW =100 kHz.

Set VBW 2 300 kHz.

Detector = peak.

Sweep = auto couple.

Trace Mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum amplitude level.

Test Results

Please refer to Appendix A.
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5.1.6 Radiated Spurious Emissions and Band Edges

Limit

Radiated emissions which fall in the restricted bands, as defined in LP0002 (2018): 2.7, must comply
with the radiated emission limits specified in LP0002 (2018): 2.8.

Emissions radiated outside the specified frequency bands must comply with the radiated emission limits
specified in LP0002 (2018): 2.8.

Kind of Test Site 3m Semi-Anechoic Chamber

Test Setup

<Radiated Emissions below 30 MHz>

1m
EUT& 3m /
Support Units | -]
Turn Table
g
80 cmT
=
Ground Plane
Test Receivel
\ |
252 |
<Radiated Emissions 30 MHz to 1 GHz>
Ant. Tower 1-4m
Variable

Turn Table

EUT& ~ 3m
Support Unjts

80cm
| omem
L
Ground Plane

Test Receiver
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<Radiated Emissions above 1 GHz>

Ant. Tower 1-4m

Variable
EUT& _ 3m
Support Units |

Turn Table D .
Absorber

soe] MMAAA i

Ground Plane

Test Receivel

\_'_I—I

For the actual test configuration, please refer to the attached file (Test Setup Photo).
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Test Instruments
Kind of Calibration Calibration
Equipment ML SLE) LR e Date Due Date
Signal Analyzer R&S FSV40 101509 2020/3/30 2021/3/29
Receiver R&S ESRY 102109 2020/3/30 | 2021/3/29
Bilog Antenna_| SCHWARZBECK | VULB-9168 00950 2020/1/20 | 2021/1/18
Horn Antenna ETS-Lindgren 3117 00218929 2019/11/27 | 2020/11/25
LF-AMP Agilent 8447D 2727A05146 | 2020/2/17 | 2021/2/15
HF'QQ{']E’C; AC EMCI EMCO51845SE | 980635 2020/2/11 | 2021/2/9
HF'?Q{'JE’C; AC EMCI EMC184045SE | 980656 2020/2/11 | 2021/2/9
Horn Antenna | SCHWARZBECK | BBHA 9170 00890 2020/3/25 | 2021/3/24
Microwave SUCOFLEX
growe HUBER+SUHNER JoaEA 800057/4EA | 2020/3/25 |  2021/3/24
M'gg’t‘)’;’:"e HUBER+SUHNER SUCBZLEX 802244/ | 2020/3/25 | 2021/3/24
Migg’g’;’:"e HUBER+SUHNER SUCl%Z'-EX MY37203/4 | 2020/3/25 | 2021/3/24
Microwave SUCOFLEX
crowe HUBER+SUHNER s 800897/2EA | 2020/3/125 |  2021/3/24
Microwave SUCOFLEX
o HUBER+SUHNER TOoEA 800902/2EA | 2020/3/25 |  2021/3/24
Microwave SUCOFLEX
i HUBER+SUHNER To2EA 801026/2EA | 2020/3/25 |  2021/3/24
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Test Procedures

For Radiated Emissions below 30 MHz

a.

The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter chamber
room. The table was rotated 360 degrees to determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

Parallel, perpendicular, and ground-parallel orientations of the antenna are set to make the
measurement.

For each suspected emission, the EUT was arranged to its worst case and the rotatable table was
turned from O degrees to 360 degrees to find the maximum reading.

The test-receiver system was set to Quasi-Peak Detect Function and Specified Bandwidth with
Maximum Hold Mode.

Note: The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 9 kHz at
frequency below 30 MHz.

For Radiated Emissions above 30 MHz

a.

The EUT was placed on the top of a rotating table 0.8 meters (for 30 MHz ~ 1 GHz) / 1.5 meters (for
abowve 1 GHz) abowe the ground at 3 meter chamber room for test. The table was rotated 360 degrees
to determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

The height of antennais varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.

For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters and the rotatable table was turned from O degrees to 360
degrees to find the maximum reading.

The test-receiver system was set to quasi-peak detect function and specified bandwidth with
maximum hold mode when the test frequency is below 1 GHz.

The test-receiver systemwas set to peak and average detected function and specified bandwidth
with maximum hold mode when the test frequency is above 1 GHz. If the peak reading value also
meets average limit, measurement with the average detector is unnecessary.

Note:

1.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120 kHz for
Quasi-peak detection (QP) or Peak detection (PK) at frequency below 1 GHz.

The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is 3
MHz for Peak detection (PK) at frequency above 1 GHz.

The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is =
1/T (Duty cycle < 98 %) or 10 Hz (Duty cycle = 98 %) for Average detection (AV) at frequency
above 1 GHz.

All modes of operation were investigated and the worst-case emissions are reported.

The Radiated Emissions testing was performed in the X, Y and Z axis orientation. The worst-case
AXxis orientationis recorded in this test report.
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Test Results

Factor (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB)
Level (dBuV/m) = Reading (dBuV) + Factor (dB/m)

Please refer to Appendix B.
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5.2 Mains Emission

5.2.1 Mains Conducted Emission
Limit

Mains Conducted emission as defined in LP0002 standard must comply with the mains conducted
emission limits.

Kind of Test Site Shielded room
Test Setup
EUT &
Support stand
LISN
80ct
|
Ground plane
Testreceive _,_l—ll
R

Test Instruments

qufjiir;?noefn t Manufacturer Type S/N Call:i)t;r?etion C:Dallji:ggtc; n
TV NE Y™ | SCHHWARZBECK | NSLK 8127 Sazr. | 201911002 | 202019730
E’Z'C';evg: R&S ESR7 102108 | 2020/3/16 | 2021/3/15
100B attenuation | SCHHWARZBECK | VTSD 9561 F-N 660 | 272472020 | 20217223
Mes"’f]}tjvrg:‘eem EZ Ez—f\l“é%gVAe)rSiO” N/A N/A N/A
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Test Procedures

a. The EUT was placed 0.4 meters from the conducting wall of the shielded room with EUT being
connected to the power mains through a line impedance stabilization network (LISN). Other support
units were connected to the power mains through another LISN. The two LISNs provide 50 ohm/50
uH of coupling impedance for the measuring instrument.

b. Both lines of the power mains connected to the EUT were checked for maximum conducted
interference.

c. The frequency range from 150 kHz to 30 MHz was searched. Emission levels under (Limit — 20 dB)
was not recorded.

Note: The resolution bandwidth and video bandwidth of test receiver is 9 kHz for quasi-peak detection
(QP) and average detection (AV) at frequency 0.15 MHz — 30 MHz.

Test Results

Please refer to Appendix B.
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6. Safety Human exposure
6.1 Radio Frequency Exposure Compliance
6.1.1 Electromagnetic Fields
RESULT: Passed

Test standard : LP0002(2018) 5.20.2.2
Separation distance is more than 20 cm, thus mobile device exposure limits can be applied

Maximum Exposure:

Power to Antenna
13 mW
(W) 89.13 m
Power to Antenna
19.5 dBm
(dBm)
Antenna Gain 1.35 dBi
Power+Ant Gain 121.6 mW
Distance 20 cm
S= 0.024 mW/cm”2)
Limit NCC: 1 mW/cm?
0.3-1.34 MHz (100) mW/cn?
1.34-30 MHz (180/R) mW/cm?
30-300 MHz 0.2 mW/cm?
300-1500 MHz /1500 mwW/cm?

1500-100,000 MHz 1.0 mW/cm?

—End--
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