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Report No.: DLE-251129006R

Test procedures according to the technical standards:

1. SUMMARY OF TEST RESULTS

Notice No. 88 of Annex 43

SStanC!ard Test Item Judgment| Remark
ection
General provisions
5 Frequency Error PASS
6 Occupied Bandwidth PASS
7 Spurious Emissions Intensity PASS
8 Carrier Sense Capability N/ANote!
9 Interference Prevention Function PASS
Transmitting equipment
14 Antenna Power \ PASS
Transmitting antenna
20 Type, Configuration, etc., of Transmitting Antenna PASS
Direction Pattern of Transmitting Antenna (Provided at
22 lindividual Antenna Report) ) ( PASS
Receiving antenna
24 Limitation of Collateral Emission of Receiver PASS
26 Refer to All Articles for Transmitting Antenna PASS
Operating frequency 2400~2483MHz
49.20(1);a |RF Shielding Method PASS
49.20(1);a |Communication Method PASS
49.20(1);b |Spread-spectrum Method PASS
49.20(1);c |Antenna Power PASS
49.20(1); d |EIRP power PASS
410 Construction Protection Confirmation PASS
4.7 Transmission Radiation Angle Width (3dB Bandwidth) N/ANote2
NOTE:

Application to transmitting devices which EIRP is less than (2.14dBi+ antenna power limit)
and the shortage of EIRP is compensated by the antenna power. Not applicable to this

product.
2

Not applicable since the EIRP Power is less than 12.14dBm.

1.1 MEASUREMENT UNCERTAINTY
The reported uncertainty of measurement y + U » where expended uncertainty U is based on a

standard uncertainty multiplied by a coverage factor of

approximately 95 % -

k=2 - providing a level of confidence of

No. ltem Uncertainty
1 RF power,conducted +0.16dB
2 Spurious emissions,conducted +0.21dB
3 frequency error ppm +0.5ppm
4 Occupied Bandwidth +0.2MHz
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2. GENERAL INFORMATION

2.1 GENERAL DESCRIPTION OF EUT

Equipment AXXO Kart Corner Weight System
Trademark: AXXO KART
Model Name AK34
Test Model: AK34
Model Difference N/A
Sr%zrjgr?gy: 2402~2480 MHz
Modulation: GFSK
Number Of Channel: | 40 CH
Product Description BT Version: V5.1
Antenna Designation: | Please see Note 3.

Based on the application, features, or specification
exhibited in User's Manual, the EUT is considered as an
ITE/Computing Device. More details of EUT technical
specification, please refer to the User's Manual.

Channel List Please refer to the Note 2.
Power Suopl DC 3V from battery

pply DC 5V from USB Port
Hardware Version HVO01
Software Version SVO01

Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

2.
Channel List
Frequency Frequency Frequency
Channel (MHz) Channel (MHz) Channel (MHz)
01 2402 11 2422 21 2442
02 2404 12 2424 22 2444
03 2406 13 2426 23 2446
09 2418 19 2438 20 2440
10 2420 20 2440 40 2480
3. Table for Filed Antenna
Ant. Brand Model Name Antenna Type Connector | Gain (dBi) NOTE
1 N/A 2.4G Internal Antenna N/A 0
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

2.2 DESCRIPTION OF TEST MODES

To investigate the maximum EMI emission characteristics generates from EUT, the test system
was pre-scanning tested base on the consideration of following EUT operation mode or test
configuration mode which possible have effect on EMI emission level. Each of these EUT
operation mode(s) or test configuration mode(s) mentioned above was evaluated respectively.

Pretest Mode Description
Mode1 CHO1
Mode2 CH20
Mode3 CH40 GFSK
Mode4 RX
Pretest Mode Conducted Emission
Mode1 CHO1
Mode2 CH20
Mode3 CH40 GhSK
Mode4 RX

2.3 TEST CONDITIONS

The EUT tested while in a continuous transmitter/receiver mode.
The EUT was tuned to a low, middle, and high channel for all tests. For all test case pre/scans were
completed in all Modes to determine worst case levels.

Power Supply Voltage Fluctuation Test

Voltage Normal Voltage High Voltage +10% of Low Voltage -10% of
ag (Normal Normal Voltage(High Normal Voltage(Low
Fluctuation Test
temperature) temperature) temperature)
Input DC Power 3V 3.3V 2.7V
RF magule’s 3.3V 3.3V 3.3V
voltage
Voltage Variation
(%) 0 0 0

NOTE:
Voltage Variation (%)
= (Output high or Low Voltage - Output Normal Voltage)/ Output Normal Voltage* 100

During the input supply voltage to the EUT from the external power source is varied by +/- 10%, if
output voltage had been confirmed that the fluctuation of power supply to the RF circuit of EUT
(excluding power source) is equal to or less than +/-1%. Exempt extremely high and low supply voltage
condition test, EUT only operated in normal voltage to test all regulations.

When the input voltage of the product changes within -10% and +10%, the voltage of the module does
not change, so the test is only tested under normal voltage.
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2.4 TABLE OF PARAMETERS OF TEXT SOFTWARE SETTING
During testing channel & power controlling software provided by the customer was used to

control the operating channel as well as the output power level. The RF output power selection
is for the setting of RF output power expected by the customer and is going to befixed on the

firmware of the final end product power parameters of BLE

Test software Name FCC Vv2.25
Frequency 2402 MHz 2440 MHz 2480 MHz
Max output power
parameters setting of
software 4 4 4

2.5 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED

E-2 C-1 E-1 C-2 E-3 AC
Spectrum EUT DC Power
Analyzer
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

2.6 DESCRIPTION OF SUPPORT UNITS(CONDUCTED MODE)

The EUT has been tested as an independent unit together with other necessary accessories or

support units. The following support units or accessories were used to form a representative test
configuration during the tests.

ltem Equipment Mfr/Brand Model/Type No. Series No. Note
E.1 | AXXO KartComer | vy kaRT AK34 N/A EUT
Weight System

E-2 | Spectrum Analyzer Agilent N9020A 108040

E-3 DC Power N/A PS-305D 010952961

Item | Shielded Type | Ferrite Core Length Note

C-1 NO NO 15¢cm RF Cable

C-2 NO NO 30cm Mini USB Cable
Note:

(1)

The support equipment was authorized by Declaration of Confirmation.
(2)  For detachable type 1/0 cable should be specified the length in cm in T Length ; column
(3) “YES”is means “shielded” “with core”; “NO” is means “unshielded” “without core”.
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

2.7 EQUIPMENTS LIST FOR ALL TEST ITEMS

. . . Last Calibrated
Iltem | Kind of Equipment Manufacturer Type No. Serial No. Calibration until
SPECTRUM
1 A AGILENT E4407B | 160400005 |Oct. 25, 2025|0ct. 24, 2026
2 | TEST RECEIVER R&S ESPI 101318 |Oct. 25, 2025|Oct. 24, 2026
3 | BILOG ANTENNA TESEQ CBL6111D 31216 |Oct. 25, 2025|0ct. 24, 2026
4 50(82\,?/3@)':"“" ANRITSU MP59B | 6200264416 |Oct. 25, 2025|0ct. 24, 2026
SPECTRUM
5 S ALYSER ADVANTEST R3132 150900201 |Oct. 25, 2025|Oct. 24. 2026
6 | HORNANTENNA EM EM-AH-10180 | 2011071402 |Oct. 25, 2025|0ct. 24, 2026
7 HORNANT | SCHWARZBECK| BBHA9170 | 9170-181 |Oct. 25, 2025|0ct. 24, 2026
8 AMPLIFIER EM EM-30180 | 060538 |Oct. 25, 2025|0ct. 24, 2026
9 | LOOPANTENNA ARA PLA-1030/B 1029 |Oct. 25, 2025|0ct. 24, 2026
10 | POWER METER R&S NRVS 100696 | Oct. 25, 2025|Oct. 24, 2026
11 | TEST RECEIVER R&S ESCI 101160  |Oct. 25, 2025|0ct. 24, 2026
SPECTRUM
12 S ALYoEn AGILENT N9OO20A  |MY55370280|Oct. 25, 2025|0ct. 24, 2026
WIDEBAND RADIO
13 | COMMUNICATION R&S CMW500 106504 |Oct. 25, 2025|Oct. 24. 2026
TESTER
14 50%\,(\3”?@)}:'“ ANRITSU MP59B | 6200264417 |Oct. 25, 2025|0ct. 24, 2026

Note: 1. All Equipments Calibration In Guangzhou GRE Metrology & Test Co., Ltd,
2. Regarding the measuring device, Article 24-2, Paragraph 4 of the Radio Law.
3. (a) Calibration conducted by the National Institute of Information and Communications Technology (NICT)
in Japan (hereinafter referred to as "NICT") or a designated calibration agency under Article 102-18
paragraph (1) in JRL.
(b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Act
(Act No. 51 of 1992) .
(c) Calibration conducted in countries except Japan, which shall be equivalent to the calibration
conducted by the NICT or a designated calibration agency under Article 102-18 paragraph (1).

(d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the right
column of appended table No. 3, which shall have been given any type of calibration, etc. listed above
from (a) to (C) From JRL Article 24-2, paragraph 4, ltem 2
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

3. RF SHIELDING METHOD
Enclosure:

the product structure is stuck by special screw, If you do not use a special tool, you will not be able
to open it. See below the structure:

Special screws are used here
for cannot be open easily

Model Name: PA3X10
Name: Sokcet Flat Head Cap Screw
Specification:KA1.5*3

Product requirements: PA ¢3*L10
Outer diameter: 2.5mm-3.5mm
Length: 8mm-10mm
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

4. TEST RESULT FOR BLUETOOTH

4.1 FREQUENCY ERROR

4.2 LIMIT
Item Limits
Frequency Error <+50ppm
4.3 MEASURING INSTRUMENTS AND SETTING
The following table is the setting of Spectrum Analyzer.
Spectrum Parameter Setting
Attenuation Auto
RB/VB 10KHz
Detector Peak
Trace Max Hold
Sweep Time Auto

4.4 TEST PROCEDURES

(1)In the case of unmodulated signal (continuous or continuous burst), measure the frequency
directly by a frequency meter.

(2)In the case of burst waves, the measurement shall be done for enough time in order to obtain
the enough measuring accuracy, and the average of the measured values becomes the final
value.

(3)In the case of a test mode with a specific frequency spectrum, measure the frequency of the
specific spectrum by a spectrum analyzer.

(4)In the cases above, if the frequency equivalent to the test frequency is not directly measured in
principle, it shall be obtained by necessary calculation.

In the case of modulated signal, if there is no specific spectrum measurable by a spectrum
analyzer but a specific dip is observed, it is allowed to measure the frequency with the signal
generator (synthesized). That is, observe a signal of the signal generator concurrently (or
alternately) with the tested signal using the spectrum analyzer while setting the frequency of the
signal generator to the position of the dip on the screen of the spectrum analyzer, and
determine the frequency of the signal generator at the time as a measured value.

4.5 TEST SETUP LAYOUT

Dummy load Spectrums
EUT+ (Attenuatory
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

4.5.1 TEST RESULT

Temperature: 25.6 C Relative Humidity: |55.8% Pressure: |1010mbar
Voltage Frequecy Reading Tolerance Limit
MHz MHz ppm (ppm)
2402 2401.988 -5 <+50ppm
Normal
2440 2439.988 -4.92 <+50ppm
2480 2479.988 -4.84 <+50ppm
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Shenzhen DL Testing Technology Co., Ltd.

Normal volatge

[— Keysight Spectrum Analyzer - Swept 54

RL F
Center Freq 2.402000000 GHz

PNO: Wide ~+- 1rig: FreeRun
IFGain:Low #Atten: 30 dB

Ref Offset 6.56 dB
Ref 26.56 dBm

Center 2.4020000 GHz
#Res BW 10 kHz #VBW 10 kHz

Avg Type: Log-Pwr
AvglHold: 100/100

Span 1.000 MHz,
Sweep 12.07 ms (1001 pts)

[ Keysight Spectnum Analyzer - Swept 54
AL E
Center Freq 2.440000000 GHz
IFGain:Low

Ref Offset 6.55 dB
Ref 26.55 dBm

Center 2.4400000 GHz
#Res BW 10 kHz #VBW 10 kHz

MG

Avg Type: Log-Pwr
Avg[Hold: 1001100

-8.855 dBm

Span 1.000 MHZ,
Sweep 12.07 ms (1001 pts)

[ Keysight Spectrum Analyzer - Swept 54
RL 2

Center Freq 2.48000000 GHz

PNO: Wide ~+—
IFGain:Low

Ref Offset 6.49 dB
Ref 26.49 dBm

Center 2.4300000 GHz
#Res BW 10 kHz #VBW 10 kHz

Avg Type: Log-Pwr
AvglHold: 100/100

Span 1.000 MHZ,
Sweep 12.07 ms (1001 pts)
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

-

5. ANTENNA POWER

5.1 LIMIT

Item Limits

=3mW/MHz (FH form 2427 - 2470.75 MHz)
gz;esr;ga Power = 10mW/MHz (OFDM,DS from2400~2483.5MHz)

=10mW (Other from 2400~2483.5MHz)
+20%(Base on manufacturer declare antenna power
density)

Antenna Power Error

5.2 MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 2 MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

5.3 TEST PROCEDURES

. The EUT is connected on the spectrum analyzer.

2. Adjust the spectrum analyzer to have the center frequency the same with the

measured carrier. RBW=VBW=2MHz, detector mode is positive peak. Turn

off the averaging function and use zero span.
. The calibrating signal power shall be reduced to 0 dBm and it shall be verified

that the power meter reading also reduces by 10 dB.

. Connect the equipment to be measured. Using the following settings of the
spectrum analyzer in combination with "max hold" function, find the frequency

of highest power output in the power envelope: center frequency equal to

operating frequency; RBW & VBW: 2 MHz; detector mode: positive peak; averaging:
off; span: 5 times the spectrum width; amplitude: adjust for middle of the

instrument' range. The frequency found shall be recorded.

5. Antenna Power Error is definition that actual measure antenna power tolerance

between + 20% power range that base on manufacturer declare the
conducted power density.
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

5.4 TEST SETUP LAYOUT

EUT«+

Dummy load

(Attenuatory

5.5 TEST DEVIATION
There is no deviation with the original standard.

5.6 TEST DEVIATION
The EUT was programmed to be in continuously transmitting mode.

5.7 TEST RESULT

Spectrums

Temperature: 25.4 C Relative Humidity: |55.3% Pressure: |1010mbar
Conducted RF Rated power Antenna
Test Frequency output P Limits Power
Voltage . density
MHz power density (mW) (mW) Error
(mW) (%)
2402 0.726 1.5 10 -51.6
Normal 2440 0.717 1.5 10 -52.2
2480 0.564 1.5 10 -62.4
Limit: +20%(Base on manufacturer declare antenna power density)
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Shenzhen DL Testing Technology Co., Ltd.

Report No

.. DLE-251129006R

Normal voltage
2402MHz

[ Keysight Spectrum Analyzer - Swept 54

RL F
Center Freq 2.402000000 GHz

PNO: Fast ~+—  11ig: Free Run
IFGain:Low Atten: 20 dB

Ref Offset 6.56 dB
Ref 16.56 dBm

Center 2.402000 GHz
i #VBW 2.0 MHz

Avg Type: Log-Pwr
AvglHold: 10/10

Mkr1 2.401 730 GHz
-1.390 dBm

Span 5.000 MHz,
#Sweep 1.000 s (1001 pts))

STATUS

2440MHz

[ Keysight Spectrum Analyzer - Swept SA
RL

Center Freq 2.440000000 GHz
PNO: Fast ~+—  17ig: Free Run
IFGain:Low #Arten: 30 dB

Ref Offset 6.55 dB
Ref 16.55 dBm

Center 2.440000 GHz
#Res BW 2.0 MHz #VBW 2.0 MHz

G

Avg Type: Log-Pwr
AvglHold: 10/10

Span 5.000 MHz,
#Sweep 1.000 s (1001 pts))

STATUS

2480MHz

[ Keysight Spectrum Analyzer - Swept 54

RL r
Center Freq 2.480000000 GHz )
PNO: Fast -+~ 1rig: Free Run

IF Gain:Low #Atten: 30 dB

Ref Offset 6.49 dB
Ref 16.49 dBm

Center 2.480000 GHz
#Res BW 2.0 MHz #VBW 2.0 MHz

] 05:30:19 PMNo
Avg Type: Log-Pwr ™
AvglHold: 10110 -

Mkr1 2.479 735 GHz
-2.491 dBm

Span 5.000 MHz
#Sweep 1.000 s (1001 pts))

STATUS
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

6. EIRP POWER

6.1 LIMIT

Radiation power EIRP

FH form 2427-2470,75 MHz, EIRP =6.91dBm

CCK/OFDM/DBPSK(2400-2483.5MHz)

OFDM or DS other than(802.11b/g/n HT20) EIRP=12.14dBm
OFDM or DS other than(802.11n HT40) EIRP=9.13dBm
other than 2400-2483.5MHz: 12.14dBm or less

The EIRP power= Conducted RF output power density(dBm/MHz) + Antenna Gain

6.2 TEST RESULT

Temperature: 255 C

Relative Humidity:

Pressure:

1010mbar

=12.14

2402 0.726 -1.390 0 -1.390

2440 0.717 -1.443 0 -1.443

2480 0.564 -2.491 0 -2.491
Limit : +20% (Base on manufacturer declare antenna power density)
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

7. OCCUPIED BANDWITH

7.1 TEST PROCEDURES

Spectrum Parameter Setting
Attenuation Auto
Span Frequency > Measurement Bandwidth or Channel Separation
RB 300KHz
VB >RBW
Detector Peak
Trace Max Hold
Sweep Time Auto
. Occupied Band Width: FH 83.5MHz; OFDM,DS =26MHz;
Limit Others < 26MHz

1. The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram below,
2.Spectrum Setting : RBW= 300KHz, VBW> RBW, Sweep time = Auto.

7.2 DEVIATION FROM STANDARD

No deviation.

7.3 TEST SETUP LAYOUT

00 [ ] {

Spectrum Analayzer EUT

7.4 TEST RESULT

Temperature: 254 C Relative Humidity: [55.2% Pressure: 1010mbar
99%O0Occupied 90%Occupied
Voltage Frequecy MHz bandwidth bandwidth
MHz MHz
2402 1.225 0.822
Normal 2440 1.226 0.823
2480 1.229 0.822
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Shenzhen DL Testing

Technology Co., Lid.

Report No.: DLE-251129006R

Normal volatge

CHO01 Occupied bandwidth (99%)

[ Kesight Spectrum Angiyzer - Occupied BW
KL

Center Freq 2.402000000 GHz

MFGain-Low

Ref Offset 6.56 dB
Ref 26.56 dBm

Center 2.402 GHz
#Res BW 300 kHz
Occupied Bandwidth
1.2249 MHz
-12.590 kHz
1.778 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.402000000
Trig: Free Run
#Atten: 30 dB

#VBW 300 kHz

Total Power

% of OBW Power
x dB

B
15,2611 P 28,2025
GHz Radio Std: None
Avg|Hold: 1000/1000
Radio Device: BTS

2.35 dBm

99.00 %
-26.00 dB

CH20 Occupied bandwidth (99%)

[ Wepsight Spectrum Ansiyzer - Occupied BW.
1§

Center Freq 2.440000000 GHz

Ref Offset 6.55 dB
Ref 26.55 dBm

Center 2.44 GHz
#Res BW 300 kHz
Occupied Bandwidth
1.2257 MHz
-14.170 kHz
1.779 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.440000000
Trig: Free Run
#Anen: 30 0B

#VBW 300 kHz

Total Power

% of OBW Power
x dB

05:29:21 PM Moy 29, 2025

GHz Radio Std: None

AuglHold: 1000/1000
Radio Device: BTS

Span 3 MHz
Sweep 1ms

2.32 dBm

99.00 %
-26.00 dB

CH40 Occupied bandwidth (99%)

[ Kersight Spectrum nabyer - Occupied B4
AL

Center Freq 2.480000000 GHz

Ref Offset 6.49 dB
Ref 26.49 dBm

Center 2.48 GHz
#Res BW 300 kHz

Occupied Bandwidth
1.2287 MHz
-14.243 kHz
1.793 MHz

Transmit Freq Error
x dB Bandwidth

Centar Fraq: 2480000000
Trig: Free Run
wArten: 30 0B

#VBW 300 kHz

Total Power

% of OBW Power
x dB

o
GHz Radio Std: None

‘Avg|Hold: 100011000
Radio Device: BTS

1.26 dBm

99.00 %
-26.00 dB

CHO01 Occupied bandwidth (90%)

[ Vit Spectnum Anstyzer - Gecupied BW
g L

Center Freq 2.402000000 GHz

#FGainiLow

Ref Offset 6.56 dB.
Ref 26.56 dBm

Center 2402 GHz
#Res BW 300 kHz
Occupied Bandwidth
822.01 kHz
-9.805 kHz
1.779 MHz

Transmit Freq Error
x dB Bandwidth

- 2402000000 GHz

Trig: Fres Run
#Atten: 30 dB

#VBW 300 kHz

Total Power

% of OBW Power
x dB

05:26.08 PN
Radio Std: None
‘AvglHold: 100011000

Radio Device: BTS

2.35 dBm

90.00 %
-26.00 dB

CH20 Occupied bandwidth (90%)

[ Xepight Spectnum Ansiyzes - Dccupied BW
AL

Center Freq 2.440000000 GHz

HIFGain:Low

Ref Offset 6.56 dB.
Ref 26.55 dBm

Center 2.44 GHz
#Res BW 300 kHz
Occupied Bandwidth
823.20 kHz
-11.803 kHz
1.774 MHz

Transmit Freq Error
x dB Bandwidth

Center Freq: 2.440000000 GH;

Trig: Free Run
#Anen: 30 4B

#VBW 300 kHz

Total Power

% of OBW Power
x dB

05:29:28 PMNov 29, 2025
iz Radio $td: None

‘Avg|Hold: 100011000

Radio Device: BTS

Span 3 MHz
Sweep 1ms

2.33 dBm

90.00 %
-26.00 dB

CH40 Occupied bandwidth (90%)

[ Vit Spectnum Anstyzer - Gecupied BW
g L

Center Freq 2.480000000 GHz

HIFGain:Low

Ref Offset §.49 dB.
Ref 26.49 dBm

Center 2.48 GHz
#Res BW 300 kHz

Occupied Bandwidth

822.41 kHz
-12.792 kHz
1.784 MHz

Transmit Freq Error
x dB Bandwidth

2
Trig: Free Run
#Anen: 30 4B

#VBW 300 kHz

Total Power

% of OBW Power
x dB

- 2480000000 GHz

05:30:48 PhNoy 29, 2025
H Radio Std: None
‘Avg|Hold: 100011000

Radio Device: BTS

Span 3 MHz
Sweep 1ms

1.23 dBm

90.00 %
-26.00 dB
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

7. RADIO INTERFERENCE PREVENTION CAPABILITY MEASUREMENT

7.4. LIMIT

Item Limits

Identification code =48 bits

7.2. MEASURING ID CODE SOFTWARE

Item Limits

MAC IP List MAC Scan

7.3. TEST PROCEDURES

1. In the case that the EUT has the function of automatically transmitting the

identification code: a. Transmit the predetermined identification codes form EUT. b.

Check the transmitted identification codes with the demodulator.
2. In the case of receiving the identification ocde: a. Transmit the

predetermined identification codes form the counterpart. b . Check if communication

is normal. c. Transmit the signals other than predetermined ID codes form
the counterpart. d. check if the EUT stops the transmission, or if it displays
that idnetification codes are different from the predetermined ones.

7.4. TEST SETUP LAYOUT

.
. F
SN
A
‘a ¢ /7 ©
L] L] ! L] L]

PC with Net Tool
Software (et EUT's
MAC)

Peripheral EUT

7.5. TEST DEVIATION
There is no deviation with the original standard.

7.6. EUT OPERATION DURING TEST

The EUT was programmed to be in normal transmitting mode.

7.7. TEST RESULT OF RADIO INTERFERENCE PREVENTION CAPABILIT

Temperature: 252 C Relative Humidity: [55.4% Pressure: 1010mbar
Test result: CONFORM
: MAC Address:90:2B:D2:6C:5B:7A
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

8. UNWANTED EMISSION INTENSITY MEASUREMENT

8.1 LIMIT

Item Limits

=2.5 yW/-26dBm (30MHz =f= 1000MHz)

=2.5 yW/-26dBm (1000MHz<f=2387MHz)

TX Spurious Emission =25 pW/-16dBm (2387MHz<f=2400MHz)

=25 pW/-16dBm (2483.5MHz = f<2496.5MHz)

=2.5 yW/-26dBm (2496.5MHz =f<12500MHz)

8.2. MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1 MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

8.3 TEST PROCEDURES

1. EUT have transmitted the maximum modulation signal and fixed channelize.

2. Setting of SA is following as: Below 1GHz RB:1MHz / VB:1MHz

Above 1GHz RB:1MHz / VB:1MHz / AT: 10dB Ref: 0dBm / Sweep time: Auto
Sweep Mode: Continuous sweep / Detect mode: Positive peak

Trace mode: Max hold

3. Setting of SA is following as 30MHz and stop frequency 1000MHz Then to mark
peak reading value + cable loss shall be less than 0.25 pW/-26dBm.

4. Setting of SA is following as 1000MHz and stop frequency 2387MHz Then to mark
peak reading value + cable loss shall be less than 2.5 pyW/-26dBm.

5. SA adjusted to start frequency 2387MHz and stop frequency 2400MHz. Then to
mark peak reading value + cable loss shall be less than 25 pW/-16dBm.

6. SA adjusted to start frequency 2483.5MHz and stop frequency 2496.5MHz Then to
mark peak reading value + cable loss shall be less than 25 yW/-16dBm

7. SA adjusted to start frequency 2496.5MHz and stop frequency 12500MHz Then to
mark peak reading value + cable loss shall be less than 2.5 pW/-26dBm

8. Measure side band spurious as follows: For 2.4GHz band: 2374MHz~2400MHz
and 2483.5MHz~2509.5MHz RBW = VBW = 30kHz, Result_Value = Meaured_
Value + 15.2 [dBm]

9. If the Result_Value is over the requirement, take total sum of 1MHz band centered
at the spur frequency like ACLP measurement as Result_Value.
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

8.4. TEST SETUP LAYOUT

00 (| 0
apectrum Analayzer EUT

8.5. TEST DEVIATION

There is no deviation with the original standard.

8.6. TEST RESULT

|Temperature: |25.4 C |Relative Humidity: |55.3% |Pressure: |1010mbar |

Frequency | Antenna | Range (MHz) | Emission | Max Value Max Limit Start | Limit Stop | Verdict
(MHz) Frequency | (dBm/MHz) Value (UW/MHz) | (uUW/MHZz)
(MHz) (UW/MHz)

2402 Ant1 30-1000 856.44 -54.7 0.0034 2.5 2.5 Pass
2402 Ant1 1000-2387 2384.23 -46.87 0.0206 2.5 2.5 Pass
2402 Ant1 2387-2400 2399.84 -36.15 0.2427 25 25 Pass
2402 Ant1 2483.5-2496.5 | 2489.57 -51.92 0.0064 25 25 Pass
2402 Ant1 2496.5-13000 | 3441.82 -34.2 0.3802 2.5 2.5 Pass
2440 Ant1 30-1000 853.53 -54.99 0.0032 2.5 2.5 Pass
2440 Ant1 1000-2387 2158.15 -52.05 0.0062 2.5 2.5 Pass
2440 Ant1 2387-2400 2391.89 -49.12 0.0122 25 25 Pass
2440 Ant1 2483.5-2496.5 | 2488.31 -50.79 0.0083 25 25 Pass
2440 Ant1 2496.5-13000 | 3420.81 -41.57 0.0697 2.5 2.5 Pass
2480 Ant1 30-1000 773.99 -54.72 0.0034 2.5 2.5 Pass
2480 Ant1 1000-2387 2355.1 -52.23 0.006 2.5 25 Pass
2480 Ant1 2387-2400 2394.57 -51.63 0.0069 25 25 Pass
2480 Ant1 2483.5-2496.5 | 2483.69 -45.28 0.0296 25 25 Pass
2480 Ant1 2496.5-13000 | 3452.32 -39.41 0.1146 2.5 2.5 Pass
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

CH 01- Frequency Band 1 (30 MHz = f =

Normal volatge

1000 MHz)

CH 01- Frequency Band 4 (2483.5 MHz = f <2496.5 MHz)

[ Xeyioht Spectm Amtyee - Swept 54
&L

Center Freq 515.000000 MHz

RO o Trig: FreeRun
#Atten: 20 dB

IFGain:low

Ref Offset 6.56 4B
Ref 16.56 dBm

Trace 1 Pas:

A A i i

Start 0.0300 GHz

ki K #VBW 1.0 MHz

E =
05:26:14 PHN

Mkr1 856.44 MHz
-54.695 dBm

“Avg Typs: Log-Pur
AvglHold: 100100

ANt

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

[ ¥epight Spectnum Anslyzer - Swept 54
kL

Center Freq 2.490000000 GHz

IFGain:low #Atten: 20 4B

Ref Offset 6.56 4B
Ref 16.56 dBm

Trace 1 Pas:

’ 1
| SRR BN

Start 2.483500 GHz
ki K #VBW 1.0 MHz

POt e Trig: FreeRun

EREE
05:26:20 PHiNoy 29,2025
Avg Typs: Log-Pwr
AvglHold: 100/100

Frae e Ry

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

CH 01- Frequency Band 2 (1000 MHz < f = 2387 MHz)

[ ———y e ——T)
AL

Center Freq 1.693500000 GHz

PHO:fest - Trig: FreeRun
#Anen: 20 dB

IFGain:Low

Ref Offset 6.56 dB
Ref 16.56 dBm

Trace 1

ot hi st b M A

Start 1.0000 GHz

#VBW 1.0 MHz

05:26:16 PN

Avg Type: Log-Pwr
Avg|Hold: 100100

A P A il

Stop 2.3870 GHz
Sweep 1.733 ms (1001 pts)

CH 01- Frequency Band 5 (2496.5 MHz = f < 12.5 GHz)

[ ———y e ——T)
AL

Center Freq 7.748250000 GHz

IFGain:Low #Atten: 20 dB

‘I

N piak, .AL i
i

N

Start 2.497 GHz
#VBW 1.0 MHz

Past s~ Trig: FreeRun

A

< =]
05 Mo,

Mkr1 3.442 GHZ
-34.204 dBm

Avg Type: Log-Pwr
AvglHold: 1001100

Stop 13.000 GHz
7.53 ms (1001 pts)

CH 01- Frequency Band 3 (2387 MHz < f = 2400 MHz)

[ eyt Spectm Amtyee - Swept 54
&L

Center Freq 2.393500000 GHz

RO o Trig: FreeRun
#Atten: 20 dB

IFGain:low

Ref Offset 6.56 4B
Ref 16.56 dBm

Trace 1

Pt et el i B ot

Start 2.387000 GHz

#VBW 1.0 MHz

0 05:26:18 PhN
Avg Typs: Log-Pwr
AvglHold: 100100

T

Stop 2.400000 GHz
Sweep 1.000 ms (1001 pts)
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=

CH 20- Frequency Band 1 (30 MHz = f

Normal volatge

1000 MHz) CH 20- Frequency Band 4 (2483.5 MHz = f <2496.5 MHz)

[ Xeyioht Spectm Amtyee - Swept 54
&L

Avg Typs: Log-Pwr

Center Freq 515.000000 MHz AvglHold: 10000

RO o Trig: FreeRun
IFGain:Low #Atten: 20 dB

Ref Offset 6.55 4B
Ref 16.55 dBm

A A

Start 0.0300 GHz
ki K #VBW 1.0 MHz

Sweep 1.200 ms (1001 pts)

=

[ ¥epight Spectnum Anslyzer - Swept 54
05:20 kL

Avg Typs: Log-Pwr

Center Freq 2.490000000 GHz AvaHol: 1007100

PHO:fast —+-  Trig: FreeRun
- IFGain:Low @iAtten: 20 dB
.53 MHZ

'991 dBm mmrrsalasdsaag

Ref 16.
Trace 1

RILEE R T R T

b

Stop 1.0000 GHz Start 2.483500 GHz

ki K #VBW 1.0 MHz

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

CH 20- Frequency Band 2 (1000 MHz < f =

=

2387 MHz) CH 20- Frequency Band 5 (2496.5 MHz f<12.5 GHz)

[ Xepight Spectnum Anslyzes - Swept 54
AL

Avg Type: Log-Pwr

Center Freq 1.693500000 GHz AvgiHold: 100100

Trig: Free Run
#Anen: 20 4B

Fast 4

NO:
IFGain:Low

Ref Offset 6.55 4B
Ref 16.55 dBm

Trace 1

ARVTRSE o

Start 1.0000 GHz
#VBW 1.0 MHz

Sweep 1.733 ms (1001 pts)

[ Xepight Spectnum Anslyzes - Swept 54
AL

05:29:53 PMND
Avg Type: Log-Pwr

Center Freq 7.748250000 GHz Rt

Trig: Free Run
#Anen: 20 4B

NO: Fast ~o
\FGaini ow

1 GHZ
3 dBm

Mkr1 3.421 GHZ

Mkr1 2.158
- -41.566 dBm)

Ref Offset 6.55 4B
Ref 16.55 dBm

Trace 1

¢ ey,

R T Al F

et s
WM_.L,,.»; o -

R A i

Stop 2.3870 GHz Start 2497 GHz Stop 13.000 GHz

#VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

CH 20- Frequency Band 3 (2387 MHz <f =

[ Xeyioht Spectm Amtyee - Swept 54
&L

z “Avg Typs: Log-P
Frog 2383500000 CHz ISR, AvHold: 160108
\FGainiow

#Anen: 20 dB

Ref Offset 6.5 dB
Ref 16.55 dBm

Trace 1Pa

A

Start 2.387000 GHz
ki K #VBW 1.0 MHz

Sweep 1.000 ms (1001 pts)

2400 MHz)

05:29:38 PH

Stop 2.400000 GHz

Japan Report

Tel: 400-688-3552

Web:www.dl-cert.com Page 24 of 36



Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-251129006R

Normal volatge

CH 40- Frequency Band 1 (30 MHz = f = 1000 MHz)

CH 40- Frequency Band 4 (2483.5 MHz = f <2496.5 MHz)

[ Kot Spectnum Anslyzer - Swept 54 E
kL 05:30:53 PHN

Avg Typs: Log-Pwr
PNO Past —+—  Trig: FresRun AvglHold: 100100
IFGain-Low #Atten: 20 dB

Center Freq 515.000000 MHz

Ref Offset 6.49 dB
Ref 16.49 dBm

Start 0.0300 GHz
ki K #VBW 1.0 MHz

Stop 1.0000 GHz
Sweep 1.200 ms (1001 pts)

[ ¥epight Spectnum Anslyzer - Swept 54
kL 05:30:59 PN

Avg Typs: Log-Pwr
PNO Tst —+—  Trig: FreeRun AvglHold: 100/100
IFGain-Low #Atten: 20 dB

Center Freq 2.490000000 GHz

el s N oA o e bl PRI/ Rt TRRTIN AP TFVR T

Start 2.483500 GHz
ki K #VBW 1.0 MHz

Stop 2.496500 GHz
Sweep 1.000 ms (1001 pts)

CH 40- Frequency Band 2 (1000 MHz < f = 2387 MHz)

[ Xepight Spectnum Anslyzes - Swept 54
AL

Avg Type: Log-Pwr
MO:Fsst —»- Trig: FreeRun Avg|Hold: 100100
IFGain-Low #Anen: 20 4B

Center Freq 1.693500000 GHz

Ref Offset 6.49 dB
Ref 16.49 dBm

W TR LR

Start 1.0000 GHz Stop 2.3870 GHz

#VBW 1.0 MHz Sweep 1.733 ms (1001 pts)|

CH 40- Frequency Band 5 (2496.5 MHz = f < 12.5 GHz)
[ Keyeight Spectrum Anshyas: - Swept 54 =

NO: Fast —s—  Trig: FreeRun AvglHold: 100100
IFGain:Low #Atten: 20 dB

Center Freq 7.748250000 GHz

Mkr1 3.452 GHZ

Ref Offset .49 dB Py
of 16.49 -39.413 dBm|

Ref 16.49 dBm
Trace 1

'L,.‘-' T~ W"\J..l b gl “-«a.-r-Ln-w-fA--..-..,;-m-wuu.-“ R

Start 2497 GHz Stop 13.000 GHz

#VBW 1.0 MHz Sweep 17.53 ms (1001 pts)

CH 40- Frequency Band 3 (2387 MHz < f = 2400 MHz)

[ Xeyioht Spectm Amtyee - Swept 54
&L

z .A T Log-Pwr
CITPEETITICTI, | g o

HO:
\FGaini ow #Auen: 20 dB
Ref Offset .49 dB
Ref 16.49 dBm
Trace 1 P4

. 1
A

| R e T

Start 2.387000 GHz
ki K #VBW 1.0 MHz

Stop 2.400000 GHz|
Sweep 1.000 ms (1001 pts)
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-251129006R

9. CARRIER SENSE
Not apply to the test item, since EIRP does not require compensation through Antenna Power.
10. IMITATION OF COLLATERAL EMISSION OF RECEIVER MEASUREMENT

10.1 LIMIT

Item Limits

RX Spurious =4nW/-54dBm (f<1GHz)

Emission:

=20nW/-47dBm (1GHz =f)

10.2 MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of Spectrum Analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB 100 kHz (below 1GHz emissions)

1 MHz (above 1GHz emissions)
100 kHz (below 1GHz emissions)

VB 1 MHz (above 1GHz emissions)
Detector Peak

Trace Max Hold

Sweep Time Auto

10.3 TEST PROCEDURES
1. EUT have the continuous reception mode and fixed only one channelize.
2. Setting of SA is following as RB / VB: 100 kHz (below 1GHz emissions) / 1 MHz
(above 1GHz emissions) /
AT: 10dB / Ref: 0dBm / Sweep time: Auto / Sweep Mode: Continuous sweep / Detect
mode: Positive peak / Trace mode: Max hold
3. SA set RB: 100kHz and VB: 100kHz. Then adjust to start frequency 30MHz and
stop frequency 1000MHz. Search to mark peak reading value + cable loss shall
be less than 4nW/-54dBm
4. SA set RB: 1MHz and VB: 1MHz. Then adjust to start frequency 1000MHz and
stop frequency 12500MHz. Search to mark peak reading value + cable loss shall
be less than 20nW/-47dBm
5. If power level of lower emissions are more than 1/10 of limit (4nW/-54dBm for f < 1GHz,
20nW/-47dBm for f >= 1GHz), all those are to be indicated in the 2nd and 3rd lines. If others
are 1/10 or less more of the limit, no necessary to be indicated.
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Report No.: DLE-251129006R

10.4 TEST RESULT

|Temperature: |25.3 C |Relative Humidity: |55.5% |PI’ESSU|’91 |1010mbar |
Frequency | Antenna Range Emission | Max Value Max Limit Verdict
(MHz) (MHz) Frequency | (dBm/MHz) Value (nW/MHz)
(MHz) (nW/MHz)
2402 Ant1 30-1000 425.76 -84.84 0.0033 4 Pass
2402 Ant1 1000-13000 3436 -60.72 0.8472 20 Pass
2440 Ant1 30-1000 806.97 -83.81 0.0042 4 Pass
2440 Ant1 1000-13000 3424 -52.54 5.5719 20 Pass
2480 Ant1 30-1000 775.93 -84.03 0.004 4 Pass
2480 Ant1 1000-13000 3424 -57.46 1.7947 20 Pass
Operation Mode: Low Channel Normal voltage

RX-Frequency Band 1 (30 MHz =

f <1000 MHz)
. =

[ Keysight Spectrum Analyzer - Swept SA
RL E

Center Freq 515.000000 MHz ) Avg Type: Log-Pwr
PNO: Fast ~—+—  11ig: Free Run AvglHold: 100/100 .
\Hinimhigh #Atten: 0 dB o
Mkr1 425.76 MHZ

Ref Offset 6.56 dB -84.841 dBm|

Ref -13.44 dBm

N

it b AL A P bl B B

Start 0.0300 GHz
#Res BW 100 kHz

Stop 1.0000 GHz,
Sweep 117.0 ms (1001 pts)

#VBW 100 kHz

RX-Frequency Band 2 (1000 MHz = f<12500 MHz)

K!ysngpm rom Analyzer - Swept 54
Cen(er Freq 7.000000000 GHz Avg Type: Log-Pwr
PHO. Av gmm—wonw

Ref Offset 6.56 dB
Ref -13.44 dBm

1

¢

el

Y e T I e

oy [FRSTRC e

Start 1.000 GHz
#Res BW 1.0 MHz

Stop 13.000 GHz

#VBW 1.0 MHz Sweep 20.00 ms (1001 pts)
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Operation Mode:

Middle Channel Normal voltage

xmgm Spectrum Analyzer - Swept SA

RX-Frequency Band 1 (30 MHz = f<1000 MHz)

Cen(er Freq 515.000000 MHz

Mu Type: Log-Pwr
PNO: Fast ~+— 11ig: Free Run AvglHold: 100100
IF Gain:High #Arten: 0 dB

Mkr1 806.97 MHZ
Ref Offset 6.55 dB
Ref -13.45 dBm -83.808 dBm

o mbeghiabin - RPN N TTPTRSN P SIT P TR RN STV TR ISP TR L ey

Start 0.0300 GHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

STATUS

xmgm Spectrum Analyzer - Swept SA

RX-Frequency Band 2 (1000 MHz = f<12500 MHz)

Center Freq 7. DUDUDODOD GHz Mn Type: Log-Pwr
PNO:Fast ~»- Trig: FresRun Avg|Hold: 1001100
IFGain:High #Atten: 0 dB

Mkri 3.424 GHz
Ref Offset 6.55 dB
Ref -13.45 dBm -52.537 dBm

o
P A o g b onlpabiing L‘“‘\ur e

SR SN ECERL S bt

Stal‘t 1.000 GHz Stop 13.000 GHz
#VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

STATUS
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DLE-251129006R

Operation Mode: High Channel Normal voltage

RX-Frequency Band 1 (30 MHz = f<1000 MHz)

xmgm Spectrum Analyzer - Swept SA

Cen(er Freq 515.000000 MHz Mu Type: Log-Pwr
PNO: Fast ~#—  17ig: Free Run Avg|Hold: 100100
IF Gain:High #Atten: 0 dB

Ref Offset 6.49 dB Mkr1 775.93 MHZ

Ref -13.51 dBm -84.029 dBm

1

S B B o A e e

Start 0.0300 GHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 100 kHz Sweep 117.0 ms (1001 pts)

MG STATUS

RX-Frequency Band 2 (1000 MHz = f<12500 MHz)

xmgm Spectrum Analyzer - Swept SA

Center Freq 7. DUDUDODOD GHz Mn Type: Log-Pwr
PNO:Fast ~»- Trig: FresRun Avg|Hold: 1001100
IFGain:High #Atten: 0 dB

Ref Offset 6.49 dB
Ref -13.51 dBm

‘1

A‘ .lﬁ,‘,__;.’,_.l ' R rap—— At p AT Ay AT ity iy
I A,

e
,rk-..w-—wﬁ""""" e T

Start 1.000 GHz Stop 13.000 GHz
#Res BW 1.0 MHz #VBW 1.0 MHz Sweep 20.00 ms (1001 pts)

MG STATUS
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11. EUT TEST PHOTO
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12. EUT PHOTOS

~'KART
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---END OF THE REPORT---
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