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 TEST REPORT 

Applicant Zound Industries International AB 

Address Centralplan 15 SE-111 20 Stockholm Sweden 

 

Manufacturer or 
Supplier 

Zound Industries International AB 

 

Address Centralplan 15 SE-111 20 Stockholm Sweden 

Product WIRELESS HOME BLUETOOTH SPEAKER 

Brand Name 
 

Model ACTON II BLUETOOTH 

Additional Model &  
Model Difference 

N/A 

Date of tests Apr. 23, 2018 ~ Jul. 24, 2018 

the tests have been carried out according to the requirements of the following standards: 

 ARIB STD-T66, MIC notice 88 Appendix 43  

CONCLUSION: The submitted sample was found to COMPL Y with the test requirement 

Tested by Andy Zhu 
Project Engineer / EMC Department 

Approved by Glyn He 
Supervisor/ EMC Department 

 

 

 
 

Date: Aug. 03, 2018 
This report is governed by, and incorporates by reference, CPS Conditions of Service as posted at the date of issuance of this report at 
http://www.bureauveritas.com/home/about-us/our-business/cps/about-us/terms-conditions/and is intended for your exclusive use. Any copying or 
replication of this report to or for any other person or entity, or use of our name or trademark, is permitted only with our prior written permission. This report 
sets forth our findings solely with respect to the test samples identified herein. The results set forth in this report are not indicative or representative of the 
quality or characteristics of the lot from which a test sample was taken or any similar or identical product unless specifically and expressly noted. Our 
report includes all of the tests requested by you and the results thereof based upon the information that you provided to us. Measurement uncertainty is 
only provided upon request for accredited tests. You have 60 days from date of issuance of this report to notify us of any material error or omission caused 
by our negligence or if you require measurement uncertainty; provided, however, that such notice shall be in writing and shall specifically address the 
issue you wish to raise. A failure to raise such issue within the prescribed time shall constitute you unqualified acceptance of the completeness of this 
report, the tests conducted and the correctness of the report contents. 
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1 SUMMARY OF TEST RESULTS 

The EUT has been tested according to the following specifications: 

Notice 88  
Appendix 43 
Reference 

ARIB 
STD-T66 

Ref. 

Report 
reference  

Parameter 
Test Results 

(NOTE) 

GENERAL PROVISIONS 

C 3.2(4) 3.1 Frequency tolerance  C 

D 3.2(7) 3.2/3.3 Occupied bandwidth C 

E 3.2(6) 3.4 Spurious emissions C 

TRANSMITTING EQUIPMENT 

F -- 3.5 Antenna power C 

-- -- -- SAR NA 

TRANSMITTING ANTENNA  

-- -- 2.5 
Type, configuration, etc. of 
transmitting antenna 

C 

-- -- 2.5 
Direction pattern of transmitting 
antenna  

C 

RECEIVING EQUIPMENT 

H 3.3(1) 3.6 Spurious emissions of receiver C 

-- -- 2.5 
Refer to all articles for transmitting 
antenna 

C 

OPERATING FREQUENCY 2402 TO 2480MHz 

-- 3.7 (1) 2.4 
High Frequency/modulation section 
cannot be opened easily 

C 

--   3.1 (1) 2.1 Communication method C 

-- 3.2 (1)a 2.1 Modulation method C 

-- 3.2 (1)a 3.3 Spread spectrum method C 

--   3.2 (2) 3.5 Antenna power  C 

-- 
  3.6 (2) 

3.5 
Absolute gain of transmitting 
antenna 

C 

-- 
  3.6 (2) 

3.5 
Angular width of principal radiation 
(AWPR) 

C 

--  3.2 (10) -- 
Number of carriers within 1 MHz 
bandwidth in OFDM 

NA 

-- 3.2 (8) 3.3 Diffusion bandwidth C 

-- 3.2 (9) 3.3 Spreading factor C 

-- 3.2 (11) 3.7 
Frequency retention time (FH 
employed) 

C 

-- 3.4.1(1) 3.8 Interference Prevention Function C 

NOTE 1: C = Conform  NC = Not Conform  NT = Not Tested  NA = Not Applicable 



 

Bureau Veritas Shenzhen Co., Ltd. Dongguan 

Branch  

No. 34, Chenwulu Section, Guantai Rd., 

Houjie Town, Dongguan City, 

Guangdong 523942, China 

Tel: +86 769 8593 5656 

Fax: +86 769 8593 1080 

Email: customerservice.dg@cn.bureauveritas.com 

Page 6 of  49 
 

Test Report No.: RJ180423N014-1 

1.1 MEASUREMENT UNCERTAINTY 

Where relevant, the following measurement uncertainty levels have been estimated 
for tests performed on the EUT:  

 
This uncertainty represents an expanded uncertainty expressed at approximately the 
95% confidence level using a coverage factor of k=2. 
 

ITEM UNCERTAINTY 

Occupied Bandwidth 261.60 Hz 

Spurious emissions 2.52dB 

Output power density 1.37dB 

Out of band radiated power 2.52 dB 

Frequency Tolerance 0.104 ppm 

This uncertainty represents an expanded uncertainty expressed at approximately the 
95% confidence level using a coverage factor of k=2. 
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2 GENERAL INFORMATION 

2.1 GENERAL DESCRIPTION OF EUT  

PRODUCT WIRELESS HOME BLUETOOTH SPEAKER 

MODEL NO. ACTON II BLUETOOTH 

TYPE OF EQUIPMENT Data transmission equipment operating in the 2.4GHz 

MODULATION TECHNOLOGY FHSS 

MODULATION TYPE GFSK, π/4-DQPSK, 8DPSK  

OPERATING FREQUENCY 2402MHz ~ 2480MHz 

NUMBER OF CHANNEL 79 

RATED RF OUTPUT POWER 
DENSITY 

Please see NOTE 1 

CONDUCTED POWER DENSITY Please see NOTE 1 

EIRP POWER DENSITY Please see NOTE 1 

HW-RELEASE NO DVT 

SW-RELEASE NO V3.0.0 

ANTENNA TYPE PCB Antenna, with 4.3dBi gain 

CABLE SUPPLIED  Refer to user’s manual 

NOTE: 
1. The power table as below table: 

 
Rated output 
power density 

(mW/MHz) 

Conducted power 
density (mW/MHz)  

EIRP power 
density (mW/MHz)  

Normal mode 
GFSK 0.05 0.036961   0.099482   

π/4-DQPSK 0.02 0.013789   0.037114   
8DPSK 0.02 0.012928   0.034796   

Enable AFH function 
GFSK 0.3 0.146604   0.394590   

π/4-DQPSK 0.1 0.054846   0.147620   
8DPSK 0.1 0.049562   0.138404   

2. For the test results, the EUT had been tested with all conditions. 

3. The above EUT information was declared by manufacturer and for more detailed features 
description please refers to the manufacturer's specifications or user's manual. 
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2.2 DESCRIPTION OF TEST CHANNELS 

  Seventy-nine channels are provided for Bluetooth. 

Channel  
Freq. 

(MHz) 
Channel  

Freq. 

(MHz) 
Channel  

Freq. 

(MHz) 
Channel  

Freq. 

(MHz) 

0 2402 20 2422 40 2442 60 2462 

1 2403 21 2423 41 2443 61 2463 

2 2404 22 2424 42 2444 62 2464 

3 2405 23 2425 43 2445 63 2465 

4 2406 24 2426 44 2446 64 2466 

5 2407 25 2427 45 2447 65 2467 

6 2408 26 2428 46 2448 66 2468 

7 2409 27 2429 47 2449 67 2469 

8 2410 28 2430 48 2450 68 2470 

9 2411 29 2431 49 2451 69 2471 

10 2412 30 2432 50 2452 70 2472 

11 2413 31 2433 51 2453 71 2473 

12 2414 32 2434 52 2454 72 2474 

13 2415 33 2435 53 2455 73 2475 

14 2416 34 2436 54 2456 74 2476 

15 2417 35 2437 55 2457 75 2477 

16 2418 36 2438 56 2458 76 2478 

17 2419 37 2439 57 2459 77 2479 

18 2420 38 2440 58 2460 78 2480 

19 2421 39 2441 59 2461   
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Six modes are provided: 

Mode Conditions 

Mode A GFSK 

Mode B π/4-DQPSK 

Mode C 8DPSK 

Mode D Enable AFH GFSK 

Mode E Enable AFH π/4-DQPSK 

Mode F Enable AFH 8DPSK 

Note: 

1. For the test results, the EUT had been tested with all conditions. But only the worst case (Mode A 

& Mode D) was shown in test report except the RF output power test was shown all conditions. 

2. For AFH function only tested occupied bandwidth, spreading bandwidth, Antenna power and dwell 

time. 

3. By means of test software which provided by manufacture, the power levels during the tests were 

set according to the following codes: 

GFSK π/4-DQPSK 8DPSK 

CHANNEL 
POWER 

SETTING 
CHANNEL 

POWER 
SETTING 

CHANNEL 
POWER 

SETTING 

0 Default 0 Default 0 Default 

39 Default 39 Default 39 Default 

78 Default 78 Default 78 Default 
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2.3  TEST CONDITIONS  

Test conditions Voltage (Vac) 

Vnormal 100V 

Vmax 110V 

Vmin 90V 

 

2.4  ASSEMBLY  

The RF circuits are located inside of the EUT. It won't be easy to be opened. 
Frequency Band, channels and Modulation parameters are fixed inside the module. 
They cannot be edited or modified by end-user. 
 
 
2.5  ANTENNA SPECIFICATIONS 

2.5.1 ANTENNA GAIN 
 

Ant. Type Connector Type 
Highest Peak Gain (dBi)  

2.4GHz ~ 2.5GHz 

PCB N/A 4.3 

 
 

2.5.2 ANTENNA PATTERN 

Please refer to the attached file (Antenna report). 
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3 TEST TYPES AND RESULTS 

3.1  FREQUENCY TOLERANCE MEASUREMENT 

3.1.1 LIMITS OF FREQUENCY TOLERANCE MEASUREMENT 

 Tolerance of frequency shall be +/- 50ppm 

 

3.1.2 TEST SETUP 
 
 
 
 
 
 
 
 
 

3.1.3 TEST RESULTS – MODE A, B, C 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

Channel 
Frequency 

(MHz) 

Voltage normal Voltage max Voltage min 

Carrier 
frequency 

(MHz) 

Frequency 
tolerance 

(ppm) 

Carrier 
frequency 

(MHz) 

Frequency 
tolerance 

(ppm) 

Carrier 
frequency 

(MHz) 

Frequency 
tolerance 

(ppm) 

0 2402 2401.997719 -0.949 2401.997719 -0.949 2401.997719 -0.949 

39 2441 2440.996640 -1.376 2440.996719 -1.344 2440.996679 -1.360 

78 2480 2479.997279 -1.097 2479.997279 -1.097 2479.997279 -1.097 

 
 

 
EUT 

 
SPECTRUM 
ANALYZER 10dB ATTENUATION 

PAD 
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3.2  OCCUPIED BANDWIDTH MEASUREMENT (99% POWER BAND WIDTH)  

3.2.1 LIMITS OF OCCUPIED BANDWIDTH MEASUREMENT 

Occupied bandwidth shall be 83.5MHz or less. 

 

3.2.2 TEST SETUP 
 
 
 
 
 
 
 

EUT SPECTRUM 
ANALYZER 

10dB ATTENUATION 

PAD 
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3.2.3 TEST RESULTS – MODE A 

For GFSK: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

HOPPING MODE 

Voltage normal Voltage +10% Voltage -10% 

Occupied bandwidth 
(MHz) 

Occupied bandwidth 
(MHz) 

Occupied bandwidth 
(MHz) 

78.40 78.40 78.40 

Measurement uncertainty ± 206.50 Hz 

NOTE: For the test plots please refer to the below pages. 

 

Vnormal V+10% 

  

V-10%  

 

 

Measurement uncertainty: ± 206.50 Hz 
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3.2.4  TEST RESULTS – MODE D 

For GFSK < Enable AFH function>:   

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

HOPPING MODE 

Voltage normal Voltage +10% Voltage -10% 

Occupied bandwidth 
(MHz) 

Occupied bandwidth 
(MHz) 

Occupied bandwidth 
(MHz) 

19.70 19.70 19.70 

Measurement uncertainty ± 206.50 Hz 

NOTE: For the test plots please refer to the below pages. 

 

Vnormal V+10% 

  

V-10%  

 

 

Measurement uncertainty: ± 206.50 Hz 
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3.3  SPREADING BANDWIDTH MEASUREMENT (90% POWER BAN DWIDTH) 

3.3.1 LIMITS OF SPREADING BANDWIDTH AND SPREADING FACTOR 

ITEM LIMIT REMARK 

SPREADING 
BANDWIDTH 

≧500kHz - 

SPREADING FACTOR ≧5 Operating frequency 2400 to 2483MHz 

3.3.2 TEST SETUP 
 
 
 
 
 
 
 
 

EUT SPECTRUM 
ANALYZER 

10dB ATTENUATION 

PAD 
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3.3.3 TEST RESULTS – MODE A 

For GFSK: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58% RH 

HOPPING MODE 

Voltage normal Voltage +10% Voltage -10% 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

71.00 71.00 71.00 71.00 71.00 71.00 

Measurement uncertainty ± 206.50 Hz 

NOTE:  For the test plots please refer to the below pages. 

Spreading Factor: 90% channel power bandwidth / 1. 

Vnormal V+10% 

  

V-10%  

 

 

Measurement uncertainty: ± 206.50 Hz 
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3.3.4 TEST RESULTS – MODE D 

For GFSK< Enable AFH function>: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

HOPPING MODE 

Voltage normal Voltage +10% Voltage -10% 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

Occupied 
bandwidth 

(MHz) 

Spreading 

 factor 

17.90 17.90 17.90 17.90 17.90 17.90 

Measurement uncertainty ± 206.50 Hz 

NOTE:  For the test plots please refer to the below pages. 

Spreading Factor: 90% channel power bandwidth / 1. 

Vnormal V+10% 

  

V-10%  

 

 

Measurement uncertainty: ± 206.50 Hz 
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3.4 SPURIOUS EMISSIONS FOR TRANSMITTER MEASUREMENT 

3.4.1 LIMITS OF SPURIOUS EMISSIONS 

Frequencies (MHz) Limit  

Operating frequency 2400 to 2483.5MHz 

2387≦ f ＜2400 ≦25uW 

2483.5＜ f ≦2496.5 ≦25uW 

All other frequencies ≦2.5uW 

 
 

3.4.2 TEST SETUP 
 
 
 
 
 
 
 

EUT SPECTRUM 
ANALYZER 

10dB ATTENUATION 

PAD 
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3.4.3 SUMMARY OF TEST RESULTS – MODE A 

GFSK 

TEST CHANNEL CH 0 (2402MHz) CH 39 (2441MHz) 

LIMIT RESULT TEST 

CONDITION 

FREQUENCY 

RANGE 

FREQUENCY 

(MHz) 

MEASURE. 

VALUE 

FREQUENCY 

(MHz) 

MEASURE. 

VALUE 

Vnormal 

30.0MHz to 

1000.0MHz 
925.310 0.000216uW 915.852 0.000201uW 0.25uW PASS 

1000.0MHz to 

2387MHz 
2298.232 0.004045uW 2337.068 0.008699uW 2.5uW PASS 

2387.0MHz to 

2400.0MHz 
2400.000 0.688768uW 2389.015 0.003573uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2495.427 0.00284uW 2493.227 0.005442uW 25uW 1 

2496.5MHz to 

12500.0MHz 
2556.521 0.037956uW 2596.535 0.040181uW 2.5uW PASS 

V+10% 

30.0MHz to 

1000.0MHz 
986.905 0.000214uW 375.562 0.00022uW 0.25uW PASS 

1000.0MHz to 

2387MHz 
2298.232 0.004187uW 2337.068 0.007921uW 2.5uW PASS 

2387.0MHz to 

2400.0MHz 
2400.000 0.700133uW 2388.781 0.003779uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2495.671 0.002634uW 2492.655 0.005039uW 25uW PASS 

2496.5MHz to 

12500.0MHz 
2556.521 0.037881uW 2596.535 0.040305uW 2.5uW PASS 

V-10% 

30.0MHz to 

1000.0MHz 
749.740 0.000209uW 854.985 0.000233uW 0.25uW PASS 

1000.0MHz to 

2387MHz 
2298.232 0.004817uW 2337.414 0.007115uW 2.5uW PASS 

2387.0MHz to 

2400.0MHz 
2400.000 0.679533uW 2388.833 0.003708uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2485.544 0.002529uW 2493.025 0.005113uW 25uW PASS 

2496.5MHz to 

12500.0MHz 
2556.521 0.038279uW 2596.535 0.040956uW 2.5uW PASS 
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TEST CHANNEL CH 78 (2480MHz) 

LIMIT RESULT TEST 

CONDITION 

FREQUENCY 

RANGE 
FREQUENCY (MHz) MEASURE. VALUE 

Vnormal 

30MHz to 

1000MHz 
798.967 0.000222uW 0.25uW PASS 

1000MHz to 

2387MHz 
2376.597 0.008725uW 2.5uW PASS 

2387MHz to 

2400MHz 
2393.617 0.001935uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2483.513 0.007276uW 25uW PASS 

2496.5MHz to 

12500MHz 
2634.048 0.038769uW 2.5uW PASS 

V+10% 

30MHz to 

1000MHz 
919.490 0.000193uW 0.25uW PASS 

1000MHz to 

2387MHz 
2376.250 0.008884uW 2.5uW PASS 

2387MHz to 

2400MHz 
2389.301 0.002126uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2483.535 0.008192uW 25uW PASS 

2496.5MHz to 

12500MHz 
2634.048 0.038137uW 2.5uW PASS 

V-10% 

30MHz to 

1000MHz 
664.380 0.000231uW 0.25uW PASS 

1000MHz to 

2387MHz 
2376.250 0.009732uW 2.5uW PASS 

2387MHz to 

2400MHz 
2397.562 0.001817uW 25uW PASS 

2483.5MHz to 

2496.5MHz 
2483.594 0.006826uW 25uW PASS 

2496.5MHz to 

12500MHz 
2634.048 0.040481uW 2.5uW PASS 

NOTE: 1. The worst value in each frequency range v.s. each channel has been marked by boldface. 
2. The spectrum plots are attached on the following pages. 
3. The limit 2.5uW/MHz of frequency 30MHz to 1000MHz after conversion is 0.25uW/100kHz. 
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GFSK  

Vnormal 
Channel 0 

  

  

  

Measurement uncertainty: ± 3.93dB 
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Vnormal 
Channel 39 

  

  

  

Measurement uncertainty: ± 3.93dB 
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Vnormal 
Channel 78 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V+10% 
Channel 0 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V+10% 
Channel 39 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V+10% 
Channel 78 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V-10% 
Channel 0 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V-10% 
Channel 39 

  

  

  

Measurement uncertainty: ± 3.93dB 
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V-10% 
Channel 78 

  

  

  

Measurement uncertainty: ± 3.93dB 
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3.5 ANTENNA POWER MEASUREMENT 

3.5.1 LIMITS OF ANTENNA POWER 

Antenna power shall be 3mW/MHz or less.  

Tolerance of antenna power shall be +20% (upper value) and –80% (lower value).  

 

3.5.2 CONDUCTED OUTPUT POWER 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

TEST CONDITION 

Conducted output power (dBm) 

GFSK π/4-DQPSK 8DPSK 

Voltage normal 4.11 -0.15 -0.49 

Voltage max 4.06 -0.19 -0.36 

Voltage min 4.19 -0.08 -0.52 
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3.5.3 TEST RESULTS – MODE A 

For GFSK: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Voltage normal 0.036286  

Voltage max 0.035871  

Voltage min 0.036961  

Rated power 0.05 

Tolerance of antenna power 0.01 ~ 0.06 

Note: 1. Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 
 

ENVIRONMENTAL 
CONDITIONS 23 deg.C, 58 % RH 

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Voltage normal 0.097665  

Voltage max 0.096548  

Voltage min 0.099482  

NOTE: The value of EIRP densities are "calculated" values. 
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3.5.4 TEST RESULTS – MODE B 

For π/4 DQPSK: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.013568  

Voltage max 0.013444  

Voltage min 0.013789  

Rated power 0.02 

Tolerance of antenna power 0.004 ~ 0.024 

Note: 1. Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 

 

ENVIRONMENTAL 
CONDITIONS 23 deg.C, 58 % RH 

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.036519  

Voltage max 0.036185  

Voltage min 0.037114  

NOTE: The value of EIRP power density is "calculated" values. 
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3.5.5  TEST RESULTS – MODE C 

For 8DPSK: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH 

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.012582  

Voltage max 0.012928  

Voltage min 0.012495  

Rated power 0.02 

Tolerance of antenna power 0.004 ~ 0.024 

Note: 1. Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 

 

ENVIRONMENTAL 
CONDITIONS 23 deg.C, 58 % RH 

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.033865  

Voltage max 0.034796  

Voltage min 0.033631  

NOTE: The value of EIRP densities are "calculated" values. 
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3.5.6 TEST RESULTS – MODE D 

For GFSK <Enable AFH function>: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.143929  

Voltage max 0.142281  

Voltage min 0.146604  

Rated power 0.3 

Tolerance of antenna power 0.06 ~ 0.36 

Note: 1.Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 

 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.387390  

Voltage max 0.382954  

Voltage min 0.394590  

NOTE: The value of EIRP densities are "calculated" values. 
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3.5.7 TEST RESULTS – MODE E 

Forπ/4 DQPSK <Enable AFH Function>: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.053759  

Voltage max 0.053475  

Voltage min 0.054846  

Rated power 0.1 

Tolerance of antenna power 0.02 ~ 0.12 

Note: 1.Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 

 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.144694  

Voltage max 0.143930  

Voltage min 0.147620  

NOTE: The value of EIRP densities are "calculated" values. 
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3.5.8 TEST RESULTS – MODE F 

For 8DPSK <Enable AFH function>: 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

Conducted power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.049905  

Voltage max 0.051422  

Voltage min 0.049562  

Rated power 0.1 

Tolerance of antenna power 0.02 ~ 0.12 

Note: 1.Conducted power density=Conducted output power/Spread-Spectrum 
2. Tolerance of antenna power shall be +20% (upper value) and –80% (lower value). 

 

 

ENVIRONMENTAL 
CONDITIONS 

23 deg.C, 58 % RH  

TEST CONDITION 

EIRP power density (mW/MHz) 

HOPPING MODE 

Normal Voltage 0.134321  

Voltage max 0.138404  

Voltage min 0.133398  

NOTE: The value of EIRP densities are "calculated" values. 
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3.6  SPURIOUS EMISSIONS FOR RECEIVER  

3.6.1 LIMITS OF SPURIOUS EMISSIONS FOR RECEIVER  

Frequencies (MHz) Limit  

Below 1GHz ≦4nW (-54dBm) 

Above 1GHz ≦20nW (-47dBm) 

3.6.2 TEST SETUP 
 
 
 
 
 
 

3.6.3 SUMMARY OF TEST RESULTS – MODE A, B, C 

TEST CHANNEL CH 0 (2402MHz) CH 39 (2441MHz) 

LIMIT RESULT TEST 

CONDITION 

FREQUENCY 

RANGE 

FREQUENCY 

(MHz) 

MEASURE. 

VALUE 

FREQUENCY 

(MHz) 

MEASURE. 

VALUE 

Vnormal 
below 1GHz 827.825 0.001843nW 336.035 0.002051nW 4nW PASS 

above 1GHz 10266.125 0.050095nW 2621.500 0.058463nW 20nW PASS 

Vmax 
below 1GHz 991.997 0.001902nW 977.932 0.001902nW 4nW PASS 

above 1GHz 6715.500 0.051226nW 2615.750 0.24182nW 20nW PASS 

Vmin 
below 1GHz 943.012 0.00191nW 877.052 0.001926nW 4nW PASS 

above 1GHz 2621.500 0.094131nW 2633.000 0.65275nW 20nW PASS 

TEST CHANNEL CH 78 (2480MHz) 

LIMIT RESULT TEST 

CONDITION 

FREQUENCY 

RANGE 

FREQUENCY  

(MHz) 

MEASURE. 

 VALUE 

Vnormal 
below 1GHz 921.187 0.001974nW 4nW PASS 

above 1GHz 2612.875 0.301086nW 20nW PASS 

Vmax 
below 1GHz 925.795 0.001778nW 4nW PASS 

above 1GHz 2633.000 0.231108nW 20nW PASS 

Vmin 
below 1GHz 974.537 0.001661nW 4nW PASS 

above 1GHz 2633.000 6.258346nW 20nW PASS 

NOTE: 1. The worst value in each frequency range v.s. each channel has been marked by boldface. 

2. The spectrum plots are attached on the following pages. 

EUT SPECTRUM 
ANALYZER 

10dB ATTENUATION 

PAD 
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Vnormal 

  

Channel 0 

  

Channel 39 

  

Channel 78 

Measurement uncertainty: ± 3.93dB 
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V+10% 

  

Channel 0 

  

Channel 39 

  

Channel 78 

Measurement uncertainty: ± 3.93dB 
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V-10% 

  

Channel 0 

  

Channel 39 

  

Channel 78 

Measurement uncertainty: ± 3.93dB 
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3.7  DWELL TIME 

3.7.1 LIMITS OF DWELL TIME 

The frequency retention time in the frequency hopping method shall be 0.4 second or 

less. The total sum of the frequency retention time in any frequency within the time 

obtained by multiplying the diffusion rate by 0.4 second shall be 0.4 second or 

shorter. 

Formula : (Normal mode) dwell time = [Spreading rate/79] x duty ratio x 0.4 seconds 

 (AFH mode) dwell time = [Spreading rate/20] x duty ratio x 0.4 seconds 

3.7.2 TEST SETUP 
 
 
 
 
 
 
 

3.7.3 TEST RESULTS – MODE A 

For GFSK:  

Test 
Condition  23 deg.C, 58 % RH 

Normal 
Voltage 

Mode 
SPREADING       

RATE 
[Spreading rate/79]*0.4  Duty Ratio  

Result 

(msec) 

Limit  

(msec) 

DH1 71.00 0.359 0.296 106.264 400 

DH3 71.00 0.359 0.642 230.478 400 

DH5 71.00 0.359 0.744 267.096 400 

Voltage 
+10% 

DH1 71.00 0.359 0.296 106.264 400 

DH3 71.00 0.359 0.642 230.478 400 

DH5 71.00 0.359 0.744 267.096 400 

Voltage 
-10% 

DH1 71.00 0.359 0.296 106.264 400 

DH3 71.00 0.359 0.642 230.478 400 

DH5 71.00 0.359 0.744 267.096 400 

  

EUT SPECTRUM 
ANALYZER 

10dB ATTENUATION 

PAD 
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3.7.4 TEST RESULTS – MODE D 

For GFSK< Enable AFH function>: 

Test 
Condition  23 deg.C, 58 % RH 

Normal 
Voltage 

Mode 
SPREADING       

RATE 
[Spreading rate/20]*0.4 Duty Ratio  

Result 

(msec) 

Limit  

(msec)  

DH1 17.90 0.358 0.296 105.968 400 

DH3 17.90 0.358 0.642 229.836 400 

DH5 17.90 0.358 0.744 266.352 400 

Voltage 
+10% 

DH1 17.90 0.358 0.296 105.968 400 

DH3 17.90 0.358 0.642 229.836 400 

DH5 17.90 0.358 0.744 266.352 400 

Voltage 
-10% 

DH1 17.90 0.358 0.296 105.968 400 

DH3 17.90 0.358 0.642 229.836 400 

DH5 17.90 0.358 0.744 266.352 400 
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DH1 Normal Voltage DH3 Normal Voltage 

  

DH5 Normal Voltage  
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DH1 Voltage +10% DH3 Voltage +10% 

 

DH5 Voltage +10%  
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DH1 Voltage -10% DH3 Voltage -10% 

 

DH5 Voltage -10%  
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3.8 INTERFERENCE PREVENTION FUNCTION 

3.8.1 LIMITS OF INTERFERENCE PREVENTION FUNCTION 

N/A 

3.8.2 TEST SETUP 

 
 
 
 
 
 
 
 
  

3.8.3 TEST RESULTS 
 

ENVIRONMENTAL CONDITIONS 23 deg.C, 58% RH 

LINK MODE TEST RESULT 

BT PASS 

 

EUT 
 

Attenuation 
(10dB) 

Receiver 
Equipment 
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4 TEST INSTRUMENTS 

Equipment Manufacturer Model No. Serial No. Last Cal. Next Cal. 

Signal and Spectrum 
Analyzer 

Rohde&Schwarz FSV40 101094 Apr. 05,18 Apr. 04,19 

Power Sensor Keysight U2021XA MY55060016 May 19,18 May 18,19 

Power Sensor Keysight U2021XA MY55060018 May 19,18 May 18,19 

Digital Multimeter FLUKE 15B A1220010DG Oct. 13, 17 Oct.12, 18 

DC Source Keysight E3642A MY56146098 N/A N/A 

Attenuator MINI BW-S10W2+ S130129FGE2 N/A N/A 

NOTE: 
1. The test was performed in RF Ovenroom. 

 2. The calibration interval of the above test instruments is 12 months and the calibrations are 
traceable to CEPREI/CHINA, GRGT/CHINA and NIM/CHINA.  
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5 PHOTOGRAPHS OF THE TEST CONFIGURATION 
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6 APPENDIX A – MODIFICATIONS RECORDERS FOR 
ENGINEERING CHANGES TO THE EUT BY THE LAB 

 

No any modifications were made to the EUT by the lab during the test. 
 
 
 

--- END --- 


