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1. Specification

Sample Photo
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A. Electrical Characteristics

Frequency 2400-2500 MHz
S.W.R. Reference waveform
Antenna Gain -1.19dBi
Polarization Linear
Impedance 50 Ohm

B. Material & Mechanical Characteristics

Cable Type 0D0.81mm ,Black
Connector Type I-PEX (4)

C. Environmental

Storage Temperature -40°C~+80°C
Operation Temperature -40°C~+80°C
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Product Number: AN2400-PCB213BX
Product Name: Antenna

2. Characteristics and Reliability Test

2% |EC 62321

Test Items Test Condition and Procedure Requirements Result
1 V.S.W.R. Set DUT on Network Analyzer; make individual Directive DUT specification PASS
calibration to test
2 Insertion Set DUT on Network Analyzer; make individual Directive DUT specification PASS
Loss calibration to test
3 Antenna Set DUT on Antenna Chamber; make individual Directive DUT specification PASS
Gain calibration to test
4 Solderability | GB / T2423.28-2005 Tin evenly on full PASS
Temp: 26015 C;Duration: 5 seconds
5 Pull Test Holding with individual specification; force 1. Directive DUT specification | PASS
applied to axis of terminal . 2. Frequency Tol.<5%
6 Dimension Inspection of dimension, color, material, package, | Directive DUT specification PASS
surface process.
7 RoHS With Reference to IEC 62321:2008 with flow chart | Directive RoHS 2015/863/EU PASS
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Product Number: AN2400-PCB213BX
Product Name: Antenna

3. Antenna - S Parameter Test Data
S071C Network Analyzer

Lacove OnfTrace  IResporse  35hmubs 4P fanshes 5 Iner Sove

1 Start 2 GHz FUW 70 iy seop 3-Hz [

4. Antenna - Radiation Pattern Test Data

Frequency 1D 1 2 3 4 5 6 7 8 9 10 11

Frequency (MHz) 2400.0 |2410.0 | 2420.0 | 2430.0 | 2440.0 | 2450.0 | 2460.0 | 2470.0 | 2480.0 |2490.0 |2500.0
Gain (dBi) -1.55 -1.35 =12 -1.45 -1.30 -1.41 -1.56 -1.19 -1158 iwal -1.40
Efficiency (%) 13.06 (| 1438 ( 1561 | 1536 | 17.09 | 1698 | 17.04 | 17.09| 16.94| 16.95| 16.88
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Product Number: AN2400-PCB213BX
Product Name: Antenna

XZ

2400MHz

z 20 10 0200 5
50
60 60
70 70
-80 80
-80 a0, %
-100 100
110 110
420 120
X 130
'1'3”-1?0130 170
2450MHz
2 L A P
3 -30 ABAQ 30
-50 50
60 0
70 70
80 20
-0 a0, %
-100 100
110 110
-120 120
X -130 130

180 170480 170

2500MHz

=

i
02,5 o “

=780

=170 180 170

XY

YZ

2670 0200 4o 110 100 90YB0 g
: 120 i &0
130 421 50
1821 40
150 - 30
160 2
170 10
180 0.
190 350
200 340
210 330
220 120
230 310
- 5 240 300
198170 1gp. 470 20 260 270 280 20
ap 10 0400 5 11p 100 90,480 4,
-30 10.80 30 120 10.80 0
g 130 1480 50
140 1380 40
150 oo 3
180 20
170 10
180 0.%
190 350
200 240
210 330
220 120
230 310
240 300
160 7o 1o 170 160 250 pon oo zap 20
20 10 02,40 5 110 100 94 Y80 44
-30 4240 30 120 4240 0
-40 Tha 40 130 1640 50
50 50 140 a0
60 0 150 30
-0 70 180 20
80 80 170 10
0 a0, ¥ 180 0%
100 100 190 350
110 110 200 240
-120 120 210 330
430 130 220 320
-140 140 230 310
150 240 300

0 260 770 280 20

-160 170 180 170 160

5. Mechanical Drawing See attached files
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HF D Sz\l DATE DESCRIPTION APPROVER
RoHS2.0 MW &
REACH O
CONFIDENTIAL
N
*77.0+£3.0 o
+H
59.6+0.2 S
The direction of the terminal
is shown in the figure.
Insulating tape Magenta area front
detachment paper + back glue
Note:
1.Mark* is important dimension;"Cpk "ldentify for process
control(CpKz 1.33).
2.Tolerance:Unmarked tolerance refer to the standard
tolerance please.
3.Pay attention to the direction of the connector.
— ) ) N . ~ _
REE TR RIBE R A PRA A
. TITLE: Antenna
3 Insulating tape 1
PART NO.: AN2400-PCB213BX |CUSTOMER PIN: /
2 |CABLE-081-77BX Coaxial Cable+IPEX(41Y) @0.81mm,Black 1 APP BY CHK BY RF BY DES BY @ 6 Tolerance
1 [AN2400-PCB596056-R [PCB FR4 Black T=0.2mm 1 UNITS: mm | X.X 0.5
- — ; SCALE: 1/1__| XXX #0.2
No. Part Number Name Material Finish Q'ty REVISION. A1 X +1
1 | 2 | 3 | 4 5 6 7 | 8
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