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1.1 Specifications

Rk FI-S Antennas Type

BW258FNX28-14B1L50

A

HFEJuE Frequenc Range (MHz)

2400-2500MHz  4900-5900MHz

R

I NFHPL Input Impendence (Q) 50Q \Q‘:-)J
BRI V. S W.R <2 v ¢@N
W2 Gain  (dBi) 2dBi \&\\'
AL FE R Polarization Type FEH Vertical «
Ti#$E A & Power Capacity (w) 50 Q\r
FEHEP Lingtning Protection None
TAHE#HJEDC Voltage (V) None
Rk R~} Dimension (mm) 28-14
B O /Connector Type: IPEX-1
MRS Cable type (mm) d1.13
B4 K E Cable length (mm) 50
B 5HA Radiator None —
5L, by
REBiE Color 1 Black X i A
HE Veight (g) None AR .
TA/EEE Operating Temperature (°C) | =40780
fEE & Storage Temperature (TC) | -20785
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1.2 Antenna Picture Q&
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2. Electrical Specification Q&

2.1 Test Equipment
A. VSWR and input impedance: Agilent 8753/E5071 Network Analyzer

B. Antenna gain and efficiency: ETS three-dimensional anechoic chamber \%c-)
S \Q )
2.2 Test Setup \

2.2.1 Frequency Range %
2.2.2 VSWR

Step 1: The antenna is arranged on the customer provided test fixture.
Step 2: The VSWR of the antenna is measured via Agilent 8720/8753 Network Analyzer (see figure. 1).

% 1
T

Figure.1

2.2.3 Radiation pattern and Gain

A. The 3D chamber provides less than -40dB reflectivity from 800MHz to 6GHz and a 40cm diameter
spherical quiet zone. The measurement results are calibrated using both dipoles and standard gain
horns (see figure. 2).

B. The antenna under tested is arranged in the turned table and a decoupling sleeve is used to reduce
feed line radiation (see figure. 3).

C. The measured results of the radiation patterns and antenna gain are obtained from the control

system and showed on the monitor (see figure. 4 and 5).

www.batwireless.com



http://www.batwireless.com

D RIS AT LE BW258FNX28-14B1150
v BAT WIRELESS Tt 2 2B F= 4 B FPC\PCB\ & J&@ \ e s \ Wl B \MLAE 25 RF K28

Figure.2 Figure.3

Figure.4 Figure.5
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3. Performance Data
3.1 Passive data

VSWR CHJEFER EE) /Return Loss ([ 453%E) /Smith Chart (5225 # 5 &)

5071C Net\mrk'_Ana

1 Active Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State

S

Resize

Trl 522 swr 1.000/ rRef 1.000 [Fi]

Tr2 s22 smith (R+jx%) scale 1.000u [F1]

~15. 00 |
-20.00
-25.00
-30.00

-35.00

-40. 00

1100 1 2.4000000 GHz 1.4509 1 2.4000000 GHZ FI. 9780 6002 @ 305.06 pH
10. 00 >2 2.5000000 GgHz 1.5621 >2 _2.5000000.6G 41.854 o 18,8 0 1. 2026 nH Erint
9. 000
e Invert Image
£.000 | oN
—_——
7.000 [ Dump
Screen Image...
6.000 —_—
\ 1 Multiport Test Set
5.000 St
4,000
Misc Setup |
3. 000
2.000 2 Backlight
oN
»
1.(1({({, : - S o Firmwiare
’1 522 Log Mag 5.000dB/ Ref -15.00dB [F1] Revision
10200 1 2.4000000 GHz -14.706 dB
5.000 |2 2-5000000 GHz -13.176 dB S Brice Men
0.000
Help
-5.000
-10. 00 Return

1 Start 2 GHz

F Y

TFBW 70 kHz

2023-12-13 15:08
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4.Mechanical Specification
4.1 Assembly Drawing
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Freguency (Mz} ; 2400 Freguency (Mz} ; 2500

Freguency (Mz} ; 5150

I KBS 75 / Gain (dBi) 1.2 -0.58

. | Efficiency (%) 542 48.98 40.64 66.37 61.52 57.28
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This specification covers the construction

(g
1. Scope

and the electrical properties of wire.

[ Coaxial Wire
AWG 32 AWG 32
2. &5 ky/Construction HL{57/Unit: mm
T H Mtem FART/Unit TE4l B8k Details
FPY/ Material : A
Silver—coated copper wire
Conductor | 4.6 /Composition (No./mm) 7/0.08
" #ME/0D. mm 0.24
5 [i]/Orientation = S
1%}/ Material - FEPGH F14])
- #i24 Bt /Insulation color . &£ /Natural
dlE | IS mm 022
452 12/0D. mm 0.69%v7, i
. #4 %l/Material « . ﬁ;ﬁ@g%@& A
Braid Shield Tinndd copper, yire
e $4 i/Composition (No./mm) Te/4/(005;
2% B /Coverage (%) ——
#4#}/Material - FEP
Jacket R tacEs SN
Ah B Nom. Thickness RO 02
ME/0D. mm 1.13£0.10
3. Electrical Properties (at 20°C) /=41 (20°CIN)
TH/Iten FALA/Unit TEAN TR Details
S H1BH /Conductor Resistance QO/km 571 (Max.)
#62% Hi[H/Insulation Resistance MQ + km 100 (Min. )
it S 38 % (AC) /Dielectric Strength(AC) | V/ 1 Min 500
it PH 0/ Tmpedance 0 5043
i 252/ Temperature T 200
WioE L /rated voltage y 20

4. LR E st —Jacket

Insulation
—Bmud

Conductor
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6. %A A (Disclaimer) :

AR PSR R S5 RN, IRYITT IR TE AR IR AR CRFR “BRiETEL” ) Ezkiﬂﬂ*g&gﬂﬁ%ﬂ%)ﬁ
IR, WEFRNRE R EATAFMENERSG —E IR, WE TG 28N 58 58 4 SRAIEZ S RETE (TNa B 1B 2t
5@ Wi o8 A B AR AT S L S AT B AT TR, RN AT AL %Téﬂﬁﬁiﬂ’\]{%%ﬂ i
BEH P R B ) W TC R e B S e TE R TAE N AR . BRI AR S IR

o.,Ltd (hereinafter
U rmation as possible in

In order to provide our users with better service, Shenzhen Bat Wireless Tec
referred to as Bat Wireless) will try to present as detailed and accurate p™ &
this manual. However, due to the timeliness of the manual content, Bat Wirel 1 not absolutely guarantee
the unlimited timeliness and applicability of the file. Bat Wireless has to update the manual content
without further notice. To get the latest edition information, pls vis{ ficial website of Bat Wireless
or contact our customer service staff. Thanks for your trust an %
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