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1. GENERAL INFORMATION

1.1 Product Description for Equipment under Test (EUT)

EUT Name: | Video Doorbell E340
Trade Name: | eufy
EUT Model: | T8214

Frequency Range:

802.11b/g/n20: 2412-2472 MHz

Nominal RF Output Power

802.11h: 2.2mW/MHz;
802.11g: 0.8mW/MHz;

(Conducted): | g5 11n ht20: 0.7mW/MHz
Number of TX Chain(s): | 1
Number of RX Chain(s): | 1
Antenna Gain*: | 3.01dBi

Modulation Type:

802.11b: DSSS-DBPSK, DQPSK, CCK
802.11g/n: OFDM-BPSK, QPSK, 16QAM, 64QAM

Emission Type: | G1D, D1D
Rated Voltage: | AC 8-24V or DC 3.6V from battery
Sample Number: | 3NI1-1
EUT Received Date: | 2026/6/6
EUT Received Status: | Good
1.2 Operation Frequency Detail
For 802.11b/g/n ht20:
Channel Frequency (MHz) Channel Frequency (MHz)
1 2412 8 2447
2 2417 9 2452
3 2422 10 2457
4 2427 11 2462
5 2432 12 2467
6 2437 13 2472
7 2442 / /
The test frequencies were performed the test as below:
Test Channel Frequency (MHz)

Lowest 2412

Middle 2442

Highest 2472

1.3 Accessory Information
Accessory Description Manufacturer Model Parameters

/ / /

1.4 Objective

The objective of this current document is to demonstrate the EUT, as equipment type in Certification Ordinance
Article 2-1-19 of Specific Radio Equipment Specified in Article 38-2-2 Paragraph 1 Item lof the Radio Law,
compliant with Article 49-20 of Radio equipment regulations.
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1.5 Test Methodology

All measurements contained in this report were conducted with technical regulations of MIC Notice No.88 of
2004, Appendix No.43.

1.6 Description of Test Configuration

1.6.1 EUT Operation Condition

The system was configured for testing in Engineering Mode, which was provided by

EUT Operation Mode: the manufacturer.

Equipment Modifications: | No

EUT Exercise Software: | SSSOM.exe

The software was provided by manufacturer. The maximum power was configured as below, that was provided by the
manufacturer A :

Test Modes Power Level Setting
Lowest Channel Middle Channel Highest Channel
802.11b -30 -30 -30
802.11g -30 -30 -30
802.11n ht20 -30 -30 -30
1.6.2 EUT Extremity Condition
Environment Element  Range De{:/lzlrueg(\\//%l(:?ge Measu(r\(jgc\)/oltage Voltage(o\/{):):trlatlon
NV 3.6 3.30 /
Voltage Fluctuation: LV 3.2 3.30 0
HV 4.25 3.30 0

Note:

1. Voltage Variation (%) = (Measured Voltage at High or Low Voltage - Measured Voltage at Normal Voltage)/ Measured Voltage at
Normal Voltage*100.

2. The Measured Voltage for the Radio Part fluctuation is verified at the power input PIN of the RF circuit.

The EUT be operated at 3.2~4.25Vdc which was provided by manufacturer, the supply voltage of RF part was varied within +1%. All
test cases were done under the Normal Voltage (NV) only.

1.6.3 Support Equipment List and Details

Manufacturer Description Model Serial Number
00331-10000-00001-
Lenovo Computer T4610S AAT729
Unknow USBto TTL Unknow Unknow

1.6.4 Support Cable List and Details

. Shielding Ferrite Length
Cable Description Type Core (m) From Port To
USB Cable No No 1.2 USBto TTL Laptop
Serial Cable No No 0.3 EUT USBto TTL
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1.6.5 Block Diagram of Test Setup

USB
m Laptop
Coaxial Attenuator
Spectrum Analyzer / DC Power
EUT
Power Sensor Supply

1.7 Measurement Uncertainty

Otherwise required by the applicant or Product Regulations, Decision Rule in this report did not consider the
uncertainty. The extended uncertainty given in this report is obtained by combining the standard uncertainty

times the coverage factor K with the 95% confidence interval.

Parameter Measurement Uncertainty
Frequency Error 0.5 ppm
Occupied bandwidth and spreading bandwidth 5 %
RF output power, conducted +).61dB
Unwanted Emissions (TX&RX), conducted .47 dB
Temperature He°C
Humidity 5%
DC and low frequency voltages 40.4%
Duty Cycle 1%
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2. SUMMARY OF TEST RESULTS

SN Description of Test Result
1 Frequency Error Compliant
2 Occupied Bandwidth Compliant
3 Transmitter Spurious Emission and Unwanted Emission Intensity Compliant
4 Antenna Output Power and Output Power Tolerance Compliant
5 Receiver Spurious Emission and Unwanted Emission Intensity Compliant
Carrier sense capability (1) Not Applicable*
6 Carrier sense capability (2) Not Applicable**
Carrier sense capability (3) Not Applicable***
7 Transmission Frequency Switching Function Not Applicable****
8 Transmission Antenna Gain Not Applicable*****
9 Transmission Radiation Angle Width Not Applicable*****
10 Interference Prevention Function Compliant
11 Frequency Hopping Dwell Time Not Applicable******
12 Construction Protection Confirmation Compliant

Note:

Not Applicable*: Only required for device with “compensating for the reduction of EIRP with output power” function.
Not Applicable**: Only required for OBW between 26MHz and 40MHz with OFDM modulation type.
Not Applicable***: Only required for outdoor use radio control of model airplanes.

Not Applicable****: Only required for device with “the EIRP shortage is compensated by Antenna output power” function.
Not Applicable*****: This item not applicable when the EIRP less than the limit.
Not Applicable******: Testing is only required for FHSS system devices.
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3. REQUIREMENTS AND TEST PROCEDURES

3.1 Frequency Error
3.1.1 Limit
Within 350ppm.
3.1.2 Test Procedure

Set the EUT to the measurement frequency without modulation.

Setting of SA is following as: Sweep time: Auto / Sweep Mode: Continuous sweep / Detect mode:
Positive peak / Trace mode: MAX Hold.

Record the peak spot frequency.

If the EUT can’t set at un-modulation mode, measure the 10dBc center frequency.

3.2 Occupied Bandwidth
3.2.1 Limit

e Occupied bandwidth: <26 MHz
3.2.2 Test Procedure

1. Set the UUT as transmitting the modulation signal and fixed channelize.

2. The spectrum analyzer should be set as follows:

® Center Frequency: The center frequency of the channel under test
® Span: 2~3.5 times of occupied bandwidth allocation.

® RBW: < 3% of the occupied frequency bandwidth.

® VVBW: Same as RBW

® Sweep time: Minimum time for which measurement accuracy is guaranteed. However, in the case of burst waves,
at least one burst per sample must be entered.

® Sweep Mode: Continuous Sweep
® Detect Mode: Positive Peak
® Trace Mode: Max Hold

3. SA set to 99% of occupied bandwidth to measure occupied bandwidth.

4. Find the lowest and highest frequency in which the mean power emitted below the lower and above the upper
frequency limits are respectively equal to 0.5% of the total mean power of a given emission. This lowest and highest
frequency shall be recorded.
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3.3 Transmitter Spurious Emission Strength and Unwanted Emission Intensity

3.3.1 Limit

e 30MHz < <2387 MHz: < 2.5uW/ MHz

e 2387 MHz < f <2400 MHz: < 25uW/ MHz;

e 2483.5 MHz<f <2496.5 MHz: < 25uW/ MHz
e 2496.5 MHz<f <12500MHz: < 2.5uW/ MHz

3.3.2 Test Procedure
+«+ Conditions of Application Equipment (EUT)

e The modulation state shall be in continuously transmitting mode.
%+ Spectrum Analyzer Conditions

e Setting of SA start 30MHz and stop frequency 1000MHz,RB:100kHz/VB:100kHz,Sweep time:
Auto. Sweep mode: continuous sweep .Detect mode: Positive peak/Trace mode: max hold.
Then to mark peak. reading value + cable loss shall be less than 0.25uW/100kHz.

e Setting of SA start 1000MHz and stop frequency 2387MHz,RB:1MHz/VB:1MHz,Sweep time:
Auto. Sweep mode: continuous sweep .Detect mode: Positive peak/Trace mode: max hold.
Then to mark peak. reading value + cable loss shall be less than 2.5pW/MHz.

e Setting of SA start 2387MHz and stop frequency 2400MHz,RB:1MHz/VB:1MHz,Sweep time:
Auto. Sweep mode: continuous sweep .Detect mode: Positive peak/Trace mode: max hold.
Then to mark peak. reading value + cable loss shall be less than 25uW/MHz.

e Setting of SA start 2483.5MHz and stop frequency 2496.5MHz,RB:1MHz/VVB:1MHz,Sweep
time: Auto. Sweep mode: continuous sweep .Detect mode: Positive peak/Trace mode: max
hold. Then to mark peak. reading value + cable loss shall be less than 25uW/MHz.

e Setting of SA start 2496.5MHz and stop frequency 12500MHz,RB:1MHz/VB:1MHz,Sweep
time: Auto. Sweep mode: continuous sweep .Detect mode: Positive peak/Trace mode: max
hold. Then to mark peak. reading value + cable loss shall be less than 2.5pW/MHz.

If above test over the limit, the below test procedure should be used:
Step 1:
Center the frequency which was want to investigate, search the peak frequency.

Step 2:

Center frequency: Searched Frequency

Span: OHz

RBW: 1MHz(Above 1GHz), VBW: Same as RBW.

Sweep time: Auto(Minimum time to ensure measurement accuracy. *In case of burst wave, one burst
shall be included per data point) Data points: 400 points or more. Sweep mode: Single Sweep.
Detection Mode: Sample

Report Template: RF-MIC-2.4G WiFi-A/0 Page 11 of 38




China Certification ICT Co., Ltd (Dongguan) Report No.: 2603U62336E-RF-07

3.4 Antenna Output Power and Antenna Power Tolerance
3.4.1 Limit

Antenna Output Power:
e <10 mW/MHz (OFDM/DSSS for bandwidth < 26MHz)

The Output Power Tolerance must not greater than +20%.

E.lLR.P:
e <12.14 dBm/MHz (OFDM/DSSS for bandwidth < 26MHz)

3.4.2 Test Procedure

1. Set the UUT to continuous transmission or continuous burst transmission mode.

2. The settings of the spectrum analyzer when providing frequency search for the maximum power should be set as
follows:

® Center Frequency: The center frequency of the channel under test
® Span: Approximately 2 times of the occupied frequency bandwidth.
® RBW: 1 MHz

® \VBW: 3* RBW

@ Sweep time: Minimum time that ensures measurement accuracy
(For burst waves, the time should be long enough to include at least one burst per sample)

® Trigger Condition: Free run

® Sweep Mode: Continuous Sweep
® Detect Mode: Positive Peak

® Trace Mode: Max Hold

3. After the max-power frequency is found, the settings of the spectrum analyzer when measuring power shall be as
follows:

® Measurement Mode: Time Domain Power

® Center Frequency: The searched frequency that gave maximum power in step 2.
® Span: 0 Hz

® RBW: 1MHz

® \/VBW: Same as RBW

® Sweep Mode: Continuous Sweep

4. Measurement Procedures by Technology Type:

(1) For Frequency Hopping Systems (including hybrid with DSSS or OFDM):

a. If uniform hopping distribution (intervals < 1 MHz, equal probability per hop) — confirmed by submitted
documentation:

1) Connect a power meter and measure the total power.
2) Divide the total power by the Spread Bandwidth to calculate the average power per 1 MHz.
3) The antenna power is defined as:

e For continuous wave: the value from step 2) above.

e For burst wave: the value from step 2) above adjusted by the duty cycle, representing the average power
within the burst.

b. If non-uniform hopping distribution or unequal probabilities:
e Set the spectrum analyzer as step 2 to search for the frequency providing maximum antenna power.
e Then set the spectrum analyzer as step 3 to measure the antenna power at that frequency.

(2) For OFDM or Direct Sequence Spread Spectrum (DSSS) Systems:
a. Set the SA as per Step2 to search for the frequency that gives maximum power per 1 MHz. Sweep repeatedly until
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the display shows no further changes, then identify and record this frequency.

b. Switch the SA to the settings in Step 3 (Zero-span) at the identified frequency.
¢. Connect a Power Meter to the "Narrow I.F" output port of the Spectrum Analyzer. The power is set Auto Duty
factor.

d. The antenna power is defined as:

e For continuous wave: value corrected as Spread Bandwidth to calculate the average power per 1 MHz.
e For burst wave: the adjusted reading from the corrected value (as in continuous wave) and the duty cycle,
representing the average power within the burst.
e. For OFDM systems with multiple subcarrier modulation schemes:

e Measure the antenna power for each modulation type and select the highest value as the final result.

(3) For Other Systems:
a. Connect a power meter and measure the total power.
b. The antenna power is defined as:

e For continuous wave: the value from step a above.
e For burst wave: the adjusted reading from the corrected value (as in continuous wave) and the duty cycle,
representing the average power within the burst.
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3.5 Receiver Spurious Emission and Unwanted Emission Intensity

3.5.1 Limit

e <4nW (30 MHz <f <1000 MHz)
e <20nW (1GHz<f<125GHz)

3.5.2 Test Procedure

% Conditions of Application Equipment (EUT)
e The modulation state shall be “continuous receiving mode”.

¢+ Spectrum Analyzer Conditions

Start Frequency: Start Frequency of frequency range to measure (30MHz to 1GHz)
Stop Frequency: Stop Frequency of frequency range to measure (1GHz to 12.5GHz)
Span: AUTO (Measurement Range)

RBW: 100 kHz, VBW: 100 kHz for Frequency < 1 GHz

RBW: 1MHz, VBW: 1MHz for Frequency > 1 GHz

Sweep time: AUTO or more

Sweep mode; Auto Sweep

Detection: Positive Peak

Reference Level: Enough level for maximum dynamic range
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3.6 Interference Prevention Function
3.6.1 Requirement
Avrticle 6-2.3 of Regulations for Enforcement of the radio law

A wireless device used mainly in the same premises to automatically transmit or receive identification codes.

Article 1.8 of MPT Ministerial Notice No. 424 of 1994 (the last revision: Notice No. 374 of Nov. 10, 2023)
48 bits or more. However, for radio of the following frequencies, the requirement is 19 bits or more:
(1) 5150-5250MHz; 5470-5730MHz; 5925-6425MHz;

(2) 24.77-25.23GHz;
(3) 57-66GHz.

3.6.2 Test Procedure

Measurement System Diagram:

Signal
Generator

CMWS500 Splitter EUT

In the case that the EUT has the function of automatically transmitting the identification code:
1. Transmit the predetermined identification codes from EUT
2. Check the transmitted identification codes with the demodulator.

In the case of receiving the identification codes:

1. Transmit the predetermined identification codes from the counterpart.

2. Check if communication is normal

3. Transmit the signal other than predetermined ID codes from the counterpart.

4. Check if the EUT stops the transmission, or if it displays that identification codes are different from the
predetermined ones.
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3.7 Construction Protection Confirmation
3.7.1 Requirement

The high-frequency section and modulation section of the radio equipment except for the antenna
system shall not be capable of being opened easily.
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4. TEST DATAAND RESULTS

4.1 Test Environmental Conditions & Test Equipment List and Details

Test Date:

2026/6/8~2026/6/10

Tester:

Zoey Song

Environmental Conditions:

Temperature: Relative Humidity: ATM Pressure:
P | 248253 Y 50-52 99.6-100.3
(T): (%) (kPa)
v 3 . Calibration Calibration Calibration Calibration
Manufacturer Description Model Serial Number Date Due Date Agency Method Nt
UNI-T Multimeter UT39A+ C250343896 2025/07/18 2026/07/17 BACL Cal C
GWINSTEK DC Power Supply SPS3610 D33251 N/A N/A N/A N/A
R&S Spectrum Analyzer FSU26 200445 2025/11/10 2026/11/09 BACL Cal C
eastsheep Coaxial Attenuator 2\;:/(81?(? i 21060301 Each time N/A CCICT D
D Test software | JR-AUI0 Tegt V1.0 N/A N/A N/A N/A
System
Agilent UsE A;’z;asgf POWEr | 2001H MY50000432 | 2026/2/27 2027/2/26 | BACL Cal c
Agilent MXG Vector Signal | 5160 MY51350144 | 2025/11/14 | 2026/11/13 | BACL Cal c
Generator
Wideband Radio
R&S Communication CMW3500 143458 2026/02/27 2027/02/26 BACL Cal C
Tester
Minl-Clrcuits Power Splitter ZFRSSE'I%' S F448201619 Each time N/A BACL Cal C

* Statement of Traceability: China Certification ICT Co., Ltd (Dongguan) attests that all calibrations have been performed, traceable to
National Primary Standards and International System of Units (SI).

Note:

A. Calibration conducted by the National Institute of Information and Communications Technology (NICT) (hereinafter

referred to as "NICT") or a designated calibration agency under Article 102-18 paragraph (1).

B. Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law (Law No. 51 of

1992).

C. Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the NICT or a

designated calibration agency under Article 102-18 paragraph (1).

D. Calibration conducted by using measuring instruments and other equipment which shall have been given any of
calibration, etc. listed above from a) to c)

*Note: The device only for voltage check.
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4.2 Frequency Error

Test Result: Compliant. Please refers to following table and plots.

Test Mode: Carrier transmitting mode; Test Condition: NV

Test Frequenc Measure
Mode (MI—?Z) Y Frequency
(MHz)
2412 2411.99880
Single Carrier 2442 2441.99700
2472 2471.99610

Frequency Limit .
Tolerance(ppm) (ppm) VRl
-0.50 +50 Pass
-1.23 +50 Pass
-1.58 +50 Pass

Note: Frequency Tolerance = (Measured Frequency - Test Frequency)/Test Frequency*10"6

Test Plots as following:

Test Condition: NV
2412MHz

EH
T T

‘KL A ikl " e, Wﬁ
i el BT"AAATM&WA

EH
T T

M&m@wﬁwm@h WMMM

L]

2442MHz

4 MM“'M{! %'“'Ww“; bl ool AN
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4.3 Occupied Bandwidth

Test Result: Compliant. Please refers to following table and plots.
Test Mode: Transmitting; Test Condition: NV

Occupied bandwidth (MHz) Limit .
Mode Byt~ N ¥ Verdict
Low Channel  Middle Channel  High Channel (MHz)
802.11b 13.36 13.36 13.36 <26 Pass
802.11g 16.68 16.68 16.68 <26 Pass
802.11n20 17.60 17.60 17.60 <26 Pass
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4.4 Transmitter Spurious Emission Strength and Unwanted Emission Intensity

Test Result: Compliant. Please refers to following table and plots.

Test Mode: Transmitting; Test Condition: NV

802.11b
SR Test Band Frequency Range ~ Max.Emission  Result Result Limit
(RBW) Start(MHz) Stop(MHz) Located(MHZz) (dBm/RBW) (WW/RBW)(nW/RBW)
Band | (100kHz) 30 1000 931.615 -43.72 0.042 0.25
Band 1l (LMHz) 1000 2387 2384.920 -38.85 0.130 2.50
Low Band I1l (1MHz) 2387 2400 2396.757 -31.67 0.681 25
Band IV (1IMHz) 2483.5 2496.5 2495.493 -38.42 0.144 25
Band V (1MHz) 2496.5 12500 11249.563 -32.02 0.628 2.50
Band | (100kHz) 30 1000 385.505 -42.98 0.050 0.25
Band 1l (IMHz) 1000 2387 2307.941 -39.92 0.102 2.50
Middle Band 11l (1MHz) 2387 2400 2396.763 -39.37 0.116 25
Band 1V (IMHz) 2483.5 2496.5 2496.214 -38.14 0.153 25
Band V (1MHz) 2496.5 12500 11904.792 -33.78 0.419 2.50
Band | (100kHz) 30 1000 91.595 -43.45 0.045 0.25
Band Il (IMHz) 1000 2387 2056.894 -39.98 0.100 2.50
High Band 11l (1MHz) 2387 2400 2398.226 -39.35 0.116 25
Band 1V (IMHz) 2483.5 2496.5 2487.842 -28.70 1.349 25
Band V (1MHz) 2496.5 12500 11289.577 -33.49 0.448 2.50
802.11g
Channel  Test Band Frequency Range Max.Emission Result Result Limit
(RBW) Start(MHz) Stop(MHz) Located(MHz) (dBm/RBW) (uW/RBW) (uW/RBW)
Band | (100kHz) 30 1000 864.685 -43.67 0.043 0.25
Band Il (IMHz) 1000 2387 2332.907 -40.25 0.094 2.50
Low Band 11l (1IMHz) 2387 2400 2399.142 -20.69 8.5631 25
Band IV (1MHz) 2483.5 2496.5 2490.182 -39.18 0.121 25
Band V (1MHz) 2496.5 12500 12494.998 -33.91 0.406 2.50
Band | (100kHz) 30 1000 412.665 -43.62 0.043 0.25
Band Il (IMHz) 1000 2387 2378.678 -40.05 0.099 2.50
Middle = Band Il (1IMHz) 2387 2400 2396.971 -35.37 0.290 25
Band IV (1MHz) 2483.5 2496.5 2489.883 -39.06 0.124 25
Band V (1MHz) 2496.5 12500 2531.512 -28.34 1.466 2.50
Band | (100kHz) 30 1000 496.085 -43.91 0.041 0.25
Band Il (1MHz) 1000 2387 2301.700 -40.47 0.090 2.50
High  Band Ill (IMHz) 2387 2400 2389.269 -39.80 0.105 25
Band IV (1MHz) 2483.5 2496.5 2484.456 -18.19 15.171 25
Band V (1MHz) 2496.5 12500 11284.575 -34.26 0.375 2.50

Verdict

Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass

Verdict

Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
Pass
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802.11n20 -~ §
Channel Test Band Frequency Range Max.Emission Result Result Limit Verdict
(RBW) Start(MHz) Stop(MHz) Located(MHz) (dBm/RBW) (wW/RBW) (WW/RBW) *=

~ Band | (100kHz) 30 1000 423.335 -42.71 0.054 0.25 Pass

Band 1l (IMHz) 1000 2387 2387.000 -38.15 0.153 2.50 Pass

Low Band Il (IMHz) 2387 2400 2399.623 -23.85 4.121 25 Pass

Band IV (IMHz) 24835 2496.5 2495.454 -39.45 0.114 25 Pass

Band V (IMHz) 24965 12500 12404.967 -33.58 0.439 2.50 Pass

Band | (100kHz) 30 1000 725.490 -43.85 0.041 0.25 Pass

Band 1l (IMHz) 1000 2387 2255.235 -40.61 0.087 2.50 Pass

Middle Band Il (IMHz) 2387 2400 2398.876 -38.94 0.128 25 Pass

Band IV (IMHz) 24835 2496.5 2490.397 -39.07 0.124 25 Pass

Band V (IMHz) 24965 12500 11284.575 -33.67 0.430 2.50 Pass

Band | (100kHz) 30 1000 454.375 -43.74 0.042 0.25 Pass

Band Il (IMHz) 1000 2387 2296.152 -40.34 0.092 2.50 Pass

High Band Ill (IMHz) 2387 2400 2393.422 -39.36 0.116 25 Pass

Band IV (IMHz) 24835 2496.5 2484.261 -23.37 4.603 25 Pass

Band V (IMHz) 24965 12500 11854.774 -34.39 0.364 2.50 Pass
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Test Plots as following:
802.11b, Low Channel(30MHz~1GHz)
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4.5 Antenna Output Power and Antenna Power Tolerance

Test Result: Compliant
Test Mode: Transmitting

Antenna Gain &Declared Power:

Mode Antenna.Gain Declared Power
(dBi) (mW/MHz)
802.11b 2.2
802.119g 3.01 0.8
802.11n ht20 0.7
Antenna  Antenna output Antennaoutput ~  EIRP
Mode Channel %Lé':s:: power(mW/MHz) | tolerance (%0) (dBm/MHz) Vi
(dBm/MHz) Result Limit Result Limit Result Limit
Low 2.49 1.774 <10 -19.36 <20 5.50 <12.14 Pass
802.11b Middle 2.15 1.641 <10 -25.41 <20 5.16 <12.14 Pass
High 3.23 2.104 <10 -4.36 <20 6.24 <12.14 Pass
Low -2.58 0.552 <10 -31.00 <20 0.43 <12.14 Pass
802.11g Middle -2.51 0.561 <10 -29.88 <20 0.50 <12.14 Pass
High -1.02 0.791 <10 -1.13 <20 1.99 <12.14 Pass
Low -2.35 0.582 <10 -16.86 <20 0.66 <12.14 Pass
802.11n20 Middle -2.47 0.566 <10 -19.14 <20 0.54 <12.14 Pass
High -1.77 0.665 <10 -5.00 <20 1.24 <12.14 Pass
Note:

Antenna output power(mW/MHz) = 10”[Antenna output power(dBm/MHz) / 10]
Antenna output power tolerance(%) = (Antenna output power - Declared power) / Declared power * 100
EIRP(dBm/MHz) = Antenna output power(dBm/MHz) + Antenna gain.
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4.6 Receiver Spurious Emission and Unwanted Emission Intensity
Test Result: Compliant, please see the below tables and plots
Test Mode: Receiving

Test Condition: NV ‘
Frequency Range  Max.Emission

Mode Channel Test Band Result Result Limit verdict
(RBW) Start(MHz) Stop(MHz) Located(MHz)  (dBm) (nW) (nW)
L Band | (100kHz) 30 1000 591.63 -77.60 0.017 4 Pass
ow
Band Il (1MHz) 1000 12500 10775 -64.01 0.397 20 Pass
- Band I (100kHz) 30 1000 61.04 -76.73 0.021 4 Pass
802.11b Middle
Band Il (1IMHz) 1000 12500 11281 -63.63 0.434 20 Pass
Hidh Band | (100kHz) 30 1000 809.88 -77.13 0.019 4 Pass
i
g Band Il (1IMHz) 1000 12500 2472 -63.86 0.411 20 Pass
L Band | (100kHz) 30 1000 491.72 -76.81 0.021 4 Pass
ow
Band Il (1IMHz) 1000 12500 11810 -63.51 0.446 20 Pass
. Band | (100kHz) 30 1000 598.42 -77.64 0.017 4 Pass
802.11g Middle
Band Il (IMHz) 1000 12500 10706 -64.02 0.396 20 Pass
HigH Band | (100kHz) 30 1000 935.01 -76.58 0.022 4 Pass
i
g Band Il (1IMHz) 1000 12500 12454 -64.03 0.395 20 Pass
L Band | (100kHz) 30 1000 795.33 -76.80 0.021 4 Pass
ow
Band Il (1IMHz) 1000 12500 11235 -63.89 0.408 20 Pass
. Band | (100kHz) 30 1000 887.48 -77.12 0.019 4 Pass
802.11n20 Middle
Band Il (1IMHz) 1000 12500 11258 -64.11 0.388 20 Pass
Hidh Band | (100kHz) 30 1000 288.99 -77.21 0.019 4 Pass
i
g Band Il (1MHz) 1000 12500 2437.5 -60.87 0.818 20 Pass
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Test Plots as following:

Test Condition: NV
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4.7 Interference Prevention Function

Test Result: Compliant, please see the below table.

Item Result Requirement Verdict
Methodology to transmit ID Code: Automatically Automatically Good
Methodology to receive ID Code: Automatically Automatically Good
Identification Codes (ID Codes): 2C:8D:48:93:84:C8 / /
Bits of ID Codes: 48 bits 48 bits or more Compliant
Screenshot: 2C:8D:48:93:84:C8

4.8 Construction Protection Confirmation

Result: Compliant. please see the below table.

X Sealed with screws.

[] Plastic chassis is being welded using ultrasonic waves.

[] Cover is glued using a special adhesive.

] Metal covers are spot-fused.

] Cover is specially interlocked.

X RF and Modulation components are covered with shielding case and this shielding case is soldered.

[] Other | If 'Other’, describe the method here. Then delete this text.
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5. EUT PHOTOGRAPHS

Please refer to the attachment 2603U62336E-RF-EXP EUT EXTERNAL PHOTOGRAPHS and 2603U62336E-
RF-INP EUT INTERNAL PHOTOGRAPHS.
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6. TEST SETUP PHOTOGRAPHS

Please refer to the attachment 2603U62336E-RF-TSP TEST SETUP PHOTOGRAPHS.

xxwx END OF REPORT *##
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