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Anmerkungen
Remarks

1 |Alle eingesetzten Prifmittel waren zum angegebenen Prifzeitraum gemal eines festgelegten
Kalibrierungsprogramms unseres Prifhauses kalibriert. Sie entsprechen den in den Priifprogrammen
hinterlegten Anforderungen. Die Riickverfolgbarkeit der eingesetzten Prifmittel ist durch die Einhaltung der
Regelungen unseres Managementsystems gegeben.

Detaillierte Informationen beziglich Prifkonditionen, Prifequipment und Messunsicherheiten sind im Priflabor
vorhanden und kénnen auf Wunsch bereitgestellt werden.

The equipment used during the specified testing period was calibrated according to our test laboratory
calibration program. The equipment fulfils the requirements included in the relevant standards. The traceability
of the test equipment used is ensured by compliance with the requlations of our management system.
Detailed information regarding test conditions, equipment and measurement uncertainty is available in the test
laboratory and could be provided on request.

2 | Wie vertraglich vereinbart, wurde dieses Dokument nur digital unterzeichnet. Der TUV Rheinland hat nicht
Uberpruft, welche rechtlichen oder sonstigen diesbezlglichen Anforderungen fiir dieses Dokument gelten.
Diese Uberpriifung liegt in der Verantwortung des Benutzers dieses Dokuments. Auf Verlangen des Kunden
kann der TUV Rheinland die Giiltigkeit der digitalen Signatur durch ein gesondertes Dokument bestatigen.
Diese Anfrage ist an unseren Vertrieb zu richten. Eine Umweltgebuhr fir einen solchen zuséatzlichen Service
wird erhoben. Informationen zur Verifizierung der Authentizitat unserer Dokumente erhalten Sie auf folgender
Webseite: go.tuv.com/digital-signature

As contractually agreed, this document has been signed digitally only. TUV Rheinland has not verified and
unable to verify which legal or other pertaining requirements are applicable for this document. Such verification
is within the responsibility of the user of this document. Upon request by its client, TUV Rheinland can confirm
the validity of the digital signature by a separate document. Such request shall be addressed to our Sales
department. An environmental fee for such additional service will be charged. For information on verifying the
authenticity of our documents, please visit the following website: go.tuv.com/digital-signature

3 |Prufklausel mit der Note * wurden an qualifizierte Unterauftragnehmer vergeben und sind unter der jeweiligen
Prifklausel des Berichts beschrieben.

Abweichungen von Prifspezifikation(en) oder Kundenanforderungen sind in der jeweiligen Prufklausel im
Bericht aufgeflihrt.

Test clauses with remark of * are subcontracted to qualified subcontractors and descripted under the respective
test clause in the report.
Deviations of testing specification(s) or customer requirements are listed in specific test clause in the report.

4 |Die Entscheidungsregel fur Konformitatserklarungen basierend auf numerischen Messergebnisen in diesem
Prifbericht basiert auf der "Null-Grenzwert-Regel" und der "Einfachen Akzeptanz" gemafd ILAC G8:2019 und
IEC Guide 115:2023, es sei denn, in der auf Seite 1 dieses Berichts genannten angewandten Norm ist etwas
anderes festgelegt oder vom Kunden gewiinscht. Dies bedeutet, dass die Messunsicherheit nicht beriicksichtigt
wird und daher auch nicht im Prifbericht angegeben wird. Zu weiteren Informationen bezueglich des Risikos
durch diese Entscheidungsregel siehe ILAC G8:2019.

The decision rule for statements of conformity, based on numerical measurement results, in this test report is
based on the “Zero Guard Band Rule” and “Simple Acceptance” in accordance with ILAC G8:2019 and IEC
Guide 115:2023, unless otherwise specified in the applied standard mentioned on Page 1 of this report or
requested by the customer. This means that measurement uncertainty is not taken in account and hence also
not declared in the test report. For additional information to the resulting risk based of this decision rule please
refer to ILAC G8:2019.
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1 General Remarks

1.1 Complementary Materials

All attachments are integral parts of this test report. This applies especially to the following appendix:
Appendix A: Test result of 76.5GHz Radar.
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2 Test Sites

2.1 Test Facilities

TUV Rheinland (Shenzhen) Co., Ltd.

2-3F, 101 & 102, No.2, Nuclear Power Industrial Park, Fuming Community, Fucheng Street, Longhua
District, Shenzhen 518000, People’s Republic of China

A2LA Certificate Number: 5162.01

2.2 List of Test and Measurement Instruments

Table 1: List of Test and Measurement Equipment

JRF Test facility

. Manufactu . . Calibration | Calibration
Equipment rer Model Serial No. Cal. Date Cal. until Body Method*
Wireless Connectivity Tester R&S CMW270 101375 2025-09-23 | 2026-09-22 | GRGTEST c
EXA Signal Analyzer, Multi- 1 eysight N9010B MY60241175 | 2025-09-23 | 2026-09-22 | GRGTEST | ¢
Power Meter R&S NRP2 107105 2025-10-30 | 2026-10-29 | GRGTEST c
Power Sensor R&S NRP-Z81 105677 2025-09-23 | 2026-09-22 | GRGTEST c
DC Power Supply KIKUSUI PAN35-5A YM002997 | 2026-02-02 | 2027-02-01 | GRGTEST c
Digital Multi Meter FLUKE F15B 44350844WS | 2026-02-02 | 2027-02-01 | GRGTEST c
MM-Wave Frequency | o coong | MMFC-RI90- | 505565040001 | 2024-09-13 | 2027-09-12 | Tonscend c
Conversion Receiving Unit LOFO
MM-Wave Frequency | 1o coang | MMPCRIS0- | 505305040001 | 2024-09-02 | 2027-09-01 | Tonscend c
Conversion Receiving Unit LOFO
MM-Wave Frequency MMFC-R100-
Conversion Recening Unit | Tonseend Lo 202305240001 | 2024-08-29 | 2027-08-28 | Tonscend c
MM-Wave Frequency | oo ong | MMFC-ROB0- | 505565040001 | 2024-08-30 | 2027-08-29 | Tonscend c
Conversion Receiving Unit LOFO
MM-Wave Frequency
Conversion Tranemmiting Unit | ToNScend | MMEC-T120-A1 | 202305240001 | 2024-09-11 | 2027-09-10 | Tonscend c
MM-Wave Frequency | o oong | MMFC-RO40- | 505565040001 | 2023-11-01 | 2026-10-31 | Tonscend c
Conversion Receiving Unit LOFO
High Lowgr?;f;éft“re Test | cavendi CATT-150C 231020001 | 2024-05-17 | 2026-05-16 | Tonscend c
Control PC Lenovo | M4000g-00IRB | YLX3LXKQ N/A N/A N/A N/A

Calibration Method:

a) Calibration conducted by the National Institute of Information and Communications Technology (NICT) (hereinafter referred to as
"NICT") or a designated calibration agency under Article 102-18 paragraph (1)

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the Measurement Law (Law No. 51 of 1992)

c) Calibration conducted in foreign countries, which shall be equivalent to the calibration conducted by the NICT or a designated
calibration agency under Article 102-18 paragraph (1)
d) Calibration conducted by using measuring instruments and other equipment listed in the right column of Table No. 3 attached hereto,
which shall have been given any of calibration, etc. listed above from a) to c)
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2.3 Uncertainty of Measurement

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level
using a coverage factor of k=2.

Table 2: Measurement Uncertainty

Parameter Uncertainty
Occupied Bandwidth +2.08 %
Spurious emissions +3.68 dB
Output power density +0.99 dB
Antenna Power +0.99 dB
Frequency Tolerance 0.104 ppm
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3 General Product Information

3.1 Product Function and Intended Use
The EUT is Short Range Radar, which operation frequency range is 76GHz to 77GHz.
For details refer to the User Manual, Technical Description and Circuit Diagram.

3.2 Ratings and System Details

Table 3: Technical Specification of EUT

Value
Short Range Radar

General Information of EUT
Kind of Equipment:

Type Designation:

STA79-2Pro-D

Trademark:

WHST

Operating Voltage:

9Vdc to 16Vdc

Test voltage: 14Vdc
Operating Temperature Range | -40°C ~ +85 °C
Hardware release No.: V1.0

Software release No.: V1.0
Technical Specification of 76GHz Radar

Assigned Band:

76GHz to 77GHz

Operation Frequency Range:

76GHz to 77GHz

Type of Modulation:

FMCW

Duty cycle:

21.8%

Antenna Type:

Microstrip Patch Antenna

Antenna Gain: 21.02dBi (Provided by the Client)

Note: The correctness of all data provided by customer in the test report is ensured and responsible of the
customer. Any misjudgment of the test results caused by the use of incorrect data provided by customer
shall be borne by the customer.

Note 1: The power table as below table:

Radar
Rated Antenna | Antenna Power Max. EIRP
Test mode P r (MW Limit (mW
ower ( ) imit (mW) dBm W
76GHz Radar 10 10 19.922 0.098

Table 4: Antenna Gain

Highest Peak Gain (dBi)
21.02dBi

Connector Type
Soldered on PCB

Ant. Type
Integral Antenna
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3.3 Antenna Pattern

Please refer to the product antenna report.

3.4 Product Housing

The RF circuits are located inside of the EUT. As the RF circuit was sutured by ultrasound, it won’t be easy
to open. Frequency Band, operation channels and modulation parameters are fixed inside the wireless
module. So, they cannot be easily edited or modified by end-user.

8LOEY-1IS

3.5 Duty Cycle

Condition Mode ON Time(ms) Cycle Time(ms) Duty Cycle(%)
NTNV T™M1 14.4 66.0 21.8
Spectrum [%]
Ref Level -32.00 dém ® RBW 3 MHz
© SWT 200 ms @ VBW 10 MHz
SGL ExtMix W
@ 1Rm View
| M1[1] 69.44 dBm)|
40 37.800 ms
m2[1] .11 dBi
-60 dé i
] M
-80 d l l
80 —— T se—
-100 dl
-110d
-120 dem
CF 76.553 GHz 1001 pts 20.0 ms/
Marker
_T!pel RufJ_Trc! X-value \ Y-value | Function ] Function Result J
M1 1] 7ams ~59.44 cBm
M2 1 52.2 ms -64.11 dBm
M3 1 103.8 ms -68.42 cBm

3.6 Noise Generating and Noise Suppressing Parts

For details refer to the Circuit Diagram.




A TUVRheinland®

Priifbericht - Produkte
Test Report - Products

Prufbericht - Nr.: Seite 10 von 21
Test Report No.: CN261 U2L 001

Page 10 of 21

3.7 Submitted Documents

- Application Form - User Manual

- Rating Label - Operation Description
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4 Test Set-up and Operation Modes

4.1 Principle of Configuration Selection

Emission: The equipment under test (EUT) was configured to measure its highest possible radiation
level. The test modes were adapted accordingly in reference to the instructions for use.

Radio Spectrum: The equipment under test (EUT) was configured at its highest power output in order
to measure its highest possible radiation and conducted level. The test modes were adapted accordingly
in reference to the instructions for use.

4.2 Test Operation and Test Software

Test operation refers to test setup in chapter 5 and chapter 6.

According to clause 3.1, all tests were performed on model STA79-2Pro-D in this report.

Table 5: Test Conditions

Test conditions Value
Voltage normal 14V dc
Voltage max 15.4V dc
Voltage min 12.6V dc
Temperature 25°C
Temperature max 85°C
Temperature min -40°C
Vibration *Vibration conditions

*Note: The product is a wireless digital product, in which all components are welded together with PCB.
The product wireless operation will not fail due to product under vibration. If there is poor contact with the
product components, the product will also stop RF operation due to self-inspection, detail refer to
manufacturer’s documentation, so only tests were conducted under extreme conditions.

4.3 Special Accessories and Auxiliary Equipment

Table 6: List of Accessories and Auxiliary Equipment

Description Manufacturer Model S/N
Laptop Lenovo T480 PF-16A6N8
DC power Supply KIKUSUI PAN35-5A YM002997

4.4 Countermeasures to Achieve EMC Compliance

The test sample which has been tested contained the noise suppression parts as described in the
Technical Construction File (TCF).

No additional measures were employed to achieve compliance.
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5 Test Results

5.1 Antenna Requirement

5.1.1 Limit of Antenna

e Applicable for equipment with an antenna terminal, including testing terminals. If an antenna connector is
available, all relevant tests will be carried out conducted. If not, tests will be carried out in an anechoic
room or with a suitable test fixture.

e The Transmitter antenna gain is limited to max. 40dBi.

5.1.2 Test Results

Antenna

e Due to the characteristics of the product's mmWave radio, all tests are conducted in the anechoic room.
e The Max antenna gain is 21.02dBi.

Result PASS
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5.2 Assigned Frequency and Frequency Tolerance

5.2.1 Limits of Assigned Frequency and Frequency Tolerance

The frequency shall be within the designated frequency band.

Designated Frequency Designated frequency band
60.5 GHz 60.0 GHz-61.0 GHz
76.5 GHz 76.0 GHz — 77.0 GH=z

5.2.2 Test Setup

(Antenna Tower)
Antenna

|—AE_|_ EUT
150CM [ |
L) m »l ‘
(Turntable) AAAAAAAAAAANAA
‘= GroundPlane oo Pre-Amplifier
Spectrum Analyzer| - oo I m_
[ ]

5.2.3 Test Procedure

e Test Conditions

Spectrum Analyzer is used for measurement.
e EUT Conditions

FMCW Tx

e  Spectrum Analyzer conditions
Frequency: Test Frequency
Span: 1.4GHz

RBW: 1MHz

VBW: 3MHz

Sweep Time: 2s

Detector mode: Positive Peak
Sweep mode: Max Hold

5.2.4 Test Results
Result PASS

For the measurement records, refer to appendix A.
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5.3 Occupied Bandwidth (99%OBW)

5.3.1 Limits of Occupied Bandwidth (99%OBW)

The lower and upper frequency limits of the operating frequency range shall meet the following conditions:

Permissible Value of
Radio Equipment for Specified Low Power Radio Station
Occupied Bandwidth

Radio equipment using 60 — 61 GHz frequency band 500 MHz

Radio equipment using 76 — 77 GHz frequency band 1GH=z

5.3.2 Test Setup

(Antenna Tower)
Antenna

[Re ]| EuT ==

f

150CM

——

‘= GroundPlane Pre-Amplifier

FE- 000
Spectrum Analyzer| - Ao | [controlled—-

-
=
=S|
) 4

(Turntable) AR SALANIANN

5.3.3 Test Procedure

e Test Conditions

Spectrum Analyzer is used for measurement.
e EUT Conditions

FMCW Tx

e Spectrum Analyzer conditions
Frequency: Test Frequency
Span: 1.4GHz

RBW: 1MHz

VBW: 3MHz

Sweep Time: 2s

Detector mode: Positive Peak
Sweep mode: Max Hold

5.3.4 Test Results
Result PASS

For the measurement records, refer to appendix A.
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5.4 Spurious Emission or Unwanted Emission Intensity of Tx

5.4.1 Limits of Spurious Emissions of Tx

Permissible level of spurious Permissible level of unwanted emission
emission in out-of-band domain in spurious domain
equal to or less than 100pW equal to or less than 50pW

5.4.2 Test Setup

2
| (Antenna Tower)
Antenna
[ae]_|Eur C—f-
150CM [ .
L) m » ‘
(Turntable) ANAANA AAAAAANAN
J JAVAVAY N
“==p  GroundPlane = ooo Pre-Amplifier
Spectrum Analyzer| -+ oo l Controlt
[ =

5.4.3 Test Procedure

e Test Conditions

Spectrum Analyzer is used for measurement.

e EUT conditions

FMCW Tx

e  Spectrum Analyzer conditions

Step 1

All spurious are measured by peak mode.

Test setup for Step 1:

Sweep Time: Auto

Detector mode: Positive peak

Indication mode: Max hold

Step 2

If the value measured by Step1 is 2 dB or less, measure in average mode.
Test setup for Step 2:

Frequency: Spurious Frequency

RBW 100 kHz (30MHz to 1GHz), 1 MHz (over 1GHz)
VBW 100 kHz (30MHz to 1GHz), 1 MHz (over 1GHz)
Sweep Time: Auto

Detector mode: RMS

Indication mode: Max hold

5.4.4 Test Results
Result PASS

For the measurement records, refer to the appendix A.
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5.5 Limit of Incidentally Produced Emissions of Rx

5.5.1 Limits of Spurious Emissions of Rx

The limit of incidentally produced emissions radiated from the receiving equipment which does not impair
other radio equipment performance shall be, in case of measuring using a dummy antenna circuit that has
the same electrical characteristic as the receiving antenna, equal to or less than 100uW.

5.5.2 Test Setup

(Antenna Tower)
Antenna i

[ae ]| EuT D:JJ}

f

150CM
¢ m —
(Turntable) AN AAAANAAAAA
AVAY / ‘

= GroundPlane Pre-Amplifier

7 ooo
Spectrum Analyzer| -+ og [controlled—

b 4

5.5.3 Test Procedure

e Test Conditions

Spectrum Analyzer is used for measurement.
e EUT conditions

FMCW Rx

e Spectrum Analyzer conditions

Step 1

All spurious are measured by peak mode.
Test setup for Step 1:

Sweep Time: Auto

Detector mode: Positive peak

Indication mode: Max hold

Step 2

If the value measured by Step1 is 2 dB or less, measure in average mode.
Test setup for Step 2:

Frequency: Spurious Frequency

Sweep Time: Auto

Detector mode: RMS

Indication mode: Max hold

5.5.4 Test Results
*N/A

*Note: The Spurious Emissions of Rx are emissions at any frequency when the equipment is in receive
mode. Consequently, Spurious Emissions of Rx testing applies only when the equipment can work in a
receive-only mode or is a receive only device. In cases where receivers are used in combination with
permanently co-located transmitters the receivers will be tested together with the transmitter in operating
mode as part of the Spurious Emissions of Tx.
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5.6 Antenna Power and Antenna Power Tolerance

5.6.1 Limits of Antenna Power and Antenna Power Tolerance

The antenna power shall be 10 mW or less.
The antenna power shall be 50% in the upper limit and 70% in the lower limit.

5.6.2 Test Setup

(Antenna Tower)
Antenna

[Re ]| Eur D=jF>

(Tarntable) |- A AA AN AAAAAAAAA

= GroundPlane = o Pre-Amplifier

Spectrum Analyzer| - o | [controlled—-

[ ]

‘

5.6.3 Test Procedure

o Test Conditions

Spectrum Analyzer is used for measurement.

e EUT conditions

FMCW Tx

e Spectrum Analyzer conditions:

Searching the frequency the frequency that gives maximum antenna power
Frequency: Test Frequency

Measure the Peak power of the transmitter

5.6.4 Test Results
Result PASS

For the measurement records, refer to the appendix A.
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5.7 Stop of Transmission at Times other than Measurement
5.7.1 Limits of Stop of Transmission at Times other than Measurement

The radio equipment shall have a function of stopping transmission at times other than measurement.

5.7.2 Test Results
Result *PASS

*Note1: EUT may cease transmissions (if supported by EUT) or reduce the transmitter power when the car is

moving less than e.g. 5 km/h or stops moving.
Note2: Please refer to Manufacturer's documentation.
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5.8 Interference Prevention Function
5.8.1 Limits of Interference Prevention Function

The radio equipment shall have a function to distinguish the reflected signals of its own transmitting signals
from radio waves transmitted by other radio stations by identifying the modulation methods or other
characteristics of receiving radio waves.

5.8.2 Test Setup

1 1
o ! Transmitter I
Restriction | I >
1
. ) I
= I . . :
of transmit : Oscillator Amplifier : Trancsmit
zignal ! - i '
= - slgnal
: Modulation .’/?‘*.,.H:‘H Distributor 4.I> ! g
I signal i
1 1
______________________________________________ 1
e 1
! I
| Receiver |
| Vo
1
I 1 L,
Informatio | : ¥ . I Receive
- ! AD I>Q‘_<— | cigmal
| converter o i
I : i
I : ifier I
I Mizer Amplifier :

Measurement system diagram
(1) When sending an identification code
(2) When receiving an identification code

5.8.3 Test Procedure

(1) When EUT has a function to automatically transmit an identification code

a) Transmit the identification code specified in the Equipment Regulations from the test equipment.

b) Check the identification code sent by the demodulator.

(2) When the test equipment has a function to automatically receive the identification code

a) Transmit the identification code specified in the Equipment Regulations from the counterpart device.
b) Confirm that communication is performed with the EUT using the dedicated jig.

c) Transmit a code different from the identification code specified in the Equipment Regulations from the
counterpart device.

d) Confirm that EUT stops transmission or displays that the identification code is different.

5.8.4 Test Results
Result *PASS

*Note: It verified that the product is able to identify the reflected wave of the radio waves.
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6 Photographs of the Test Set-Up

Photograph 1: Set-up for Radio Spectrum Testing
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Appendix A: Test Results of 76.5GHz Radar
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Appendix A.1: Test Results of Frequency Tolerance & Occupied Channel Bandwidth
(99%)

Test Results

» Frequency (GHz)
Test Condition

Lowest Highest
TNormaI(OC) 25 VnomaI(V) 76.121 76.986
Vmax(V) 76.121 76.986

Tiow(°C) -40
Vmin(V) 76.121 76.986
Vmax(V) 76.121 76.986

Thigh(°C) 85
Vmin(V) 76.121 76.986
Measured frequency (lowest and highest) 76.121 76.986
Limit FL=76 Fn<77
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Test Graphs
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Appendix A.2: Test Results of Antenna Power

Test Results

RBW | vBw | EIRP  [Antenna Bgrt-r}-le%gr? Antennal ot || mit
Condition| Mode | Det | ) | (MHz) | (dBm) g‘g{; factor '(Dd%”n?; Distance| (dBm) |Verdict
(dB)
NTNV | TM1 | RMS | 1 3 19683 | 21.02 6.62 528 | 1m | <=10 | PASS
LTLV | T™M1 | RMS | 1 3 19635 | 21.02 6.62 523 | 1m | <=10 | PASS
LTHV | T™M1 | RMS | 1 3 19922 | 21.02 6.62 552 | 1m | <=10 | PASS
HTLV | ™M1 | RMS | 1 3 19566 | 21.02 6.62 516 | 1m | <=10 | PASS
HTHV | TM1 | RMS | 1 3 19.920 | 21.02 6.62 552 | 1m | <=10 | PASS
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Test Graphs
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A TUVRheinland®

Mean Power
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A TUVRheinland®

Appendix A.3: Test Results of Spurious Emissions

Out Of Band Emissions and Near Spurious Emissions

Measurement | Measured o Ant.
Range Frequency | RBW VBW p Limit ! :
Det Distance Power Polarity | Verdict
(GHz) (GHz) | (MHz) | (MHz) (m) (dBm) (dBm/MHz) (HIV)
74.500~75.000 | RMS | 74950.500 1 3 1 -40.489 -10.0 H PASS
74.500~75.000 | RMS | 74994.500 1 3 1 -40.542 -10.0 \% PASS
75.000~78.500 | RMS | 75989.200 1 3 1 -42.649 -10.0 H PASS
75.000~78.500 | RMS | 77000.000 1 3 1 -37.498 -10.0 H PASS
75.000~78.500 | RMS | 75697.000 1 3 1 -44.624 -10.0 \% PASS
75.000~78.500 | RMS | 78476.000 1 3 1 -44.514 -10.0 \% PASS
Unwanted Emissions in the Out-Of-Band Domain and Spurious Domain (near-side) Unwanted Emissions in the Qut-Of-Band Domain and Spurious Domain (near-side)
= Limit = axalue = Horizontal - Vetical = Limit = VaxValue m Horizontal m Vertical
74%00 uésn 74énn uésn 74;00 74;50 uénn uésn uénn uésn 7sﬁnn ménn uésn 74énn uésn 74;00 74;50 uénn uésn uénn 74350 75500
Frequency[MHz] Frequency[MHz]
Unwanted Emissions in the Qut-Of-Band Domain and Spurious Domain (near-side) Unwanted Emissions in the Qut-Of-Band Domain and Spurious Domain (near-side)
= Limit = aalue = Horizontal = Vertical = Limit = MaxValue = Horizontal = Vertical
L .
P | T : B
i ) M NI i . - __.._.-——--—J—.—-ai 3 M
75600 75%nn 7eﬁnn 75%00 77500 77%00 mﬁnn ménn 75600 75%00 7eﬁnn 7eénn 77ﬁnn 77%00 75500 ménn
Frequency[MHz] Frequency[MHz]
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Transmitter Spurious Emissions, Above 40GHz

Ant. Ant. .
- Frequency | RBW | VBW Level 4 . Test Limit .
Condition [ Mk No. [ Det (MHz) (MHz) | (MHz) | (dBm) P((:_Ilz/a\rll;y H?rlr?)ht Distance (dBm) Verdict
NTNV M1 RMS | 57600.000 1 3 -44.056 H 1.5 1m -13.0 PASS
NTNV M1 RMS | 48944.000 1 3 -44.434 \% 1.5 1m -13.0 PASS
NTNV M1 RMS | 69926.700 1 3 -39.233 H 1.5 1m -13.0 PASS
NTNV M1 RMS | 69919.450 1 3 -38.806 \% 1.5 1m -13.0 PASS
NTNV M1 RMS | 86123.000 1 3 -43.296 H 1.5 1m -13.0 PASS
NTNV M1 [RMS| 106862.600 1 3 -43.490 Y, 15 1m -13.0 PASS
Unwanted Emissions in the Surious Domain Unwanted Emissions inthe Surious Domain
= Limit = MaxValue = Horizontal m Vertical = Limit = MaxValue = Horizontal m Vertical
_— y
T w T i
é : : é
40600 an i n o 50 o 500 0 0 00 P an i n o 50 o 500 o 0 00
Frequency[MHz] Frequency[MHz]
40-60GHz 40-60GHz
Unwanted Emissions in the Surious Domain Unwanted Emissions in the Surious Domain
= Limit = MaxValue = Horizontal m Vertical ) = Limit = MaxValue = Horizontal m Vertical
A AN A i
g L | | | | g .!\
N EERERE T A SEkT 4
I R T I e o MOS0 G WD MW SB SM SW @W M0 MW N M0 w0
Frequency[MHz] Frequency[MHz]
60-74.5GHz 60-74.5 GHz
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Unwanted Emissions in the Surious Domain Unwanted Emissions in the Surious Domain
= Limit - MarValue = Horizontal = Vertical = Limit - MarValue = Horizontal = Vertical

W

Level[dBm]

! il £
4 £
2
3
i g
-
T T T T T T T T T T T T T T T 1 T T T T T T T T T T T T T T T 1
O0000 8000 84000 BEDOD - BAOO0  G0DOD G000 4000 GO0 %6000 10000 102000 104000 106000 0800 110000 G000 8000 B4000 GEDOD BAOOD G0OOD 000 4000 %G00 %6000 10000 102000 104000 106000 0800 110000
Frequency[MHz] Frequency[MHz]
78.5-110GHz 78.5-110GHz

Note: As the spurious emissions below 40GHz, all emissions are far below the limits, thus no records and
listed.
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