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Report No.: ITEZA2-202500768RF3

RF TEST REPORT

According to

MIC public notice 88:2004, annex 43 and annex 1, Article 2,

Paragraph 1, Iltem 19

Applicant: Dalian Golden Hualu Digital Technology Co.,Ltd.
4 No.1 Hua Road,Qixianling,High-Tech Industrial Zone,Dalian,Liaoning
Address: . .
Province, China
Manufacturer: Dalian Golden Hualu Digital Technology Co.,Ltd.
. No.1 Hua Road,Qixianling,High-Tech Industrial Zone,Dalian,Liaoning
Address: . .
Province, China
Factory: Dalian Golden Hualu Digital Technology Co.,Ltd.
) No.1 Hua Road,Qixianling,High-Tech Industrial Zone,Dalian,Liaoning
Address: . .
Province, China
Sample No: 1000072127
Product Name: | Wireless Speaker
Brand Name: CHL
Model No.: WB5331
Test No.: WB5331
Date of Receipt: [2025/12/23
Date of Test: 2025/12/23~2026/01/20
Issued Date: 2026/01/26
Testing Lab: TIRT
Note:

1, The laboratory is responsible for all the information provided in the report, except
when information is provided by the customer;

2, This report shall not be reproduced except in full, without the written approval of
Beijing TIRT Technology Service Co.,Ltd Shenzhen branch laboratory;

3, This document may be altered or revised by Beijing TIRT Technology Service
Co.,Ltd Shenzhen branch laboratory Personnel only, and shall be noted in the revision
section of the document. The test results of this report relate only to the tested sample
identified in this report.
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Report No.: ITEZA2-202500768RF3

1. General Information

EUT

Model No.

Power supply

Radio Technology
Operation frequency
Number of channels

Modulation

Stated power

Antenna Type

Software Version

Hardware version

1.1. Description of Device

(EUT)

Wireless Speaker

WB5331

DC 5V from Fast charger or DC 3.7V from battery
2.4G WiFi

2412MHz-2472MHz for IEEE 802.11 b, g. n/HT20/ax20
802.11b/802.11g /802.11n(HT20)/ax20: 13CH

IEEE 802.11b: DSSS(CCK,DQPSK,DBPSK)

IEEE 802.11g: OFDM(64QAM, 16QAM, QPSK, BPSK)
IEEE 802.11n:OFDM(64QAM, 16QAM, QPSK, BPSK)
1.0mW/MHz

Internal antenna, max gain 2.32dBi

Antenna information is provided by applicant.

Testing lab is not responsible for the accuracy of the
information.

1.0.0

V1.0
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1.2. Accessories of Device (EUT)

Accessories
Manufacturer
Model
Ratings

~ ~ ~ ~

1.3. Ancillary Equipment Details

Report No.: ITEZA2-202500768RF3

No. Description Manufacturer Model Note
1 PC DELL 3511 N/A
1.4. Additions, Deviations and Exclusions from Standards
None
1.5. Model differences
N/A
TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_AO0 Page 7/74
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2. Summary of test

2.1. Summary of test result

Report No.: ITEZA2-202500768RF3

CLAUSE TEST PARAMETER RESULTS
Transmitter Parameters
3.2(2) Antenna Power Pass
3.2 (3) Tolerances for Antenna Power Pass
3.2 (4) Frequency Tolerance Pass
3.2(7) Occupied Frequency Bandwidth Pass
3.2 (6) Spurious Emissions Pass
/ Equivalent Isotropic Radiated Power Pass
/ 3dB Beam Bandwidth N/A
/ Interference prevention function Pass
/ Carrier Sensing function N/A
Receiver Parameters
3.3 (1) Secondary Radiated Emissions Pass
N/Ais an abbreviation for Not Applicable.

2.2. The standard of Calibration Equipment

a) Calibration conducted by the National institute of information and Communications Technology

NICT or a designated calibration agency under Article 102-18 paragraph.

b) Correction conducted pursuant to the provisions of Article 135 or Article 144 of the

Measurement Law (Law No. 51 of 1992).

c) Calibration conducted in foreign countries, which shall be equivalent to the calibration
conducted by the NICT or a designated calibration agency under Article 102-18 paragraph.

d) Calibration, etc. conducted by using measuring instruments and other equipment listed in the
right column of appended table No. 3, which shall have been given any type of calibration, etc.

listed above from (a) to.
The all calibration corresponds to c) described above.

2.3. Block Diagram

PC EE—— EUT
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Report No.: ITEZA2-202500768RF3

2.4. Test mode

The test software is used to control the operation of the EUT in the continuous transmission
mode, and select the test channel and wireless mode:

Tested mode, channel, and data rate information
Mode Data rate (Mbps) Channel Frequency
(see Note) (MHZz)
1 Low :CH1 2412
IEEE 802.11b 1 Middle: CH7 2442
1 High: CH13 2472
6 Low :CH1 2412
IEEE 802.11g 6 Middle: CH7 2442
6 High: CH13 2472
6.5 Low :CH1 2412
IEEE 802.11n HT20 6.5 Middle: CH7 2442
6.5 High: CH13 2472
8 Low :CH1 2412
IEEE 802.11ax20 8 Middle: CH7 2442
8 High: CH13 2472
/ Low :CH1 2412
Carrier Tx Mode / Middle: CH7 2442
/ High: CH13 2472
Note: 1 According exploratory test, EUT will have maximum output power in those data rate,
so those data rate were used for all test.
2 Antenna Connector Impedance: 50Q, Cable Loss: 1.0 dB

2.5. Test Conditions

Temperature range 5-35C

Humidity range 45-85%

Pressure range 86-106kPa

2.6. Test Voltage
Voltage mode Input Voltage Radio Unit Voltage

DC 3.2V DC 3.3V

DC DC 3.3V DC 3.3V
DC 3.6V DC 3.3V

Note: 1 The radio unit Voltage with the IC regulator.
2 The radio unit less than 1%, so the test only rated voltage (Normal voltage DC
3.3V).

2.7. Test Facility

Company: Beijing TIRT Technology Service Co.,Ltd Shenzhen Branch
1st Floor, South Flat, Building 7, Tongfuyu Industrial Zone,
Address: Xinhe Avenue, Gonghe Community, Shajing Street, BaoAn
District, Shenzhen, Guangdong, China
CNAS Registration Number: CNAS L14158
A2LA Registration Number: 6049.01
FCC Designation Number: CN1366
Test Firm Registration Number: 820690
Telephone: +86-0755-27087573
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Report No.: ITEZA2-202500768RF3

2.8. Measurement Uncertainty (95% confidence levels, k=2)

ltem MU
Frequency Error +1.9%

Antenna Power +0.743dB

Occupied Bandwidth 10.0196%

Spread Bandwidth 10.0196%
Transmitter Spurious Emission Strength and 30MHz-1GHz:+0.746dB
Unwanted Emission Intensity 1GHz-13GHz: £1.328dB
Receiver Spurious Emission and Unwanted 30MHz-1GHz:+0.746dB
Emission Intensity 1GHz-26GHz: +1.328dB
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3.1. Test Equipment

Report No.: ITEZA2-202500768RF3

ltem Type Manufacturer | Model No. Serial No. I._ast- Due Calibration
Calibration
1 Spectrum analyzer Agilent N9020A | MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method c

3.2. Limit

Limit

10mW/MHz

Tolerance

+20%, No Low Limit

3.3. Block diagram of test setup

Spectrum
Analyzer

3.4. Test Procedure

(1) Configure EUT and assistant system according clause 2.3 and 3.3

6__

RF control unit

EUT and Assistant

System

(2) Set EUT work in test mode as described in clause 2.4
(3) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the

Spectrum Analyzer as below:
Centre Frequency: The centre frequency of the channel under test.
Resolution BW: 1 MHz.
Video BW: 3 MHz.

Span: Wide enough to cover the complete power envelope of the signal of the EUT.

(4)When the trace is complete, find the peak value of the power envelope and record.

Detector: Peak.
Trace Mode: Max Hold.

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_AQ
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3.5. Test result

Report No.: ITEZA2-202500768RF3

Measured Antenna Rated Power Power Tolerance
Condition Antenna Mode Frequency Power Power Power Limit Tolerance(%) | Limit(%) Result
(dBm) | (mW/MHz) |(mW/MHz)| (mW/MHz) ° -
NVNT ANT1 | 802.11b | 2412.00 2.62 0.55 1.00 10.00 45.35 +20 Pass
NVNT ANT1 | 802.11b | 2442.00 1.64 0.69 1.00 10.00 31.40 +20 Pass
NVNT ANT1 | 802.11b | 2472.00 2.05 0.62 1.00 10.00 237.69 +20 Pass
NVNT ANT1 | 802.11g | 2412.00 5.52 0.28 1.00 10.00 71.95 +20 Pass
NVNT ANT1 | 802.11g | 2442.00 5.76 0.27 1.00 10.00 73.47 +20 Pass
NVNT ANT1 | 802.11g | 2472.00 25.66 0.27 1.00 10.00 72.85 +20 Pass
NVNT ANT ?%21(1);‘ 241200 | -7.46 0.18 1.00 10.00 -82.07 +20 Pass
NVNT ANTA fzng;g')’ 244200 -7.51 0.18 1.00 10.00 -82.24 +20 Pass
NVNT ANT1 ?ﬂ?ﬁé? 2472.00 -7.04 0.20 1.00 10.00 -80.22 +20 Pass
NVNT ANTA 8?&;;;;" 2412.00 -6.79 0.21 1.00 10.00 -79.08 +20 Pass
NVNT ANTA 8(°|f|'5121oe;x 2442.00 -6.87 0.21 1.00 10.00 79.45 +20 Pass
NVNT ANT1 88_'2"51210"‘)" 2472.00 -6.59 0.22 1.00 10.00 -78.09 +20 Pass
TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 12/74




Report No.: ITEZA2-202500768RF3

1_Antena_Power NVNT_ANT1 802 _11b_2412

& Keysight Spectrum Analyzer - Swept SA
RL

500 AC | | | SENSE:PULSE] [

RF
Center Freq 2.412000000 GHz -
PNO: Fast —»— 1rig: FreeRun
IFGain:Low Atten: 28 dB

Ref Offset 3.94 dB
Ref 20.88 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

MSG

#VBW 3.0 MHz

#Avg Type: Log-Pwr
Avg|Hold: 100/100

L-:,n,su@_|

Mkr1 2.411 557 GHz Auto Tune

6.466 dBm

1
CenterFreq
2.412000000 GHz

StartFreq
2.398970000 GHz

Stop Freq
2.425030000 GHz

CF Step
2.606000 MHz
Man

Freq Offset
0Hz

Scale Type

Span 26.06 Hz L

Sweep 1.000 ms (1001 pts)
STATUS

2_Antena_Power NVNT_ANT1_802_11b_2412

Burst Power

Center Frequency: 2411.56 MHz

Amplitude(dBm)

40 4

30 :

Burst Power: -2.62 dBm
Burst Time: 40 00 ms

—— Trace

Time Domain(ms)

0 20
RBW: 1MHz, VBW: 1MHz,Span: OMHz,Trace: Write, Detector: RMS, Sweep Point: 4000, Sweep time: 40.00ms
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1_Antena_Power NVNT ANT1 802 11b_2442

' Keysight Spectrum Analyzer - Swept SA

| 0 AC | ]
Center Freq 2.442000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 34 dB

Ref Offset 4.08 dB
Ref 27.16 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz

STATUS

Mkr1 2.442 390 GHz
dBm

7.248

Span 26.02 MHz
Sweep 1.000 ms (1001 pts)

w_-=_u_au@_|

Auto Tune

CenterFreq
2.442000000 GHz

StartFreq
2.428990000 GHz

Stop Freq
2.455010000 GHz

CF Step
2.602000 MHz

. ﬁ ﬁt_o Man

Freq Offset
0Hz

| I
Scale Type

Lin

Log

2_Antena_Power NVNT_ANT1_802_11b_2442

Burst Power

Burst Power: -1.64 dBm
Center Frequency: 2442 39 MHz Burst Time: 40.00 ms

20

Amplitude(dBm)

40 4

30 :

—— Trace

0 20
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point 4000, Sweep time: 40.00ms

Time Domain(ms)
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1_Antena_Power NVNT ANT1 802 11b_2472

' Keysight Spectrum Analyzer - Swept SA

[500 AC | |

.Center Freq 2.472000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 34 dB

Ref Offset 3.99 dB
Ref 26.98 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz

STATUS

Mkr1 2.471 558 GHz
7.099 dBm

Span 26.00 MHz
Sweep 1.000 ms (1001 pts)

w_-=_u_au@_|

Auto Tune

CenterFreq
2.472000000 GHz

StartFreq
2.459000000 GHz

Stop Freq
2.485000000 GHz

CF Step
2.600000 MHz

| ﬁ ﬁt_o Man

Freq Offset
0Hz

| I
Scale Type

Lin

Log

2_Antena_Power NVNT_ANT1_802_11b_2472

Burst Power

Burst Power: -2.05 dBm
Center Frequency: 2471.56 MHz Burst Time: 40.00 ms

20

Amplitude(dBm)

40 4

30 :

—— Trace

0 20
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point 4000, Sweep time: 40.00ms

Time Domain(ms)

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0

Page 15/74




Report No.: ITEZA2-202500768RF3

1 Antena Power NVNT ANT1 802 11g 2412

' Keysight Spectrum Analyzer - Swept SA

| 0 AC | ]
Center Freq 2.412000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 28 dB

Ref Offset 3.94 dB

Mkr1 2.412 80 GHz
Ref 20.88 dBm 5

81 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

Span 33.48 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

:. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.412000000 GHz

StartFreq
2.395260000 GHz

Stop Freq
2.428740000 GHz

CF Step
3.348000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11g_2412

Burst Power
Burst Power: -5.52 dBm

Center Frequency: 2412 80 MHz Burst Time: 548 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 13
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2742, Sweep time: 27.42ms

Time Domain(ms)
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1 Antena Power NVNT ANT1 802 11g 2442

' Keysight Spectrum Analyzer - Swept SA

| 0 AC | ]
Center Freq 2.442000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 32 dB

Ref Offset 4.08 dB Mkr1 2.442 :90‘1 8 GHZ‘
Ref 25.16 dBm 574 i_ dB m

Center 2.44200 GHz
#Res BW 1.0 MHz

Span 33.40 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

:. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.442000000 GHz

StartFreq
2.425300000 GHz

Stop Freq
2.458700000 GHz

CF Step
3.340000 MHz

Freq Offset
0Hz

Scale Type

Lin

Log

2_Antena_Power NVNT_ANT1_802_11g_2442

Burst Power
Burst Power: -5.76 dBm

Center Frequency: 2442 90 MHz Burst Time: 548 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 13
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2742, Sweep time: 27.42ms

Time Domain(ms)
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1 Antena Power NVNT ANT1 802 11g 2472

' Keysight Spectrum Analyzer - Swept SA

[500 AC | |

.Center Freq 2.472000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 32 dB

Mkr1 2.472 768 2 GHz

Ref Offset 3.99 dB gt
dBm

Ref 24.98 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz

Span 33.40 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

:. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.472000000 GHz

StartFreq
2.455300000 GHz

Stop Freq
2.488700000 GHz

CF Step
3.340000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11g_2472

Burst Power
Burst Power: -5.66 dBm

Center Frequency: 2472 77 MHz Burst Time: 548 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 13
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2742, Sweep time: 27.42ms

Time Domain(ms)
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1_Antena_Power NVNT ANT1 802 11n(HT20) 2412

' Keysight Spectrum Analyzer - Swept SA

{ < AC |
Center Freq 2.412000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 26 dB

Mkr1 2.409 16 GHz
4.264 dBm

Ref Offset 3.94 dB
Ref 18.88 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

Span 35.06 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

:. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.412000000 GHz

StartFreq
2.394470000 GHz

Stop Freq
2.429530000 GHz

CF Step
3506000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11n(HT20)_2412

Burst Power
Burst Power: -7 .46 dBm

Center Frequency: 2409.16 MHz Burst Time: 5.08 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)
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= === = Report No.: ITEZA2-202500768RF3

1 _Antena Power NVNT ANT1 802 11n(HT20) 2442
. Keysight Spectrum Analyzer - Swept SA \_='_||_I§J|£:|

[ Q AC | [ SENSE:PULSE] [

Center Freq 2.442000000 GHz . #Avg Type: Log-Pwr
PNO: Fast ~—— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 26 dB

5 ; AutoT
Ref Offset 4,08 dB Mkr1 2.438 885 GHz Lo June
Ref 19.16 dBm _ _ _ . 4.213dBm

CenterFreq
2.442000000 GHz

StartFreq
2.424500000 GHz

Stop Freq
2.459500000 GHz

CF Step
3500000 MHz

:. % it_o Man

Freq Offset
0Hz

| I
Scale Type

Center 244200 GHz ‘ e Span 35.00 MHz |5 Lin
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)

STATUS

2_Antena_Power NVNT_ANT1_802_11n(HT20)_2442

Burst Power

Burst Power: -7.51 dBm
Center Frequency: 2438.89 MHz Burst Time: 5.08 ms

—— Trace

Amplitude(dBm)

40 4

30 T |

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)
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= === = Report No.: ITEZA2-202500768RF3

1 _Antena Power NVNT ANT1 802 11n(HT20) 2472
. Keysight Spectrum Analyzer - Swept SA \_='_||_I§J|£:|

[ [502 AC | [ SENSE:PULSE] [

Center Freq 2.472000000 GHz . #Avg Type: Log-Pwr
PNO: Fast ~—— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 26 dB

; AutoT
Ref Offset 3.99 dB Mkr1 2.469 16 GHz Lo Tune
Ref 18.98 dBm _ _ _ ) 4 :a'\)_dE'r_?

CenterFreq
2.472000000 GHz

StartFreq
2.454480000 GHz

Stop Freq
2.489520000 GHz

CF Step
3504000 MHz

:. % it_o Man

Freq Offset
0Hz

| I
Scale Type

Center 247200 GHz ‘ — Span 35.04 MHz |5 Lin
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)

STATUS

2_Antena_Power NVNT_ANT1_802_11n(HT20)_2472

Burst Power

Burst Power: -7.04 dBm
Center Frequency: 2469.16 MHz Burst Time: 5.08 ms

—— Trace

Amplitude(dBm)

40 4

30 T |

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)
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Report No.: ITEZA2-202500768RF3

1_Antena_Power NVNT ANT1 802 _11ax(HE20) 2412

' Keysight Spectrum Analyzer - Swept SA

{ < AC |
Center Freq 2.412000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg|Hold:>100100

Trig: Free Run
Atten: 26 dB

Ref Offset 3.94 dB

Mkr1 2.409 120 GHz
Ref 18.38 dBm 5

91 dBm

Center 2.41200 GHz
#Res BW 1.0 MHz

Span 36.00 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

7 :. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.412000000 GHz

StartFreq
2.394000000 GHz

Stop Freq
2.430000000 GHz

CF Step
3.600000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11ax(HE20) 2412

Burst Power
Burst Power: -6.79 dBm

Center Frequency: 2409.12 MHz Burst Time: 5.08 ms

Amplitude(dBm)

40 4

30 :

—— Trace

L a1 AL

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

1_Antena_Power NVNT ANT1 802 _11ax(HE20) 2442

' Keysight Spectrum Analyzer - Swept SA

{ < AC |
Center Freq 2.442000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 26 dB

Mkr1 2.439 09 GHz

Ref Offset 4.08 dB
4.863 dBm

Ref 19.16 dBm

Center 2.44200 GHz
#Res BW 1.0 MHz

Span 35.02 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

' : i Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.442000000 GHz

StartFreq
2.424490000 GHz

Stop Freq
2.459510000 GHz

CF Step
3502000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11ax(HE20)_ 2442

Burst Power
Burst Power: -6 .87 dBm

Center Frequency: 2439.09 MHz Burst Time: 5.08 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)
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Report No.: ITEZA2-202500768RF3

1_Antena_Power NVNT ANT1 802 _11ax(HE20) 2472

' Keysight Spectrum Analyzer - Swept SA

[502 AC |

.Center Freq 2.472000000 GHz

PNOQ: Fast —»—
IFGain:Low

SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg[Hold: 100/100

Trig: Free Run
Atten: 32 dB

Mkr1 2.469 06 GHz

Ref Offset 3.99 dB X
5.181 dBm

Ref 24.98 dBm

Center 2.47200 GHz
#Res BW 1.0 MHz

Span 35.04 MHz
Sweep 1.000 ms (1001 pts)

STATUS

#VBW 3.0 MHz

:. % it_o Man

w_-=_u_au@_|

Auto Tune

CenterFreq
2.472000000 GHz

StartFreq
2.454480000 GHz

Stop Freq
2.489520000 GHz

CF Step
3504000 MHz

Freq Offset
0Hz

Scale Type

Log Lin

2_Antena_Power NVNT_ANT1_802_11ax(HE20) 2472

Burst Power
Burst Power: -6.59 dBm

Center Frequency: 2469.06 MHz Burst Time: 5.08 ms

Amplitude(dBm)

40 4

30 :

—— Trace

0 12
RBW: 1MHz, VBW: 1MHz,Span: OMHz, Trace: Write, Detector: RMS, Sweep Point: 2540, Sweep time: 25.40ms

Time Domain(ms)
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4. Frequency Tolerance

4.1. Test Equipment

Report No.: ITEZA2-202500768RF3

Item Type Manufacturer | Model No. Serial No. I._ast. Due Calibration
Calibration
1 | Spectrum analyzer Agilent N9020A | MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

4.2.

+/- 50x 107 or less( 50ppm)

Limit

4.3. Block diagram of test setup

4.4. Test Procedure

Spectrum
Analyzer

e__

RF control unit

EUT and Assistant
System

(1) Configure EUT and assistant system according clause 2.3 and 4.3

(2) Set EUT work in carrier Tx mode as described in clause 2.4

(3) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the

Spectrum Analyzer as below:

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0

Centre Frequency: The centre frequency of the channel under test.

Resolution BW: 10 KHz.
Video BW: 10 KHz.
Span: 1MHz.

Detector: Peak.

Trace Mode: Max Hold.

(4)When the trace is complete, find the peak value of the power envelope and record the frequency.
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4.5. Testresult

Report No.: ITEZA2-202500768RF3

Condition | Antenna | Modulation Frilelllj_lez';cy Frequ;rr?ts:)t/(MHz) ToIZ r;?::ee?;gm) Limit(ppm)| Result
NTNV ANT1 un-modulation | 2412.000000 2411.959 -16.998 £50 Pass
NTLV ANT1 un-modulation | 2412.000000 2411.959 -16.998 £50 Pass
NTHV ANT1 un-modulation | 2412.000000 2411.959 -16.998 £50 Pass
NTNV ANT1 un-modulation | 2442.000000 2441.957 -17.609 £50 Pass
NTLV ANT1 un-modulation | 2442.000000 2441.957 -17.609 £50 Pass
NTHV ANT1 un-modulation | 2442.000000 2441.957 -17.609 £50 Pass
NTNV ANT1 un-modulation | 2472.000000 2471.956 -17.799 £50 Pass
NTLV ANT1 un-modulation’ | 2472.000000 2471.956 -17.799 £50 Pass
NTHV ANT1 un-modulation | 2472.000000 2471.956 -17.799 £50 Pass

Frequency Tolerance NTNV_ANT1_ 802 2412

s Keysight Spectrum Analyzer - Swept SA

| SENSE:PULSE] [
#Avg Type: Log-Pwr
Avg|Hold: 10/10

RL RF [s0e Ac |
Center Freq 2.412000000 GHz
PNO: Wide —»—
IFGain:Low

Trig: Free Run
Atten: 24 dB

Ref Offset 3.94 dB
Ref 16.88 dBm

2.412500000 GHz

100.000 kHz

|| Auto

Freq Offset
0 Hz

i
‘ 1 | , , , | CF Step
‘
|

‘ Scale Type

Center 2.4120000 GHz _ Span 1.000 MHz

#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms (1001 pts)
E STATUS

Frequency Tolerance NTLV ANT1 2412

e Keysight Spectrum Analyzer - Swept SA
RL RF [soe ac | |
Center Freq 2.412000000 GHz -
PNO: Wide —»— 1rig: Free Run

Atten: 24 dB

SENSE:PULSE| [
#Avg Type: Log-Pwr
Avg|Hold: 10/10

| 10:12:01 AMJan 08, 2026

IFGain:Low !
Ref Offset 3.94 dB Mkr1 2.411 959 GHz
Ref 16.88 dBm

2.412500000 GHz

CF Step
100.000 kHz
Auto Man

e | I
Freq Offset

OHz
[ I—
Scale Type

Log Lin

Center 2.4120000 GHz
#Res BW 10 kHz

MSG

Span 1.000 MHz

#V/BW 10 kHz Sweep 12.07 ms (1001 pts)

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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= === = Report No.: ITEZA2-202500768RF3

Frequency Tolerance NTHV_ANT1 2412

& Keysight Spectrum Analyzer - Swept SA
RL

RF | | SENSE:PULSE| |
Center Freq 2.41 ] #Avg Type: Log-Pwr
PNO: Wide —»— 1rig: Free Run Avg|Hold: 10/10
IFGain:Low Atten: 24 dB

Mkr1 2.411 959 GHz
Ref 16,85 dBm 7 2.360 dBm

CF Step
100.000 kHz
Man

[
' Freq Offset
0Hz

‘ Scale Type

Center 24120000 GHz v B - Log Lin
#Res BW 10 kHz #VEW 10 kHz :

MSG.

Frequency Tolerance NTNV_ANT1 2442

L0 Keysight Spectrum Analyzer - Swept Sh B
L) |s00 ac | | | SENSE:PULSE] | A7
Ce

nter Freq 2.442000000 GHz - #Avg Type: Log-Pwr ;
PNO: Wide —»— 1rig: Free Run Avg|Held: 10/10 s "P"”'” oy

IFGain:Low Atten: 24 dB

Ref Offset 4.08 dB
Ref 17.16 dBm

100.000 kHz
Man

Freq Offset
0Hz

Scale Type

Center 24420000 GHz - Span 1.000 MHz |32

#Res BW 10 kHz #VBW 10 kHz Sweep 12.07 ms (1001 pts) ; |
IMSG
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Report No.: ITEZA2-202500768RF3

Frequency Tolerance NTLV_ANT1 2442

RF
Center Freq 2.44

& Keysight Spectrum Analyzer - Swept SA
RL

Ref Offset 4.08 dB
Ref 17.16 dBm

Center 2.4420000 GHz
#Res BW 10 kHz

MSG.

IFGain:Low

| SENSE:PULSE|

PNO: Wide —»— 1rig: Free Run
Atten: 24 dB

#VBW 10 kHz

#Avg Type: Log-Pwr
Avg|Hold: 10/10

Mkr1 2.441 957 GHz

CF Step
100.000 kHz
Man

Freq Offset
OHz

Scale Type

Log Lin

Frequency Tolerance NTHV_ANT1 2442

e Keysight Spectrum Analyzer - Swept SA

AC |

Center Freq 2.442000000 GHz ]
PNO: Wide —»— 1rig: Free Run
Atten: 24 dB

Ref Offset 4.08 dB
Ref 17.16 dBm

Center 2.4420000 GHz_
#Res BW 10 kHz

MSG

| | SENSE:PULSE|

IFGain:Low

#VBW 10 kHz

#Avg Type: Log-Pwr
Avg|Hold: 10/10

2.442500000 GHz

100.000 kHz
Auto 3 Man

Freq Offset
OHz

Scale Type

Log Lin

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

Frequency Tolerance NTNV_ANT1 2472

| Keysight Spectrum Analyzer - Swept SA
Xl RL

RF

| 500

ac | |

Center Freq 2.472000000 GHz

[ SENSE:PULSE]

PNO: Wide —+— 17ig: Free Run

IFGain:Low

Ref Offset 3.99 dB
Ref 16.98 dBm

Center 24720000 GHz
#Res BW 10 kHz

Atten: 24 dB

#VBW 10 kHz

#Avg Type: Log-Pwr
Avg|Hold: 10/10

Mkr1 2.471 956 GH

0 dBm

|| | Auto Man

2.472500000 GHz

CF Step
100.000 kHz

Freq Offset
0 Hz

Scale Type

Log Lin

Frequency Tolerance NTLV_ANT1 2472

o Keysight Spectrum Analyzer - Swept SA

| 500

ac | |

Center Freq 2.472000000 GHz ]
PNO: Wide —»— 1rig: Free Run

IFGain:Low

Ref Offset 3.99 dB
Ref 16.98 dBm

Center 2.4720000 GHz
#Res BW 10 kHz

MSG

| SENSE:PULSE|

| |10:25:45 AM)

Atten: 24 dB

#VBW 10 kHz

#Avg Type: Log-Pwr
Avg|Hold: 10/10

2.472500000 GHz

100.000 kHz
Auto Man

Freq Offset
OHz

Scale Type

Log Lin

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

Frequency Tolerance NTHV_ANT1 2472

& Keysight Spectrum Analyzer - Swept SA

| RL | [500 ac | |

SENSE:PULSE|

| |10:25:51 aM

Center Freq 2.472000000 GHz -
PNO: Wide —»— 1rig: Free Run
IFGain:Low Atten: 24 dB

Ref Offset 3.99 dB
Ref 16.98 dBm

‘1

\
| A
\
|
i
\
|
\
1

Center 2.4720000 GHz
#Res BW 10 kHz

MSG.

#VBW 10 kHz

#Avg Type: Log-Pwr
Avg|Hold: 10/10

CF Step
100.000 kHz
Man

Freq Offset
OHz

Scale Type

|
|
|
|
|
|
|
!

Span 1.000 MHz |52 Lin
Sweep 12.07 ms (1001 pts)

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

5. Occupied Frequency Bandwidth
5.1. Test Equipment

ltem Type Manufacturer | Model No. Serial No. I._ast. Due Calibration
Calibration
1 Spectrum analyzer Agilent N9020A | MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

5.2. Limit

Permissible value for occupied bandwidth using the FH system, a hybrid system combining DS and FH
systems, or a hybrid system combining FH and OFDM systems shall be 83.5 MHz or less, while
necessary bandwidth (minimum occupied bandwidth sufficient to ensure information transmission of
required quality at a required transmission rate for the system used under specified conditions for a

given emission type) using a system other than any of the above shall be 26 MHz or less.

5.3. Block diagram of test setup

Spectrum RF control unit EUT and Assistant
Analyzer g < System

5.4. Test Procedure

(1) Configure EUT and assistant system according clause 2.3 and 5.3

(2) Set EUT work in test mode as described in clause 2.4

(3) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the

Spectrum Analyzer as below:
Centre Frequency: The centre frequency of the channel under test.
Resolution BW: 300 KHz
Video BW: 300 KHz
Span: Wide enough to cover the complete power envelope of the signal of the EUT.

Detector: Peak.
Trace Mode: Max Hold.

(4) When the trace is complete, measure the occupied bandwidth (99% bandwidth) with spectrum

analyzer’s bandwidth measure function.

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 31/74
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5.5. Test result

Report No.: ITEZA2-202500768RF3

Condition Antenna Mode Frequency(MHz) Ban?i(\j;g?r:‘(el\(:mz) Limit(MHz) Result
NVNT ANT1 802.11b 2412.00 13.03 <26 Pass
NVNT ANT1 802.11b 2442.00 13.01 <26 Pass
NVNT ANT1 802.11b 2472.00 13.00 <26 Pass
NVNT ANT1 802.11g 2412.00 16.71 <26 Pass
NVNT ANT1 802.11g 2442.00 16.70 <26 Pass
NVNT ANT1 802.11g 2472.00 16.70 <26 Pass
NVNT ANT1 802.11n(HT20) 2412.00 17.53 <26 Pass
NVNT ANT1 802.11n(HT20) 2442.00 17.50 <26 Pass
NVNT ANT1 802.11n(HT20) 2472.00 17.52 <26 Pass
NVNT ANT1 802.11ax(HE20) 2412.00 17.54 <26 Pass
NVNT ANT1 802.11ax(HE20) 2442.00 17.51 <26 Pass
NVNT ANT1 802.11ax(HE20) 2472.00 17.52 <26 Pass
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Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 11b 2412

K:ys»ghl Spectrum Analyzer - D((upted BW ==
X AC_| [ SENSE:PULSE] [ [10:05:43 AMJan 08, 2026

Center Freq 2. 41200000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg[Hold: 10/10

—-—
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.94 dB
Ref 22.8

Center 2412 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 15.4 dBm
13.034 MHz

Transmit Freq Error 22.727 kHz % of OBW Power 99.00 %
x dB Bandwidth 16.38 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 11b 2442

faaa] Keysrgm Spectrum Analyzer - O((uptedBW =N
AC_| [ SENSE:PULSE] [ [10:13:40 AMJan 08, 2025

Center Freq 2. 44200000 GHz Center Freq: 2.442000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold:>10/10

—-—
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.08 ¢B

Center 2442 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 16.1 dBm
13.012 MHz

Transmit Freq Error 6.336 kHz % of OBW Power 99.00 %
x dB Bandwidth 16.33 MHz x dB -26.00 dB

MSG STATUS
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Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 11b 2472

K:ys»ghl Spectrum Analyzer - Occupied BW (=R ==
i RE_ [50Q AC | | SENSE:PULSE] [ [10:18:05 AM Jan 08, 2026
Center Freq 2.472000000 GHz Center Freq: 2.472000000 GHz Radio Std: None Frequency
—s— Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.99 ¢B

Center 2472 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 15.8 dBm
12.997 MHz

Transmit Freq Error -21.789 kHz % of OBW Power 99.00 %
x dB Bandwidth 16.39 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 119 2412

faaa] Keysrgm Spectrum Analyzer - O((uptedBW =N
AC_| [ SENSE:PULSE] [ [10:39:06 AMJan 08, 2025

Center Freq 2. 41200000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg[Hold: 10/10

—-—
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offsst 3.94 dB
Ref 18.8

Center 2412 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 15.1 dBm
16.708 MHz

Transmit Freq Error 21.731 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.55 MHz x dB -26.00 dB

MSG STATUS
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Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 119 2442

K:ys»ghl Spectrum Analyzer - D((upted BW ==
X AC_| [ SENSE:PULSE] [ [10:42:31 AMJan 08, 2026

Center Freq 2. 44200000 GHz Center Freq: 2.442000000 GHz Radio Std: None Frequency
Trig: Free Run Avg[Hold: 10/10

—-—
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.08 ¢B

Center 2442 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.9 dBm
16.696 MHz

Transmit Freq Error 25.296 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.58 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 119 2472

faaa] Keysrgm Spectrum Analyzer - Occupied BW =N
RE__ 500 AC | [ SENSE:PULSE] [ [10:45:29 AM Jan 08, 2026

Center Freq 2.472000000 GHz Center Freq: 2.472000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold:>10/10

—-—
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.99 <B

Center 2472 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 15.2 dBm
16.698 MHz

Transmit Freq Error 5.817 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.51 MHz x dB -26.00 dB

MSG STATUS
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Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 11n(HT20) 2412

K:ys»ghl Spectrum Analyzer - D((upted BW (=R ==
i Q AC | | SENSE:PULSE] [ [10:48:20 AM Jan 08, 2026
Center Freq 2. 412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg[Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.94 B

Center 2412 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 13.9 dBm
17.530 MHz

Transmit Freq Error 7.600 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.87 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 _11n(HT20) 2442

faaa] Keysrgm Spectrum Analyzer - D((upted BW ===
| Q AC | | SENSE:PULSE] [ [10:54:48 AM Jan 08, 2026
Center Freq 2. 442000000 GHz Center Freq: 2.442000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg[Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.08 dB
Ref 17.11

Center 2442 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.1 dBm
17.504 MHz

Transmit Freq Error 13.274 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.88 MHz x dB -26.00 dB

MSG STATUS

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 36 /74



0
m*

Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 _11n(HT20) 2472

K:ys»ghl Spectrum Analyzer - Occupied BW (=R ==
i RE_ [50Q AC | | SENSE:PULSE] [ [10:58:49 AM Jan 08, 2026
Center Freq 2.472000000 GHz Center Freq: 2.472000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg[Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.99 ¢B

Center 2472 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.3 dBm
17.522 MHz

Transmit Freq Error 1.590 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.69 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 11ax(HE20) 2412

faaa] Keysrgm Spectrum Analyzer - D((upted BW ===
| Q AC | | SENSE:PULSE] [ [10:47:57 AM Jan 20, 2026
Center Freq 2. 412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
—s— Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.94 <B
Ref 12.8

Center 2412 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.5 dBm
17.535 MHz

Transmit Freq Error 27.859 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.80 MHz x dB -26.00 dB

MSG STATUS
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Report No.: ITEZA2-202500768RF3

Occupied_Frequency Bandwidth NVNT ANT1 802 11ax(HE20) 2442

K:ys»ghl Spectrum Analyzer - D((upted BW (=R ==
i Q AC | | SENSE:PULSE] [ [10:50:06 AM Jan 20, 2026
Center Freq 2. 442000000 GHz Center Freq: 2.442000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg[Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 4.08 ¢B

Center 2442 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.7 dBm
17.514 MHz

Transmit Freq Error 12.480 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.79 MHz x dB -26.00 dB

MSG STATUS

Occupied_Frequency Bandwidth NVNT ANT1 802 11ax(HE20) 2472

faaa] Keysrgm Spectrum Analyzer - Occupied BW ===
| RE_ [50Q AC | | SENSE:PULSE] [ [10:52:37 AM Jan 20, 2026
Center Freq 2.472000000 GHz Center Freq: 2.472000000 GHz Radio Std: None Frequency
—»— Trig: Free Run Avg[Hold: 10/10
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 3.99 ¢B

Center 2472 GHz
#VBW 300 kHz

Occupied Bandwidth Total Power 14.8 dBm
17.519 MHz

Transmit Freq Error 6.325 kHz % of OBW Power 99.00 %
x dB Bandwidth 19.77 MHz x dB -26.00 dB

MSG STATUS
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Report No.: ITEZA2-202500768RF3

6. Transmitter Spurious Emissions (conducted)

6.1. Test Equipment

ltem Type Manufacturer | Model No. Serial No. I._ast- Due Calibration
Calibration
1 Spectrum analyzer Agilent N9020A MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

6.2. Limit

Permissible mean power of spurious emission of each frequency supplied to a feeder, that is, mean
power of spurious emission in the 1 MHz bandwidth at frequency f other than frequency band used
shall be as follows:

a. 2,387MHz < f < 2,400MHz and 2,483.5MHz < f < 2,496.5MHz 25 pW or less

b. 2,387MHz > f and 2,496.5MHz <f 2.5 uyW or less

6.3. Block diagram of test setup

Spectrum RF control unit EUT and Assistant
Analyzer g < System

6.4. Test Procedure
(1) Configure EUT and assistant system according clause 2.3 and 7.3
(2) Set EUT work in test mode as described in clause 2.4
(3) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the
Spectrum Analyzer as below:
Below 1GHz: Resolution BW: 100KHz.
Video BW: 100KH.
Detector: Peak.
Trace Mode: Max Hold.
Above 1GHz:
Resolution BW: 1MHz.
Video BW: 1MHz.
Detector: Peak.
Trace Mode: Max Hold.

(4)All the emissions from 30MHz to 13GHz were measured and record.
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6.5. Test result

Report No.: ITEZA2-202500768RF3

Spur.
Condition | Antenna Mode Frt:'(;.]nl:-lezr)lcy Z:Zgl(ﬁﬁz T(IB-I‘S( (SI';II:H::) ( dlé(:llfl\:lH (d BI;'LTI\:ItHz) Spur. Level LImit Result
z)

NVNT ANT1 | 802.11b | 241200 |3000°2387| 4000 |2365.79| 46.59 26 0'02135 WM 2.5u ;’W MH | pass
NVNT ANT1 | 802.11b | 241200 |2%87.00-24 | 4000 |2399.61( 41.25 16 0'0753; WM 25 WiMHz | Pass
NVNT ANT1 | 802.11b | 2412.00 240803;950524 / / / / / / /

NVNT ANT1 | 802.11b | 2412.00 24893;50524 1000 |2494.26| -46.54 16 0'022:; WM 25 u WiMHz | Pass
NVNT ANT1 | 802.11b | 241200 |249090°13 | 4000 |5185.40| 46.85 26 o.ozog; WM 2.5u ;N/ MH | pass
NVNT ANT1 | 802.11b | 244200 | 300023871 4000 |2368.14| -48.44 -26 0'01435 WM 2.5u ;N’ MH | pass
NVNT ANT1 | 802.11b | 244200 | 23870024 4000 |2399.90| -46.05 -16 00243; WM 25 u WiMHz | Pass
NVNT ANT1 | 802.11b | 244200 |2400.00°241 / / / / / /

NVNT ANT1 | 802.11b | 244200 |48350°241 1000 |2484.05| -46.51 -16 0.0223; WM 55 WiMHz | Pass
NVNT ANT1 | 80211b | 244200 | 249090°13 | 4000 |2496.50| -47.48 -26 0'017g; WM 2.5u ;’W MH | pass
NVNT ANT1 | 802.11b | 247200 |30092%87| 4000 |235164| 916 26 0'012;; WM 251 ;N’ MH | pass
NVNT ANT1 | 802.11b | 247200 | 238100241 4000 |2399.61| -45.74 -16 0'026:3'; WM 55, WiMHz | Pass
NVNT ANT1 | 802.11b | 2472.00 240803;?500”24 / / / / / / /

NVNT ANT1 | 802.11b | 247200 | 2*9359-24| 1000 |2486.79| 4015 16 O'OQGL; WM 25y WiMHzZ | Pass
NVNT ANT1 | 802.11b | 247200 | 24305013 1000 |2496.50| -45.81 -26 0'0265; WIM| 2.5u ;N’ MH | pass
NVNT ANT1 | 802.11g | 241200 300023871 4000 |2387.00| -45.31 -26 o.ozga; WM|2.5u ;’W MH | pass
NVNT ANT1 | 802.11g | 2412.00 238076%’524 1000 |2400.00| -32.72 16 0'535:; WM 25 u WiMHz | Pass
NVNT ANT1 | 802.11g | 2412.00 240803;950524 / / / / / / /

NVNT ANT1 | 802.11g | 2412.00 24893;50524 1000 |2493.16| -46.71 16 0'021"3; WM o5, WiMHZ | Pass
NVNT ANT1 | 802.11g | 2412.00 2488'05_3513 1000 |5185.40| -44.21 -26 00372; WM 2.5u :W MH | pass
NVNT ANT1 | 802.11g | 244200 | 300923871 4000 |2372.86| -47.70 26 0'01Gg; WM|2.5u ;N’ MH | pass
NVNT ANTY | 802.11g | 244200 |2%8700-24) 4000 |2399.96| -45.84 16 0'026g; WM 25y WiMHz | Pass
NVNT ANT1 | 802.11g | 244200 |2400.00-24) / / / / / /

NVNT ANT1 | 802.11g | 244200 |248350°241 4000 |2491.12| -45.66 16 0'027:'; WM 25 W WiMHz | Pass
NVNT ANT1 | 802.11g | 244200 | 20050713 1000 |2496.50 | -46.51 -26 o_ozzg; - T “;’W MH | pass
NVNT ANT1 | 802.11g | 2472.00 30'000”02387' 1000 |2370.50| -49.21 26 AR 12; WM |2.5u ;N’ MH | pass
NVNT ANTY | 802.11g | 247200 |2%8700-24| 4000 |2399.84| -46.91 16 o.ozoa; WM 25 u WiMHz | Pass
NVNT ANT1 | 802.11g | 2472.00 2408039500”24 / / / / / / /

NVNT ANT1 | 802.11g | 247200 |2%8250°241 1000 |2483.63| -28.79 6 |19218E WM 25 WiMHz | Pass
NVNT ANT1 | 802.11g | 247200 |2430°0-13| 1000 |2496.50( -41.44 26 0'071ﬁ; WiM| 2.5 “;’V’ MH | pass
NVNT ANT1 80%;8;““ 2412.00 300023871 4000 |2387.00| -47.03 26 0'0193; LM ;N/ MH | pass

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 40/ 74




Report No.: ITEZA2-202500768RF3
802.41n(H 2387.00~24 0.4703 t WM
NVNT ATt | SO0 241200 | 26T | 1000 | 2300.02| 3328 16 >t 25 W/MHz| Pass
802.11n(H 2400.00~24
NVNT antt | 023 241200 | 240 / / / / / / /
802.11n(H 2483.50~24 0.0268 1 WM
NVNT ATt | SO 241200 | 2R 1000 |2484.15| 4572 16 ¥l 25 W/MHz| Pass
802.11n(H 2496.50~13 0.0226 n WM | 2.5 1t W/MH
NVNT anTt | SO | 241200 | 00T | 1000 | 4448 4644 26 o : Pass
NVNT ANT1 | 8021Mn(H | 5440 00 [30-00°2387-1 400 (2377.57| -48.42 26 |00143RWIMI 250 WIMH | b g
T20) 00 Hz z
802.11n(H 2387.00~24 0.0234 1 WM
NVNT ATt | SO 244200 | 26T | 1000 | 238677 4630 16 Vs 25 W/MHz| Pass
802.11n(H 2400.00~24
NVNT antt | %023 244200 | 2400 / / / / / / /
NVNT anT1 [ 8021n(HE 544000 |2483:530~24 | 1000 (249091 -45.81 e |00262kWIMI o5 \WiMHz | Pass
720) 96.50 Hz
802.11n(H 2496.50~13 0.0176 t WIM | 2.5 1t W/MH
NVNT anTt | SO 240200 | 2HES0T1 | 1000 |s185.40| 4752 26 o ! Pass
NUNT | aNT1 | 80210 | 5475 09 |30-00°2387-\ 4000 |234929| -49.53 26 001 WM 25 WIMH I b o
T20) 00 Hz z
802.11n(H 2387.00~24 0.0237 1 WM
NVNT antt | SO2IM ] 247200 | 2505024 | 1000 | 2300.84| 4625 16 T 25 W/MHz| Pass
802.11n(H 2400.00~24
NVNT ant1 | 020000 247200 | 24000 / / / / / / /
802.11n(H 2483.50~24 0.8725 1 WM
NVNT ATt | SO | 247200 | 24RO | 1000 | 2483.62| 3050 16 >t 254 W/MHz| Pass
802.11n(H 2496.50~13 0.0657 n WM | 2.5 1t W/MH
NVNT antt | 8020 247200 | 2HB5051 | 1000 249650 | 4162 26 i ! Pass
NUNT | AnT1 | 892M1ax(Cl 545 69 |30-00-2387.1 4500 | 2387.00| -47.23 26 |00189MWM 25uWIMH | oo
HE20) 00 Hz z
802.11ax( 2387.00~24 0.6146 1 W/M
NVNT antt | SRS | 241200 | 2T | 1000 | 2300.06| 3211 16 ok 254 W/MHz | Pass
802.11ax( 2400.00~24
NVNT antt | SRS 241200 | 2400 / / / / / / /
802.11ax( 2483.50~24 0.0155 t WM
NVNT antt | SRS | 241200 | 24RO q000 | 248550 | 4807 16 i 254 W/MHz| Pass
802.11ax( 2496.50~13 0.0145 L WM | 2.5 1 W/MH
NVNT antt | SRS | 241200 | 2B | 1000 | 240650 | 4836 26 >k : Pass
NVNT ANT1 | 802M1aXC) 545 09 [30-00°2387-1 1600 (2368.14| -48.07 26 |00156UWIMI25uWMH | g
HE20) 00 Hz z
802.11ax( 2387.00~24 0.0262 1t WM
NVNT antt | SRS | 244200 | 20T | 1000 | 230073 | 45.80 16 i 254 W/MHz| Pass
802.11ax( 2400.00~24
NVNT antt | SR 244200 | 2400 / / / / / / /
802.11ax( 2483.50~24 0.0262 1 WiM
NVNT antt | SRS 244200 | 240002 | 1000 |2404.72| 458 16 ) 25 W/MHz| Pass
802.11ax( 2496.50~13 0.0169 1t WM | 2.5 1t W/MH
NVNT antt | SRS | 24200 | 2485071 | 1000 | 24650 4771 26 Vi ! Pass
NUNT | aNT1 | 89201aXC) 5475 0o |30-0072387-) yo00 | 177654 | 44.33 26 |0-0368LWM|25uWIMH | ppo
HE20) 00 Hz z
802.11ax( 2387.00~24 0.0199 L W/M
NVNT antt | SRS 247200 | 25908024 000 | 230055 | -46.90 16 Vi 25U W/MHz| Pass
802.11ax( 2400.00~24
NVNT ANt | OOV 247200 | 24D / / / / / / /
802.11ax( 2483.50~24 13172 L WM
NVNT ATt | SRS | 247200 | 2T 1000 | 2483.50| -28.80 16 2 254 WiMHz | Pass
802.11ax( 2496.50~13 0.0519 t WM | 2.5 1t WIMH
NVNT antt | SR 247200 | 2400013 | 1000 | 249650 | 4285 26 ¥ ] Pass
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Spurious_Emissions_NVNT_ANT1_802_11b_2412

Unwanted spurious emissions

Limit

— _ T
x  Emission

Amplitude(dBm)

-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)

Spurious_Emissions_NVNT_ANT1_802_11b_2442

Unwanted spurious emissions

Limit

— T
% Emission

40

Amplitude(dBm)

-100 T T 1
0.009 1000 3000 12750
Frequency(MHz)
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Spurious_Emissions_NVNT_ANT1_802_11b_2472
Unwanted spurious emissions
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Spurious_Emissions_NVNT_ANT1_802_11g_2442
Unwanted spurious emissions
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Report No.: ITEZA2-202500768RF3

Spurious_Emissions_NVNT_ANT1_802_11n(HT20)_2412
Unwanted spurious emissions
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Spurious_Emissions_NVNT_ANT1_802_11n(HT20)_2442
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Spurious_Emissions_NVNT_ANT1_802_11n(HT20)_2472
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Spurious_Emissions_NVNT_ANT1_802_11ax(HE20) 2412
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Report No.: ITEZA2-202500768RF3

Spurious_Emissions_NVNT_ANT1_802_11ax(HE20)_ 2442
Unwanted spurious emissions
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Spurious_Emissions_NVNT_ANT1_802_11ax(HE20) 2472
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7. Interference prevention function
7.1. Limit

Item Limits
Identification 248 bits

7.2. Measuring ID Code Software

Iltem Limits
MAC IP List MAC Scan

7.3. Block diagram of test setup

EUT and
Peripheral Assistant System

PC with Net tool
software
(Get EUT's MAC)

7.4. Test Procedure

1. In the case that the EUT has the function of automatically transmitting the
identification code: a. Transmil the predelermined identification codes form EUT, b
Check the transmitted identification codes with the demaodulator.

2. In the case of receiving the identification ocde: a. Transmit the
predetermined identification codes form the counterpart. b . Check if communication
is normal. ¢. Transmit the signals other than predetermined |0 codeas form
the: countarpart. d. check il the EUT slops the lransmission, ar il il displays
that idnetification codes are different from the predetermined ones,

7.5. Testresult

Report No.: ITEZA2-202500768RF3

EUT: Wireless Speaker Tested by: Aaron Long
Temperature: | 24°C MAC address: | aa:83:¢5:6¢:90:1b
Humidity: 56%RH

Test result: Conform

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

8. Carrier sensing function
8.1. Limit

EUT stop RF transmission signal after carrier inject to EUT.
(On 22.79+Gr-20*log(f)[dBm](Gr:dBi; f:MHz) or 100mV/m)

8.2. Test Equipment

ltem Type Manufacturer | Model No. Serial No. I.‘aSt. Due Calibration
Calibration
1 Spectrum analyzer Agilent N9020A MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

8.3. Block diagram of test setup

Spectrum Analyzer

P T RN U ATON  —

/| Combiner

\\ e HEnUATor  —

—— Signal Generator

.............. '

EUT . KE Fort Combiner

e R

[==-.

Other devig RF Part b
I:i-- =~ _/

8.4. Test Procedure

12.3.1. SG adjusted the frequency as same as the EUT transmitted signal and emitted the absence

ofmodulation from SG and power level is (on 22.79+G-20%log(f)JdBm)(G is the antenna gain,f is the

testfrequency).

12.3.2. turn off the RF signal of the SG.

12.3.3. EUT have transmitted the maximum modulation signal and fixed channelize.

12.3.4. Setting of SA :RBW/VBW=1MHz/1MHz,Span=50MHz,Sweep time=auto,Sweep
mode=continuous, Detect mode=positive peak

12.3.5. SG RF signal on.

12.3.6. EUT shall be stop the transmitted any signal and SG RF signal off, the EUT will be continuous
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8.5. Test result

Report No.: ITEZA2-202500768RF3

Not applicable

EUT: Wireless Speaker Tested by: Aaron Long
Temperature: 24°C Antenna gain: | 2.32dBi
Test result: /

Frequency
Mode (MHz) Interference power Result

/

/

/

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O
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9. Secondary Radiated Emissions

9.1. Test Equipment

Report No.: ITEZA2-202500768RF3

ltem Type Manufacturer | Model No. Serial No. I._ast. Due Calibration
Calibration
1 Spectrum analyzer Agilent N9020A | MY54484584 | 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

9.2.

Limit

The limit on secondary emissions radiated from the receiving equipment within which the function of
other radio equipment will not be impaired shall be, in terms of the power of a dummy antenna circuit
that has the same electrical constant as the receiving antenna, 4 nW or less at a frequency below 1
GHz and 20 nW or less at a frequency of 1 GHz or higher as measured using the circuit.

9.3. Block diagram of test setup

9.4. Test Procedure

Spectrum
Analyzer

<_—

RF control unit

EUT and Assistant
System

(1) Configure EUT and assistant system according clause 2.3 and 13.3

(2) Set EUT work in test mode as described in clause 2.4

(3) Connected the EUT’s antenna port to the Spectrum Analyzer by suitable attenuator, set the

Spectrum Analyzer as below:

Resolution BW: 100 KHz for frequency below 1GHz and 1MHz for frequency above 1GHz

Video BW: 100 KHz for frequency below 1GHz and 1MHz for frequency above 1GHz

Detector: Peak.

Trace Mode: Max Hold.

(4) All the emissions from 30MHz to 13GHz were measured and record.

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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Report No.: ITEZA2-202500768RF3

9.5. Test result

v A Spur. Spur. Over| Read
C°":"t'° ANT | Mode Chal""e '?Isl';'gf &ﬁg Freq. | Lev. slPeL\llr' Limit | 110 | Lev. 'f_‘:‘;‘,d Result
(MHz) | (dBm) Limit| (dBm) '
NVNT |ANT1| 802.11b | LCH 30'0”01000' 100 | 786.60 | -86.60 0'28\,21 4nW | NO / /| Pass
NVNT |ANT1| 802.11b | LoH | 1009051271 4000 | 2445.25 | -67.66 | °171% | 200w | NO | /| Pass
NVNT |ANT1| 802.11b | MCH 3°'°~01°°°' 100 | 998.06 | -87.12 | *001% | anw | NO / /| Pass
NUNT |ANT1| 802116 | McH | 10000~127 | 4400 | 3419.06 | -55.16 | 30481 | 2onw | YES | 6321 | %4771 | pass
50.0 nW nW
NVNT |ANT1| 802.41b | HCH 30'0”01000' 100 | 902.03 | -86.97 0'28\/20 4nW | NO / /| Pass
NVNT [ANT1[ 802.11b | HCH | 1009051271 4000 | 2433.50 | 60.03 | %2029 | 200w | NO | /| Pass
NVNT |ANT1| 802.11g | LCH 30'051000' 100 | 72161 | -87.12 0'28\79 4nW | NO / /| Pass
NVNT |ANT1| 802.11g | LCH 1002'005127 1000 | 2433.50 | -61.96 o.g\:;,\?g 20nW | NO / /| Pass
NVNT |ANT1| 802.11g | MCH 30'0”01000' 100 | 913.67 | -86.58 0'28\/21 4nW | NO / /| Pass
NVNT |ANT1| 802.11g | McH | '®%907127 | 1000 | 2433.50 | -60.27 | %9399 | 200w | NO / /| Pass
NVNT |ANT1[ 802.11g | HCH | 300710001 100 | 87875 | -87.92 | *201® | anw | NO / /| Pass
NVNT |ANT1| 80211g | HCH 1002'005127 1000 |2433.50 | -60.21 0'25\,25 20nW | NO / /| Pass
NUNT |ANT1[8021In(H | oy | 80.071000. | 446 | 95047 | -g6.61 | %0921 | 4nw | NO / /| Pass
T20) 0 W
802.11n(H 1000.0~127 0.0824
NNT | anT1| 802000 | e o 1000 | 2421.75 | 7084 | 90824 1 o0nw | NO / /| Pass
NVNT |ANT1 80%;(1);‘("' MCH 30'051000' 100 | 982.54 | -87.02 0'28\}9 4nW | NO / /| Pass
802.11n(H 1000.0~127 21307 0.9646
NNT - [anT1| 820000 M o 1000 | 2438.14 | 56.71 | 21397 | o0nw | vEs | 60.16 | 0909 | pass
NVNT | ANT1 80%;8;““ HCH 30'051000' 100 | 934.04 | -86.94 0'28\/20 4nW | NO / /| Pass
802.11n(H 1000.0~127 1.0435
NNT | ANT1 | S02 0000 | hen o 1000 | 243350 | 59.81 | "%71%° | 200w | NO / /| Pass
802.11ax( 30.0~1000. 0.0020
NVNT |AnTt | BRI Len 0 100 | 903.00 | -86.92 | %9020 | 4nw | NO / /| Pass
802.11ax( 1000.0~127 0.4373
NNT a1 | ST Len 2 1000 | 2445.25 | 6359 | %4373 | 200w | NO / /| Pass
802.11ax( 30.0~1000. 0.0030
NNT - [anT1| SRS Men 0 100 | 705.12 | -85.12 | %0020 | anw | NoO / /| Pass
802.11ax( 1000.0~127 0.6550
NNT | AnT1 | ST | e o 1000 | 244525 | 6184 | %020 | 200w | NO / /| Pass
802.11ax( 30.0~1000. 0.0036
NNT | AnT1 | ST | en - 100 | 903.00 | -84.34 | %0028 | 40w | NO / /| Pass
802.11ax( 1000.0~127 0.3079
NNT - [anT1| SRS e i 1000 | 517125 | -65.11 | %3079 | 20nw | NO / /| Pass
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L-:,n,su@_|
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|
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Secondary_emission_of_radio_wave_NVNT_ANT1_802_11n(HT20)_MCH
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= Keysight Spectrum Analyzer - Swept Sh \,allﬁJ@|
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10. Equivalent Isotropic Radiated Power

10.1. Test Equipment

Item Type Manufacturer | Model No. | Serial No. Calli_barzttion Due Calibration
1 | Spectrum analyzer Agilent N9020A |MY54484584| 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11
3 Horn Antenna SCHWARZBECK [BBHA9170 00956 2025.05.18 2026.05.17

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

10.2. Limit
Modulation Frequency band Antenna OmnidirectionallleP
system used power(max.) L Directional case
DS 2400~2483.5MHz 10mW/MHz 12.14dBm/MHz | 22.14dBm/MHz
OFDM1 2400~2483.5MHz 10mW/MHz 12.14dBm/MHz | 22.14dBm/MHz
OFDM2 2400~2483.5MHz 5mW/MHz 9.14dBm/MHz 19.14dBm/MHz

10.3. Block diagram of test setup

y ) Ly
ekl e

10.4. Test Procedure

Step 1

Set the test equipment at test frequency, and in continuous transmitting mode or intermittent burst
mode (constant frequency and constant burst time). Stop the spread.

Step 2

Set the height and direction of test equipment and measurement antenna approximately facing each
other.

Step 3

In the frequency derived in D), change the height of the measurement antenna from the ground by
+50cm with a central focus on the antenna of test equipment. Search the location that the power is
maximum by adjusting the direction of measurement antenna. Set the indicator of spectrum analyzer at
this point as “E”.

Step 4
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Remove the test equipment from the turntable, set the opening of substitution antenna at the same
location as the opening of the test equipment, and receive by outputting radio wave of the same
frequency from the standard signal generator for substitution.

Step 5

Adjust at the maximum power point, turning the substitution antenna.

Step 6

Change the height of the measurement antenna from the ground by £50cm with a central focus on the

substitution antenna, and adjust the direction of measurement antenna to the location that the received
power is maximum.

Step 7

Adjust output of standard signal generator and record the power Ps that is equal to “E”. Or record Ps by
counting backward from the difference with “E” as the close value to “E” (within +1dB).

Step 8
EIRP is derived from the following calculating formula:
EIRP = Gs— Lr + Ps
Gs; Absolute gain of substitution antenna (dBi).
Lr; Loss of electric supply line between standard signal generator and substitution antenna (dB).
Ps; Output of standard signal generator (dBm).

Step 9
Spectrum Analyzer as below:
Centre Frequency: The centre frequency of the channel under test.
Frequency Span: OHz
Resolution BW: 1MHz
Video BW: 3MHz

Detector: Peak.
Sweep mode: Continuous sweep

10.5. Test result

Condition | Antenna Mode Frequency Powngf(adsBu:mIHz) é\anit:(rc‘igai) EIRP(dBm/MHz) Limit(ﬁE;IMHz) Result
NVNT ANT1 802.11b 2412.00 -2.62 2.32 -0.30 12.14 Pass
NVNT ANT1 802.11b 2442.00 -1.64 2.32 0.68 12.14 Pass
NVNT ANT1 802.11b 2472.00 -2.05 2.32 0.27 12.14 Pass
NVNT ANT1 802.11g 2412.00 -5.52 2.32 -3.20 12.14 Pass
NVNT ANT1 802.11g 2442.00 -5.76 2.32 -3.44 12.14 Pass
NVNT ANT1 802.11g 2472.00 -5.66 2.32 -3.34 12.14 Pass
NVNT ANT1 | 802.11n(HT20) | 2412.00 -7.46 2.32 -5.14 12.14 Pass
NVNT ANT1 | 802.11n(HT20) | 2442.00 -7.51 2.32 -5.19 12.14 Pass
NVNT ANT1 | 802.11n(HT20) | 2472.00 -7.04 2.32 -4.72 12.14 Pass
NVNT ANT1 [802.11ax(HE20)| 2412.00 -6.79 2.32 -4.47 12.14 Pass
NVNT ANT1 [802.11ax(HE20)| 2442.00 -6.87 2.32 -4.55 12.14 Pass
NVNT ANT1 [802.11ax(HE20)| 2472.00 -6.59 2.32 -4.27 12.14 Pass
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11.3dB Beam Bandwidth

11.1. Test Equipment

Report No.: ITEZA2-202500768RF3

Item Type Manufacturer | Model No. | Serial No. Calli_barzttion Due Calibration
1 | Spectrum analyzer Agilent N9020A |MY54484584| 2025.11.10 2026.11.09
2 RF control unit Tonscend JS0806-1 | 19K8060206 | 2025.11.12 2026.11.11
3 Horn Antenna SCHWARZBECK [BBHA9170 00956 2025.05.18 2026.05.17

Note: The test equipment is calibrated by HUAJUE MEDICAL TESTING AND METROLOGY
(SHENZHEN) CO.,LTD. Calibration standard: Article 24-2, Paragraph 4 of the Radio Act, method ¢

11.2.Block diagram of test setup

11.3. Test Procedure

Step 1

Set the test equipment at test frequency, and transmit.

Step 2

Stop the modulation, and make it “continuous transmission of unmodulated wave” in principle. If it is
impossible, make it “intermittent burst transmission of unmodulated wave”

Step 3

Polarized wave side of measurement antenna is the same using mode as test equipment.

Step 4

Set the height and direction of test equipment and measurement antenna approximately facing each

other.
Step 5

Set the spectrum analyzer according to “Spectrum set” and set as reference level and receive.

Step 6

Adjust at the maximum received power point, turning the test equipment horizontally and vertically.

Step 7

Change the height of the measurement antenna from the ground by +50cm with a central focus on the
antenna of test equipment, and search the location that the power is maximum by adjusting the
direction of measurement antenna. Set the indicator of spectrum analyzer at this point as “E”.

Step 8

By using EIRP (Pk) that is measured at 9, calculate allowed main beam angle(B0) between the
horizontal plane and vertical plane of the test equipment as follows.

Allowed main beam angle (6o) = 360/A
Bo: Allowed transmitter antenna beamwidth angle in degree of test equipment
Pe : EIRP of test equipment (dBm)

A: A is defined as EIRP divides by the summation of antenna gain 2.14dBi transmitter antenna and
average power 10mW (In case of using ODFM, or DS, or FHSS, or DS and complex with FHSS, or

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0
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OFDM and complex with FHSS, 10mW/MHz. However, in FHSS or DS and complex with FHSS, or
OFDM and complex with FHSS, when using the frequency from 2,427MHz to
2,470.75MHz,3mW/MHz) antenna power. In case the value is lower than 1, set A as 1.

Step 9

Turn the test equipment in horizontal direction, from main beam direction with the beam angle
except main beam angle (o) calculated by (step 8), over all surroundings as much as possible.
Confirm that received power is decreased more than 3dB from the maximum point value of received

power(E).

Step 10

Return the test equipment to position (step 6), incline the test equipment in vertical direction, from
main beam direction with the beam angle except main beam angle (8o) calculated by (step 8),
widely as much as possible (over 90 degrees. However, it is able to according to “6. other condition”,
too.) Confirm that received power is 3dB lower than the maximum point value of received power (E).

Step 9
Spectrum Analyzer as below:

Centre Frequency: The centre frequency of the channel under test.
Frequency Span: OHz

Resolution BW: 1MHz

Video BW: 1KHz

Y-Axis: 5dB/Div

Detector: Peak.

Sweep mode: Continuous sweep

Input level: the amplitude of transmission signal is set around max. line area

of mixer.

11.4. Test result
Not applicable (the EIRP less than 12.14dBm).
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12. Photos of test setup

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 64 /74



Report No.: ITEZA2-202500768RF3

30 40 50 60 70

10 20 30 40 50 60 70 80 90100 10 20 30 40 50 80 79 80 90200 10 26

08 06 pppoL 0Z OE OH

06 poz ok 0Z O

0 O 4 09 0L OB 0s 09
00201 oz g 06 00E0s 0z ot ov 05 09 0L 09 0§

oilllu

¢ or 0os 09 o, 08 06 00lor oz

86 70 80 9020

mummwnumuwmuumuna
40 60 60 70 80 90100 10 20 30 49 2o

10 20 30

UL PO TULERFEREYTT

O 01, 0z 0¢ ov 05 09 0L 08 06 (0} 0F 0Z OF OV 0S 09 O 08 06 (oZOL 0Z OF OF 0S 09 0L

or 05 09 oz 08 06 00bos oz oc ov os 09 o2 o8 06 00201 0z 0s ov 0s 09 oz 08 06 00E0; o‘z
il \ bbbty

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 65/74



Report No.: ITEZA2-202500768RF3

30 40 50 60 70 80 90200

70 80 90100 10 20 30 40 50 60 79 80 90200 10 20 30 40
70 80 80100 19 20

10 20 30 40 50 60

] I [ i 1)
Wl gy 0z O£ OF 0S 09 0L 08 06 0QLOL OZ 0t OF 0S 09 0L 08 06 )z 0} 0Z OE O¥ 0S 29 0L 08 O

.
oc 0v 05 09 oz 08 06 00bos 0z oc ov 05 09 02 08 06 00201 oz ot 0¥ 05 09 oz 08 06 0001 0z o€ 0
W1 | | | | | | | bty {14 |

0z

o
@

=3

w0

o

-

2 (7
o

o~

3

1

(11 ! ! i I RS ERRARARN ARRAAN \ \ \ J
Cuns gy 0z 0g Ov 05 09 OL 08 06 QQ),0% 0T O UV U8 OB 0L W
9 0z 08 06 00LoL 0z o Gy 05 09 OL O8 ne.WLm, YR

A RN

0¢ 07 05 0

IHIHJ

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 66/ 74



Report No.: ITEZA2-202500768RF3

P g4 oz o5 0v 05 08 0L 08 06 QOLOb OZ % OV OS W 8L W

0Z 0£ 0¥ 0S 09 0L 08 06 00l ov oz ot ov 0 Q0 m W us“‘l- W Y
ol /m,/ 11l rmmfm'Mm“mlm\w |

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0 Page 67 / 74



Report No.: ITEZA2-202500768RF3

il >w\'

o‘"“" oL OZ 0£ ov 0S 09 01. 08 06 ““¥0¥ o Q‘c‘. Qv Q‘i W “L “%

L

3
3 - t 2
S = ' Bl
&
&

20z 0 0¥ 05 09 0z 08 06 00koL 0z ot ov 05 09 QL W oo Wt oy W 3
f///.u///// il Jmmmfm4\mw:-~‘v:~‘w \\\\\\\\\\m\\n\\

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0Q Page 68 /74



= Report No.: ITEZA2-202500768RF3

mJM i

2
8-
~ =
8

80 90100 19 »

0 30 40 50 go 70

10 2

wa g, 0z o o osgdt 08 06 gmm 0z 0% ¥ 08 09 02 08 06 00Z0% 0Z OF 0¥ 05 09 OL 08 06 (Lot O

)

©20 30 40 50 gy 70

.
2 0Z 0£ O 05 09 0L 08 06 Gﬂlm oz 0€ 0p 05 09 0L 08 06 00201 oz o ov 03 09 oz 08 06 00EoL o0z of ov 05 09 0
| | e Al

I mn\u..wwh

Page 69/ 74

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O



60 70 80 90100 10 20 30 4p 50 g9 70 80 90200 4

10 20 30 40 50

7.1“‘ | | I I
Ounw gy 6z 0¢ ov 05 09 0 08 06 Q)04 0 0

.
05 09 oz 08 06 00Zos oz oe ov 0s

0Z 0t oY

Q

5]
-
=1
~
8
e
[
~
2
2
2

%0100 10 20 30 40 50 60 70 80 9020010 20 30 4o
80 90100 10 20 39 4

30 40 50 60 70 8o

w oL 0Z O£ OF 0S 09

O 20

6 00Los o

0Z 0 O 0S 09 0L 08 0

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0

| i |
0L 08 06 (Q}0F 0Z OE Ov 0§ 09 0L 08

Z 0¢ G¥ 05 09 0L 08 06 00201 oz of

Report No.: ITEZA2-202500768RF3

W R L i THI \
0% 05 09 0L 08 06 §)ZOb OZ OC OF 05 09 OZ 08 06 OPgo} 02

06 00€01 0z ot 0¥ ols 09 0L
| | o |

09 0L 08
| | I 1 " 11 1Eh1]

06 ()z0} 0 0 O 05 09 0L 08
06 0001 0z ot

€ O 05 09 0L 08B

Page 70/ 74



5070 80 9049 1o
10 20 30 40 50 69 79

\IIIJ I

o
3 e

il 1] 05 09 017

Q

o
=t
o
™
=
— N
o,

— < 0Z 0 0¥ 05 09

ﬁ'wmw(m;lmmmmm A ond

o
-
o
B
F
o
(=2
o
oo
=
~

50 60

40

0Z 0% O

20 30

= Report No.: ITEZA2-202500768RF3

wl\‘H

05 09 0L 08 06 00! 0L

08 06 OOLm 0z 0¢ O¥ 08 o

"”‘\!il\\

05 09 OL 08 06 QL0

[

!

L — 20z 0c 0¥ 05 09 0L 08 oe 00koL oz ot o 0s n
‘ MERARE AL

}J‘l,lf"r ilﬁ"‘i\[ ,|‘||F||‘MHH\'|‘I\ ANTNRARY 2R ARARRRN

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0

Page 71 /74



mzc.‘mws-uaornaoeon:auuuu

10 20 30 40 50 80 70 80 90100

S

=
-
S
-
=
8.
=
o

10 20 30 40 59 69

Q

»

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O

Report No.: ITEZA2-202500768RF3

06 ())Z04 0T OE O¥ 0S 09 0L 08 06

Great Power{ZHUHAI GREAT POWER ENERGY CO_LTD)

CAUTION
Do not desassemble or use if expansion of deformaiion gccurs
Do not cause a shor cireuit

Do not place at high tlemperature

Use Special Charger Only

Battery is prohibited o use after immersing

1INR 1856-2

00201 oz ot ov os

Wi gL 0Z 0€ 0¥ 05 09 0L 08 06 0QLOL 02 0%

0z 0 or 0S 09 0. 08 06 00boL 0z of Gv 0S 09 0L 08

Page 72 /74



Report No.: ITEZA2-202500768RF3

(=]
=]
~
(=]
0
(=]
wn
S
<
o
o
(=]
™~
o
=
o
o
-—
]
(=]
=
«©
o
~
o
[T=]
(=
wn
=]
=
(=]
Lot}
(=]
™~
%

ANT

10 20 30 40 50 60 70 80 90100 10 20 30 40 5¢

0z 0 Ov 0S 09 0L 08 06 Q|0+ 0T 0E 0¥ 0S 09 0L 08 06 QZ0

08 06 0001 oz oc o¥ 05 09

oz o¢ oy os 09 o2 08 06 00bor 0z oe o 05 09 02

991001;

i
|

[R]

30 40 50 60 70 80

w!;lu M“‘}‘ i

o
o™
o
-

-M.‘u'. mwwlwlm

Qi 0y 0z 0t 07 0 09 02 08 06 00404 0Z 0€ 0% 0

r 4

_%0Z 0E 0V 05 09 0L 08 06 00k o1 0z oe G 05 09 0L 08 06 007

I‘H‘I.H"|‘|I\‘|‘ M||_M\|\:‘|w'u | mu.um \u‘lllu"l’

920 30 40 50 60 70 80 901(( 10 20 30 40 5

i

TIRT-TRF/ MIC Article 2, Paragraph 1, Item 19_A0 Page 73 /74



= === = Report No.: ITEZA2-202500768RF3

I Vi | | i i | | | |
0z 0¢ Ov 0S 09 0L 08 06 ()0} 0Z 0 OV 0 09

(=]
n
o
b s
o
e
=
(=]
-
o
o
-—
o
(=2)
o
o]
o
~
o
©w
(=
n
o
<
=
Lot
[=]
o™

»

oz oc oy os 09 oz os 06 00bor oz

o ov 05 09 oz o8 06 00Col

e

A0

~ee--END OF REPORT-nere-

TIRT-TRF/ MIC Article 2, Paragraph 1, ltem 19_A0O Page 74 / 74



	1.General Information
	1.1.Description of Device (EUT)
	1.2.Accessories of Device (EUT)
	1.3.Ancillary Equipment Details
	1.4.Additions, Deviations and Exclusions from Standard
	1.5.Model differences

	2.Summary of test
	2.1.Summary of test result
	2.2.The standard of Calibration Equipment
	2.3.Block Diagram
	2.4.Test mode
	2.5.Test Conditions
	2.6.Test Voltage
	2.7.Test Facility
	2.8.Measurement Uncertainty (95% confidence levels, k=

	3.Antenna Power
	3.1.Test Equipment
	3.2.Limit 
	3.3.Block diagram of test setup
	3.4.Test Procedure
	3.5.Test result 

	4.Frequency Tolerance
	4.1.Test Equipment
	4.2.Limit 
	4.3.Block diagram of test setup
	4.4.Test Procedure
	4.5.Test result 

	5.Occupied Frequency Bandwidth
	5.1.Test Equipment
	5.2.Limit 
	5.3.Block diagram of test setup
	5.4.Test Procedure
	5.5.Test result 

	6.Transmitter Spurious Emissions (conducted)
	6.1.Test Equipment
	6.2.Limit 
	6.3.Block diagram of test setup
	6.4.Test Procedure
	6.5.Test result

	7.Interference prevention function
	7.1.Limit 
	7.2.Measuring ID Code Software 
	7.3.Block diagram of test setup
	7.4.Test Procedure
	7.5. Test result

	8.Carrier sensing function
	8.1.Limit 
	8.2.Test Equipment
	8.3.Block diagram of test setup
	8.4.Test Procedure
	8.5.Test result 

	9.Secondary Radiated Emissions
	9.1.Test Equipment
	9.2.Limit 
	9.3.Block diagram of test setup
	9.4.Test Procedure
	9.5.Test result 

	10.Equivalent Isotropic Radiated Power
	10.1.Test Equipment
	10.2.Limit 
	10.3.Block diagram of test setup
	10.4.Test Procedure
	10.5.Test result 

	11.3dB Beam Bandwidth
	11.1.Test Equipment
	11.2.Block diagram of test setup
	11.3.Test Procedure
	11.4.Test result

	12.Photos of test setup
	13.EUT Photo

