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802.11ac-VHT40 Power Spectral Density - Ant 3 / Ant 0 + 1 + 2 + 3 (CDD Mode) 

Channel 38 (5190MHz) Channel 46 (5230MHz) 

  

Channel 151 (5755MHz) Channel 159 (5795MHz) 
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802.11ac-VHT80 Power Spectral Density - Ant 3 / Ant 0 + 1 + 2 + 3 (CDD Mode) 

Channel 42 (5210MHz) Channel 155 (5775MHz) 
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802.11ac-VHT20 Power Spectral Density - Ant 0 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 36 (5180MHz) Channel 44 (5220MHz) 

  

Channel 48 (5240MHz) Channel 149 (5745MHz) 

  

Channel 157 (5785MHz) Channel 165 (5825MHz) 
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802.11ac-VHT40 Power Spectral Density - Ant 0 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 38 (5190MHz) Channel 46 (5230MHz) 

  

Channel 151 (5755MHz) Channel 159 (5795MHz) 
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802.11ac-VHT80 Power Spectral Density - Ant 0 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 42 (5210MHz) Channel 155 (5775MHz) 
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802.11ac-VHT20 Power Spectral Density - Ant 1 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 36 (5180MHz) Channel 44 (5220MHz) 

  

Channel 48 (5240MHz) Channel 149 (5745MHz) 

  

Channel 157 (5785MHz) Channel 165 (5825MHz) 
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802.11ac-VHT40 Power Spectral Density - Ant 1 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 38 (5190MHz) Channel 46 (5230MHz) 

  

Channel 151 (5755MHz) Channel 159 (5795MHz) 
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802.11ac-VHT80 Power Spectral Density - Ant 1 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 42 (5210MHz) Channel 155 (5775MHz) 
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802.11ac-VHT20 Power Spectral Density - Ant 2 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 36 (5180MHz) Channel 44 (5220MHz) 

  

Channel 48 (5240MHz) Channel 149 (5745MHz) 

  

Channel 157 (5785MHz) Channel 165 (5825MHz) 
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802.11ac-VHT40 Power Spectral Density - Ant 2 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 38 (5190MHz) Channel 46 (5230MHz) 

  

Channel 151 (5755MHz) Channel 159 (5795MHz) 
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802.11ac-VHT80 Power Spectral Density - Ant 2 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 42 (5210MHz) Channel 155 (5775MHz) 
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802.11ac-VHT20 Power Spectral Density - Ant 3 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 36 (5180MHz) Channel 44 (5220MHz) 

  

Channel 48 (5240MHz) Channel 149 (5745MHz) 

  

Channel 157 (5785MHz) Channel 165 (5825MHz) 
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802.11ac-VHT40 Power Spectral Density - Ant 3 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 38 (5190MHz) Channel 46 (5230MHz) 

  

Channel 151 (5755MHz) Channel 159 (5795MHz) 
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802.11ac-VHT80 Power Spectral Density - Ant 3 / Ant 0 + 1 + 2 + 3 (Beam-Forming Mode) 

Channel 42 (5210MHz) Channel 155 (5775MHz) 
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5.7. 操作頻帶外的峰值發射 

5.7.1. 適用標準  

依據國家通訊傳播委員會低功率射頻電機技術規範之第 4.7.3 節： 

(1) 在 5.15 GHz～5.35 GHz 及 5.470 GHz～5.725 GHz 頻段操作的發射器：帶外發射之有效等向輻

射功率(EIRP)≦-27 dBm/MHz。 

(2) 在 5.725 GHz～5.850 GHz 的頻段操作之發射器：所有頻帶邊緣向外 5 MHz 內頻率之發射，有效

等向輻射功率(EIRP)≦27 dBm/MHz～15.6 dBm/MHz (以線性法計算對應之限制值)；所有頻帶邊緣

向外 5 MHz～25 MHz，有效等向輻射功率(EIRP)≦15.6 dBm/MHz～10 dBm/MHz (以線性法計算

對應之限制值)；所有頻帶邊緣外 25 MHz～75 MHz，有效等向輻射功率(EIRP)≦10 dBm/MHz～-27 

dBm/MHz (以線性法計算對應之限制值)；所有頻帶邊緣外≧75 MHz 的頻率之發射，有效等向輻射

功率(EIRP)≦-27 dBm/MHz；  

 

 

 

 

 

 

 

 

5.7.2. 量測方 法 

高頻待測物置於高 150 公分之非導體桌面，受測物與配件設備之電源線無須束綁，桌面上受測設備的

所有電源線由桌子的後緣垂下沿旋轉桌表面接至交流插座。落地型設備的交流電源線可以方便的型態

走線。桌面可 360 度旋轉，接收天線置於距待測物 3m 距離，高度可在 1 至 4 公尺間變動，以量測待

測物之最大輻射電場強度。接收天線並應於水準及垂直極化方向各量測一次。 
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5.7.3. 測試架構圖 

1GHz ~ 18GHz Test Setup 

 

Note: This item was performed with the WIFI antenna connected. 
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Additional Beam-Forming Mode Test Setup 

Make the EUT connect with the station by 5GHz wireless. 

Input some commands in the notebook (1) to open the EUT Beam Forming function, and setup the 

related test channel & data rate & power setting. 

Make the notebook (1) ping with notebook (2) using the “IxChariot” software. 
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5.7.4. 操作頻帶外的峰值發射測試結果 

Site: AC1 Time: 2018/01/26 - 11:39 

Limit: FCC_Part15.209_RE(3m) Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: AC2300 Wireless MU-MIMO Gigabit Router Power: AC 120V/60Hz 

Test Mode: Transmit by 802.11a at Channel 5180MHz, Ant 0 + 1 + 2 + 3 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor Type 

1   5150.000 64.038 59.869 -9.962 74.000 4.170 PK 

2  * 5181.730 109.678 105.615 N/A N/A 4.063 PK 

Test Mode: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Site: AC1 Time: 2018/01/26 - 11:41 

Limit: FCC_Part15.209_RE(3m) Engineer: Kevin Ker 

Probe: BBHA9120D_1GHz_18GHz Polarity: Horizontal 

EUT: AC2300 Wireless MU-MIMO Gigabit Router Power: AC 120V/60Hz 

Test Mode: Transmit by 802.11a at Channel 5180MHz, Ant 0 + 1 + 2 + 3 (CDD Mode) 

 

No Flag Mark Frequency 

(MHz) 

Measure 

Level 

(dBuV/m) 

Reading 

Level 

(dBuV) 

Over Limit 

(dB) 

Limit 

(dBuV/m) 

Factor Type 

1   5150.000 49.031 44.862 -4.969 54.000 4.170 AV 

2  * 5180.920 99.482 95.416 N/A N/A 4.066 AV 

Test Mode: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB) 

Factor (dB) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 

 




