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TEST REPORT

ST Wireless Gaming Controller

Test

Model /Type . LeadJoy-Saber Plus

Listed Models . N/A

Applicant . Shenzhen Dynamic Fingertip Network Technology Co., Ltd.

. Room 2204-07, Unit 2, Building 1, Wanzhi Tiandi Commercial
Address Center, No. 3 Dongpo Road, Yangmei Community, Bantian
Street, Longgang District, Shenzhen City, China

Manufacturer : Shenzhen Dynamic Fingertip Network Technology Co., Ltd.

: Room 2204-07, Unit 2, Building 1, Wanzhi Tiandi Commercial
Address Center, No. 3 Dongpo Road, Yangmei Community, Bantian
Street, Longgang District, Shenzhen City, China

Test result Pass

*In the configuration tested, the EUT complied with the standards specified page 4.

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test
laboratory.
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1. SUMMARY
1.1. Test Standards

The tests were performed according to following standards:

MIC Notice No.88 Appendix No.43

1.2. Test Description

Test Item Standard Test Requirement Result
Frequency Error Qgiglg Az\;)zp’elrtgi?( :\I%TISC Belee Article 2-2, ltem 19 Pass
Anenre Ot Foverand Oupt | e 22 tem 1SMENAI o2 tom 19 | pas
Ooapied Sandwidn and Suread | M 22 lem SMONAI | sgo 23 tom 19 | pos
Unwanted Emission Strength Qgigg K;)%elrt]zri?( LQ(;IXHSC peties Article 2-2, ltem 19 Pass
gﬁce:?]gcti:ry Radiated Emission Qgi(élg ,62\;)2p’elrt1((ejri?< :\1 %-_'X“SC Notice Article 2-2, Item 19 Palss
Dwell time e K;)%e'rtgi?( 1 MIC Notice | articie 2-2, ltem 19 Pass
Interference Prevention Function Qrc')ti.(élg K;}i’el:g& :\%'Xléc pletics Article 2-2, Item 19 Pass
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1.3. Test Facility
1.3.1 Address of the test laboratory
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Shenzhen Yacetong Testing Technology Services Co., Ltd.
803, Building 1, COFCO Chuangzhi Factory, Xingdong Community, Xinan Street, Baoan District,

Shenzhen, Guangdong, China
CNAS No: L11663

1.4. Measurement Uncertainty

For the test methods, according to the present document, the measurement uncertainty figures shall
be calculated in accordance with TR100028-1 [2] and shall correspond to an expansion factor
(coverage factor) K=1.96 or K=2 (which provide confidence levels of respectively 95% and 95.5% in

the case where the distributions characterizing the actual measurement uncertainties are normal.

Parameter Uncertainty
Frequency error / 99%&90% bandwidth +1.62*10°
Total RF power, conducted +0.8dB
Spurious emissions, conducted +0.8dB
DC and low frequency voltages 10.05%
Humidity 5%
Temperature +1°C
1.5. Test Conditions
Temperature: 24.5C
Pressure: 55%
Relative Humidity: 101kPa
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2. GENERAL INFORMATION

2.1. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Power supply: INPUT: DC 3.7V
The EUT has the input voltage to the circuit of RF unit complies with
output voltage limitation(+1%)against input voltage fluctuation(x10%).

So, all measurements were conducted at only rated voltage DC 3.7V

RF

D-D C

DC3.7V Conv. DC3va

Test below:

1: The fluctuation of G pointis undsr £1%, when input voltage from B poirt 1o the test equipment is
fluctuated by £10%.

2The fluctuaton of C polnt is under £1%, when nputvoltage from A point 1o the test eguipment is
fluctuated by £10%.

The measurement result of the voltage fluctuation at RF circuit when
3.7Vdc +/- 10%

Input DC3.7V DC 3.3V
4.07v 3.3V
3.7V 3.3V
3.33V 3.3V
Temperature: 5.0 -35.0 °C
Humidity: 45-85 % RH

Atmospheric Pressure: 1000 -1010 mbar

Test frequencies: If the EUT can be set to 3 of more different (carrier) frequencies in 1
allocated band, testing shall be performed using the Lowest, Middle
and the Highest frequency (L,M and H). If there are 2 or fewer

frequencies, testing shall be performed with the available frequencies.
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2.2. General Descriptionof EUT
Product Name: Wireless Gaming Controller
Model/Type reference: LeadJoy-Saber Plus
Listed Model(s): N/A
Model difference: N/A
Adapter information: DC 3.7V form battery (3.7V, 1000mAh, 3.7Wh) or DC 5V form USB

port
Hardware version: V1.0
Software version: V1.0
Bluetooth
Supported type: Bluetooth BR/EDR
Modulation: GFSK,m/4DQPSK,8DPSK
Operation frequency: 2402MHz to 2480MHz
Channel number: 79
Channel separation: 1 MHz
Antenna type: PCB antenna
Antenna gain: 1.9 dBi
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2.3. Description of Test Modes

The EUT has been tested under typical operating condition. The Applicant provides communication
tools software to control the EUT for staying in continuous transmitting and receiving mode for testing.
RX and TX modes click the RX or TX buttons on the software. See the test software manual for
detailed settings.

Test software: FCC_assist_1.0.2.2
Rating power Transmission rate
Test mode Power level mW/MHz Mbps
GFSK 11 0.01 1
/4DQPSK 11 0.01 2
8DPSK 11 0.01 3
Operation Frequency List BT 5.4+EDR:
Channel Frequency(MHz) Channel Frequency(MHz)
00 2402 40 2442
01 2403 41 2443
02 2404 42 2444
03 2405 43 2445
04 2406 44 2446
05 2407 45 2447
06 2408 46 2448
07 2409 47 2449
08 2410 48 2450
09 2411 49 2451
10 2412 50 2452
11 2413 51 2453
12 2414 52 2454
13 2415 53 2455
14 2416 54 2456
15 2417 55 2457
16 2418 56 2458
17 2419 57 2459
18 2420 58 2460
19 2421 59 2461
20 2422 60 2462
21 2423 61 2463
22 2424 62 2464
23 2425 63 2465
24 2426 64 2466
25 2427 65 2467
26 2428 66 2468
27 2429 67 2469
28 2430 68 2470
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29 2431 69 2471
30 2432 70 2472
31 2433 71 2473
32 2434 72 2474
33 2435 73 2475
34 2436 74 2476
35 2437 75 2477
36 2438 76 2478
37 2439 77 2479
38 2440 78 2480
39 2441

Note: Test performed at the lowest/middle/highest frequencies selected in the list above for EUT supported while
working on specified mode.

2.4. Measurement Instruments List

No TeSt Manufactur Model No Serial No Cal. Date Cal. Due _Calibra_t
Equipment er Date ion unit
1 Spectrys Agilent N9020A MY112299 | 2025.03.21 | 2026.03.20 | CCIC
Analyzer
2 RF Cable 1# | FUJIKURA 5D-2W 01 2025.03.21 | 2026.03.20 | ccIc
3 Dgug%‘l’;er ANS JS122D 00415 2025.03.21 | 2026.03.20 | ccic
4 Power meter | EVERFINE |  PF9802B P1%57%53’2D1 2025.03.21 | 2026.03.20 | CCIC
Digital
5 . Fluke 15B+ 17091822 | 2025.03.21 | 2026.03.20 | CCIC
Multimeter
Digital .
6 . Tektronix TDS1012B S007 2025.03.21 | 2026.03.20 | ccIC
Oscilloscope

Calibration by the calibration agencies listed in the table correspond to paragraph 4 (ii) (c) of Article
24-2 in the Radio Law".
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3. Test conditions and Results

3.1. Frequency Error

LIMIT
+50ppm
TEST CONFIGURATION
SPECTRUM
20 ANALYZER
TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: non-modulation
Spectrum Condition:
Frequency: test frequency
Span: 500 KHz
RBW: 10 KHz
VBW: 30 KHz
Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold

Shenzhen Yacetong Testing Technology Services Co., Ltd
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TEST RESULTS
Testvoltage Frequency Deviation Tolerance Limit
Read (MHz Result
v) (MHz) (MH2) 1 (Mhz) (om) | (ppm)
2402.00 2401.990 -0.010 -4.16
DC 3.7V 2441.00 2440.990 -0.010 -4.10 +50.00 Pass
2480.00 2479.990 -0.010 -4.03
] Test mode: | Carrier

" saten: 2098

w " eaten: 2048

RefC 2.8 d8
Ref 5.27 d&m

|Center 2.4020000 GHz " ) Span 500.0 kHz |Center 2.4410000 GHz " " Span 500.0 kHz
es BWW 10 kHz #VEW 30 kHz jee 0 m [#Res BW 10 kHz F#VEW 30 kHz e Sweep 4.800 ms (1001 pts]
Test channel: 2402MHz Test channel: 2441MHz

(BB birysigpa Snitimm Sty - Smept 5

‘Caner Freq 2.480000000 GHz
Paees oo Trig FreeRun
#atten: 20 0B

!c enter 24800000 GHz " " Span 500.0 kHz
[#Res BW 10 kHz #VEW 30 kHz Sweep 4.800 ms (1001 ps|
-

Test channel: 2480MHz
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LIMIT
1. <3 mW/MHz(FH, FH+DS , FH+OFDM from 2400 - 2483.5 MHz)
2. <10mW/MHz(OFDM OBW<26MHz, DS, FH other than (1))
3. <5mW/MHz (OFDM OBW 26 — 38MHz)
4. <10 mW (Other than (1) & (2) & (3) 10mW)

The Output Power Tolerance must be within +20%.
E.i.r.p:
® <6.91dBm/MHz(FHSS form 2400-2483.5MHz)
Note:E.I.R.P will not be applied to the transmission antenna which has a gain of 2.14dBi or less.

TEST CONFIGURATION

EUT Power meter
TEST RESULTS
DC 3.7V
. Cable Average Spread Rated
Mod R;:x'e'lg loss burst Band Output Limit output | Tolerance | . . Result
ode B (dB) power width (m'i’,symz) (MW/MHz) |  power (%) imi esu
(CL20m) mW) | (MH2) (MW/MHz)

BT 5.4 BR -3.865 0.5 0.46 71.209 0.0065 3 0.01 -35.29% +20% Pass
BT 5.4EDR \ R
—anchsg -3.554 0.5 0.49 71.235 0.0069 3 0.01 -30.51% +20% Pass
BT 5.4EDR \ .

> -3.283 0.5 0.53 71.210 0.0074 3 0.01 -26.01% +20% Pass
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3.3. OCCUPIED BANDWIDTH AND SPREADING BANDWIDTH

LIMIT

* Occupied bandwidth: FH=<83.5 MHz; OFDM<38 MHz, DS<26 MHz; Others<26 MHz
» Spread Bandwidth:= 500 kHz(FH,DS)
» Spread factor>5.

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST PROCEDURE

1. Setting of SA is following as fellow:

RBW: 1000 kHz
VB: 1000 kHz
Sweep time: Auto
Sweep Mode: Continuous sweep
Detect mode: Positive peak
Trace mode: Max hold
2. EUT have transmitted the maximum modulation signal and fixed channelize. SA set to 99% of
occupied bandwidth to measure occupied bandwidth.

TEST RESULTS
Occupy
Test Channel : o -
Condition Type (MHz) Bandwidth99% Limit (MHz) Result
(MH2z)
TNVN BT 5.4BR 78.732 Pass
79 channels
BT 5.4EDR
MHz)
BT 5.4EDR
TNVN 8DPSK 78.784 Pass
Test Test Test Occupy Spread Limit
- o .
Condition Mode Channel Bandwidth90% factor [MHZ] Yot
[MHZ]
TNVN DH5 71.632 71.632 >=0.5 Pass
79 channels

TNVN 2DH5 (2402~2480 71.842 71.842 >=0.5 Pass

TNVN 3DH5 MHz) 71.615 71.615 >=0.5 Pass
Spread factor=90% Bandwidth/ transmission rate
For DH5/2DH5/3DH5, transmission rate is 1Mbps/1Mbps/1Mbps

Shenzhen Yacetong Testing Technology Services Co., Ltd
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Result plot as follows:Bandwidth 99%
For FHSS: BR mode (GFSK):

Report No. YCT2025S21226125E

ﬁ xg,sgmspemmnnuym Occupied Bw

111271532 PM Mar 03, 2026

PULSE]
e q: 2.441000000 GHz
Trig: Free Run
#Atten: 10 dB

Ref Value 10.00 dBm

Ca
# FGain:Low

Ref 10.00dBm

#VBW 1 NHz

Occupied Bandwidth Total Power

78.732 MHz
290.63 kHz
81.19 MHz

OBW Power
xdB

Transmit Freq Error
x dB Bandwidth

EDR mode (1r/4)DQPSK:

p Keysight Specturm Anahzer - D:rupledBMV

AvglHold:>1010

Radio Std: None

Radio Device: BT3

“Epan 100 MHz
Sweep 1ms

13.2 dBm

99.00 %
-26.00 dB

Center Froq 2441000000 G
Trig: Fm Run

Dt:c BW % Pwr 99.00 %

#/BW 1 MHz

Occupied Bandwidth Total Power

78.759 MHz
292.14 kHz
81.49 MHz

OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

Shenzhen Yacetong Testing Technology Services Co., Ltd

803, Building 1, COFCO Chuangzhi Factory, Xingdong Community, Xinan Street, Baoan District, Shenzhen

|41:31:02 FM Mar 03, 2026
Radio Std: None

Avgmoau >1010

Radio Device: BTS

13.0 dBm

99.00 %
-26.00 dB

—
Average |
N

Trace/Detector

ClearWrite |

Max Hold|

TracelDetector

ClearWrite
e
Average

= & I
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EDR mode 8DPSK:

Keymight Spectum Analyz=r- Occupied BW =
[ AE : aC | SENSEPULSE] LIGN ALTE 11:33:07 PM Mar 03, 2026
Center Freq: 2.441000000 GHz Radio Std: None Trace/Detector
] Trig: Free Run AvglHeld:>1010
HIFGain:Low #Atten: 10 dB

Occ BW % Pwr 99.00 %

Radio Device: BTS

Ref 10.00 dBm__

Clear Write |
I

Average|

Max Hold |

| | I R I R m——
[Center 2.441 GHz Span 100 MHz I
[#Res BW 1 MHz #VBW 1 MHz y Sweep 1ms

Occupied Bandwidth Total Power

78.784 MHz

Transmit Freq Error 279.04 kHz OBW Power 99.00 %

x dB Bandwidth 81.47 MHz x dB -26.00 dB

Result plot as follows:Bandwidth 90%
For FHSS: BR mode (GFSK):

BE K eysight Spectrum Analyzer - Dccupied BW
L | ; [ 501 €3 44 | SEMSEPULSH | ALCGN AUTO [11:29:04 PM Mar 03, 2026
Occ BW % Pwr 90.00 % Center Freq: 2.441000000 GHz Radio Std: None
o Trig: Free Run Avg|Hold: =100
HFGain:Low #Arten: 10 dB Radio Device: BTS

TraceiDetector

Ref 10.00 dBm
I

Center 2441 GHz _
#Res BW 1 MHz #VBW 1MHz Sweep 1ms|
Occupied Bandwidth Total Power 13.2 dBm
71.632 MHz
Transmit Freq Error 1.4970 MHz OBW Power 90.00 %
x dB Bandwidth 81.17 MHz x dB -26.00 dB
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EDR mode (11/4)DQPSK:

-ﬁ Keysight Spectium Analyzer - Oocugied B

W
- | FF | ac | | | sEnsEpULE] | ALIGH ALITE |11:30:25 PM Mar 03, 2026
Occ BW % Pwr 90.00 % Center Freq: 2.441000000 GHz Radio 5td: None
o2 Trig: Free Run Avg|Hold:>1010
#IFGain:Low #Atten: 10 dB Radio Device: BTS

Trace/Detector

Ref 10.00 dBm

#/BW 1 MHz Sweep 1ms

Occupied Bandwidth Total Power 13.0 dBm
71.842 MHz

Transmit Freq Error 1.4859 MHz OBW Power 90.00 %

x dB Bandwidth 81.34 MHz x dB -26.00 dB

EDR mode 8DPSK:

fﬁ Keysioht Soectrum Analyz = =
i =

i | ] A | SENSE:PULSE] ALIGHN AT [11:32:48 FM Mar 03, 2026 ;
Occ BW % Pwr 90.00 % Center Freq: 2.441000000 GHz Radio Std: None Tracefetector
g Trig: Free Run AvgiHold:>10/10
HIFGain:Low FArten: 10 dB Radio Device: BTS

Clear Write
(

Average

| S —
Center 2441 GHz
#Res BW 1 MHz #VBW 1MHz

Occupied Bandwidth Total Power 13.0 dBm
71.615 MHz

Transmit Freq Error 1.4257 MHz OBW Power 90.00 %

x dB Bandwidth 81.47 MHz x dB -26.00 dB
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3.4. DWELL TIME

LIMIT
Item #E g {!mits
.
Hopping Freq. Dwell Time = 0.4 sec (In 0.4 sec x spreading rate)

MEASURING INSTRUMENTS AND SETTING

Please refer to section 5 in this report. The following table is the setting of the
spectrum analyzer.

Spectrum Par-a-T‘e‘te%% ‘V‘ Sett?l’g

Attenuation Auto

Span Frequency 0 MHz

RB 1 MHz

VB 1 MHz

Detector Peak

Trace Max Hold

Sweep Continuous
TEST PROCEDURES

. The transmitter output (antenna port) was connected to the spectrum analyzer

Set RBW of spectrum analyzer to 1MHz and VBW to 1MHz.

Use a video trigger with the trigger level set to enable triggering only on full pulses.

. Sweep Time is more than once pulse time.

Set the center frequency on any frequency would be measure and set the frequency span to
zero span.

. Measure the maximum time duration of one single pulse.

. Set the EUT for all packet transmitting.

. Measure the maximum time duration of one single pulse.

. Dwell time = [spreading rate/79] x duty-cycle x 0.4 seconds. (to be determined for each mode)

TEST SETUP LAYOUT

®oo T D

. TQ

EUT SPECTRUM
ANALYZER
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TEST RESULT
Test result:
Condition Mode Frequency(MHz) Pulse Average Time of Limit(ms) Burst Number Results
Time(ms) Occupancy(ms)

NVNT 1DH5 2402 2.892 289.200 400 100 Pass
NVNT 1DH5 2441 2.892 309.444 400 107 Pass
NVNT 1DH5 2480 2.888 303.240 400 105 Pass
NVNT 2DH5 2402 2.896 292.496 400 101 Pass
NVNT 2DH5 2441 2.896 312.768 400 108 Pass
NVNT 2DH5 2480 2.896 289.600 400 100 Pass
NVNT 3DH5 2402 2.896 292.496 400 101 Pass
NVNT 3DH5 2441 2.896 292.496 400 101 Pass
NVNT 3DH5 2480 2.896 312.768 400 108 Pass
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Plus_Time,1DH5,Lowest

Transmit Time,1DH5,Lowest

Wiy S Ay - el Tig» IDRETL
AL +

Center Freq 2.402000000 GHz

IF GanL i

Ref ot 28 4B
Ref 0.78 dBm

[Center 2402000000 GHz
[Res BIW 1.0 MHz SVBW 1.0 Hz

PHOam g THge Wides
Asmen: 8 08

Ay Type: Log-Pur

s Spantrion A - Tigmgms Tres: 26300 =

Center Freq 2402000000 GHz

i Span 0 Hz
Sweep 4.000 ms {1001 pis)

000
s BW 1.0 MHz

IF Gain:L i

Ay Type: Log-Pur
Trig: Frow Run
Asen: 18 B

PR Fas e

SVEW 1.0 MHz Sweep 3160 s |

Plus_Time,1DH5,Middle

Transmit Time,1DH5,Middle

DG ER s

IF GanL i

[Center 2441000000 GHz
{Res BW 1.0 MHz

FVBW 1.0 MHz

580 us

| £7.22 dBm |
3ABO ma |

2638 dBm

PHOam g TriGe Yides
Ammen: 1048

Ay Type: Log-Pur

K it Spaa i Ao - T g T FALL -

Span 0 Hz
{1001 pts)

nter 2.441000000 GHz
es BW 1.0 MHz

e u:

Ay Type: Log-Pur
Trig: Frow Run
Asen: 18 B

PR Fas e
IF Gain:L i

Span 0 Hz
Sweep 3160 s (30001 pis)

FVBW 1.0 MHz

Plus_Time,1DH5,Highest

Transmit Time,1DH5,Highest

eraig?® S Ao - Dorel Tierm o IO 205

Center Freq 2.480000000 GHz
W Fast
IF Gl L irae

Farre o ’,1

{center 2.480000000 GHz
{Res BW 1.0 MHz

FVBW 1.0 MHz

-33.01 dBm |
-36.50 dBm |

Trig: Vidso
Asmen: 12 48

Ay Type: Log-Pur

s Spanrion A - Tigmgems Tre 301008 =

Center Freq 2.480000000 GHz

Span 0 Hz
Sweep 4,000 ms (1001 pis)y

000
s BW 1.0 MHz

Ay Type: Log-Pur
ca. Trig FrosRun

T st
IF Gain:L i Aren: 20 4B

‘Span 0 Hz
Swoep 31.60 s (30001 pts)

SVEBW 1.0 MHz
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Plus_Time,2DH5,Lowest Transmit Time,2DH5,Lowest

Wiyq?s ST Abistoior - Dol T = IDGETE L = Eiriigf SpmuTion At - Trmgens T LA o
TR i T 8113:47 PW Ve 0, 3038 L 3
Arg Type: Log-Fur Center Freq 2.402000000 GHz #Aorg Type: Log-Pur
PR Fast ) TrigE Vides P e Trig: FreeRun
IF Galn-L Amen: 12 08 e 2

Armen: 18 08

| gaiaals teaiy |

[Center 2402000000 GHz

- Span 0 Hz
[Res BW 1.0 MHz SVEW 1.0 Hz 000 ms {1001 pis)
1 5850 us | BdBm
3 AR ms 457 dBm |
3 1 !
5
i
7
]
9
s 000
. s BW 1.0 MHz SVEW 1.0 MHz Swoep 31.60s |
" T " e
Plus_Time,2DH5,Middle Transmit Time,2DH5,Middle
I oo e tere” Dot T TORED Y - BB oo St e 718 T S =
Center Freq 2.441000000 GHz g Yypa: Lo P :

Ay Type: Log-Pur

PHOam g TriGe Yides

5 B o Trig FreeRun
Fi PR Fase
IF GanL i Aren: 1648

IF Gain:L i Aren: 1848

Ref ot 28 4B
Ref 946 dBm

Center 2441000000 GHz i i )
[Res BIW 1.0 MHz SVBW 1.0 MHz

1 4438 dBm

2 3577 dBm|

3 |

2

5

1

7 B S S I

2

9

:? nter 2.441000000 GHz Span 0 Hz
: es BW 1.0 MHz EVEW 1.0 MHz Swoep 31.60 5 (30001 pts)
" o

Plus_Time,2DH5,Highest Transmit Time,2DH5,Highest
gt e Tt A - Dol T 1D £ & =y i

; BB eraigps Spanitiom At - Trimsemd Tire: 269,000 =
Cer]le[ Freq 2480000000 GHz A Type: Log-Puwr benler Freq 2.480000000 GHz
P - Trig: Video

Trig: Frow Run
Asen: 14 B

Amen: 20 0B

I F -

- Span
SVBW 1.0 MHz 000 ms (1001 pts)

4766 dEm
3584 dBm,

L 000000 GH P.-p T
s BW 1.0 MHz SVEBW 1.0 MHz Sweep 31.60 s (30001 pts)
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Plus_Time,3DH5,Lowest Transmit Time,3DH5,Lowest
; 'hs-q-"”'ruw)l-d o - Dl T IDARETT o i ; Eersight SpanTtien Abalvin - Tramardt Tire: ;Mﬂ T
anter Fi 0200000 Hz g Type: Log-Fwr ' 3 [ ar . xr Freq 2.402000000 GHz 5 Mg Type: Log-Fwr w
C ter Freq 2.402000000 G! T viee Center Freq 2.402000000 G| Pl Lo T Fren
IF G e L trae o

IF GanL i Aren: 12 8

iCenter 2402000000 GHz ) e B Span 0 Hz
{Res BW 1.0 MHZ HVEBW 1 1] MH! e\wop 4.000 ms tﬂ‘ﬂl pt‘l
1 S88.0.us | 4161 dEim|
‘; 3484 | -38.18.4Bm |
2 I |
5
i
7
2
9
s 000 GHz
. = BW 1.0 MHz SVEW 1.0 MHz Sweep 31.60s |
o ) b v
Plus_Time,3DH5,Middle Transmit Time,3DH5,Middle
" Ersight SpanT1ien Abialuin - Dol Tirv = - IDGEZD & . Cersght Spar T i T oo w0 i ST
-Ceruer Freq 2.441000000 GHz A Type: Log-Puwr r A Type: Log-Pwr
= PHC: Fast T Trig Vides PR Fast b Trig Free Run
Asten: 10 dB IF Gaain:Lirw Amen; 18 dB

IF GanL i

Ref Offeet 28 9B
Ref 268 dBm

[Center 2441000000 GHz i i ) Span 0 Hz
[Res BIW 1.0 MHz SVBW 1.0 MHz Sweep 4.000ms mm pis)

nter 2.441000000 GHz Span 0 Hz
: s BW 1.0 MHz SVBW 1.0 MHz Swoep 31.60 5 (30001 pts)
" o b Wrare
Plus_Time,3DH5,Highest Transmit Time,3DH5,Highest
-m.q-s—-uu«m o - Thimaemdl Thermy TILT0E

Aivg Type: Log-Pur
v g Type: Log-Fw Cs-nler Freq 2.480000000 GHz _— T FresTam
IFGalnLina Asen: 14 B £ I fairiLinw Asten: 20 48

LR E TS

Span 0 Hz

\center 2.480000000 GHz
R Sweep 4.000 ms {1001 pts)

BW 1.0 MHZ FVBW 1.0 MHz

‘Span 0 Hz
Swoep 31.60 s (30001 pts)

000 GHz
s BIW 1.0 MHz SVBW 1.0 MHz
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3.5. Unwanted Emission Strength
LIMIT

Below 2387 MHz: 2.5uW/MHz or less
2387 to 2400 MHz: 25uW/MHz or less
2483.5 Through 2496.5 MHz: 25uW/MHz or less
Over 2496.5 MHz: 2.5uW/MHz or less

Limit
Test Freq. Range UW/MHz dBm/MHz
30MHz =f=1000MHz 2.5uW/MHz or less -36dBm/100kHz
1000MHz<f=2387MHz 2.5uW/MHz or less -26dBm/MHz
2387MHz<f=2400MHz 25uW/MHz or less -16dBm/MHz
2483.5MHz =f<2496.5MHz 25uW/MHz or less -16dBm/MHz
2496.5MHz =f<12500MHz 2.5uW/MHz or less -26dBm/MHz
TEST CONFIGURATION
SPECTRUM
EUT ANALYZER
TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:

Frequency: 30MHz-13GHz

RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
VBW:100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
Sweep time: Auto

Detector mode: Positive peak

Indication mode: max hold
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TEST RESULTS

Test mode: 2402MHz

BR(GFSK) Test channel :

A Type: Log-Par Ceanter Freq 1693500000 GHz A Type: Log-Par
—  Trig: FraeRun > oo Trig: Free Run
#atten: 20 0B Low

tef Offset 2.8 dB
tel 2.80 dBm

#VEW 100 kHz

258,891 MHz 53,08 dBm |
B95.046 MHz | 5242 gBm|

art 1.0000 GHz st
BW 1.0 MHz H#VEW 1.0 MHz Sweep 1.733 ms

1GHz~2.387GHz

i AT

B doipa St Sestiner - Smept 12

A Type: Log-Par ar Freq 2.490000000 GHz A Type: Log-Par
o G Trig: FreeRun . o Trig: FreeRun

dow  SAtten: 20 dB

ffset 2.8 dB
19.15 dBm_

5 Stop 2.400000 GHz Stop 2.4 0 GHz
#VEW 1.0 MHz p 1.000 ms (1001 pts] #VEW 1.0 MHz Sweep 1.000 ms (1001 pts

38,31 dBm|
~36.63 9Bm |

s AT

2.4835GHz~2.4965GHz

Avg Type: Log-Par
—,  Trig: Frae Run
#atten: 20 0B

#VEW 1.0 MHz

2.4965GHz~12.5GHz
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Test mode: BR(GFSK) Test channel: 2441MHz

A Type: Log-Par Canter Freq 1693500000 GHz Ao Type: Log-Far
-, Trig: Free Run, . o Trig: Free Run
#atten: 20 0B | #atten: 20 dB

55!.;&'56.0 WHz
BW 1

|start 1.0000 GHz
[#Res BW 1.0 MHz

Awg Type: Log-Par Avg Type: Log-Par
Trig: Froe Rur. ;- o Trig: FreeRun
#atten: 20 48 | . #Atten: 20 dB

Istart GHz 2.4 st GHz Stop 2.406500 GHz
#Res BW 1.0 MHz #VEBW 1.0 MHz Re 1. Sweep 1.000 ms {1001 pts]

2.392 651 GHz | 39,36 dBm |
2400 090 GHz | 4017 9Bm |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
Trig: Froe Rur.
#atten: 20 0B

|start 2497 GHz " " Stop 12.750 GHz
#VEW 1.0 MHz Sweep 17.33 ms (20001 pts

2.4965GHz~12.5GHz
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Test mode: BR(GFSK) Test channel: 2480MHz

A Type: Log-Par Canter Freq 1693500000 GHz Ao Type: Log-Far
-, Trig: Free Run, . o Trig: Free Run
#atten: 20 0B i

55!.;&'56.0 WHz
BW 1

|start 1.0000 GHz
[#Res BW 1.0 MHz AEW 10MH

Awg Type: Log-Par Avg Type: Log-Par
Trig: Froe Rur. o Trig: FreeRun
#atten: 20 48 | . #Atten: 20 dB

GHz 2.4 5t GHz Stop 2.496500 GHz
MHz #VEBW 1.0 MHz Re 1. Sweep 1.000 ms {1001 pts]

2211 546 GHz | —dBm,
2387 000 GHz | -¥9.85 gBm |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
Trig: Froe Rur.
#atten: 20 0B

|start 2497 GHz " " Stop 12.750 GHz
#VEW 1.0 MHz Sweep 17.33 ms (20001 pts

2.4965GHz~12.5GHz
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Test mode: EDR(1r/4DQPSK) Test channel: 2402MHz

Avg Type: Log-Far Avg Type: Log-Far
-, Trig: Frae Run . o Trig: Free Run
Eatten: 20 dB i | . #hten: 20 dB

Istart 30.0 MHz
#Res BW 100 kHz

11.0000 GHz " k " Stop 2.3870 GHz
*_V_E_W |.(!_MHI = Sweep 1.733 ms (2001 pis]

Ao Type: Log-Par S A Type: Log-Par
-, Trig: Frae Run . o Trig: FreeRun
Eaten: 20 4B i | W Gaincd #hiten: 20 dB
fiset 2.8 dB
19.83 dBm _

#VEW 1.0 MHz

2.398 674 GHz | 36,61 dBm |
2400 000 GHz | 33,64 gm|

55 0o o e B

2.4835GHz~2.4965GHz

Avg Type: Log-Par
—  Trig: Frae Run
#atten: 20 0B

|start 2497 GHz " " Stop 12.750 GHz
[#Res BW 1.0 MHz #VEW 1.0 MHz Sweep 17.33 ms (20001 pis

2.4965GHz~12.5GHz
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2441MHz

Test mode:

EDR(1/4DQPSK)

Test channel :

- Trig: FraeRun
#Atten: 20 48

Istart 30.0 MHz
#Res BW 100 kHz

Avg Type: Log-Par

11.0000 GHz
[#Res BW 1.0 MHz
”

Avg Type: Log-Par

— Trig: FreeRun

Etten: 20 4B

FVEW TOMHZ___

Stop 2.3870 GHz

Sweep 1.733 ms (2001 pis]

- Trig: Frae Run
#Atten: 20 o8

#VEW 1.0 MHz

8,63 dBm |
40,00 dEm |

Stop 2.400000 GHz
Sweep 1.000 ms {1001 pts]

‘Caner Freq 2.490000000 GHz

Avg Type: Log-Par
o Trig: FraeRun
#Atten: 20 dB

#VEW 1.0 MHz

38,57 dBm |
~37.69 9Bm |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
—  Trig: Frae Run

|start 2497 GHz
Eﬂnes BW 1.0 MHz

Stop 12.750 GHz

FVEW 1.0 MHz Sweep 17.33 ms (20001 pts)

2.4965GHz~12.5GHz

Shenzhen Yacetong Testing Technology Services Co., Ltd
803, Building 1, COFCO Chuangzhi Factory, Xingdong Community, Xinan Street, Baoan District, Shenzhen

@ Tel:+(86)-0755-23728760 = Fax:+(86)-0755-23728760

@ Http: www.yctlab.com



Report No. YCT2025S21226125E

- Page 28 of 45 -

Test mode: 2480MHz

EDR(1r/4DQPSK) Test channel :

‘Caner Freq 1.693500000 GHz A Type: Log-Par
2 —  Trig: FraeRun
T saten: 20 98

Avg Type: Log-Par
—,  Trig: Frae Run
#atten: 20 0B

0000 GHz

Stop
#VBW 100 kHz 3 ms (10001 pts)

53,438 MHz £3.63 dBm |
FO4.649 MHz | 5205 dBm|

Start 1.0000 GHz ) " Stop 2.3870 GHz
H#VEW 1.0 MHz Sweep 1.733 ms (2001 pis]

30MHz~1GHz

Avg TypacLog-Far Avg Type: Log-Par
et oo Trig: FreeRun . o Trig: FreeRun
i Gaind oW #atten: 20 08 WGuind

GHz T stop2.400000 GHz
Sweep 1.000 ms {10071 pts]

2483 E00 GHz |
2495 369 GHz |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
—  Trig: Frae Run
#atten: 20 0B

|start 2497 GHz
[#Res BW 1.0 MHz H#VEW 1.0 MHz
”

2.4965GHz~12.5GHz
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Test mode: EDR(8DPSK) Test channel: 2402MHz

(B g Spaciiom Ansiynee - Smept S

‘Caner Freq 1.693500000 GHz A Type: Log-Par

Center Freq 515.000000 MHz Avg Type: Log-Pr
Trig; Frae Run

Trig: Frae Run
EAtten: 20 4B

'set 2.8 dB
30 dBm

JAT 445 MHz
BH2453 MHz,

[Start 1.0000 GHz Stop 2.3870 GHz
Ri 1. ;

FVEW 1.0 MHz Sweep 1.733 ms (2001 pts]

30MHz~1GH

Aung Typec Log-Far T Avg Type: Log-Par
et oo Trig: FreeRun . o Trig: FreeRun
Low #atten: 20 08 =

art 2.387000 GHz Stop 2. \. Stop 2.496500 GHz
BW 1 000 ms (1001 pts] MH #VBW 1.0 MHz Sweep 1.000 ms (1001 pts|

3581 dBm |
38,95 dEm |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
Trig: Froe Rur.
#atten: 20 0B

|start 2497 GHz
Res BW 1.0 MHz H#VEW 1.0 MHz

2.4965GHz~12.5GHz
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Test mode: EDR(8DPSK) Test channel: 2441MHz

(B g Spaciiom Ansiynee - Smept S

‘Caner Freq 1.693500000 GHz A Type: Log-Par
2 Trig: Free Run

Center Freq 515.000000 MHz - Avg Type: Log-Pr 3
T gatten: 2048

- Trig: FraeRun
#Atten: 20 48

'set 2.8 dB
30 dBm

e oy e 8 s A S oSt = e et e

#VBW 100 kHz

325,408 MHz 5411 dBm|
806194 MHz| S2.79 9Bm |

Istart 1.0000 GHz
R 1

Stop 2.3870 GHz
#VEW 1.0 MHz Sweep 1.733 ms (2001 pts]

1GHz~2.387GHz

30MHz~1GHz

Aung Typec Log-Far ‘Center Freq 2.490000000 GHz A Type: Log-Par
Trig: Frwe Rur, . —  Trig: FraeRun
" #Atten: 20 dB | . " saten: 2098

art 2.387000 GHz Stop 2. o Stop 2.496500 GHz
BW 1 000 ms (1001 pts] MH #VBW 1.0 MHz Sweep 1.000 ms (1001 pts|

2.387 156 GHz |
2400 000 GHz |

2.4835GHz~2.4965GHz

Avg Type: Log-Par
Trig: Froe Rur.
#atten: 20 0B

|start 2497 GHz
Res BW 1.0 MHz H#VEW 1.0 MHz

2.4965GHz~12.5GHz
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Test mode: EDR(8DPSK) Test channel: 2480MHz

(B g Spaciiom Ansiynee - Smept S

‘Caner Freq 1.693500000 GHz A Type: Log-Par
2 Trig: Free Run

Center Freq 515.000000 MHz Avg Type: Log-Pr 3
T gatten: 2048

Trig: Frae Run
EAtten: 20 4B

'set 2.8 dB
30 dBm

#VBW 100 kHz Sweep 117.3 ms {10001 pts)

350,256 MHz 53,96 dBm |
F11.633 MHz,| $2.68 dBm |

Istart 1.0000 GHz
R 1

Stop 2.3870 GHz
#VEW 1.0 MHz Sweep 1.733 ms (2001 pts]

1GHz~2.387GHz

30MHz~1GHz

Aung Typec Log-Far L ‘Center Freq 2.490000000 GHz A Type: Log-Par
Trig: Frwe Rur, —  Trig: FraeRun
" #Atten: 20 dB | . " saten: 2098

art 2.387000 GHz Stop 2. o Stop 2.496500 GHz
BW 1 000 ms (1001 pts] MH #VBW 1.0 MHz Sweep 1.000 ms (1001 pts|

—dBm,
40,35 dBm|

2.4835GHz~2.4965GHz

Avg Type: Log-Par
—  Trig: Frae Run
#atten: 20 0B

|start 2497 GHz
Res BW 1.0 MHz H#VEW 1.0 MHz

2.4965GHz~12.5GHz
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3.6. Secondary Radiated Emission Strength
LIMIT

Below 1GHz: 4.0nW or less
Above 1GHz: 20nW or less

Limit Limit
Test Freq. Range W dBm
30MHz=f=1000MHz 4.0 -54
1000MHz<f= 13000MHz 20 -47
TEST CONFIGURATION
SPECTRUM
EUT ANALYZER
TEST PROCEDURE

The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram as TEST CONFIGURATION shows.

EUT Condition: modulation

Spectrum Condition:
Frequency: 30MHz-13GHz
RBW: 100 KHz (30MHz-1GHz), 1MHz (1GHz-13GHz)
VBW:100 KHz (30MHz-1GHz), 1TMHz (1GHz-13GHz)
Sweep time: Auto
Detector mode: Positive peak

Indication mode: max hold

TEST RESULTS

GFSK,m/4DQPSK and 8DPSK are tested on low, middle, and high channels, and only the worst mode
is recorded, with the worst mode being the low channel data.
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For FHSS: BR mode (GFSK):
30MHz to 1 GHz:

3 l’qmqn ipcctrumnnmyw Snept S

Cemer Freq 515.000000 MHz U o o B— s - Log-Pwr
PND: Fast Trig: Free Run
IFGain:High #Atten: 0 dB

345 £38 MHZ -£1.990 dBm
663.604 MHz -80.761 dBm

MEG STATLIS

1 GHz to 13 GHz:

3 l’qmqn ipcctrumnnmyw Snept S

Cemer Freq 6.875000000 GHz LB AL
PNO: Fast 5o 1rig: FreeRun
lFGdin:Hi’l #Atten: 0 dB

Mhr“’

Stop 12.750 GHz
Sweep 20.00 ms (20001 pts)|

MEKR MODE TRC| SCL X ¥ FUNCTION FUNCTION WI0TH FUNCTION VALUE
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For FHSS: EDR mode (r/4DQPSK):
30MHz to 1 GHz:

3 l’qmqn ipcctrumnnmyw Snept S

Cemer Freq 515.000000 MHz C B— s - Log-Pwr
PND: Fast oo 1rig: FreeRun

IFGain:High #Atten: 0 dB

Mkr2 394 367 MHz

MEKR MODE TRC| SCL

zﬂm

MEG STATLIS

: Avg Type: Log-Pwr
PND: Fast T Trig: Free Run
IFGain:High #Atten: 0 dB

Mkr2 12.285 9
-68.175 dBm

Stop 12.750 GHz
Sweep 20.00 ms (20001 pts)|

MEKR MODE TRC| SCL

T gmems gwew ] T
4I- EE— e —
—————————§

UNCTION WIDTH FUNCTION VALUE

EE—
10
11 I O S

MEG STATLIS
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For FHSS: EDR mode (8DPSK)

30MHz to 1 GHz:
3 l’qﬁrqn ‘mctrumnnmyw Snept A&
Cemer Freq 515. EI[!UCIUH MHz
PRO; Fast [
lFGdin:Hih

Trig: Free Run
#Atten: 0 dB

343989 MHZ
874.773 MHz

N FUNCTION 10TH FUNCTION VALUE
-81 400 dBm

STATLIS

Mu T\rm Log-Pwr

Trig: Free Run
Mkr2 7.617 0 GHz
-68_._1 45 dBm

BND: Fast 5o
IFGain:High #Atten: 0 dB

Stop 12.750 GHz
Sweep 20.00 ms (20001 pts)|

MEKR MODE TRC| SCL ¥ UNCTION WIDTH FUNCTION VALUE
e
-_ .
N ) i
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3.7 Transmission Antenna Gain(EIRP Antenna Power Measurement)

3.7.1 Limit

Item

Limits

EIRP Power Density

=16.91dBm/MHz (FH form 2427 - 2470.75 MHz)
=22.14dBm/MHz (OFDM,DS from 2400~2483.5MHz)
=22.14dBm (Other from 2400~2483.5MHz)

gain of 2.14dBi or less

Note: This test item is not applied for radio equipment with equivalent isotropic radiation
power lower than 12.14dBm/MHz, but Antenna Power(Conducted) limit is 10 mW/MHz (10
dBm/MHz), So the test item will not be applied to the transmission antenna which has a

3.7.2 MEASURING INSTRUMENTS AND SETTING
Please refer to section 5 in this report. The following table is the setting of spectrum analyzer.

Spectrum Parameter Setting
Attenuation Auto
RB/VB 1 MHz
Detector Peak
Trace Max Hold
Sweep Time Auto

3.7.3 TEST PROCEDURES

Attenuation of the attenuator shall be set to provide an optimum input level to the spectrum analyzer.
1, Set the spectrum analyzer as follows for searching the frequency that outputs the maximum

antenna power:
Center frequency:
Frequency sweep width:
Resolution bandwidth:
Video bandwidth:
Y-axis scale:
Sweep time:

Trigger condition:
Data points:
Sweep mode:
Detection mode:
Display mode:

Test frequency

Approximately twice of the occupied bandwidth

1MHz

Approximately three times of the resolution bandwidth

10dB/Div

Minimum time to ensure the measuring accuracy

(In the case of burst wave, one burst shall be included per data
point.)

Free run

400 points or more

Continuous sweep

Positive peak

Maximum hold

2. When the trace is complete, find the peak value of the power envelope and record.
In the case of bandwith above RBW, connect to power meter directly.
3. Calculate antenna power density by the formula belowPT(mW/MHz) = 1(QConducted power density(dBm)/10

4. EIRP = Antenna Power + Antenna Gain
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3.7.4 TEST SETUP LAYOUT

For EUT radiation measurement

Spectrum &nalayzer EUT

3.7.5 TEST DEVIATION
There is no deviation with the original standard.

3.7.6 EUT OPERATION DURING TEST
The EUT was programmed to be in continuously transmitting mode.

3.7.7 RESULTS OF TRANSMISSION ANTENNA GAIN

N/A
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3.7. Construction protection method

Reguirement

The high-frequency section and modulation section of the radio equipment except for the antenna
system shall not be capable of being opened easily

Confirmation method

We apply the product for Japan RF certification. All high-frequency section and modulation section
packet in one IC ,and The RF IC is Soldering BT RF IC in PCB , the chip pin spacing is very small, the
customer can't change it.Please refer to following for photo for details.

The interval of terminals: 0.5mm

Number of the terminals:48

.;.;:;r_-'u‘-‘v.-_,:,;.;.“.;‘;._;\;\t.-‘-‘:.- TATATA RN AR R, A s s
)

PCB antenna

&,
2% CRORD0

L o
e SR O
KRR RO

: 0

interval of terminals:

= <= Interval _0.5mm

10 - o

[ ]
E— I
] A
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3.8. Interference Prevention Function
Reguirement

Clarify, the one automatically to transmit and to receive identification code with the wireless equipment
of the wireless station used in the same premises.

Interference Prevention FunctionConfirm

A communication link was made where the ID code is correct (Identical).

TEST PROCEDURE

1. Connect the EUT in network

2. Open the software

3. We can get the information as follows:
BT MAC: 00:29g:f6:01:15:c1

TEST RESULTS

£ Blustoothview = B
SR RSB BB OEND) =8

Y=z a4

oa== -7 el FEaEEE IREEESEE

e Wireless Gaming Controller LeadJoy-Saber Plus
00:29:f6:01:15:c1

I | b

1 BFEN ~ MirSoft Freeware. hitp/iwwwanirsoftnet
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4. Test Setup Photos of the EUT

e —
e ST
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5. External and Internal Photos of the EUT

Photo 1
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Photo 3
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Photo 9
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